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A°R K A N S A S
Department of Environmental Quality

FEB 2 0 2018

James House, Safety and Environmental Specialist
Kohler Co. (Sheridan)

415 South Oklahoma Street

Sheridan, AR 72150

Dear Mr. House:

The enclosed Permit No. 0791-AR-16 is your authority to construct, operate, and maintain the
equipment and/or control apparatus as set forth in your application initially received on
9/22/2017.

After considering the facts and requirements of A.C.A. §8-4-101 et seq. as referenced by §8-4-
304, and implementing regulations, I have determined that Permit No. 0791-AR-16 for the
construction and operation of equipment at Kohler Co. (Sheridan) shall be issued and effective
on the date specified in the permit, unless a Commission review has been properly requested
under Arkansas Department of Pollution Control & Ecology Commission's Administrative
Procedures, Regulation 8, within thirty (30) days after service of this decision.

The applicant or permittee and any other person submitting public comments on the record may
request an adjudicatory hearing and Commission review of the final permitting decisions as
provided under Chapter Six of Regulation No. 8, Administrative Procedures, Arkansas Pollution
Control and Ecology Commission. Such a request shall be in the form and manner required by
Regulation 8.603, including filing a written Request for Hearing with the APC&E Commission
Secretary at 101 E. Capitol Ave., Suite 205, Little Rock, Arkansas 72201. If you have any
questions about filing the request, please call the Commission at 501-682-7890.

Sincerely,

Associate Director, Office of Air Quality

Enclosure: Final Permit

ARKANSAS DEPARTMENT OF ENVIRONMENTAL QUALITY

5301 NORTHSHORE DRIVE / NORTH LITTLE ROCK / ARKANSAS 72118-5317 / TELEPHONE 501-682-0744 / FAX 501-682-0880
www.adeq.state.ar.us



RESPONSE TO COMMENTS

KOHLER CO. (SHERIDAN)
PERMIT #0791-AR-16
AFIN: 27-00004

On November 9, 2017, the Director of the Arkansas Department of Environmental Quality gave
notice of a draft permitting decision for the above referenced facility. During the comment
period, written comments on the draft permitting decision were submitted on behalf of the
Department. The Department’s response to these issues follows.

Note: The following page numbers and condition numbers refer to the draft permit. These
references may have changed in the final permit based on changes made during the comment

period.

Comment #1:
Update the General Conditions.

Response to Comment #1:
The General Conditions have been updated.

Page | of |



ADEQ
MINOR SOURCE
AIR PERMIT

Permit No. : 0791-AR-16
[S ISSUED TO:

Kohler Co. (Sheridan)
415 South Oklahoma Street
Sheridan, AR 72150
Grant County
AFIN: 27-00004

THIS PERMIT IS THE ABOVE REFERENCED PERMITTEE’S AUTHORITY TO
CONSTRUCT, MODIFY, OPERATE, AND/OR MAINTAIN THE EQUIPMENT AND/OR
FACILITY IN THE MANNER AS SET FORTH IN THE DEPARTMENT’S MINOR SOURCE
AIR PERMIT AND THE APPLICATION. THIS PERMIT IS ISSUED PURSUANT TO THE
PROVISIONS OF THE ARKANSAS WATER AND AIR POLLUTION CONTROL ACT
(ARK. CODE ANN. § 8-4-101 ET SEQ.) AND THE REGULATIONS PROMULGATED
THEREUNDER, AND IS SUBJECT TO ALL LIMITS AND CONDITIONS CONTAINED
HEREIN.

Signed:

FEB 2 0 2018

Stuart‘gper‘lcer Date
Associate Director, Office of Air Quality
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Kohler Co. (Sheridan)

Permit #: 0791-AR-16

AFIN: 27-00004

List of Acronyms and Abbreviations

Ark. Code Ann. Arkansas Code Annotated

AFIN ADEQ Facility Identification Number
C.F.R. Code of Federal Regulations

CO Carbon Monoxide

HAP Hazardous Air Pollutant

Ib/hr Pound Per Hour

No. Number

NOy Nitrogen Oxide

PM Particulate Matter

PMio Particulate Matter Smaller Than Ten Microns
SO, Sulfur Dioxide

Tpy Tons Per Year

UTM Universal Transverse Mercator

VvVOC Volatile Organic Compound
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Section I: FACILITY INFORMATION

PERMITTEE:
AFIN:

PERMIT NUMBER:

FACILITY ADDRESS:

MAILING ADDRESS:

COUNTY:

CONTACT NAME:

CONTACT POSITION:

TELEPHONE NUMBER:

REVIEWING ENGINEER:

UTM North South (Y):

UTM East West (X):

Kohler Co. (Sheridan)

27-00004

0791-AR-16

415 South Oklahoma Street
Sheridan, AR 72150

415 South Oklahoma Street
Sheridan, AR 72150

Grant County

James House

Safety and Environmental Specialist

(870) 942-2111

Alexander Sudibjo

Zone 15: 3795837.26 m

Zone 15: 555792.99 m
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Section 1I: INTRODUCTION

Summary of Permit Activity

Kohler Company operates a facility for the fabrication, plating, and assembly of faucets located
at 415 South Oklahoma in Sheridan, Arkansas. With this deminimis modification, the facility is
requesting the use of a new coating in the BRZ Plating Line — Clear Coat (SN-34). This new
coating meets the PM and VOC limit in the permit but exceeds the HAP limits. As such, the
facility is requesting to revise the HAP content limits to allow the use of the new coating. The
facility’s permitted annual emissions are increasing by 8.00 tpy for any HAP with TLV > 15
mg/m®, 0.48 tons of any HAP with 1 mg/m®< TLV < 15 mg/m?, and 4.03 tpy total HAPs.

Process Description

The predominant industrial activities are brazing, buffing and plating, with metal and plastic as
the main raw materials. Raw materials such as screws, washers, etc. are used only in final
assembly, and do not substantially contribute to the industrial processes. Completed faucets are
distributed nationally, and may be shipped using various modes of transportation.

Machining

Brass barstock and tube stock are machined to produce faucet components. No air emission
sources are associated with this process. Some faucet components are also received from
Sheridan’s sister facility in Malvern, AR.

Brazing

At the brazing machines, faucet components are placed into fixtures mounted on a rotary table.
The table is rotated through various stations within the machine, to accommodate proper heating
of each component. Heating is accomplished using several propane burners, with flames similar
in appearance to those of small hand-held torches. Burner flames are directed to sufficiently heat
the brass and allow brazing material to glow evenly within the appropriate joints. Fumes
produced by brazing and burner exhausts are captured by a fume hood and vented outside the
facility.

Bright Dip (Bernite 45)

After brazing, faucets are submerged in a “Bright Dip” wash solution to remove oxidized
material from the faucets’ components. This is an agueous dip that contains no VOCs. Heat and
non-HAP emissions are captured by a hood and vented to the atmosphere. There are two Bright
Dip units at the Kohler Sheridan facility.

Polishing

A fraction of the faucets’ components require polishing before buffing. Up to six hand and semi-
automatic polishing stations make up the polishing operation. The primary emissions from this
process are brass fines. To control particulate emissions, all polishing equipment is vented
through a cartridge dust collector (SN-30).
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Buffing

The majority of faucet components which require buffing are received from the brazing machine.
The Hammond rotary buffer, Harper buffing machines #1, #2, and #3, the Fairfax auto-buffer
and six spot buffing machines make up the buffing operations. The primary emission from this
process is lint from the cloth buffing wheels. To control particulate emissions, all buffing
machines vent through a cartridge dust collector (SN-12).

Plating (Ni/Cr Line)

There are four plating lines, the nickel-chrome (Ni/Cr) line (SN-19), the udylite bright acid
copper (UBAC) line (SN-18), the offline brush chrome line (SN-32), and the barrel plating line
(SN-25). A Scotch brand 6.7 million BTU gas-fired boiler is used to heat the plating tanks.

Plating (UABC)

Nearly all plated parts eventually go through the Ni/Cr line, however only twenty-five to fifty
percent of plated faucet components go through the copper line. If copper plating is required, a
component will proceed through the first half of the Ni/Cr plating sequence; transfer to the
copper line (SN-18) and complete the copper plating sequence; then return to complete the
remaining Ni/Cr plating cycle.

Plastic Pre-Plating

Unplated plastic components are used only in final assembly, while those requiring plating must
go through the plastic pre-plate system. The objective of pre-plating is to prepare the surface of
plastic components, then apply a thin layer of electroless nickel. This forms a conductive surface
on the plastic part. To insure an acceptable metal coating on the plastic components from a
conductivity, strength, and product quality perspective, the electroless nickel film is plated again
with an acid copper strike. After final rinsing with de-ionized water, these components are
transferred to the Ni/Cr plating line.

Exhaust from chromic acid etching tanks used in the process is controlled by a packed bed
scrubber with a mist eliminator (SN-20). Plating tanks used in this process exhaust through a
single stack (SN-21).

Nickel Barrel Plating

Some faucet components are too small to hang on racks for plating. These are plated in a barrel-
style plater (SN-25). The components are placed inside a small drum made of sturdy plastic
mesh. This barrel is then immersed in the various plating solutions while being rotated to tumble
the small parts within.

Rack Stripping

All plating racks used in the Ni/Cr plating process must have their contacts stripped clean of
plated metals to prevent contamination in the tanks. This is an electrolytic process requiring a
reduced concentration of nitric acid in a bath. Rack stripping tanks used in this process exhaust
through a single stack (SN-22).
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Oil Rubbed Bronze Finishing Process

The finishing process consists of plating tanks (SN-33), clear coat application (SN-34), and 1.0
MM Btu/hr total natural gas-fired drying ovens (SN-35). The plating tanks consists of three soak
clean tanks, one ultrasonic clean tank, one electroclean tank, one chrome strip tank, two acid
activator tanks, a semi bright nickel tank, three acid copper tanks, a peroxide dip, black nickel or
nickel oxide tank, a chrome passivation tank, a phosphate tank, a rack strip tank for plating racks,
and a rack strip tank for paint strip.

Assembly
Various faucet components are assembled to produce finished products. Faucets are packaged
and sent to the warehouse. No air emission sources are associated with the assembly process.

Warehouse and Distribution
After the completed faucets have been packaged, they are delivered directly to the loading docks
for shipment or transferred to rack storage.

Hard Chrome Plating Operation

The hard chrome plating operation is an electrolytic process used to apply a chrome finish to
industrial components. The semi-automated process will consist of a hand wipe operation, one
wash tank, two plating tanks (SN-36), and 2 rinse tanks. Each plating tank will be equipped with
two 5,000 ampere rectifiers. This process will be independent of the current decorative chrome
plating operations at the Sheridan facility.
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Regulations

The following table contains the regulations applicable to this permit.

Regulations

Arkansas Air Pollution Control Code, Regulation 18, effective March 14, 2016

Regulations of the Arkansas Plan of Implementation for Air Pollution Control,
Regulation 19, effective March 14, 2016

40 CFR Part 63, Subpart N—Standards for Chromium Emissions from Hard and
Decorative Chromium Electroplating and Chromium Anodizing Tanks

40 CFR Part 63, Subpart WWWWWW-—National Emission Standards for Hazardous
Air Pollutants: Area Source Standards for Plating and Polishing Operations

40 CFR Part 63, Subpart ZZZZ—National Emissions Standards for Hazardous Air
Pollutants for Stationary Reciprocating Internal Combustion Engines

The following table is a summary of emissions from the facility. This table, in itself, is not an
enforceable condition of the permit.

Total Allowable Emissions

TOTAL ALLOWABLE EMISSIONS

Sollutant Emission Rates
Ib/hr tpy
PM 2.5 7.9
PMjio 2.5 7.9

PM2s See Note*

SO, 0.2 0.2
VOC 10.0 41.9
CcoO 0.4 05
NOy 1.2 0.8
NH3 1.05 4.60
H2SO4 0.58 2.40
Formaldehyde 0.02 0.04
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TOTAL ALLOWABLE EMISSIONS
Emission Rates
Pollutant
Ib/hr tpy
HCI 0.15 0.67
HF 0.01 0.05
Chromium (total) 0.003899 0.018097
Copper 0.11 0.37
Lead 0.00549 0.03
Nickel 0.021 0.092
: 3
HAPfs"Vr:g/;'gV > 1.64 8.00
Total HAPs** 3.98 17.28

*PM_ 5 limits are source specific, if required. Not all sources
have PM; s limits.

** Total HAPs limits include emissions from formaldehyde,
hexamethylene diisocynate, HCI, HF, chromium, copper, lead,
nickel, and any HAP with TLV > 1 mg/m®.
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Section I1l: PERMIT HISTORY
Permit number 791-A, issued on June 9, 1986, was the initial permit for this facility.

Permit number 791-AR-1 was issued on June 6, 1991. It allowed the permittee to install a new
plastic pre-plate and rack stripping line. Also, this permit showed the elimination of existing
equipment listed 791-A.

Permit number 791-AR-2 was issued on March 21, 1994. It replaced an electroless copper bath
with an electroless nickel bath.

Permit Number 791-AR-3 was issued on October 22, 1996. It allowed the permittee to install a
nickel barrel plater, a parts stripper, an electric annealing oven, a rotary buffer, and two in-line
buffers.

Permit Number 791-AR-4 was issued on August 6, 1997 and revised on January 5, 1999. It
allowed emissions to be routed from a barrel plater through a scrubber.

Permit Number 791-AR-5 was issued on May 8, 2001. It allowed the addition of two new
brazing machines. Also, the permit recognized the relocation of one brazing machine to a
different location in the plant. Lastly, the permit authorized the addition of the following
insignificant activities: one new brass buffing lint dust collector, one new polishing dust
collector, and a Bright Dip wash station.

Permit number 791-AR-6 was issued on November 8, 2001. This permit modification allowed
the Harper Buffer #3 and one new auto-buffer (Fairfax Buffer) to be connected to the SN-12 dust
collector. This action eliminated one buffing dust collector at SN-15. Also, a rotary table auto
buffer and six small hand buffing stations were connected to the SN-12 dust collector. The
polishing dust collector located at SN-28 was also eliminated and one new polishing dust
collector emission point (SN-30) was created. Two insignificant “Bright Dip” wash stations and
up to eight insignificant aqueous ultrasonic cleaning stations were installed. This modification
increased particulate matter emission by 3.36 tons per year. An administrative amendment to
this permit issued on February 7, 2003 allowed the rack stripping operation (SN-22), the
Superior Boiler (SN-01), the cleaner baths at the plater (SN-17), and a new PVD Process to be
listed as insignificant activities. An administrative amendment issued on February 5, 2004 also
eliminated the wash tank and annealer (SN-27), and Specific Conditions #6 and #7, and the
record keeping requirements for natural gas and propane for SN-01 and SN-09.

Permit number 791-AR-7 was issued on July 19, 2005. This de minimis permit modification
allowed the addition of a decorative chromium plating line (SN-32) which was routed to SN-20
and the correction of PM and PM3, emissions. The proposed change resulted in an increase of
5.6 tpy of PMyo and PM and 0.01 tpy of CrOs.

Permit number 791-AR-8 was issued on November 28, 2006. This permit modification removed
SN-23 and SN-24 from the permit because they were no longer in operation, moved SN-25 and

10
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SN-30 to the insignificant activities list because they were no longer vented to the atmosphere,
and removed copper from the non-criteria pollutants tables because it was already included in the
PM emissions. No permitted emission changed in this modification.

Permit number 791-AR-9 was issued on April 3, 2008. This modification included an addition
of an Oil Rubbed Bronze finishing process (SN-33, SN-34, and SN-35), a revision of plating
material usage, increase of ammonia emission limits, and the replacement of the existing wet
scrubber (SN-12) with a dry cartridge collector. The dry cartridge collector was reclassified as
an insignificant activity under A-13.

791-AR-10 was issued on July 21, 2008. This permitting action was necessary to: permit the
use of a new coating at the BRZ Plating Line — Clear Coating (SN-34); correct the heat input
rating of the BRZ Plating Line Drying Ovens (SN-35); and install a new 6.7 MMBtu/hr steam
boiler to replace the existing 4.2 MMBtu/hr boiler in the insignificant activities list. The total
annual permitted emission rate limit changes associated with this modification included: -0.2
tons per year (tpy) PM/PMyy, 24.4 tpy VOC, 0.1 tpy CO, 0.1 tpy NOx, 0.14 tpy ethyl benzene,
7.15 tpy glycol ethers, 0.05 tpy hexamethylene diisocyanate, 0.42 tpy methyl methacrylate, 3.96
tpy toluene, and 0.21 tpy xylene.

791-AR-11 was issued on August 13, 2009. This permitting action was necessary to increase the
total chromium emission rate limits at SN-20. The total annual permitted emission rate of
chromium increased 0.0145 tons with this modification.

791-AR-12 was issued on April 16, 2010. With this permit modification the annual usage limit
for copper maintenance at SN-21 was reduced from 1200 gal/yr to 535 gal/yr and the maximum
content limit of H,SO, in copper maintenance used at SN-21 was increased from 1.32 Ib/gal to
2.95 Ib/gal. Calculations and emission rate tables for SN-21 were also updated to include VOC
and other pollutant emissions. The total annual permitted emission rate increase associated with
this modification included: 0.2 ton of VOC, 0.03 ton of formaldehyde, 0.09 ton of nickel, and
0.37 ton of copper.

791-AR-13 was issued on April 2, 2013. This permit modification added a new hard chrome
plating operation to the facility. The hard chrome plating operation consisted of a hand wipe
operation, one wash tank, two plating tanks (SN-36), and 2 rinse tanks. Additionally, this
modification added provisions of 40 CFR Part 63, Subpart WWWWWW to the permit and
moved SN-25 (Nickel Barrel Plating) and SN-30 (Polishing Dust Collector) to be permitted
sources under this Subpart. The facility’s annual permitted emissions increased by 2.1 tpy,
0.00244 tpy, 0.0002 tpy, and 0.03 for PM/PMy,, chromium, nickel, and lead respectively.

791-AR-14 was issued on December 26, 2013. This de minimis modification added a 20 kW
diesel fueled emergency generator as SN-37. This engine is subject to provisions of 40 CFR Part
63, Subpart ZZZZ. The facility’s permitted annual emissions increased by 0.1 tpy, 0.1 tpy, 0.1
tpy, 0.1 tpy, and 0.3 tpy for PM/PMy,, SO,, VOC, CO, and NOXx respectively.

11



Kohler Co. (Sheridan)
Permit #. 0791-AR-16
AFIN: 27-00004

791-AR-15 was issued on October 13, 2015. With this administrative amendment, the facility

added a fluidized bed rack cleaning system to the permit as an insignificant activity. There were
no permitted emission increases.

12
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Section IV: EMISSION UNIT INFORMATION
Specific Conditions
1. The permittee shall not exceed the emission rates set forth in the following table.

[Regulation 19, §19.501 et seq., and A.C.A. 88-4-203 as referenced by A.C.A. 88-4-304
and 88-4-311]

SN Description Pollutant Ib/hr tpy
18 Bright Acid Copper Plate PMyo 0.4 1.6
19 Chrome Plating Line PMio 0.1 0.2
20 Chrome Etch Bath Plater PMyg 0.3 0.7
: PMyo 0.6 2.3
21 Nickel/Copper Pre-Plater VOC 01 0.2
30 Polishing Dust Collectors PMio 0.5 2.0
32 Offline Brysheq Chrome PMyo emissions routed to SN-20
Plating Line
. . PMyg 0.1 0.1
33 BRZ Plating Line - Tanks VOC 01 01
34 BRZ Plating Line — Clear PMyo 0.2 0.7
Coating VOC 9.6 41.4
PMi 0.1 0.1
BRZ Plating Line — Drying 50z 0.1 0.1
35| Ovens (1.0 MMBtu/hr) voc 01 0.1
' CO 0.1 0.4
NOx 0.1 0.5
Hard Chrome Plating
36 Tanks (2) PMio 0.1 0.1
PMio 0.1 0.1
20 kW Emergency S0 0.1 0.1
37 Generator (Diesel Fueled) voc 0.1 0.1
CO 0.3 0.1
NOx 1.1 0.3
2. The permittee shall not exceed the emission rates set forth in the following table.
[Regulation 18, §18.801 and A.C.A. §88-4-203 as referenced by A.C.A. §8-4-304 and 88-
4-311]
SN Description Pollutant Ib/hr tpy
18 Bright Acid Copper PM 0.4 1.6
Plate H,SO, 0.05 0.22

13
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SN Description Pollutant Ib/hr tpy
HCI 0.01 0.05
PM 0.1 0.2
19 Chrome Plating Line H,SO, 0.01 0.05
with scrubber HF 0.01 0.05
Chromium (total) 1.5x 10" | 6.57 x 10
Chrome Etch Bath PM 0.3 0.7
20 Plater with scrubber H>50, 0.13 0.42
Chromium (total) 0.0032 0.015
PM 0.6 2.3
H,SO, 0.39 1.71
. NHj 1.05 4.60
21 N'Cke'ﬁgt%‘?er Pre- Formaldehyde 0.01 0.03
HCI 0.14 0.62
Copper 0.11 0.37
Nickel 0.02 0.09
25 Nickel Barrel Plating Nickel 0.001 0.002
_ PM 0.5 2.0
30 POCI:'Z“':C%O?:St Chromium (total) 9x10° 4x10°
Lead 0.00549 0.03
Offline Brushed PM and chromium (total) emissions routed to SN-
32 . .
Chrome Plating Line
33 BRZ Plating Line - PM 01 01
Tanks
PM 0.2 0.7
He?(_amethylene 0.02 0.07
diisocyanate
BRZ Plating Line — HAPs with 1 mg/m®<
34 Clear Coating TLV < 15 mg/m® 0.11 0.48
HAPs with TI3_V > 15 164 8.00
mg/m
Total HAPs 3.65 16.00
BRZ Plating Line —
35 | Drying Ovens (1.0 MM PM 0.1 0.1
Btu/hr)
36 Hard Chrome Plating PM 0.1 0.1
Tanks (2) Chromium (total) 5.4x 10" | 0.0024
20 kW Emergency PM 0.1 0.1
37 Generator (Diesel Formaldehyde 0.01 0.01
Fueled) Total HAPs 0.02 0.02
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3.

Visible emissions may not exceed the limits specified in the following table of this permit
as measured by EPA Reference Method 9. [A.C.A. §8-4-203 as referenced by A.C.A.
§8-4-304 and §8-4-311]

SN Limit Regulatory Citation
18, 19, 20,
21, 30, 33, 0
34 35, 36, 5% §18.501
and 37

The permittee shall not cause or permit the emission of air contaminants, including odors
or water vapor and including an air contaminant whose emission is not otherwise
prohibited by Regulation #18, if the emission of the air contaminant constitutes air
pollution within the meaning of A.C.A. §8-4-303. [Regulation 18, §18.801 and

A.C.A. 88-4-203 as referenced by A.C.A. 88-4-304 and 88-4-311]

The permittee shall not conduct operations in such a manner as to unnecessarily cause air
contaminants and other pollutants to become airborne. [Regulation 18, §18.901 and
A.C.A. 88-4-203 as referenced by A.C.A. §8-4-304 and 88-4-311]

The permittee shall not exceed the usage and content limits set forth in the following
table which demonstrates compliance with Specific Conditions No. 1 and 2. [819.705 of
Regulation 19 and A.C.A. §8-4-203 as referenced by A.C.A. 88-4-304 and §8-4-311]

Compound Annual Usage Limit Maximum Content Limit
Activator 300 gal/yr 7.42 Ib/gal of HCI
Ammonia 29,000 Ib/yr 30% NH3 by weight

Chrome Catalyst 1,200 Ib/yr 15% Sodium Silicofluoride
Copper (Solid) 43,100 Ib/yr 100% Cu
SN-18: Copper Maintenance 1200 gal/yr 1.32 Ib/gal of H,SO,
SN-21: Copper Maintenance 535 gallyr 2.95 Ib/gal of H,SO,
Copper Make-up 300 gal/yr 1.29 Ib/gal of H,SO,
Copper Sulfate Snowform 13,800 Ib/yr 30% Cu by weight
Hydrochloric Acid Reagent 18,100 Ib/yr 38% HCI
Replenisher 1,200 gal/yr 4.725 Ib/gal of NiCl,
Sulfuric Acid 104,150 Ib/yr 98% H,S0O,

The permittee shall maintain monthly records which demonstrate compliance with
Specific Condition #6. The permittee will update the records by the fifteenth day of the
month following the month to which the records pertain. The permittee will keep the
records onsite, and make the records available to Department personnel upon request.
[819.705 of Regulation 19 and A.C.A. §8-4-203 as referenced by A.C.A. 88-4-304 and
88-4-311]
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8.

SN-19, the scrubber exhaust of the Offline Brushed Chrome Plating Line (SN-20), and
SN-36 are subject to and shall comply with applicable provisions of 40 CFR Part 63,
Subpart N— National Emission Standards for Chromium Emissions From Hard and
Decorative Chromium Electroplating and Chromium Anodizing Tanks. Applicable
provisions of Subpart N include, but are not limited to, the following: [819.304 of
Regulation 19 and 40 CFR 863.340(a)]

a.

Standards for decorative chromium electroplating tanks using a chromic acid
bath and chromium anodizing tanks. During tank operation, each owner or
operator of an existing, new, or reconstructed affected source shall control
chromium emissions discharged to the atmosphere from that affected source by
either: [819.304 of Regulation 19 and 40 CFR §63.342(d)]

Q) Not allowing the concentration of total chromium in the exhaust gas
stream discharged to the atmosphere to exceed 0.01 mg/dscm
(4.4x10—6gr/dscf); or

(i) If a chemical fume suppressant containing a wetting agent is used, by not
allowing the surface tension of the electroplating or anodizing bath
contained within the affected source to exceed 45 dynes/cm (3.1 x
10—-31bf/ft) as measured by a stalagmometer or 35 dynes/cm (2.4 x
10-31bf/ft) as measured by a tensiometer at any time during operation of
the tank.

Standards for open surface hard chromium electroplating tanks. During tank
operation, each owner or operator of an existing, new, or reconstructed affected
source shall control chromium emissions discharged to the atmosphere from that
affected source by: [819.304 of Regulation 19 and 40 CFR 863.342(c)]

() Not allowing the concentration of total chromium in the exhaust gas
stream discharged to the atmosphere to exceed 0.006 mg/dscm of
ventilation air (2.6 x 107 gr/dscf) for all open surface hard chromium
electroplating tanks that are new affected sources.

Operation and maintenance practices. All owners or operators subject to the

standards in paragraphs (c) and (d) of 863.342 are subject to these operation and

maintenance practices. [819.304 of Regulation 19 and 40 CFR 863.342(f)(1)(i)-

(iii)]

() At all times, including periods of startup, shutdown, and malfunction,
owners or operators shall operate and maintain any affected source,
including associated air pollution control devices and monitoring
equipment, in a manner consistent with good air pollution control
practices.

(i) Malfunctions shall be corrected as soon as practicable after their
occurrence.
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(iii)  Operation and maintenance requirements established pursuant to section
112 of the Act are enforceable independent of emissions limitations or
other requirements in relevant standards.

d. Operation and maintenance plan. [§19.304 of Regulation 19 and 40 CFR
863.342(f)(3)(i),(ii), (vi)]

Q) The owner or operator of an affected source subject to paragraph (f) of
863.342 shall prepare an operation and maintenance plan no later than the
compliance date. The plan shall include the following elements:

1) The plan shall specify the operation and maintenance criteria for
the affected source, the add-on air pollution control device (if such
a device is used to comply with the emission limits), and the
process and control system monitoring equipment, and shall
include a standardized checklist to document the operation and
maintenance of this equipment;

@) The plan shall specify procedures to be followed to ensure that
equipment or process malfunctions due to poor maintenance or
other preventable conditions do not occur; and

(3) The plan shall include a systematic procedure for identifying
malfunctions of process equipment, add-on air pollution control
devices, and process and control system monitoring equipment and
for implementing corrective actions to address such malfunctions.

(i) If the operation and maintenance plan fails to address or inadequately
addresses an event that meets the characteristics of a malfunction at the
time the plan is initially developed, the owner or operator shall revise the
operation and maintenance plan within 45 days after such an event occurs.
The revised plan shall include procedures for operating and maintaining
the process equipment, add-on air pollution control device, or monitoring
equipment during similar malfunction events, and a program for corrective
action for such events.

(iii)  If actions taken by the owner or operator during periods of malfunction are
inconsistent with the procedures specified in the operation and
maintenance plan required by paragraph (f)(3)(i) of §63.342, the owner or
operator shall record the actions taken for that event and shall report by
phone such actions within 2 working days after commencing actions
inconsistent with the plan. This report shall be followed by a letter within
7 working days after the end of the event, unless the owner or operator
makes alternative reporting arrangements, in advance, with the
Department.

e. The standards in 863.642 that apply to chromic acid baths shall not be met by
using a reducing agent to change the form of chromium from hexavalent to
trivalent. [819.304 of Regulation 19 and 40 CFR 863.342(g)]
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f. Methods to demonstrate initial compliance. [819.304 of Regulation 19 and 40
CFR 863.343(b)(1) and (2)]

M Except as provided in paragraphs (b)(2) and (b)(3) of §63.343, an owner
or operator of an affected source subject to the requirements of 40 CFR

Part 63, Subpart N is required to conduct an initial performance test as

required under §63.7,

(i) If the owner or operator of an affected source meets all of the following
criteria, an initial performance test is not required to be conducted under

this 40 CFR Part 63, Subpart N:

1) The affected source is a hard chromium electroplating tank, a
decorative chromium electroplating tank or a chromium anodizing
tank; and

@) A wetting agent is used in the plating or anodizing bath to inhibit
chromium emissions from the affected source; and

3 The owner or operator complies with the applicable surface tension
limit of 863.342(c)(1)(iii), (c)(2)(iii), or (d)(2) as demonstrated
through the continuous compliance monitoring required by
paragraph (c)(5)(ii) of §63.343.

g. Establishing site-specific operating parameter values. Each owner or operator
required to establish site-specific operating parameters shall follow the procedures
in 863.344. The surface tension of electroplating and anodizing baths shall be
measured using Method 306B, “Surface Tension Measurement and
Recordkeeping for Tanks used at Decorative Chromium Electroplating and
Anodizing Facilities,” appendix A of 40 CFR Part 63. [8§19.304 of Regulation 19
and 40 CFR 8§63.344(d)(3)]

h. The owner or operator shall keep the written operation and maintenance plan on
record after it is developed to be made available for inspection, upon request, by
the Administrator for the life of the affected source or until the source is no longer
subject to the provisions of 40 CFR Part 63, Subpart N. In addition, if the
operation and maintenance plan is revised, the owner or operator shall keep
previous (i.e., superseded) versions of the operation and maintenance plan on
record to be made available for inspection, upon request, by the Administrator for
a period of 5 years after each revision to the plan. [819.304 of Regulation 19 and
40 CFR 863.342(f)(3)(v)]

I. The owner or operator of each affected source subject to these standards shall
fulfill all recordkeeping requirements outlined in §63.346 and in the General
Provisions to 40 CFR part 63, according to the applicability of subpart A of 40
CFR Part 63 as identified in Table 1 of 40 CFR Part 63, Subpart N. [819.304 of
Regulation 19 and 40 CFR §63.346(a)]

J. The owner or operator of an affected source subject to the provisions of 40 CFR
Part 63, Subpart N shall maintain the following records for such source: [819.304
of Regulation 19 and 40 CFR §63.346(b)]
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(i)

(i)

(iii)

(iv)
(v)

(vi)

(vii)

(viii)

(ix)
(x)

(xi)

Inspection records for the add-on air pollution control device, if such a
device is used, and monitoring equipment, to document that the inspection
and maintenance required by the work practice standards of §63.342(f)
and Table 1 of 863.342 have taken place. The record can take the form of
a checklist and should identify the device inspected, the date of inspection,
a brief description of the working condition of the device during the
inspection, and any actions taken to correct deficiencies found during the
inspection.

Records of all maintenance performed on the affected source, the add-on
air pollution control device, and monitoring equipment;

Records of the occurrence, duration, and cause (if known) of each
malfunction of process, add-on air pollution control, and monitoring
equipment;

Records of actions taken during periods of malfunction when such actions
are inconsistent with the operation and maintenance plan;

Other records, which may take the form of checklists, necessary to
demonstrate consistency with the provisions of the operation and
maintenance plan required by 8§63.342(f)(3);

Records of monitoring data required by 863.343(c) that are used to
demonstrate compliance with the standard including the date and time the
data are collected,;

The specific identification (i.e., the date and time of commencement and
completion) of each period of excess emissions, as indicated by
monitoring data, that occurs during malfunction of the process, add-on air
pollution control, or monitoring equipment;

The specific identification (i.e., the date and time of commencement and
completion) of each period of excess emissions, as indicated by
monitoring data, that occurs during periods other than malfunction of the
process, add-on air pollution control, or monitoring equipment;

The total process operating time of the affected source during the
reporting period;

Records of the actual cumulative rectifier capacity of hard chromium
electroplating tanks at a facility expended during each month of the
reporting period, and the total capacity expended to date for a reporting
period, if the owner or operator is using the actual cumulative rectifier
capacity to determine facility size in accordance with §63.342(c)(2);

For sources using fume suppressants to comply with the standards, records
of the date and time that fume suppressants are added to the electroplating
or anodizing bath;
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(xit)  Any information demonstrating whether a source is meeting the
requirements for a waiver of recordkeeping or reporting requirements, if
the source has been granted a waiver under §63.10(f); and

(xiii)  All documentation supporting the notifications and reports required by
8§63.9, 8§63.10, and 863.347.

k. All records shall be maintained for a period of 5 years in accordance with
863.10(b)(1). [819.304 of Regulation 19 and 40 CFR 863.346(c)]

l. If actions taken by the owner or operator during periods of malfunction are
inconsistent with the procedures specified in the operation and maintenance plan
required by paragraph (f)(3)(i) of §63.342, the owner or operator shall record the
actions taken for that event and shall report by phone such actions within 2
working days after commencing actions inconsistent with the plan. This report
shall be followed by a letter within 7 working days after the end of the event,
unless the owner or operator makes alternative reporting arrangements, in
advance, with the Department. [819.304 of Regulation 19 and 40 CFR
863.342(f)(3)(iv)]

m. Ongoing compliance status reports for area sources. The requirements of this
paragraph do not alleviate affected area sources from complying with the
requirements of State or Federal operating permit programs under 40 CFR Part
71. [819.304 of Regulation 19 and 40 CFR §63.347(h)]

n. The owner or operator of an affected source that is located at an area source site
shall prepare a summary report to document the ongoing compliance status of the
affected source. The report shall contain the information identified in paragraph
(9)(3) of 63.347, shall be completed annually and retained on site, and made
available to the Administrator upon request. The report shall be completed
annually except as provided in paragraph (h)(2) of 8§63.347. [819.304 of
Regulation 19 and 40 CFR 863.347(h)(1)]

0. Reports of exceedances. [819.304 of Regulation 19 and 40 CFR 863.347(h)(2)]

Q) If both of the following conditions are met, semiannual reports shall be
prepared and submitted to the Administrator:

1) The total duration of excess emissions (as indicated by the
monitoring data collected by the owner or operator of the affected
source in accordance with §63.343(c)) is 1 percent or greater of the
total operating time for the reporting period; and

@) The total duration of malfunctions of the add-on air pollution
control device and monitoring equipment is 5 percent or greater of
the total operating time.

(i) Once an owner or operator of an affected source reports an exceedance as
defined in paragraph (h)(2)(i) of of 63.347, ongoing compliance status
reports shall be submitted semiannually until a request to reduce reporting
frequency under paragraph (h)(3) of of 63.347 is approved.
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(iii)

The Administrator may determine on a case-by-case basis that the
summary report shall be completed more frequently and submitted, or that
the annual report shall be submitted instead of being retained on site, if
these measures are necessary to accurately assess the compliance status of
the source.

p. Wetting agent-type or combination wetting agent-type/foam blanket fume
suppressants. [819.304 of Regulation 19 and 40 CFR 863.343(c)(5)(i)-(iii)]

(i)

(i)

In lieu of establishing the maximum surface tension during the
performance test, the owner or operator have accepted 45 dynes/cm as
measured by a stalagmometer or 35 dynes/cm as measured by a
tensiometer as the maximum surface tension value that corresponds to
compliance with the applicable emission limitation. However, the owner
or operator is exempt from conducting a performance test only if the
criteria of paragraph (b)(2) of 863.343 are met.

On and after the date on which the initial performance test is required to
be completed under 863.7, the owner or operator of an affected source
shall monitor the surface tension of the electroplating or anodizing bath.
Operation of the affected source at a surface tension greater than the value
established during the performance test, or greater than 45 dynes/cm as
measured by a stalagmometer or 35 dynes/cm as measured by a
tensiometer if the owner or operator is using this value in accordance with
paragraph (c)(5)(i) of 863.343, shall constitute noncompliance with the
standards. The surface tension shall be monitored according to the
following schedule:

(¢D) The surface tension shall be measured once every 4 hours during
operation of the tank with a stalagmometer or a tensiometer as
specified in Method 306B, appendix A of 40 CFR Part 63.

(@) The time between monitoring can be increased if there have been
no exceedances. The surface tension shall be measured once every
4 hours of tank operation for the first 40 hours of tank operation
after the compliance date. Once there are no exceedances during
40 hours of tank operation, surface tension measurement may be
conducted once every 8 hours of tank operation. Once there are no
exceedances during 40 hours of tank operation, surface tension
measurement may be conducted once every 40 hours of tank
operation on an ongoing basis, until an exceedance occurs. The
minimum frequency of monitoring allowed by 40 CFR Part 63,
Subpart N is once every 40 hours of tank operation.
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(iii)

3 Once an exceedance occurs as indicated through surface tension
monitoring, the original monitoring schedule of once every 4 hours
must be resumed. A subsequent decrease in frequency shall follow
the schedule laid out in paragraph (c)(5)(ii)(B) of §63.343. For
example, if an owner or operator had been monitoring an affected
source once every 40 hours and an exceedance occurs, subsequent
monitoring would take place once every 4 hours of tank operation.
Once an exceedance does not occur for 40 hours of tank operation,
monitoring can occur once every 8 hours of tank operation. Once
an exceedance does not occur for 40 hours of tank operation on
this schedule, monitoring can occur once every 40 hours of tank
operation.

Once a bath solution is drained from the affected tank and a new solution
added, the original monitoring schedule of once every 4 hours must be
resumed, with a decrease in monitoring frequency allowed following the
procedures of paragraphs (c)(5)(ii) (B) and (C) of §63.343.

g Composite mesh-pad systems. [819.304 of Regulation 19 and 40 CFR
863.343(c)(1)(i)-(iii)]

(i)

(i)

(iii)

During the initial performance test, the owner or operator of an affected
source, or a group of affected sources under common control, complying
with the emission limitations in 863.342 through the use of a composite
mesh-pad system shall determine the outlet chromium concentration using
the test methods and procedures in 863.344(c), and shall establish as a
site-specific operating parameter the pressure drop across the system,
setting the value that corresponds to compliance with the applicable
emission limitation, using the procedures in §63.344(d)(5). An owner or
operator may conduct multiple performance tests to establish a range of
compliant pressure drop values, or may set as the compliant value the
average pressure drop measured over the three test runs of one
performance test and accept +2 inches of water column from this value as
the compliant range.

On and after the date on which the initial performance test is required to
be completed under 863.7, the owner or operator of an affected source, or
group of affected sources under common control, shall monitor and record
the pressure drop across the composite mesh-pad system once each day
that any affected source is operating. To be in compliance with the
standards, the composite mesh-pad system shall be operated within £2
inches of water column of the pressure drop value established during the
initial performance test, or shall be operated within the range of compliant
values for pressure drop established during multiple performance tests.

The owner or operator of an affected source complying with the emission
limitations in §63.343 through the use of a composite mesh-pad system
may repeat the performance test and establish as a new site-specific
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(iv)

r. Packed

operating parameter the pressure drop across the composite mesh-pad
system according to the requirements in paragraphs (c)(1)(i) or (ii) of
863.343. To establish a new site-specific operating parameter for pressure
drop, the owner or operator shall satisfy the following requirements:

1) Determine the outlet chromium concentration using the test
methods and procedures in 863.344(c);

@) Establish the site-specific operating parameter value using the
procedures §63.344(d)(5);

3) Satisfy the recordkeeping requirements in 863.346(b)(6) through
(8); and

4 Satisfy the reporting requirements in 8 63.347(d) and (f).

The requirement to operate a composite mesh-pad system within the range
of pressure drop values established under paragraphs (c)(1)(i) through (iii)
of §63.343 does not apply during automatic washdown cycles of the
composite mesh-pad system.

-bed scrubber systems. [819.304 of Regulation 19 and 40 CFR

863.343(c)(2)(1)-(i1)]

(i)

(i)

During the initial performance test, the owner or operator of an affected
source, or group of affected sources under common control, complying
with the emission limitations in §63.342 through the use of a packed-bed
scrubber system shall determine the outlet chromium concentration using
the procedures in §63.344(c), and shall establish as site-specific operating
parameters the pressure drop across the system and the velocity pressure at
the common inlet of the control device, setting the value that corresponds
to compliance with the applicable emission limitation using the procedures
in §63.344(d)(4) and (5). An owner or operator may conduct multiple
performance tests to establish a range of compliant operating parameter
values. Alternatively, the owner or operator may set as the compliant
value the average pressure drop and inlet velocity pressure measured over
the three test runs of one performance test, and accept £1 inch of water
column from the pressure drop value and £10 percent from the velocity
pressure value as the compliant range.

On and after the date on which the initial performance test is required to
be completed under 863.7, the owner or operator of an affected source, or
group of affected sources under common control, shall monitor and record
the velocity pressure at the inlet to the packed-bed system and the pressure
drop across the scrubber system once each day that any affected source is
operating. To be in compliance with the standards, the scrubber system
shall be operated within £10 percent of the velocity pressure value
established during the initial performance test, and within +1 inch of water
column of the pressure drop value established during the initial
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performance test, or within the range of compliant operating parameter

values established during multiple performance tests.

S. Packed-bed scrubber/composite mesh-pad system. The owner or operator of an
affected source, or group of affected sources under common control, that uses a
packed-bed scrubber in conjunction with a composite mesh-pad system to meet
the emission limitations of 863.342 shall comply with the monitoring
requirements for composite mesh-pad systems as identified in paragraph (c)(1) of
8§63.343. [819.304 of Regulation 19 and 40 CFR §63.343(c)(3)]

t. Fiber-bed mist eliminator. [819.304 of Regulation 19 and 40 CFR
863.343(c)(4)(i)-(ii)]

(i)

(i)

SN-33 and SN-34

During the initial performance test, the owner or operator of an affected
source, or group of affected sources under common control, complying
with the emission limitations in 863.342 through the use of a fiber-bed
mist eliminator shall determine the outlet chromium concentration using
the procedures in 863.344(c), and shall establish as a site-specific
operating parameter the pressure drop across the fiber-bed mist eliminator
and the pressure drop across the control device installed upstream of the
fiber bed to prevent plugging, setting the value that corresponds to
compliance with the applicable emission limitation using the procedures in
863.344(d)(5). An owner or operator may conduct multiple performance
tests to establish a range of compliant pressure drop values, or may set as
the compliant value the average pressure drop measured over the three test
runs of one performance test and accept = 1 inch of water column from
this value as the compliant range.

On and after the date on which the initial performance test is required to
be completed under 863.7, the owner or operator of an affected source, or
group of affected sources under common control, shall monitor and record
the pressure drop across the fiber-bed mist eliminator, and the control
device installed upstream of the fiber bed to prevent plugging, once each
day that any affected source is operating. To be in compliance with the
standards, the fiber-bed mist eliminator and the upstream control device
shall be operated within +1 inch of water column of the pressure drop
value established during the initial performance test, or shall be operated
within the range of compliant values for pressure drop established during
multiple performance tests.

9. The permittee shall not process more than 52,560 workbars per consecutive 12 month
period at SN-34. [819.705 of Regulation 19 and A.C.A. 88-4-203 as referenced by 88-4-
304 and §8-4-311]

10.  The permittee shall maintain monthly records which demonstrate compliance with
Specific Conditions #9. Records shall be updated by the fifteenth day of the month
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11.

12.

13.

following the month to which the records pertain. A twelve month rolling total and each
individual month’s data shall be kept on site and shall be made available to Department
personnel upon request. [Reg.19.705 and Ark. Code Ann. § 8-4-203 as referenced by
Ark. Code Ann. §8 8-4-304 and 8-4-311]

The permittee shall not exceed the following content limits at SN-34 as applied. Material
Safety Data Sheets and calculations showing the VOC content as applied shall be
maintained on-site to demonstrate compliance with this specific condition. [Reg.19.705
and Ark. Code Ann. 8§ 8-4-203 as referenced by Ark. Code Ann. 88 8-4-304 and 8-4-311]

. Content Limit
Material Pollutant (Ib/gal)
Coating VvOC 5.78
Cleaning Solvent VOC 6.71

The permittee shall not exceed the following content limits at SN-34 as applied. Material
Safety Data Sheets or equivalent information and calculations showing the HAP content
as applied shall be maintained on-site to demonstrate compliance with this specific
condition. [Reg.18.1004 and Ark. Code Ann. § 8-4-203 as referenced by Ark. Code Ann.
8§ 8-4-304 and 8-4-311]

Material Pollutant Content Limit
(Ib/gal)
He?<_amethylene 0.009
diisocyanate
: HAPs with 1 mg/m° <
Coating TLV < 15 mg/m’ 0.094
HAPs with TI3_V > 15 140
mg/m

The permittee shall not emit in excess of 0.48 tons of any HAP with 1 mg/m®< TLV < 15
mg/m°, 8.00 tons of any HAP with TLV > 15 mg/m?®, and 16.00 tons total for all HAPs at
SN-34 during any consecutive 12 month period. The permittee shall maintain records of
the amount of HAP containing materials issued for use at SN-34 and their respective
HAP contents. All HAPs contained in these materials will count as air emissions. A
twelve month rolling total of materials issued for use and HAP emissions shall also be
calculated. These records shall be maintained in a spreadsheet, database, or other well-
organized format. These records shall be updated monthly, kept on-site, and shall be
made available to Department personnel upon request, and may be used by the
Department for enforcement purposes. [Reg.18.1004 and Ark. Code Ann. § 8-4-203 as
referenced by Ark. Code Ann. 88 8-4-304 and 8-4-311]
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14.

15.

16.

The permittee shall not emit in excess of 41.4 tons of VOC at SN-34 during any
consecutive 12 month period. The permittee shall maintain records of the amount of
VVOC containing materials issued for use at SN-34 and their respective VOC contents.
All VOCs contained in these materials will count as air emissions. A twelve month
rolling total of materials issued for use and VOC emissions shall also be calculated.
These records shall be maintained in a spreadsheet, database, or other well-organized
format. These records shall be updated monthly, kept on-site, and shall be made
available to Department personnel upon request, and may be used by the Department for
enforcement purposes. [Reg.19.705 and Ark. Code Ann. § 8-4-203 as referenced by Ark.
Code Ann. §§ 8-4-304 and 8-4-311]

The permittee may use all scrap VOCs that are drummed and shipped offsite to a proper
disposal site as a credit towards the facility’s VOC emissions. Only the VOC portion of
the shipment may be taken as a credit. Before a credit can be given the following
conditions must be met. [Reg.19.705 and Ark. Code Ann. § 8-4-203 as referenced by
Ark. Code Ann. §8 8-4-304 and 8-4-311]

a. Testing shall be performed quarterly in order to establish representative
concentrations of VOCs for the waste streams. This testing shall be performed by
an independent laboratory. Representative samples shall be taken from 10% of
the drums containing VOCs. The samples shall be tested for percentage of VOC
content by weight and reported as such. The average of the samples shall be
applied to all the VOC containing drums disposed of for the next 3 month
period.

b. The ADEQ Air Division District Field Inspector shall be notified no later than
seven days prior to the date the samples are taken. The Air Division inspector
shall have the option of attending the sampling and selecting the drums to be
sampled.

C. The sampling reports shall be maintained on site with the VOC emissions records
required by this permit. These records shall be made available to Department
personnel upon request.

d. The permittee shall maintain a spreadsheet which will reflect the waste streams
and the respective weight fractions of VOC shipped on a monthly basis. This
spreadsheet will also contain monthly calculations for VOC and HAP emissions
reductions. A copy of this spreadsheet shall be made available to Department
personnel upon request.

The VOC portions of unused materials that have either exceeded their shelf life or cannot
be used for any reason may also be taken as an emissions credit provided that these
materials were first issued for use at the facility. These credits shall be calculated based
on the VOC and HAP concentrations reported on the MSDS sheet for each particular
material. Monthly records shall be maintained to demonstrate any credits claimed under
this condition. [Reg.19.705 and Ark. Code Ann. § 8-4-203 as referenced by Ark. Code
Ann. 88 8-4-304 and 8-4-311]
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SN-35

17. Pipeline quality natural gas shall be the only fuel used at the Drying Ovens (SN-35).
[819.705 of Regulation 19 and/or §18.1004 of Regulation 18, A.C.A. §8-4-203 as
referenced by A.C.A. 88-4-304 and 88-4-311]

SN-20

18.  The scrubber at SN-20 shall be kept in good working condition at all times and shall meet
the conditions shown in the following table. The gas pressure drop across the unit, the
scrubber water pH, and the overflow rate of water shall be measured and recorded daily.
The results shall be kept on site and be available to Department personnel upon request.
[818.1004 of Regulation 18 and A.C.A. 88-4-203 as referenced by 88-4-304 and

88-4-311]
SN | Description Parameter Units Operation Limits
Gas Pressure Drop . 2.0
. in. H,O ..
Chrome Etch ACross unit (minimum)
20 Bath Plater | Scrubber water pH - 5-9
with scrubber ™Gy erflow rate of . 0.5
Gallons per minute L
water (minimum)

19.  The permittee shall test SN-19 and the scrubber exhaust of the Offline Brushed Chrome
Plating Line (SN-20) for chrome (total) emissions and the chrome (total) emissions shall
be less than the hourly limit specified in Specific Condition #2. This test shall be
conducted within 180 days of 791-AR-9 being issued using Test Method 29 with the
source operating at 90% capacity or greater, and in accordance with General Condition 7.
Test results will be maintained on-site, made available to Department personnel upon
request, and will be submitted to the Department in accordance with General Condition 7.
These sources were tested on September 10, 2008 and September 11, 2008. [§18.1002 of
Regulation 18 and 40 CFR Part 52, Subpart E]

20. The permittee shall test the scrubber exhaust of SN-20 for chromium (total) emissions
and the chromium (total) emissions shall be less than the hourly limit specified in
Specific Condition #2. This test shall be conducted within 180 days of 791-AR-11 being
issued using Test Method 29 with the source operating at 90% capacity or greater, and in
accordance with General Condition 7. Test results will be maintained on-site, made
available to Department personnel upon request, and will be submitted to the Department
in accordance with General Condition 7. [818.1002 of Regulation 18 and 40 CFR Part
52, Subpart E]
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NESHAP WWWWWW Conditions

21.

22,

23.

24,

SN-19, 21, 25, 30, 32, and 33 are subject to provisions of 40 CFR Part 63, Subpart
WWWWWW - National Emission Standards for Hazardous Air Pollutants: Area Source
Standards for Plating and Polishing Operations. A copy of Subpart WWWWWW is
provided in Appendix B of this permit. [Regulation 19 819.304 and 40 CFR 863.11504]

The permittee shall use a wetting agent/fume suppressant in the bath of SN-19, 25, 32,
and 33, as defined in 863.11511 and according to the following requirements: [819.304
of Regulation 19 and 40 CFR §63.11507(a)]

a. You must initially add the wetting agent/fume suppressant in the amounts
recommended by the manufacturer for the specific type of electrolytic process.
b. You must add wetting agent/fume suppressant in proportion to the other bath

chemistry ingredients that are added to replenish the bath, as in the original make-
up of the bath, or in proportions such that the bath contents are returned to that of
the original make-up of the bath.

C. If a wetting agent/fume suppressant is included in the electrolytic process bath
chemicals used in the affected tank according to the manufacturer's instructions, it
is not necessary to add additional wetting agent/fume suppressants to the tank to
comply with this rule.

The permittee shall operate a capture system that captures particulate matter (PM)
emissions from SN-30 and transports the emissions to a cartridge, fabric, or high
efficiency particulate air (HEPA) filter, according to the following requirements:
[819.304 of Regulation 19 and 40 CFR §63.11507(¢)]

a. You must operate all capture and control devices according to the manufacturer's
specifications and operating instructions.

b. You must keep the manufacturer's specifications and operating instructions at the
facility at all times in a location where they can be easily accessed by the
operators.

The permittee shall follow the following management practices for operating SN-19, 21,
25, 30, 32, and 33: [819.304 of Regulation 19 and 40 CFR 863.11507(g)]

a. Minimize bath agitation when removing any parts processed in the tank, as
practicable except when necessary to meet part quality requirements.
b. Maximize the draining of bath solution back into the tank, as practicable, by

extending drip time when removing parts from the tank; using drain boards (also
known as drip shields); or withdrawing parts slowly from the tank, as practicable.

C. Optimize the design of barrels, racks, and parts to minimize dragout of bath
solution (such as by using slotted barrels and tilted racks, or by designing parts
with flow-through holes to allow the tank solution to drip back into the tank), as
practicable.
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25.

d.

- X

Use tank covers, if already owned and available at the facility, whenever
practicable.

Minimize or reduce heating of process tanks, as practicable (e.g., when doing so
would not interrupt production or adversely affect part quality).

Perform regular repair, maintenance, and preventive maintenance of racks,
barrels, and other equipment associated with affected sources, as practicable.
Minimize bath contamination, such as through the prevention or quick recovery of
dropped parts, use of distilled/de-ionized water, water filtration, pre-cleaning of
parts to be plated, and thorough rinsing of pre-treated parts to be plated, as
practicable.

Maintain quality control of chemicals, and chemical and other bath ingredient
concentrations in the tanks, as practicable.

Perform general good housekeeping, such as regular sweeping or vacuuming, if
needed, and periodic washdowns, as practicable.

Minimize spills and overflow of tanks, as practicable.

Use squeegee rolls in continuous or reel-to-reel plating tanks, as practicable.
Perform regular inspections to identify leaks and other opportunities for pollution
prevention.

The permittee shall demonstrate initial compliance with 40 CFR Part 63, Subpart
WWWWWW by satisfying the following requirements:

a.

For SN-19, 25, 32, and 33: [819.304 of Regulation 19 and 40 CFR
863.11508(c)(1)]

() You must add wetting agent/fume suppressant to the bath of each affected
tank according to manufacturer's specifications and instructions.

(i) You must state in your Notification of Compliance Status that you are
adding wetting agent/fume suppressant to the bath according to
manufacturer's specifications and instructions.

(i) You must implement the applicable management practices specified in
Specific Condition #24.

(iv)  You must state in your Notification of Compliance Status that you have
implemented the applicable management practices specified in Specific
Condition #24.

For SN-30: [819.304 of Regulation 19 and 40 CFR 863.11508(c)(8)]

Q) You must install a control system that is designed to capture PM emissions
from the polishing operation and exhaust them to a cartridge, fabric, or
HEPA filter.

(i) You must state in your Notification of Compliance Status that you have
installed the control system according to the manufacturer's specifications
and instructions.

29



Kohler Co. (Sheridan)

Permit #: 0791-AR-16
AFIN: 27-00004

26.

(iii)

You must keep the manufacturer's operating instructions at the facility at
all times in a location where they can be easily accessed by the operators.

The permittee shall demonstrate continuous compliance with 40 CFR Part 63, Subpart
WWWWWW by satisfying the following requirements: [819.304 of Regulation 19 and
40 CFR 863.11508(d)]

a.

b.

You must always operate and maintain your affected source, including air
pollution control equipment.

You must prepare an annual compliance certification according to the
requirements specified in Specific Condition #28 and keep it in a readily-
accessible location for inspector review.

For SN-19, 25, 32, and 33: [819.304 of Regulation 19 and 40 CFR
863.11508(d)(3)]

(i)
(i)

(iii)

You must record that you have added the wetting agent/fume suppressant

to the tank bath in the original make-up of the tank.

For tanks where the wetting agent/fume suppressant is a separate

ingredient from the other tank additives, you must demonstrate continuous

compliance according to the following requirements:

(A)  You must add wetting agent/fume suppressant in proportion to the
other bath chemistry ingredients that are added to replenish the
tank bath, as in the original make-up of the tank; or in proportion
such that the bath is brought back to the original make-up of the
tank.

(B)  You must record each addition of wetting agent/fume suppressant
to the tank bath.

You must state in your annual compliance certification that you have

added wetting agent/fume suppressant to the bath according to the

manufacturer's specifications and instructions.

For SN-19, 25, 30, 32, and 33: [8§19.304 of Regulation 19 and 40 CFR

863.11508(d)(4)]

Q) You must operate and maintain the control system according to the
manufacturer's specifications and instructions.

(i) Following any malfunction or failure of the capture or control devices to
operate properly, you must take immediate corrective action to return the
equipment to normal operation according to the manufacturer's
specifications and operating instructions.

(i) You must state in your annual certification that you have operated and
maintained the control system according to the manufacturer's
specifications and instructions.

(iv)  You must record the results of all control system inspections, deviations

from proper operation, and any corrective action taken.
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28.

(v) You must keep the manufacturer's operating instructions at the facility at
all times in a location where they can be easily accessed by the operators.

e. For SN-19, 21, 25, 30, 32, and 33: [819.304 of Regulation 19 and 40 CFR
863.11508(d)(8)]

() You must implement the applicable management practices during all times
that the affected tank or process is in operation.

(i) You must state in your annual compliance certification that you have
implemented the applicable management practices, as practicable.

The permittee shall submit a Notification of Compliance Status in accordance with the
following requirements: [819.304 of Regulation 19 and 40 CFR §63.11509(b)]

a. The Notification of Compliance Status must be submitted before the close of
business July 1, 2010.
b. The Notification of Compliance Status must include the following items:

() List of affected sources and the plating and polishing metal HAP used in,
or emitted by, those sources.

(i) Methods used to comply with the applicable management practices and
equipment standards.

(iti)  Description of the capture and emission control systems used to comply
with the applicable equipment standards.

(iv)  Statement by the owner or operator of the affected source as to whether
the source is in compliance with the applicable standards or other
requirements.

C. If a facility makes a change to any items in b(i), (iii), or (iv) of this section that
does not result in a deviation, an amended Notification of Compliance Status
should be submitted within 30 days of the change.

The permittee shall prepare an annual certification of compliance report according to the
following requirements. These reports do not need to be submitted unless a deviation
from the requirements of this 40 CFR Part 63, Subpart WWWWWW has occurred during
the reporting year, in which case, the annual compliance report must be submitted along
with the deviation report. [819.304 of Regulation 19 and 40 CFR 863.11509(c)]

a. You must state in your annual compliance certification that you have added
wetting agent/fume suppressant to the bath according to the manufacturer's
specifications and instructions for SN-19, 25, 32, and 33.

b. You must state in your annual certification that you have operated and maintained
the control system according to the manufacturer's specifications and instructions
for SN-19, 25, 30, 32, and 33.
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SN-37

30.

31.

C. You must state in your annual compliance certification that you have
implemented the applicable management practices, as practicable for SN-19, 21,
25, 30, 32, and 33.

d. Each annual compliance report must be prepared no later than January 31 of the
year immediately following the reporting period and kept in a readily-accessible
location for inspector review. If a deviation has occurred during the year, each
annual compliance report must be submitted along with the deviation report, and
postmarked or delivered no later than January 31 of the year immediately
following the reporting period.

The permittee shall report any deviations from the compliance requirements specified in
this subpart that occurred during the year, along with the corrective action taken, and
submit this report to the delegated authority. Additionally, the permittee shall keep the
following records:

a. A copy of any Initial Notification and Notification of Compliance Status that you
submitted and all documentation supporting those notifications.

b. The records specified in §63.10(b)(2)(i) through (iii) and (xiv) of the General
Provisions of this part.

C. The records required showing continuous compliance with each management
practice and equipment standard that applies to you, as specified in Specific
Condition #26.

You must keep each record for a minimum of 5 years following the date of each
occurrence, measurement, maintenance, corrective action, report, or record. You must
keep each record onsite for at least 2 years after the date of each occurrence,
measurement, maintenance, corrective action, report, or record, according to 863.10(b)(1)
of the General Provisions to part 63. You may keep the records offsite for the remaining
3 years. [819.304 of Regulation 19 and 40 CFR 8§63.11509(d)-(f)]

SN-37 is subject to subject to provisions of 40 CFR Part 63, Subpart ZZZZ—National
Emissions Standards for Hazardous Air Pollutants for Stationary Reciprocating Internal
Combustion Engines. A copy of Subpart ZZZZ is provided in Appendix C of this permit.
[Regulation 19 §19.304, 40 CFR 863.6585 and 40 CFR §63.6590]

The permittee shall operate SN-37 only in the event of an emergency operation, except
that the permittee may operate SN-37 for maintenance checks and readiness testing for up
to 100 hours per year and for non-emergency situations for up to 50 hours per year with
non-emergency operation counting towards the 100 hours per year for maintenance and
testing. The operational time for SN-37 shall not exceed 500 hours per 12-month rolling
period. [819.705 of Regulation 19, §8-4-203 as referenced by §8-4-304 and §8-4-311,
and 40 CFR §70.6]
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33.

34.

35.

The permittee shall install a non-resettable hour meter and record the hours of operation
of these engines. The permittee must document how many hours are spent for emergency
operation, including what classified the operation as emergency, and how many hours are
spent for non-emergency operation. If the engines are used for demand response
operation, the facility must keep records of the notification of the emergency situation,
and the time the engine was operated as part of demand response. [819.304 of
Regulation 19, 40 CFR §63.6640, 40 CFR 863.6655, and 40 CFR §63.6595]

The permittee shall follow the following work/management practices for the operation of
SN-37: [819.304 of Regulation 19, 40 CFR 863.6603, 40 CFR 863.6640, and 40 CFR
863.6595]

a. Change oil and filter every 500 hours of operation or annually, whichever comes
first.

b. Inspect spark plugs every 1,000 hours of operation or annually, whichever comes
first, and replace as necessary.

c. Inspect all hoses and belts every 500 hours of operation or annually, whichever
comes first, and replace as necessary.

The permittee shall develop a maintenance plan that specifies how the management
practices will be met and provides, to the extent practicable, for the maintenance and
operation of the engine in a manner consistent with good air pollution control practices
for minimizing emissions. The maintenance plan must include records of all
maintenance performed on the engine and its controls. Records of these maintenance, as
well as records of any parts replacements, shall be maintained on-site, and shall be made
available to Department personnel upon request. [819.304 of Regulation 19, 40 CFR
863.6625, 40 CFR §63.6655, and 40 CFR §63.6595]

The permittee shall minimize the engine’s time spent at idle during startup and minimize
the engine’s startup time to a period needed for appropriate and safe loading of the
engine, not to exceed 30 minutes, after which time the emission standards become
applicable. [§19.304 of Regulation 19, 40 CFR 863.6625, and 40 CFR §63.6595]
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Section V: INSIGNIFICANT ACTIVITIES

The Department deems the following types of activities or emissions as insignificant on the basis
of size, emission rate, production rate, or activity in accordance with Group A of the
Insignificant Activities list found in Regulation 18 and Regulation 19 Appendix A. Group B
insignificant activities may be listed but are not required to be listed in permits. Insignificant
activity emission determinations rely upon the information submitted by the permittee in an
application dated August 2, 2007, April 23, 2008, and July 24, 2015. [Reg.19.408 and Ark.
Code Ann. 8§ 8-4-203 as referenced by Ark. Code Ann. 8§ 8-4-304 and 8-4-311]

Description Category
Scotch Boiler Natural Gas (6.7 MMBtu/hr) A-1
Fluidized Bed Rack Cleaning System (0.871 MMBtu/hr) A-1
Cleaner Baths for Brass Plater (SN-17) A-9
Rack Stripping (SN-22) A-9
Eight Ultrasonic Cleaning Stations A-13
Two Brazing Machines (SN-09 & SN-29, No.2 Propane, 1.386 A-13
MMBtu/hr)
PVD Process (SN-31) A-13
Nitric Acid Stripping Tank (SN-37) A-13
Harper #1 In-Line Buffer with I%r/z/:;artridge collector (SN-12, 1.32 A-13
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Section VI: GENERAL CONDITIONS

1. Any terms or conditions included in this permit that specify and reference Arkansas
Pollution Control & Ecology Commission Regulation 18 or the Arkansas Water and Air
Pollution Control Act (Ark. Code Ann. § 8-4-101 et seq.) as the sole origin of and
authority for the terms or conditions are not required under the Clean Air Act or any of its
applicable requirements, and are not federally enforceable under the Clean Air Act.
Arkansas Pollution Control & Ecology Commission Regulation 18 was adopted pursuant
to the Arkansas Water and Air Pollution Control Act (Ark. Code Ann. § 8-4-101 et seq.).
Any terms or conditions included in this permit that specify and reference Arkansas
Pollution Control & Ecology Commission Regulation 18 or the Arkansas Water and Air
Pollution Control Act (Ark. Code Ann. 8 8-4-101 et seq.) as the origin of and authority
for the terms or conditions are enforceable under this Arkansas statute.

2. This permit does not relieve the owner or operator of the equipment and/or the facility
from compliance with all applicable provisions of the Arkansas Water and Air Pollution
Control Act and the regulations promulgated under the Act. [Ark. Code Ann. § 8-4-203
as referenced by Ark. Code Ann. 88 8-4-304 and 8-4-311]

3. The permittee shall notify the Department in writing within thirty (30) days after each of
the following events: commencement of construction, completion of construction, first
operation of equipment and/or facility, and first attainment of the equipment and/or
facility target production rate. [Reg.19.704 and/or Ark. Code Ann. § 8-4-203 as
referenced by Ark. Code Ann. 88 8-4-304 and 8-4-311]

4. Construction or modification must commence within eighteen (18) months from the date
of permit issuance. [Reg.19.410(B) and/or Reg.18.309(B) and Ark. Code Ann. § 8-4-203
as referenced by Ark. Code Ann. 88 8-4-304 and 8-4-311]

5. The permittee must keep records for five years to enable the Department to determine
compliance with the terms of this permit such as hours of operation, throughput, upset
conditions, and continuous monitoring data. The Department may use the records, at the
discretion of the Department, to determine compliance with the conditions of the permit.
[Reg.19.705 and/or Reg.18.1004 and Ark. Code Ann. § 8-4-203 as referenced by Ark.
Code Ann. 88 8-4-304 and 8-4-311]

6. A responsible official must certify any reports required by any condition contained in this
permit and submit any reports to the Department at the address below. [Reg.19.705
and/or Reg.18.1004 and Ark. Code Ann. 8 8-4-203 as referenced by Ark. Code Ann.

88 8-4-304 and 8-4-311]

Arkansas Department of Environmental Quality

Office of Air Quality
ATTN: Compliance Inspector Supervisor
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10.

5301 Northshore Drive
North Little Rock, AR 72118-5317

The permittee shall test any equipment scheduled for testing, unless stated in the Specific
Conditions of this permit or by any federally regulated requirements, within the following
time frames: (1) newly constructed or modified equipment within sixty (60) days of
achieving the maximum production rate, but no later than 180 days after initial start up of
the permitted source or (2) existing equipment already operating according to the time
frames set forth by the Department. The permittee must notify the Department of the
scheduled date of compliance testing at least fifteen (15) business days in advance of
such test. The permittee must submit compliance test results to the Department within
sixty (60) calendar days after the completion of testing. [Reg.19.702 and/or Reg.18.1002
and Ark. Code Ann. 8§ 8-4-203 as referenced by Ark. Code Ann. 88 8-4-304 and 8-4-311]

The permittee shall provide: [Reg.19.702 and/or Reg.18.1002 and Ark. Code Ann.
§ 8-4-203 as referenced by Ark. Code Ann. 88 8-4-304 and 8-4-311]

Sampling ports adequate for applicable test methods;
Safe sampling platforms;

Safe access to sampling platforms; and

Utilities for sampling and testing equipment

cooe

The permittee shall operate equipment, control apparatus and emission monitoring
equipment within their design limitations. The permittee shall maintain in good
condition at all times equipment, control apparatus and emission monitoring equipment.
[Reg.19.303 and/or Reg.18.1104 and Ark. Code Ann. § 8-4-203 as referenced by Ark.
Code Ann. 88 8-4-304 and 8-4-311]

If the permittee exceeds an emission limit established by this permit, the permittee will be
deemed in violation of said permit and will be subject to enforcement action. The
Department may forego enforcement action for emissions exceeding any limits
established by this permit provided the following requirements are met: [Reg.19.601
and/or Reg.18.1101 and Ark. Code Ann. 8 8-4-203 as referenced by Ark. Code Ann.

88 8-4-304 and 8-4-311]

a. The permittee demonstrates to the satisfaction of the Department that the
emissions resulted from an equipment malfunction or upset and are not the result
of negligence or improper maintenance, and the permittee took all reasonable
measures to immediately minimize or eliminate the excess emissions.

b. The permittee reports the occurrence or upset or breakdown of equipment (by
telephone, facsimile, or overnight delivery) to the Department by the end of the
next business day after the occurrence or the discovery of the occurrence.

c. The permittee must submit to the Department, within five business days after the
occurrence or the discovery of the occurrence, a full, written report of such
occurrence, including a statement of all known causes and of the scheduling and

36



Kohler Co. (Sheridan)
Permit #. 0791-AR-16
AFIN: 27-00004

11.

12.

13.

14.

nature of the actions to be taken to minimize or eliminate future occurrences,
including, but not limited to, action to reduce the frequency of occurrence of such
conditions, to minimize the amount by which said limits are exceeded, and to
reduce the length of time for which said limits are exceeded. If the information is
included in the initial report, the information need not be submitted again.

The permittee shall allow representatives of the Department upon the presentation of
credentials: [Ark. Code Ann. § 8-4-203 as referenced by Ark. Code Ann. 8§ 8-4-304 and
8-4-311]

a. To enter upon the permittee's premises, or other premises under the control of the
permittee, where an air pollutant source is located or in which any records are
required to be kept under the terms and conditions of this permit;

b. To have access to and copy any records required to be kept under the terms and
conditions of this permit, or the Act;

c. To inspect any monitoring equipment or monitoring method required in this
permit;

d. To sample any emission of pollutants; and

e. To perform an operation and maintenance inspection of the permitted source.

The Department issued this permit in reliance upon the statements and presentations
made in the permit application. The Department has no responsibility for the adequacy or
proper functioning of the equipment or control apparatus. [Ark. Code Ann. § 8-4-203 as
referenced by Ark. Code Ann. 88 8-4-304 and 8-4-311]

The Department may revoke or modify this permit when, in the judgment of the
Department, such revocation or modification is necessary to comply with the applicable
provisions of the Arkansas Water and Air Pollution Control Act and the regulations
promulgated the Arkansas Water and Air Pollution Control Act. [Reg.19.410(A) and/or
Reg.18.309(A) and Ark. Code Ann. 8§ 8-4-203 as referenced by Ark. Code Ann.

8§ 8-4-304 and 8-4-311]

This permit may be transferred. An applicant for a transfer must submit a written request
for transfer of the permit on a form provided by the Department and submit the disclosure
statement required by Arkansas Code Annotated §8-1-106 at least thirty (30) days in
advance of the proposed transfer date. The permit will be automatically transferred to the
new permittee unless the Department denies the request to transfer within thirty (30) days
of the receipt of the disclosure statement. The Department may deny a transfer on the
basis of the information revealed in the disclosure statement or other investigation or,
deliberate falsification or omission of relevant information. [Reg.19.407(B) and/or
Req.18.307(B) and Ark. Code Ann. § 8-4-203 as referenced by Ark. Code Ann.

8§ 8-4-304 and 8-4-311]
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16.

17.

18.

19.

20.

This permit shall be available for inspection on the premises where the control apparatus
is located. [Ark. Code Ann. § 8-4-203 as referenced by Ark. Code Ann. 8§ 8-4-304 and
8-4-311]

This permit authorizes only those pollutant emitting activities addressed herein. [Ark.
Code Ann. § 8-4-203 as referenced by Ark. Code Ann. §§ 8-4-304 and 8-4-311]

This permit supersedes and voids all previously issued air permits for this facility. [Reg.
18 and/or Reg. 19 and Ark. Code Ann. § 8-4-203 as referenced by Ark. Code Ann.
88 8-4-304 and 8-4-311]

The permittee must pay all permit fees in accordance with the procedures established in
Regulation 9. [Ark. Code Ann. § 8-1-105(c)]

The permittee may request in writing and at least 15 days in advance of the deadline, an
extension to any testing, compliance or other dates in this permit. No such extensions are
authorized until the permittee receives written Department approval. The Department
may grant such a request, at its discretion in the following circumstances:

a. Such an extension does not violate a federal requirement;

b. The permittee demonstrates the need for the extension; and

c. The permittee documents that all reasonable measures have been taken to meet
the current deadline and documents reasons it cannot be met.

[Reg.18.314(A) and/or Reg.19.416(A), Ark. Code Ann. 8§ 8-4-203 as referenced by Ark.
Code Ann. 88 8-4-304 and 8-4-311, and 40 C.F.R. 8 52 Subpart E]

The permittee may request in writing and at least 30 days in advance, temporary
emissions and/or testing that would otherwise exceed an emission rate, throughput
requirement, or other limit in this permit. No such activities are authorized until the
permittee receives written Department approval. Any such emissions shall be included in
the facility’s total emissions and reported as such. The Department may grant such a
request, at its discretion under the following conditions:

Such a request does not violate a federal requirement;

Such a request is temporary in nature;

Such a request will not result in a condition of air pollution;

The request contains such information necessary for the Department to evaluate

the request, including but not limited to, quantification of such emissions and the

date/time such emission will occur;

e. Such a request will result in increased emissions less than five tons of any
individual criteria pollutant, one ton of any single HAP and 2.5 tons of total
HAPs; and

f. The permittee maintains records of the dates and results of such temporary

emissions/testing.

oo o
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22.

[Reg.18.314(B) and/or Reg.19.416(B), Ark. Code Ann. § 8-4-203 as referenced by Ark.
Code Ann. 88 8-4-304 and 8-4-311, and 40 C.F.R. 8 52 Subpart E]

The permittee may request in writing and at least 30 days in advance, an alternative
to the specified monitoring in this permit. No such alternatives are authorized until the
permittee receives written Department approval. The Department may grant such a
request, at its discretion under the following conditions:
a. The request does not violate a federal requirement;
b. The request provides an equivalent or greater degree of actual monitoring to the
current requirements; and
c. Any such request, if approved, is incorporated in the next permit modification
application by the permittee.

[Reg.18.314(C) and/or Reg.19.416(C), Ark. Code Ann. § 8-4-203 as referenced by Ark.
Code Ann. 88 8-4-304 and 8-4-311, and 40 C.F.R. 8 52 Subpart E]

Any credible evidence based on sampling, monitoring, and reporting may be used to
determine violations of applicable emission limitations. [Reg.18.1001, Reg.19.701, Ark.
Code Ann. § 8-4-203 as referenced by Ark. Code Ann. 8§ 8-4-304 and 8-4-311, and 40
C.F.R. § 52 Subpart E]
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40 CFR Part 63, Subpart N—National Emission Standards for Chromium Emissions From Hard
and Decorative Chromium Electroplating and Chromium Anodizing Tanks






Title 40: Protection of Environment
PART 63—NATIONAL EMISSION STANDARDS FOR HAZARDOUS AIR POLLUTANTS FOR SOURCE
CATEGORIES

Subpart N—National Emission Standards for Chromium Emissions From Hard and Decorative Chromium
Electroplating and Chromium Anodizing Tanks

SOURCE: 60 FR 4963, Jan. 25, 1995, unless otherwise noted.

8 63.340 Applicability and designation of sources.

(a) The affected source to which the provisions of this subpart apply is each chromium electroplating or
chromium anodizing tank at facilities performing hard chromium electroplating, decorative chromium
electroplating, or chromium anodizing.

(b) Owners or operators of affected sources subject to the provisions of this subpart must also comply with the
requirements of subpart A of this part, according to the applicability of subpart A of this part to such sources, as
identified in Table 1 of this subpart.

(c) Process tanks associated with a chromium electroplating or chromium anodizing process, but in which
neither chromium electroplating nor chromium anodizing is taking place, are not subject to the provisions of this
subpart. Examples of such tanks include, but are not limited to, rinse tanks, etching tanks, and cleaning tanks.
Likewise, tanks that contain a chromium solution, but in which no electrolytic process occurs, are not subject to this
subpart. An example of such a tank is a chrome conversion coating tank where no electrical current is applied.

(d) Affected sources in which research and laboratory operations are performed are exempt from the
provisions of this subpart when such operations are taking place.

(e) If you are an owner or operator of an area source subject to this subpart, you are exempt from the
obligation to obtain a permit under 40 CFR part 70 or 71, provided you are not required to obtain a permit under 40
CFR 70.3(a) or 71.3(a) for a reason other than your status as an area source under this subpart. Notwithstanding the
previous sentence, you must continue to comply with the provisions of this subpart applicable to area sources.

[60 FR 4963, Jan. 25, 1995, as amended at 61 FR 27787, June 3, 1996; 64 FR 69643, Dec. 14, 1999; 70 FR 75345,
Dec. 19, 2005]

§63.341 Definitions and nomenclature.

(a) Definitions. Terms used in this subpart are defined in the Act, in subpart A of this part, or in this section.
For the purposes of subpart N of this part, if the same term is defined in subpart A of this part and in this section, it
shall have the meaning given in this section.

Add-on air pollution control device means equipment installed in the ventilation system of chromium
electroplating and anodizing tanks for the purposes of collecting and containing chromium emissions from the
tank(s).

Affirmative defense means, in the context of an enforcement proceeding, a response or a defense put forward
by a defendant, regarding which the defendant has the burden of proof, and the merits of which are independently
and objectively evaluated in a judicial or administrative proceeding.

Air pollution control technique means any method, such as an add-on air pollution control device or a
chemical fume suppressant, that is used to reduce chromium emissions from chromium electroplating and chromium
anodizing tanks.
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Base metal means the metal or metal alloy that comprises the workpiece.

Bath component means the trade or brand name of each component(s) in trivalent chromium plating baths. For
trivalent chromium baths, the bath composition is proprietary in most cases. Therefore, the trade or brand name for
each component(s) can be used; however, the chemical name of the wetting agent contained in that component must
be identified.

Chemical fume suppressant means any chemical agent that reduces or suppresses fumes or mists at the surface
of an electroplating or anodizing bath; another term for fume suppressant is mist suppressant.

Chromic acid means the common name for chromium anhydride (CrO3 ).

Chromium anodizing means the electrolytic process by which an oxide layer is produced on the surface of a
base metal for functional purposes (e.g., corrosion resistance or electrical insulation) using a chromic acid solution.
In chromium anodizing, the part to be anodized acts as the anode in the electrical circuit, and the chromic acid
solution, with a concentration typically ranging from 50 to 100 grams per liter (g/L), serves as the electrolyte.

Chromium anodizing tank means the receptacle or container along with the following accompanying internal
and external components needed for chromium anodizing: rectifiers fitted with controls to allow for voltage
adjustments, heat exchanger equipment, circulation pumps, and air agitation systems.

Chromium electroplating tank means the receptacle or container along with the following internal and external
components needed for chromium electroplating: Rectifiers, anodes, heat exchanger equipment, circulation pumps,
and air agitation systems.

Composite mesh-pad system means an add-on air pollution control device typically consisting of several mesh-
pad stages. The purpose of the first stage is to remove large particles. Smaller particles are removed in the second
stage, which consists of the composite mesh pad. A final stage may remove any reentrained particles not collected
by the composite mesh pad.

Contains hexavalent chromium means, the substance consists of, or contains 0.1 percent or greater by weight,
chromium trioxide, chromium (V1) oxide, chromic acid, or chromic anhydride.

Decorative chromium electroplating means the process by which a thin layer of chromium (typically 0.003 to
2.5 microns) is electrodeposited on a base metal, plastic, or undercoating to provide a bright surface with wear and
tarnish resistance. In this process, the part(s) serves as the cathode in the electrolytic cell and the solution serves as
the electrolyte. Typical current density applied during this process ranges from 540 to 2,400 Amperes per square
meter (A/m?) for total plating times ranging between 0.5 to 5 minutes.

Electroplating or anodizing bath means the electrolytic solution used as the conducting medium in which the
flow of current is accompanied by movement of metal ions for the purposes of electroplating metal out of the
solution onto a workpiece or for oxidizing the base material.

Emission limitation means, for the purposes of this subpart, the concentration of total chromium allowed to be
emitted expressed in milligrams per dry standard cubic meter (mg/dscm), or the allowable surface tension expressed
in dynes per centimeter (dynes/cm).

Enclosed hard chromium electroplating tank means a chromium electroplating tank that is equipped with an
enclosing hood and ventilated at half the rate or less that of an open surface tank of the same surface area.

Existing affected source means an affected hard chromium electroplating tank, decorative chromium
electroplating tank, or chromium anodizing tank, the construction or reconstruction of which commenced on or
before February 8, 2012.
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Facility means the major or area source at which chromium electroplating or chromium anodizing is
performed.

Fiber-bed mist eliminator means an add-on air pollution control device that removes contaminants from a gas
stream through the mechanisms of inertial impaction and Brownian diffusion. These devices are typically installed
downstream of another control device, which serves to prevent plugging, and consist of one or more fiber beds. Each
bed consists of a hollow cylinder formed from two concentric screens; the fiber between the screens may be
fabricated from glass, ceramic plastic, or metal.

Foam blanket means the type of chemical fume suppressant that generates a layer of foam across the surface
of a solution when current is applied to that solution.

Fresh water means water, such as tap water, that has not been previously used in a process operation or, if the
water has been recycled from a process operation, it has been treated and meets the effluent guidelines for chromium
wastewater.

Hard chromium electroplating or industrial chromium electroplating means a process by which a thick layer
of chromium (typically 1.3 to 760 microns) is electrodeposited on a base material to provide a surface with
functional properties such as wear resistance, a low coefficient of friction, hardness, and corrosion resistance. In this
process, the part serves as the cathode in the electrolytic cell and the solution serves as the electrolyte. Hard
chromium electroplating process is performed at current densities typically ranging from 1,600 to 6,500 A/m? for
total plating times ranging from 20 minutes to 36 hours depending upon the desired plate thickness.

Hexavalent chromium means the form of chromium in a valence state of +6.

Large, hard chromium electroplating facility means a facility that performs hard chromium electroplating and
has a maximum cumulative potential rectifier capacity greater than or equal to 60 million ampere-hours per year
(amp-hriyr).

Maximum cumulative potential rectifier capacity means the summation of the total installed rectifier capacity
associated with the hard chromium electroplating tanks at a facility, expressed in amperes, multiplied by the
maximum potential operating schedule of 8,400 hours per year and 0.7, which assumes that electrodes are energized
70 percent of the total operating time. The maximum potential operating schedule is based on operating 24 hours per
day, 7 days per week, 50 weeks per year.

New affected source means an affected hard chromium electroplating tank, decorative chromium
electroplating tank, or chromium anodizing tank, the construction or reconstruction of which commenced after
February 8, 2012.

Open surface hard chromium electroplating tank means a chromium electroplating tank that is ventilated at a
rate consistent with good ventilation practices for open tanks.

Operating parameter value means a minimum or maximum value established for a control device or process
parameter which, if achieved by itself or in combination with one or more other operating parameter values,
determines that an owner or operator is in continual compliance with the applicable emission limitation or standard.

Packed-bed scrubber means an add-on air pollution control device consisting of a single or double packed bed
that contains packing media on which the chromic acid droplets impinge. The packed-bed section of the scrubber is
followed by a mist eliminator to remove any water entrained from the packed-bed section.

Perfluorooctane sulfonic acid (PFOS)-based fume suppressant means a fume suppressant that contains 1
percent or greater PFOS by weight.
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Research or laboratory operation means an operation whose primary purpose is for research and development
of new processes and products, that is conducted under the close supervision of technically trained personnel, and
that is not involved in the manufacture of products for commercial sale in commerce, except in a de minimis
manner.

Small, hard chromium electroplating facility means a facility that performs hard chromium electroplating and
has a maximum cumulative potential rectifier capacity less than 60 million amp-hr/yr.

Stalagmometer means an instrument used to measure the surface tension of a solution by determining the mass
of a drop of liquid by weighing a known number of drops or by counting the number of drops obtained from a given
volume of liquid.

Surface tension means the property, due to molecular forces, that exists in the surface film of all liquids and
tends to prevent liquid from spreading.

Tank operation means the time in which current and/or voltage is being applied to a chromium electroplating
tank or a chromium anodizing tank.

Tensiometer means an instrument used to measure the surface tension of a solution by determining the amount
of force needed to pull a ring from the liquid surface. The amount of force is proportional to the surface tension.

Trivalent chromium means the form of chromium in a valence state of +3.

Trivalent chromium process means the process used for electrodeposition of a thin layer of chromium onto a
base material using a trivalent chromium solution instead of a chromic acid solution.

Wetting agent means the type of commercially available chemical fume suppressant that materially reduces
the surface tension of a liquid.

(b) Nomenclature. The nomenclature used in this subpart has the following meaning:

(1) AMR=the allowable mass emission rate from each type of affected source subject to the same emission
limitation in milligrams per hour (mg/hr).

(2) AMRs =the allowable mass emission rate from affected sources controlled by an add-on air pollution
control device controlling emissions from multiple sources in mg/hr.

(3) EL=the applicable emission limitation from § 63.342 in milligrams per dry standard cubic meter
(mg/dscm).

(4) 1A =the sum of all inlet duct areas from both affected and nonaffected sources in meters squared.
(5) IDA; =the total inlet area for all ducts associated with affected sources in meters squared.

(6) IDA; , =the total inlet duct area for all ducts conveying chromic acid from each type of affected source
performing the same operation, or each type of affected source subject to the same emission limitation in meters
squared.

(7) VR=the total of ventilation rates for each type of affected source subject to the same emission limitation in
dry standard cubic meters per minute (dscm/min).

(8) VRjnet =the total ventilation rate from all inlet ducts associated with affected sources in dscm/min.
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(9) VRineta =the total ventilation rate from all inlet ducts conveying chromic acid from each type of affected
source performing the same operation, or each type of affected source subject to the same emission limitation in
dscm/min.

(10) VR, = the average total ventilation rate for the three test runs as determined at the outlet by means of the
Method 306 or 306A testing specified in appendix A of this part in dscm/min.

[60 FR 4963, Jan. 25, 1995, as amended at 69 FR 42894, July 19, 2004; 77 FR 58242, Sept. 19, 2012]

§ 63.342 Standards.

(@)(1) At all times, each owner or operator must operate and maintain any affected source subject to the
requirements of this subpart, including associated air pollution control equipment and monitoring equipment, in a
manner consistent with safety and good air pollution control practices for minimizing emissions. The general duty to
minimize emissions does not require the owner or operator to make any further efforts to reduce emissions if levels
required by this standard have been achieved. Determination of whether such operation and maintenance procedures
are being used will be based on information available to the Administrator which may include, but is not limited to,
monitoring results, review of operation and maintenance procedures, review of operation and maintenance records,
and inspection of the source.

(2) Each owner or operator of an affected source subject to the provisions of this subpart shall comply with
these requirements in this section on and after the compliance dates specified in § 63.343(a). All affected sources are
regulated by applying maximum achievable control technology.

(b) Applicability of emission limitations.

(1) The emission limitations in this section apply during tank operation as defined in § 63.341, and during
periods of startup and shutdown as these are routine occurrences for affected sources subject to this subpart. In
response to an action to enforce the standards set forth in this subpart, the owner or operator may assert a defense to
a claim for civil penalties for violations of such standards that are caused by a malfunction, as defined in 40 CFR
63.2. Appropriate penalties may be assessed, however, if the owner or operator fails to meet the burden of proving
all the requirements in the affirmative defense. The affirmative defense shall not be available for claims for
injunctive relief.

(i) To establish the affirmative defense in any action to enforce such a standard, the owner or operator must
timely meet the reporting requirements of paragraph (b)(1)(ii) of this section, and must prove by a preponderance of
evidence that:

(A) The violation was caused by a sudden, infrequent, and unavoidable failure of air pollution control
equipment, process equipment, or a process to operate in a normal and usual manner; and could not have been
prevented through careful planning, proper design or better operation and maintenance practices; and did not stem
from any activity or event that could have been foreseen and avoided, or planned for; and was not part of a recurring
pattern indicative of inadequate design, operation, or maintenance; and

(B) Repairs were made as expeditiously as possible when exceeded violation occurred. Off-shift and overtime
labor were used, to the extent practicable to make these repairs; and

(C) The frequency, amount and duration of the violation (including any bypass) were minimized to the
maximum extent practicable; and

(D) If the violation resulted from a bypass of control equipment or a process, then the bypass was unavoidable
to prevent loss of life, personal injury, or severe property damage; and
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(E) All possible steps were taken to minimize the impact of the violation on ambient air quality, the
environment, and human health; and

(F) All emissions monitoring and control systems were kept in operation if at all possible, consistent with
safety and good air pollution control practices; and

(G) All of the actions in response to the violation were documented by properly signed, contemporaneous
operating logs; and

(H) At all times, the affected sources were operated in a manner consistent with good practices for minimizing
emissions; and

(1) A written root cause analysis was prepared, the purpose of which is to determine, correct, and eliminate the
primary causes of the malfunction and the excess emissions resulting from the malfunction event at issue. The
analysis shall also specify, using the best monitoring methods and engineering judgment, the amount of excess
emissions that were the result of the malfunction.

(i) Report. The owner or operator seeking to assert an affirmative defense shall submit a written report to the
Administrator with all necessary supporting documentation, that it has met the requirements set forth in paragraph
(i) of this section. This affirmative defense report shall be included in the first periodic compliance, deviation report
or excess emission report otherwise required after the initial occurrence of the violation of the relevant standard
(which may be the end of any applicable averaging period). If such compliance, deviation report or excess emission
report is due less than 45 days after the initial occurrence of the violation, the affirmation defense report may be
included in the second compliance, deviation report or excess emission report due after the initial occurrence of the
violation of the relevant standard.

(2) If an owner or operator is controlling a group of tanks with a common add-on air pollution control device,
the emission limitations of paragraphs (c), (d), and (e) of this section apply whenever any one affected source is
operated. The emission limitation that applies to the group of affected sources is:

(i) The emission limitation identified in paragraphs (c), (d), and (e) of this section if the affected sources are
performing the same type of operation (e.g., hard chromium electroplating), are subject to the same emission
limitation, and are not controlled by an add-on air pollution control device also controlling nonaffected sources;

(i) The emission limitation calculated according to § 63.344(e)(3) if affected sources are performing the same
type of operation, are subject to the same emission limitation, and are controlled with an add-on air pollution control
device that is also controlling nonaffected sources; and

(iii) The emission limitation calculated according to § 63.344(e)(4) if affected sources are performing different
types of operations, or affected sources are performing the same operations but subject to different emission
limitations, and are controlled with an add-on air pollution control device that may also be controlling emissions
from nonaffected sources.

(c)(1) Standards for open surface hard chromium electroplating tanks. During tank operation, each owner or
operator of an existing, new, or reconstructed affected source shall control chromium emissions discharged to the
atmosphere from that affected source by either:

(i) Not allowing the concentration of total chromium in the exhaust gas stream discharged to the atmosphere to
exceed 0.011 milligrams of total chromium per dry standard cubic meter (mg/dscm) of ventilation air (4.8 x
10" grains per dry standard cubic foot (gr/dscf)) for all open surface hard chromium electroplating tanks that are
existing affected sources and are located at large hard chromium electroplating facilities; or
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(i) Not allowing the concentration of total chromium in the exhaust gas stream discharged to the atmosphere
to exceed 0.015 mg/dscm (6.6 x 10 gr/dscf) for all open surface hard chromium electroplating tanks that are
existing affected sources and are located at small, hard chromium electroplating facilities; or

(iii) If a chemical fume suppressant containing a wetting agent is used, not allowing the surface tension of the
electroplating or anodizing bath contained within the affected tank to exceed 40 dynes per centimeter (dynes/cm)
(2.8 x 10~ pound-force per foot (Ibf/ft)), as measured by a stalagmometer, or 33 dynes/cm (2.3 x 10°° Ibf/ft), as
measured by a tensiometer at any time during tank operation; or

(iv) Not allowing the concentration of total chromium in the exhaust gas stream discharged to the atmosphere
to exceed 0.006 mg/dscm of ventilation air (2.6 x 10 ® gr/dscf) for all open surface hard chromium electroplating
tanks that are new affected sources; or

(v) After September 21, 2015, the owner or operator of an affected open surface hard chromium electroplating
tank shall not add PFOS-based fume suppressants to any affected open surface hard chromium electroplating tank.

(2) Standards for enclosed hard chromium electroplating tanks. During tank operation, each owner or operator
of an existing, new, or reconstructed affected source shall control chromium emissions discharged to the atmosphere
from that affected source by either:

(i) Not allowing the concentration of total chromium in the exhaust gas stream discharged to the atmosphere to
exceed 0.011 mg/dscm of ventilation air (4.8 x 107 gr/dscf) for all enclosed hard chromium electroplating tanks that
are existing affected sources and are located at large hard chromium electroplating facilities; or

(i) Not allowing the concentration of total chromium in the exhaust gas stream discharged to the atmosphere
to exceed 0.015 mg/dscm (6.6 x 10 gr/dscf) for all enclosed hard chromium electroplating tanks that are existing
affected sources and are located at small, hard chromium electroplating facilities; or

(iii) If a chemical fume suppressant containing a wetting agent is used, not allowing the surface tension of the
electroplating or anodizing bath contained within the affected tank to exceed 40 dynes/cm (2.8 x 10~ Ibf/ft), as
measured by a stalagmometer, or 33 dynes/cm (2.3 x 10°° Ibf/ft), as measured by a tensiometer at any time during
tank operation; or

(iv) Not allowing the mass rate of total chromium in the exhaust gas stream discharged to the atmosphere to
exceed the maximum allowable mass emission rate determined by using the calculation procedure in
8 63.344(f)(1)(i) for all enclosed hard chromium electroplating tanks that are existing affected sources and are
located at large hard chromium electroplating facilities; or

(v) Not allowing the mass rate of total chromium in the exhaust gas stream discharged to the atmosphere to
exceed the maximum allowable mass emission rate determined by using the calculation procedure in
8 63.344(f)(2)(ii) if the enclosed hard chromium electroplating tank is an existing affected source and is located at a
small, hard chromium electroplating facility.

(vi) Not allowing the concentration of total chromium in the exhaust gas stream discharged to the atmosphere
to exceed 0.006 mg/dscm of ventilation air (2.6 x 10 ® gr/dscf) for all enclosed hard chromium electroplating tanks
that are new affected sources; or

(vii) Not allowing the mass rate of total chromium in the exhaust gas stream discharged to the atmosphere to
exceed the maximum allowable mass emission rate determined by using the calculation procedure in
8 63.344(f)(2)(iii) if the enclosed hard chromium electroplating tank is a new affected source.

(viii) After September 21, 2015, the owner or operator of an affected enclosed hard chromium electroplating
tank shall not add PFOS-based fume suppressants to any affected enclosed hard chromium electroplating tank.
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(3)(i) An owner or operator may demonstrate the size of a hard chromium electroplating facility through the
definitions in § 63.341(a). Alternatively, an owner or operator of a facility with a maximum cumulative potential
rectifier capacity of 60 million amp-hr/yr or more may be considered small if the actual cumulative rectifier capacity
is less than 60 million amp-hr/yr as demonstrated using the following procedures:

(A) If records show that the facility's previous annual actual rectifier capacity was less than 60 million amp-
hr/yr, by using nonresettable ampere-hr meters and keeping monthly records of actual ampere-hr usage for each 12-
month rolling period following the compliance date in accordance with § 63.346(0)(12). The actual cumulative
rectifier capacity for the previous 12-month rolling period shall be tabulated monthly by adding the capacity for the
current month to the capacities for the previous 11 months; or

(B) By accepting a federally-enforceable limit on the maximum cumulative potential rectifier capacity of a
hard chromium electroplating facility and by maintaining monthly records in accordance with § 63.346(b)(12) to
demonstrate that the limit has not been exceeded. The actual cumulative rectifier capacity for the previous 12-month
rolling period shall be tabulated monthly by adding the capacity for the current month to the capacities for the
previous 11 months.

(i) Once the monthly records required to be kept by § 63.346(b)(12) and by this paragraph (c)(3)(ii) show that
the actual cumulative rectifier capacity over the previous 12-month rolling period corresponds to the large
designation, the owner or operator is subject to the emission limitation identified in paragraph (c)(2)(i), (iii),
(©)(2)(), (iii), or (iv) of this section, in accordance with the compliance schedule of § 63.343(a)(5).

(d) Standards for decorative chromium electroplating tanks using a chromic acid bath and chromium
anodizing tanks.During tank operation, each owner or operator of an existing, new, or reconstructed affected source
shall control chromium emissions discharged to the atmosphere from that affected source by either:

(1) Not allowing the concentration of total chromium in the exhaust gas stream discharged to the atmosphere
to exceed 0.007 mg/dscm (3.1 x 107 gr/dscf) for all existing decorative chromium electroplating tanks using a
chromic acid bath and all existing chromium anodizing tanks; or

(2) Not allowing the concentration of total chromium in the exhaust gas stream discharged to the atmosphere
to exceed 0.006 mg/dscm (2.6x10 ° gr/dscf) for all new or reconstructed decorative chromium electroplating tanks
using a chromic acid bath and all new or reconstructed chromium anodizing tanks; or

(3) If a chemical fume suppressant containing a wetting agent is used, not allowing the surface tension of the
electroplating or anodizing bath contained within the affected tank to exceed 40 dynes/cm (2.8 x 10~ Ibf/ft), as
measured by a stalagmometer or 33 dynes/cm (2.3 x 10°° Ibf/ft), as measured by a tensiometer at any time during
tank operation, for all existing, new, or reconstructed decorative chromium electroplating tanks using a chromic acid
bath and all existing, new, or reconstructed chromium anodizing tanks; or

(4) After September 21, 2015, the owner or operator of an affected decorative chromium electroplating tank or
an affected chromium anodizing tank shall not add PFOS-based fume suppressants to any affected decorative
chromium electroplating tank or chromium anodizing tank.

(e) Standards for decorative chromium electroplating tanks using a trivalent chromium bath. (1) Each owner
or operator of an existing, new, or reconstructed decorative chromium electroplating tank that uses a trivalent
chromium bath that incorporates a wetting agent as a bath ingredient is subject to the recordkeeping and reporting
requirements of §§ 63.346(b)(14) and 63.347(i), but are not subject to the work practice requirements of paragraph
(f) of this section, or the continuous compliance monitoring requirements in § 63.343(c). The wetting agent must be
an ingredient in the trivalent chromium bath components purchased as a package.

(2) After September 21, 2015, the owner or operator of an affected decorative chromium electroplating tank
using a trivalent chromium bath shall not add PFOS-based fume suppressants to any affected decorative chromium
electroplating tank.
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(3) Each owner or operator of an existing, new, or reconstructed decorative chromium electroplating tank that
uses a trivalent chromium bath that does not incorporate a wetting agent as a bath ingredient is subject to the
standards of paragraph (d) of this section.

(4) Each owner or operator of an existing, new, or reconstructed decorative chromium electroplating tank that
had been using a trivalent chromium bath that incorporated a wetting agent and ceases using this type of bath must
fulfill the reporting requirements of § 63.347(i)(3) and comply with the applicable emission limitation within the
timeframe specified in § 63.343(a)(7).

(f) Operation and maintenance practices. All owners or operators subject to the standards in paragraphs (c)
and (d) of this section are subject to these operation and maintenance practices.

(1)(i) At all times, including periods of startup, shutdown, and malfunction, owners or operators shall operate
and maintain any affected source, including associated air pollution control devices and monitoring equipment, in a
manner consistent with good air pollution control practices.

(if) Malfunctions shall be corrected as soon as practicable after their occurrence.

(iii) Operation and maintenance requirements established pursuant to section 112 of the Act are enforceable
independent of emissions limitations or other requirements in relevant standards.

(2)(i) Determination of whether acceptable operation and maintenance procedures are being used will be based
on information available to the Administrator, which may include, but is not limited to, monitoring results; review of
the operation and maintenance plan, procedures, and records; and inspection of the source.

(ii) Based on the results of a determination made under paragraph (f)(2)(i) of this section, the Administrator
may require that an owner or operator of an affected source make changes to the operation and maintenance plan
required by paragraph (f)(3) of this section for that source. Revisions may be required if the Administrator finds that
the plan:

(A) Does not address a malfunction that has occurred;

(B) Fails to provide for the proper operation of the affected source, the air pollution control techniques, or the
control system and process monitoring equipment during a malfunction in a manner consistent with good air
pollution control practices; or

(C) Does not provide adequate procedures for correcting malfunctioning process equipment, air pollution
control techniques, or monitoring equipment as quickly as practicable.

(3) Operation and maintenance plan. (i) The owner or operator of an affected source subject to paragraph (f)
of this section shall prepare an operation and maintenance plan no later than the compliance date, except for hard
chromium electroplaters and the chromium anodizing operations in California which have until January 25, 1998.
The plan shall be incorporated by reference into the source's title V permit, if and when a title \VV permit is required.
The plan shall include the following elements:

(A) The plan shall specify the operation and maintenance criteria for the affected source, the add-on air
pollution control device (if such a device is used to comply with the emission limits), and the process and control
system monitoring equipment, and shall include a standardized checklist to document the operation and maintenance
of this equipment;

(B) For sources using an add-on control device or monitoring equipment to comply with this subpart, the plan
shall incorporate the operation and maintenance practices for that device or monitoring equipment, as identified in
Table 1 of this section, if the specific equipment used is identified in Table 1 of this section;
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(C) If the specific equipment used is not identified in Table 1 of this section, the plan shall incorporate
proposed operation and maintenance practices. These proposed operation and maintenance practices shall be
submitted for approval as part of the submittal required under § 63.343(d);

(D) The plan shall specify procedures to be followed to ensure that equipment or process malfunctions due to
poor maintenance or other preventable conditions do not occur; and

(E) The plan shall include a systematic procedure for identifying malfunctions of process equipment, add-on
air pollution control devices, and process and control system monitoring equipment and for implementing corrective
actions to address such malfunctions.

(F) The plan shall include housekeeping procedures, as specified in Table 2 of this section.

(ii) If the operation and maintenance plan fails to address or inadequately addresses an event that meets the
characteristics of a malfunction at the time the plan is initially developed, the owner or operator shall revise the
operation and maintenance plan within 45 days after such an event occurs. The revised plan shall include procedures
for operating and maintaining the process equipment, add-on air pollution control device, or monitoring equipment
during similar malfunction events, and a program for corrective action for such events.

(iii) Recordkeeping associated with the operation and maintenance plan is identified in § 63.346(b). Reporting
associated with the operation and maintenance plan is identified in § 63.347 (g) and (h) and paragraph (f)(3)(iv) of
this section.

(iv) If actions taken by the owner or operator during periods of malfunction are inconsistent with the
procedures specified in the operation and maintenance plan required by paragraph (f)(3)(i) of this section, the owner
or operator shall record the actions taken for that event and shall report by phone such actions within 2 working days
after commencing actions inconsistent with the plan. This report shall be followed by a letter within 7 working days
after the end of the event, unless the owner or operator makes alternative reporting arrangements, in advance, with
the Administrator.

(v) The owner or operator shall keep the written operation and maintenance plan on record after it is
developed to be made available for inspection, upon request, by the Administrator for the life of the affected source
or until the source is no longer subject to the provisions of this subpart. In addition, if the operation and maintenance
plan is revised, the owner or operator shall keep previous (i.e., superseded) versions of the operation and
maintenance plan on record to be made available for inspection, upon request, by the Administrator for a period of 5
years after each revision to the plan.

(vi) To satisfy the requirements of paragraph (f)(3) of this section, the owner or operator may use applicable
standard operating procedure (SOP) manuals, Occupational Safety and Health Administration (OSHA) plans, or
other existing plans, provided the alternative plans meet the requirements of this section.

(9) The standards in this section that apply to chromic acid baths shall not be met by using a reducing agent to
change the form of chromium from hexavalent to trivalent.

TABLE 1 TO § 63.342—SUMMARY OF OPERATION AND MAINTENANCE PRACTICES

Control technique Operation and maintenance practices Frequency

Composite mesh-pad |1. Visually inspect device to ensure there is proper drainage, no  |1. 1/quarter.
(CMP) system chronic acid buildup on the pads, and no evidence of chemical
attack on the structural integrity of the device

2. Visually inspect back portion of the mesh pad closest to the fan [2. 1/quarter.
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to ensure there is no breakthrough of chromic acid mist

3. Visually inspect ductwork from tank to the control device to
ensure there are no leaks

3. 1l/quarter.

4. Perform washdown of the composite mesh-pads in accordance
with manufacturers recommendations

4. Per manufacturer.

Packed-bed scrubber
(PSB)

1. Visually inspect device to ensure there is proper drainage, no
chromic acid buildup on the packed beds, and no evidence of
chemical attack on the structural integrity of the device

1. 1/quarter.

2. Visually inspect back portion of the chevron blade mist
eliminator to ensure that it is dry and there is no breakthrough of
chromic acid mist

2. 1/quarter.

3. Same as number 3 above

3. 1/quarter.

4. Add fresh makeup water to the top of the packed bed *°

4. Whenever makeup is
added.

PBS/CMP system

1. Same as for CMP system

1. 1/quarter.

2. Same as for CMP system

. 1/quarter.

3. Same as for CMP system

4. Same as for CMP system

. Per manufacturer.

Fiber-bed mist
eliminator ©

1. Visually inspect fiber-bed unit and prefiltering device to ensure
there is proper drainage, no chromic acid buildup in the units, and
no evidence of chemical attack on the structural integrity of the
devices

2
3. 1/quarter.
4
1

. 1/quarter.

2. Visually inspect ductwork from tank or tanks to the control
device to ensure there are no leaks

2. 1/quarter.

3. Perform washdown of fiber elements in accordance with
manufacturers recommendations

3. Per manufacturer.

Air pollution control
device (APCD) not
listed in rule

To be proposed by the source for approval by the Administrator

To be proposed by the
source for approval by
the Administrator.

Monitoring Equipment

Pitot tube

Backflush with water, or remove from the duct and rinse with
fresh water. Replace in the duct and rotate 180 degrees to ensure
that the same zero reading is obtained. Check pitot tube ends for
damage. Replace pitot tube if cracked or fatigued

1/quarter.

Stalagmometer

Follow manufacturers recommendations

% If greater than 50 percent of the scrubber water is drained (e.g., for maintenance purposes), makeup water
may be added to the scrubber basin.

® For horizontal-flow scrubbers, top is defined as the section of the unit directly above the packing media such
that the makeup water would flow perpendicular to the air flow through the packing. For vertical-flow units, the top
is defined as the area downstream of the packing material such that the makeup water would flow countercurrent to
the air flow through the unit.
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¢ Work practice standards for the control device installed upstream of the fiber-bed mist eliminator to prevent
plugging do not apply as long as the work practice standards for the fiber-bed unit are followed.

TABLE 2 TO § 63.342—HOUSEKEEPING PRACTICES

For

You must:

At this minimum frequency

1. Any substance used in an affected
chromium electroplating or chromium
anodizing tank that contains hexavalent
chromium

(a) Store the substance in a closed
container in an enclosed storage
area or building; AND

(b) Use a closed container when
transporting the substance from the
enclosed storage area

At all times, except when
transferring the substance to and
from the container.

\Whenever transporting substance,
except when transferring the
substance to and from the container.

2. Each affected tank, to minimize spills
of bath solution that result from dragout.
Note: this measure does not require the
return of contaminated bath solution to
the tank. This requirement applies only as
the parts are removed from the tank. Once
away from the tank area, any spilled
solution must be handled in accordance
with Item 4 of these housekeeping
measures

(@) Install drip trays that collect and
return to the tank any bath solution
that drips or drains from parts as the
parts are removed from the tank;
OR

(b) Contain and return to the tank
any bath solution that drains or
drips from parts as the parts are
removed from the tank; OR

(c) Collect and treat in an onsite
wastewater treatment plant any bath
solution that drains or drips from
parts as the parts are removed from
the tank

Prior to operating the tank.
\Whenever removing parts from an
affected tank.

\Whenever removing parts from an
affected tank.

3. Each spraying operation for removing
excess chromic acid from parts removed
from, and occurring over, an affected tank

Install a splash guard to minimize
overspray during spraying
operations and to ensure that any
hexavalent chromium laden liquid
captured by the splash guard is
returned to the affected chromium
electroplating or anodizing tank

Prior to any such spraying operation.

4. Each operation that involves the
handling or use of any substance used in
an affected chromium electroplating or
chromium anodizing tank that contains
hexavalent chromium

Begin clean up, or otherwise
contain, all spills of the substance.
Note: substances that fall or flow
into drip trays, pans, sumps, or
other containment areas are not
considered spills

Within 1 hour of the spill.

5. Surfaces within the enclosed storage
area, open floor area, walkways around
affected tanks contaminated with
hexavalent chromium from an affected
chromium electroplating or chromium
anodizing tank

(a) Clean the surfaces using one or
more of the following methods:
HEPA vacuuming; Hand-wiping
with a damp cloth; Wet mopping;
Hose down or rinse with potable
water that is collected in a
wastewater collection system;
Other cleaning method approved by
the permitting authority; OR

(b) Apply a non-toxic chemical dust|
suppressant to the surfaces

At least once every 7 days if one or
more chromium electroplating or
chromium anodizing tanks were
used, or at least after every 40 hours
of operating time of one or more
affection chromium electroplating or
chromium anodizing tank, whichever
is later.

According to manufacturer's
recommendations.

6. All buffing, grinding, or polishing

Separate the operation from any

Prior to beginning the buffing,
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operations that are located in the same
room as chromium electroplating or
chromium anodizing operations

affected electroplating or anodizing
operation by installing a physical
barrier; the barrier may take the
form of plastic strip curtains

grinding, or polishing operation.

7. All chromium or chromium-containing

wastes generated from housekeeping
activities

Store, dispose, recover, or recycle
the wastes using practices that do
not lead to fugitive dust and in

At all times.

accordance with hazardous waste
requirements

[60 FR 4963, Jan. 25, 1995; 60 FR 33122, June 27, 1995, as amended at 61 FR 27787, June 3, 1996; 62 FR 42920,
Aug. 11, 1997; 68 FR 37347, June 23, 2003; 69 FR 42894, July 19, 2004; 71 FR 20456, Apr. 20, 2006; 77 FR
58243, Sept. 19, 2012]

§ 63.343 Compliance provisions.

(a) Compliance dates. (1) The owner or operator of an existing affected source shall comply with the emission
limitations in § 63.342 no later than September 19, 2014.

(2) The owner or operator of a new or reconstructed affected source that has an initial startup after September
19, 2012, shall comply immediately upon startup of the source.

(3) The owner or operator of an existing area source that increases actual or potential emissions of hazardous
air pollutants such that the area source becomes a major source must comply with the provisions for existing major
sources, including the reporting provisions of § 63.347(g), immediately upon becoming a major source.

(4) The owner or operator of a new area source (i.e., an area source for which construction or reconstruction
was commenced after February 8, 2012, that increases actual or potential emissions of hazardous air pollutants such
that the area source becomes a major source must comply with the provisions for new major sources, immediately
upon becoming a major source.

(5) An owner or operator of an existing hard chromium electroplating tank or tanks located at a small, hard
chromium electroplating facility that increases its maximum cumulative potential rectifier capacity, or its actual
cumulative rectifier capacity, such that the facility becomes a large, hard chromium electroplating facility must
comply with the requirements of § 63.342(c)(1)(i) for all hard chromium electroplating tanks at the facility no later
than 1 year after the month in which monthly records required by 88 63.342(c)(2) and 63.346(b)(12) show that the
large designation is met, or by the compliance date specified in paragraph (a)(1)(ii) of this section, whichever is
later.

(6) Request for an extension of compliance. An owner or operator of an affected source or sources that
requests an extension of compliance shall do so in accordance with this paragraph and the applicable paragraphs of
8 63.6(i). When the owner or operator is requesting the extension for more than one affected source located at the
facility, then only one request may be submitted for all affected sources at the facility.

(i) The owner or operator of an existing affected source who is unable to comply with a relevant standard
under this subpart may request that the Administrator (or a State, when the State has an approved part 70 permit
program and the source is required to obtain a part 70 permit under that program, or a State, when the State has been
delegated the authority to implement and enforce the emission standard for that source) grant an extension allowing
the owner or operator up to 1 additional year to comply with the standard for the affected source. The owner or
operator of an affected source who has requested an extension of compliance under this paragraph and is otherwise
required to obtain a title V' permit for the source shall apply for such permit or apply to have the title V permit
revised to incorporate the conditions of the extension of compliance. The conditions of an extension of compliance
granted under this paragraph will be incorporated into the owner or operator's title V permit for the affected
source(s) according to the provisions of 40 CFR part 70 or 40 CFR part 71, whichever is applicable.

A-13



(ii) Any request under this paragraph for an extension of compliance with a relevant standard shall be
submitted in writing to the appropriate authority not later than 6 months before the affected source's compliance date
as specified in this section.

(7) An owner or operator of a decorative chromium electroplating tank that uses a trivalent chromium bath
that incorporates a wetting agent, and that ceases using the trivalent chromium process, must comply with the
emission limitation now applicable to the tank within 1 year of switching bath operation.

(8) After March 19, 2013, the owner or operator of an affected source that is subject to the standards in
paragraphs § 63.342(c) or (d) shall implement the housekeeping procedures specified in Table 2 of § 63.342.

(b) Methods to demonstrate initial compliance. (1) Except as provided in paragraphs (b)(2) and (b)(3) of this
section, an owner or operator of an affected source subject to the requirements of this subpart is required to conduct
an initial performance test as required under § 63.7, using the procedures and test methods listed in §§ 63.7 and
63.344.

(2) If the owner or operator of an affected source meets all of the following criteria, an initial performance test
is not required to be conducted under this subpart:

(i) The affected source is a hard chromium electroplating tank, a decorative chromium electroplating tank or a
chromium anodizing tank; and

(i) A wetting agent is used in the plating or anodizing bath to inhibit chromium emissions from the affected
source; and

(iii) The owner or operator complies with the applicable surface tension limit of § 63.342(c)(1)(iii), (c)(2)(iii),
or (d)(2) as demonstrated through the continuous compliance monitoring required by paragraph (c)(5)(ii) of this
section.

(3) If the affected source is a decorative chromium electroplating tank using a trivalent chromium bath, and
the owner or operator is subject to the provisions of § 63.342(e), an initial performance test is not required to be
conducted under this subpart.

(c) Monitoring to demonstrate continuous compliance. The owner or operator of an affected source subject to
the emission limitations of this subpart shall conduct monitoring according to the type of air pollution control
technique that is used to comply with the emission limitation. The monitoring required to demonstrate continuous
compliance with the emission limitations is identified in this section for the air pollution control techniques expected
to be used by the owners or operators of affected sources. As an alternative to the daily monitoring, the owner or
operator of an affected source may install a continuous pressure monitoring system.

(1) Composite mesh-pad systems. (i) During the initial performance test, the owner or operator of an affected
source, or a group of affected sources under common control, complying with the emission limitations in § 63.342
through the use of a composite mesh-pad system shall determine the outlet chromium concentration using the test
methods and procedures in § 63.344(c), and shall establish as a site-specific operating parameter the pressure drop
across the system, setting the value that corresponds to compliance with the applicable emission limitation, using the
procedures in § 63.344(d)(5). An owner or operator may conduct multiple performance tests to establish a range of
compliant pressure drop values, or may set as the compliant value the average pressure drop measured over the three
test runs of one performance test and accept £2 inches of water column from this value as the compliant range.

(if) On and after the date on which the initial performance test is required to be completed under § 63.7, the
owner or operator of an affected source, or group of affected sources under common control, shall monitor and
record the pressure drop across the composite mesh-pad system once each day that any affected source is operating.
To be in compliance with the standards, the composite mesh-pad system shall be operated within +2 inches of water
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column of the pressure drop value established during the initial performance test, or shall be operated within the
range of compliant values for pressure drop established during multiple performance tests.

(iii) The owner or operator of an affected source complying with the emission limitations in § 63.343 through
the use of a composite mesh-pad system may repeat the performance test and establish as a new site-specific
operating parameter the pressure drop across the composite mesh-pad system according to the requirements in
paragraphs (c)(1)(i) or (ii) of this section. To establish a new site-specific operating parameter for pressure drop, the
owner or operator shall satisfy the requirements specified in paragraphs (c)(1)(iii)(A) through (D) of this section.

(A) Determine the outlet chromium concentration using the test methods and procedures in § 63.344(c);
(B) Establish the site-specific operating parameter value using the procedures § 63.344(d)(5);

(C) Satisfy the recordkeeping requirements in § 63.346(b)(6) through (8); and

(D) Satisfy the reporting requirements in § 63.347(d) and ().

(iv) The requirement to operate a composite mesh-pad system within the range of pressure drop values
established under paragraphs (c)(1)(i) through (iii) of this section does not apply during automatic washdown cycles
of the composite mesh-pad system.

(2) Packed-bed scrubber systems. (i) During the initial performance test, the owner or operator of an affected
source, or group of affected sources under common control, complying with the emission limitations in § 63.342
through the use of a packed-bed scrubber system shall determine the outlet chromium concentration using the
procedures in 8 63.344(c), and shall establish as site-specific operating parameters the pressure drop across the
system and the velocity pressure at the common inlet of the control device, setting the value that corresponds to
compliance with the applicable emission limitation using the procedures in § 63.344(d) (4) and (5). An owner or
operator may conduct multiple performance tests to establish a range of compliant operating parameter values.
Alternatively, the owner or operator may set as the compliant value the average pressure drop and inlet velocity
pressure measured over the three test runs of one performance test, and accept £1 inch of water column from the
pressure drop value and £10 percent from the velocity pressure value as the compliant range.

(if) On and after the date on which the initial performance test is required to be completed under § 63.7, the
owner or operator of an affected source, or group of affected sources under common control, shall monitor and
record the velocity pressure at the inlet to the packed-bed system and the pressure drop across the scrubber system
once each day that any affected source is operating. To be in compliance with the standards, the scrubber system
shall be operated within +10 percent of the velocity pressure value established during the initial performance test,
and within £1 inch of water column of the pressure drop value established during the initial performance test, or
within the range of compliant operating parameter values established during multiple performance tests.

(3) Packed-bed scrubber/composite mesh-pad system. The owner or operator of an affected source, or group
of affected sources under common control, that uses a packed-bed scrubber in conjunction with a composite mesh-
pad system to meet the emission limitations of § 63.342 shall comply with the monitoring requirements for
composite mesh-pad systems as identified in paragraph (c)(1) of this section.

(4) Fiber-bed mist eliminator. (i) During the initial performance test, the owner or operator of an affected
source, or group of affected sources under common control, complying with the emission limitations in § 63.342
through the use of a fiber-bed mist eliminator shall determine the outlet chromium concentration using the
procedures in 8 63.344(c), and shall establish as a site-specific operating parameter the pressure drop across the
fiber-bed mist eliminator and the pressure drop across the control device installed upstream of the fiber bed to
prevent plugging, setting the value that corresponds to compliance with the applicable emission limitation using the
procedures in § 63.344(d)(5). An owner or operator may conduct multiple performance tests to establish a range of
compliant pressure drop values, or may set as the compliant value the average pressure drop measured over the three
test runs of one performance test and accept + 1 inch of water column from this value as the compliant range.
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(if) On and after the date on which the initial performance test is required to be completed under § 63.7, the
owner or operator of an affected source, or group of affected sources under common control, shall monitor and
record the pressure drop across the fiber-bed mist eliminator, and the control device installed upstream of the fiber
bed to prevent plugging, once each day that any affected source is operating. To be in compliance with the
standards, the fiber-bed mist eliminator and the upstream control device shall be operated within +1 inch of water
column of the pressure drop value established during the initial performance test, or shall be operated within the
range of compliant values for pressure drop established during multiple performance tests.

(5) Wetting agent-type or combination wetting agent-type/foam blanket fume suppressants. (i) During the
initial performance test, the owner or operator of an affected source complying with the emission limitations in
8§ 63.342 through the use of a wetting agent in the electroplating or anodizing bath shall determine the outlet
chromium concentration using the procedures in § 63.344(c). The owner or operator shall establish as the site-
specific operating parameter the surface tension of the bath using Method 306B, appendix A of this part, setting the
maximum value that corresponds to compliance with the applicable emission limitation. In lieu of establishing the
maximum surface tension during the performance test, the owner or operator may accept 40 dynes/cm, as measured
by a stalagmometer, or 33 dynes/cm, as measured by a tensiometer, as the maximum surface tension value that
corresponds to compliance with the applicable emission limitation. However, the owner or operator is exempt from
conducting a performance test only if the criteria of paragraph (b)(1) of this section are met.

(if) On and after the date on which the initial performance test is required to be completed under § 63.7, the
owner or operator of an affected source, or group of affected sources under common control, shall monitor and
record the pressure drop across the fiber-bed mist eliminator, and the control device installed upstream of the fiber
bed to prevent plugging, once each day that any affected source is operating. To be in compliance with the
standards, the fiber-bed mist eliminator and the upstream control device shall be operated within +1 inch of water
column of the pressure drop value established during the initial performance test, or shall be operated within the
range of compliant values for pressure drop established during multiple performance tests.

(iii) Once a bath solution is drained from the affected tank and a new solution added, the original monitoring
schedule of once every 4 hours must be resumed, with a decrease in monitoring frequency allowed following the
procedures of paragraphs (c)(5)(ii) (B) and (C) of this section.

(6) Foam blanket-type fume suppressants. (i) During the initial performance test, the owner or operator of an
affected source complying with the emission limitations in § 63.342 through the use of a foam blanket in the
electroplating or anodizing bath shall determine the outlet chromium concentration using the procedures in
8§ 63.344(c), and shall establish as the site-specific operating parameter the thickness of the foam blanket, setting the
minimum thickness that corresponds to compliance with the applicable emission limitation. In lieu of establishing
the minimum foam blanket thickness during the performance test, the owner or operator may accept 2.54
centimeters (1 inch) as the minimum foam blanket thickness that corresponds to compliance with the applicable
emission limitation. All foam blanket measurements must be taken in close proximity to the workpiece or cathode
area in the plating tank(s).

(if) On and after the date on which the initial performance test is required to be completed under § 63.7, the
owner or operator of an affected source shall monitor the foam blanket thickness of the electroplating or anodizing
bath. Operation of the affected source at a foam blanket thickness less than the value established during the
performance test, or less than 2.54 cm (1 inch) if the owner or operator is using this value in accordance with
paragraph (c)(6)(i) of this section, shall constitute noncompliance with the standards. The foam blanket thickness
shall be measured according to the following schedule:

(iii) Once a bath solution is drained from the affected tank and a new solution added, the original monitoring
schedule of once every hour must be resumed, with a decrease in monitoring frequency allowed following the
procedures of paragraphs (c)(6)(ii) (B) and (C) of this section.

(7) Fume suppressant/add-on control device. (i) If the owner or operator of an affected source uses both a
fume suppressant and add-on control device and both are needed to comply with the applicable emission limit,
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monitoring requirements as identified in paragraphs (c) (1) through (6) of this section, and the work practice
standards of Table 1 of § 63.342, apply for each of the control techniques used.

(ii) If the owner or operator of an affected source uses both a fume suppressant and add-on control device, but
only one of these techniques is needed to comply with the applicable emission limit, monitoring requirements as
identified in paragraphs (c) (1) through (6) of this section, and work practice standards of Table 1 of § 63.342, apply
only for the control technique used to achieve compliance.

(8) Use of an alternative monitoring method. (i) Requests and approvals of alternative monitoring methods
shall be considered in accordance with § 63.8(f)(1), (f)(3), (f)(4), and (f)(5).

(ii) After receipt and consideration of an application for an alternative monitoring method, the Administrator
may approve alternatives to any monitoring methods or procedures of this subpart including, but not limited to, the
following:

(A) Alternative monitoring requirements when installation or use of monitoring devices specified in this
subpart would not provide accurate measurements due to interferences caused by substances within the effluent
gases; or

(B) Alternative locations for installing monitoring devices when the owner or operator can demonstrate that
installation at alternate locations will enable accurate and representative measurements.

(d) An owner or operator who uses an air pollution control device not listed in this section shall submit a
description of the device, test results collected in accordance with § 63.344(c) verifying the performance of the
device for reducing chromium emissions to the atmosphere to the level required by this subpart, a copy of the
operation and maintenance plan referenced in § 63.342(f) including operation and maintenance practices, and
appropriate operating parameters that will be monitored to establish continuous compliance with the standards. The
monitoring plan submitted identifying the continuous compliance monitoring is subject to the Administrator's
approval.

[60 FR 4963, Jan. 25, 1995; 60 FR 33122, June 27, 1995, as amended at 62 FR 42920, Aug. 11, 1997; 68 FR 37347,
June 23, 2003; 69 FR 42895, July 19, 2004; 77 FR 58245, Sept. 19, 2012]

8 63.344 Performance test requirements and test methods.

(a) Performance test requirements. Performance tests shall be conducted using the test methods and
procedures in this section. Performance tests shall be conducted under such conditions as the Administrator specifies
to the owner or operator based on representative performance of the affected source for the period being tested.
Upon request, the owner or operator shall make available to the Administrator such records as may be necessary to
determine the conditions of performance tests. Performance test results shall be documented in complete test reports
that contain the information required by paragraphs (a)(1) through (9) of this section. The test plan to be followed
shall be made available to the Administrator prior to the testing, if requested.

(1) A brief process description;

(2) Sampling location description(s);

(3) A description of sampling and analytical procedures and any modifications to standard procedures;
(4) Test results;

(5) Quality assurance procedures and results;
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(6) Records of operating conditions during the test, preparation of standards, and calibration procedures;
(7) Raw data sheets for field sampling and field and laboratory analyses;

(8) Documentation of calculations; and

(9) Any other information required by the test method.

(b)(2) If the owner or operator of an affected source conducts performance testing at startup to obtain an
operating permit in the State in which the affected source is located, the results of such testing may be used to
demonstrate compliance with this subpart if:

(i) The test methods and procedures identified in paragraph (c) of this section were used during the
performance test;

(i) The performance test was conducted under representative operating conditions for the source;
(iii) The performance test report contains the elements required by paragraph (a) of this section;

(iv) The owner or operator of the affected source for which the performance test was conducted has sufficient
data to establish the operating parameter value(s) that correspond to compliance with the standards, as required for
continuous compliance monitoring under 8 63.343(c);

(v) The performance test was conducted after January 25, 1995;

(vi) As of September 19, 2012 the source was using the same emissions controls that were used during the
compliance test;

(vii) As of September 19, 2012, the source was operating under conditions that are representative of the
conditions under which the source was operating during the compliance test; and

(viii) Based on approval from the permitting authority.
(2) [Reserved]

(c) Test methods. Each owner or operator subject to the provisions of this subpart and required by § 63.343(b)
to conduct an initial performance test shall use the test methods identified in this section to demonstrate compliance
with the standards in § 63.342.

(1) Method 306 or Method 306A, “Determination of Chromium Emissions From Decorative and Hard
Chromium Electroplating and Anodizing Operations,” appendix A of this part shall be used to determine the
chromium concentration from hard or decorative chromium electroplating tanks or chromium anodizing tanks. The
sampling time and sample volume for each run of Methods 306 and 306A, appendix A of this part shall be at least
120 minutes and 1.70 dscm (60 dscf), respectively. Methods 306 and 306A, appendix A of this part allow the
measurement of either total chromium or hexavalent chromium emissions. For the purposes of this standard, sources
using chromic acid baths must demonstrate compliance with the emission limits of § 63.342 by measuring the total
chromium.

(2) The California Air Resources Board (CARB) Method 425 (which is available by contacting the California
Air Resources Board, 1102 Q Street, Sacramento, California 95814) may be used to determine the chromium
concentration from hard and decorative chromium electroplating tanks and chromium anodizing tanks if the
following conditions are met:
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(i) If a colorimetric analysis method is used, the sampling time and volume shall be sufficient to result in 33 to
66 micrograms of catch in the sampling train.

(ii) If Atomic Absorption Graphite Furnace (AAGF) or lon Chromatography with a Post-column Reactor
(ICPCR) analyses were used, the sampling time and volume should be sufficient to result in a sample catch that is 5
to 10 times the minimum detection limit of the analytical method (i.e., 1.0 microgram per liter of sample for AAGF
and 0.5 microgram per liter of sample for ICPCR).

(iii) In the case of either paragraph (c)(2) (i) or (ii) of this section, a minimum of 3 separate runs must be
conducted. The other requirements of 8 63.7 that apply to affected sources, as indicated in Table 1 of this subpart,
must also be met.

(3) Method 306B, “Surface Tension Measurement and Recordkeeping for Tanks Used at Decorative
Chromium Electroplating and Anodizing Facilities,” appendix A of this part shall be used to measure the surface
tension of electroplating and anodizing baths.

(4) Alternate test methods may also be used if the method has been validated using Method 301, appendix A
of this part and if approved by the Administrator. Procedures for requesting and obtaining approval are contained in
8 63.7(f).

(d) Establishing site-specific operating parameter values. (1) Each owner or operator required to establish
site-specific operating parameters shall follow the procedures in this section.

(2) All monitoring equipment shall be installed such that representative measurements of emissions or process
parameters from the affected source are obtained. For monitoring equipment purchased from a vendor, verification
of the operational status of the monitoring equipment shall include execution of the manufacturer's written
specifications or recommendations for installation, operation, and calibration of the system.

(i) Specifications for differential pressure measurement devices used to measure velocity pressure shall be in
accordance with section 2.2 of Method 2 (40 CFR part 60, appendix A).

(ii) Specification for differential pressure measurement devices used to measure pressure drop across a control
system shall be in accordance with manufacturer's accuracy specifications.

(3) The surface tension of electroplating and anodizing baths shall be measured using Method 306B, “Surface
Tension Measurement and Recordkeeping for Tanks used at Decorative Chromium Electroplating and Anodizing
Facilities,” appendix A of this part. This method should also be followed when wetting agent type or combination
wetting agent/foam blanket type fume suppressants are used to control chromium emissions from a hard chromium
electroplating tank and surface tension measurement is conducted to demonstrate continuous compliance.

(4) The owner or operator of a source required to measure the velocity pressure at the inlet to an add-on air
pollution control device in accordance with § 63.343(c)(2), shall establish the site-specific velocity pressure as
follows:

(i) Locate a velocity traverse port in a section of straight duct that connects the hooding on the plating tank or
tanks with the control device. The port shall be located as close to the control system as possible, and shall be placed
a minimum of 2 duct diameters downstream and 0.5 diameter upstream of any flow disturbance such as a bend,
expansion, or contraction (see Method 1, 40 CFR part 60, appendix A). If 2.5 diameters of straight duct work does
not exist, locate the port 0.8 of the duct diameter downstream and 0.2 of the duct diameter upstream from any flow
disturbance.

(if) A 12-point velocity traverse of the duct to the control device shall be conducted along a single axis
according to Method 2 (40 CFR part 60, appendix A) using an S-type pitot tube; measurement of the barometric
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pressure and duct temperature at each traverse point is not required, but is suggested. Mark the S-type pitot tube as
specified in Method 1 (40 CFR part 60, appendix A) with 12 points. Measure the velocity pressure (A p) values for
the velocity points and record. Determine the square root of the individual velocity point A p values and average.
The point with the square root value that comes closest to the average square root value is the point of average
velocity. The A p value measured for this point during the performance test will be used as the reference for future
monitoring.

(5) The owner or operator of a source required to measure the pressure drop across the add-on air pollution
control device in accordance with § 63.343(c) (1) through (4) may establish the pressure drop in accordance with the
following guidelines:

(i) Pressure taps shall be installed at any of the following locations:

(A) At the inlet and outlet of the control system. The inlet tap should be installed in the ductwork just prior to
the control device and the corresponding outlet pressure tap should be installed on the outlet side of the control
device prior to the blower or on the downstream side of the blower;

(B) On each side of the packed bed within the control system or on each side of each mesh pad within the
control system; or

(C) On the front side of the first mesh pad and back side of the last mesh pad within the control system.
(i) Pressure taps shall be sited at locations that are:

(A) Free from pluggage as possible and away from any flow disturbances such as cyclonic demisters.

(B) Situated such that no air infiltration at measurement site will occur that could bias the measurement.
(iii) Pressure taps shall be constructed of either polyethylene, polybutylene, or other nonreactive materials.

(iv) Nonreactive plastic tubing shall be used to connect the pressure taps to the device used to measure
pressure drop.

(v) Any of the following pressure gauges can be used to monitor pressure drop: a magnehelic gauge, an
inclined manometer, or a “U” tube manometer.

(vi) Prior to connecting any pressure lines to the pressure gauge(s), each gauge should be zeroed. No
calibration of the pressure gauges is required.

(e) Special compliance provisions for multiple sources controlled by a common add-on air pollution control
device. (1) This section identifies procedures for measuring the outlet chromium concentration from an add-on air
pollution control device that is used to control multiple sources that may or may not include sources not affected by
this subpart.

(2) When multiple affected sources performing the same type of operation (e.g., all are performing hard
chromium electroplating), and subject to the same emission limitation, are controlled with an add-on air pollution
control device that is not controlling emissions from any other type of affected operation or from any nonaffected
sources, the applicable emission limitation identified in § 63.342 must be met at the outlet of the add-on air pollution
control device.

(3) When multiple affected sources performing the same type of operation and subject to the same emission
limitation are controlled with a common add-on air pollution control device that is also controlling emissions from
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sources not affected by these standards, the following procedures should be followed to determine compliance with
the applicable emission limitation in § 63.342:

(i) Calculate the cross-sectional area of each inlet duct (i.e., uptakes from each hood) including those not
affected by the standard.

(ii) Determine the total sample time per test run by dividing the total inlet area from all tanks connected to the
control system by the total inlet area for all ducts associated with affected sources, and then multiply this number by
2 hours. The calculated time is the minimum sample time required per test run.

(iii) Perform Method 306 or 306A testing and calculate an outlet mass emission rate.

(iv) Determine the total ventilation rate from the affected sources (VRiqet ) by using equation 1:

DA,
VR % Euﬁ = YRizim (1)

where VRy is the average total ventilation rate in dscm/min for the three test runs as determined at the outlet by
means of the Method 306 or 306A testing; IDA,; is the total inlet area for all ducts associated with affected sources;
> TA o IS the sum of all inlet duct areas from both affected and nonaffected sources; and VR is the total
ventilation rate from all inlet ducts associated with affected sources.

(v) Establish the allowable mass emission rate of the system (AMRgs ) in milligrams of total chromium per
hour (mg/hr) using equation 2:

YVHRigier ® EL = &0 minutes/hour = BMR.u. (2}

where X VR is the total ventilation rate in dscm/min from the affected sources, and EL is the applicable emission
limitation from § 63.342 in mg/dscm. The allowable mass emission rate (AMRsy ) calculated from equation 2
should be equal to or more than the outlet three-run average mass emission rate determined from Method 306 or
306A testing in order for the source to be in compliance with the standard.

(4) When multiple affected sources performing different types of operations (e.g., hard chromium
electroplating, decorative chromium electroplating, or chromium anodizing) are controlled by a common add-on air
pollution control device that may or may not also be controlling emissions from sources not affected by these
standards, or if the affected sources controlled by the common add-on air pollution control device perform the same
operation but are subject to different emission limitations (e.g., because one is a new hard chromium plating tank
and one is an existing small, hard chromium plating tank), the following procedures should be followed to determine
compliance with the applicable emission limitation in § 63.342:

(i) Follow the steps outlined in paragraphs (e)(3)(i) through (e)(3)(iii) of this section.
(i) Determine the total ventilation rate for each type of affected source (VR ,a) Using equation 3:

VR %

DA VE
E: Iﬂht.j - Imleta ,: 3 ]

where VR is the average total ventilation rate in dscm/min for the three test runs as determined at the outlet by
means of the Method 306 or 306A testing; IDA, , is the total inlet duct area for all ducts conveying chromic acid
from each type of affected source performing the same operation, or each type of affected source subject to the same
emission limitation; Y [A .y IS the sum of all duct areas from both affected and nonaffected sources; and VRinjeta IS
the total ventilation rate from all inlet ducts conveying chromic acid from each type of affected source performing
the same operation, or each type of affected source subject to the same emission limitation.

(iii) Establish the allowable mass emission rate in mg/hr for each type of affected source that is controlled by
the add-on air pollution control device using equation 4, 5, 6, or 7 as appropriate:
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VRye1 X ELper X 60 minutes/hour = AMR 1 4)
VRpe X ELpe; X 60 minutes/hour = AMR ¢, (5)
VRge X ELg x 60 minutes/hour = AMR 4 (6)
VR X ELg X 60 minutes/hour = AMR, @)

where “hc” applies to the total of ventilation rates for all hard chromium electroplating tanks subject to the same
emission limitation, “dc” applies to the total of ventilation rates for the decorative chromium
electroplating tanks, “ca” applies to the total of ventilation rates for the chromium anodizing tanks, and
EL is the applicable emission limitation from § 63.342 in mg/dscm. There are two equations for hard
chromium electroplating tanks because different emission limitations may apply (e.g., a new tank versus
an existing, small tank).

(iv) Establish the allowable mass emission rate of the system (AMR ) in milligrams of total chromium per
hour (mg/hr) using equation 8, including each type of affected source as appropriate:

AMBp~1+ AMEpoat AMBg.+ AMR.,= AMB... 18]

The allowable mass emission rate calculated from equation 8 should be equal to or more than the outlet three-
run average mass emission rate determined from Method 306 or 306A testing in order for the source to be in
compliance with the standards.

(5) Each owner or operator that uses the special compliance provisions of this paragraph to demonstrate
compliance with the emission limitations of § 63.342 shall submit the measurements and calculations to support
these compliance methods with the notification of compliance status required by § 63.347(e).

(6) Each owner or operator that uses the special compliance provisions of this section to demonstrate
compliance with the emission limitations of § 63.342 shall repeat these procedures if a tank is added or removed
from the control system regardless of whether that tank is a nonaffected source. If the new nonaffected tank replaces
an existing nonaffected tank of the same size and is connected to the control system through the same size inlet duct
then this procedure does not have to be repeated.

(f) Compliance provisions for the mass rate emission standard for enclosed hard chromium electroplating
tanks. (1) This section identifies procedures for calculating the maximum allowable mass emission rate for owners
or operators of affected sources who choose to meet the mass emission rate standard in § 63.342(c)(2)(iv) or (V).

(i)(A) The owner or operator of an enclosed hard chromium electroplating tank that is an existing affected
source and is located at a large hard chromium electroplating facility who chooses to meet the mass emission rate
standard in § 63.342(c)(2)(iv) shall determine compliance by not allowing the mass rate of total chromium in the
exhaust gas stream discharged to the atmosphere to exceed the maximum allowable mass emission rate calculated
using equation 9:

MAMER = ETSA = K = 0.011 mg/dscm (%9

(B) Compliance with the alternative mass emission limit is demonstrated if the three-run average mass
emission rate determined from Method 306 testing is less than or equal to the maximum allowable mass emission
rate calculated from equation 9.

(ii)(A) The owner or operator of an enclosed hard chromium electroplating tank that is an existing affected
source located at a small hard chromium electroplating facility who chooses to meet the mass emission rate standard
in § 63.342(c)(2)(v) shall determine compliance by not allowing the mass rate of total chromium in the exhaust gas
stream discharged to the atmosphere to exceed the maximum allowable mass emission rate calculated using equation
10:

MAMER = ETSA = K = 0.015 mg/dscm. (10)
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(B) Compliance with the alternative mass emission limit is demonstrated if the three-run average mass
emission rate determined from testing using Method 306 of appendix A to part 63 is less than or equal to the
maximum allowable mass emission rate calculated from equation 10.

(iii)(A) The owner or operator of an enclosed hard chromium electroplating tank that is a new source who
chooses to meet the mass emission rate standard in § 63.342(c)(2)(vii) shall determine compliance by not allowing
the mass rate of total chromium in the exhaust gas stream discharged to the atmosphere to exceed the maximum
allowable mass emission rate calculated using equation 11:

MAMER = ETSA = K = 0,006 mg/fdscm. [(11)

(B) Compliance with the alternative mass emission limit is demonstrated if the three-run average mass
emission rate determined from testing using Method 306 or 306A of appendix A to part 63 is less than or equal to
the maximum allowable mass emission rate calculated from equation 11.

[60 FR 4963, Jan. 25, 1995, as amended at 61 FR 27787, June 3, 1996; 69 FR 42896, July 19, 2004; 77 FR 58246,
Sept. 19, 2012]

§63.345 Provisions for new and reconstructed sources.

(a) This section identifies the preconstruction review requirements for new and reconstructed affected sources
that are subject to, or become subject to, this subpart.

(b) New or reconstructed affected sources. The owner or operator of a new or reconstructed affected source is
subject to § 63.5(a), (b)(1), (b)(5), (b)(6), and (f)(1), as well as the provisions of this paragraph.

(1) After January 25, 1995, whether or not an approved permit program is effective in the State in which an
affected source is (or would be) located, no person may construct a new affected source or reconstruct an affected
source subject to this subpart, or reconstruct a source such that it becomes an affected source subject to this subpart,
without submitting a notification of construction or reconstruction to the Administrator. The notification shall
contain the information identified in paragraphs (b) (2) and (3) of this section, as appropriate.

(2) The notification of construction or reconstruction required under paragraph (b)(1) of this section shall
include:

(i) The owner or operator's name, title, and address;

(i) The address (i.e., physical location) or proposed address of the affected source if different from the owner's
or operator's;

(iii) A notification of intention to construct a new affected source or make any physical or operational changes
to an affected source that may meet or has been determined to meet the criteria for a reconstruction as defined in
§63.2;

(iv) An identification of subpart N of this part as the basis for the notification;
(v) The expected commencement and completion dates of the construction or reconstruction;
(vi) The anticipated date of (initial) startup of the affected source;

(vii) The type of process operation to be performed (hard or decorative chromium electroplating, or chromium
anodizing);
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(viii) A description of the air pollution control technique to be used to control emissions from the affected
source, such as preliminary design drawings and design capacity if an add-on air pollution control device is used;
and

(ix) An estimate of emissions from the source based on engineering calculations and vendor information on
control device efficiency, expressed in units consistent with the emission limits of this subpart. Calculations of
emission estimates should be in sufficient detail to permit assessment of the validity of the calculations.

(3) If a reconstruction is to occur, the notification required under paragraph (b)(1) of this section shall include
the following in addition to the information required in paragraph (b)(2) of this section:

(i) A brief description of the affected source and the components to be replaced;

(ii) A brief description of the present and proposed emission control technique, including the information
required by paragraphs (b)(2) (viii) and (ix) of this section;

(iii) An estimate of the fixed capital cost of the replacements and of constructing a comparable entirely new
source;

(iv) The estimated life of the affected source after the replacements; and

(v) A discussion of any economic or technical limitations the source may have in complying with relevant
standards or other requirements after the proposed replacements. The discussion shall be sufficiently detailed to
demonstrate to the Administrator's satisfaction that the technical or economic limitations affect the source's ability to
comply with the relevant standard and how they do so.

(vi) If in the notification of reconstruction, the owner or operator designates the affected source as a
reconstructed source and declares that there are no economic or technical limitations to prevent the source from
complying with all relevant standards or requirements, the owner or operator need not submit the information
required in paragraphs (b)(3) (iii) through (v) of this section.

(4) The owner or operator of a new or reconstructed affected source that submits a notification in accordance
with paragraphs (b) (1) through (3) of this section is not subject to approval by the Administrator. Construction or
reconstruction is subject only to notification and can begin upon submission of a complete notification.

(5) Submittal timeframes. After January 25, 1995, whether or not an approved permit program is effective in
the State in which an affected source is (or would be) located, an owner or operator of a new or reconstructed
affected source shall submit the natification of construction or reconstruction required by paragraph (b)(1) of this
section according to the following schedule:

(i) If construction or reconstruction commences after January 25, 1995, the notification shall be submitted as
soon as practicable before the construction or reconstruction is planned to commence.

(i) If the construction or reconstruction had commenced and initial startup had not occurred before January
25, 1995, the notification shall be submitted as soon as practicable before startup but no later than 60 days after
January 25, 1995.

8 63.346 Recordkeeping requirements.

(a) The owner or operator of each affected source subject to these standards shall fulfill all recordkeeping
requirements outlined in this section and in the General Provisions to 40 CFR part 63, according to the applicability
of subpart A of this part as identified in Table 1 of this subpart.
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(b) The owner or operator of an affected source subject to the provisions of this subpart shall maintain the
following records for such source:

(1) Inspection records for the add-on air pollution control device, if such a device is used, and monitoring
equipment, to document that the inspection and maintenance required by the work practice standards of § 63.342(f)
and Table 1 of § 63.342 have taken place. The record can take the form of a checklist and should identify the device
inspected, the date of inspection, a brief description of the working condition of the device during the inspection,
and any actions taken to correct deficiencies found during the inspection.

(2) Records of all maintenance performed on the affected source, the add-on air pollution control device, and
monitoring equipment, except routine housekeeping practices;

(3) Records of the occurrence, duration, and cause (if known) of each malfunction of process, add-on air
pollution control, and monitoring equipment;

(4) Records of actions taken during periods of malfunction to minimize emissions in accordance with
8 63.342(a)(1), including corrective actions to restore malfunctioning process and air pollution control and
monitoring equipment to its normal or usual manner of operation;

(5) Other records, which may take the form of checklists, necessary to demonstrate consistency with the
provisions of the operation and maintenance plan required by § 63.342(f)(3);

(6) Test reports documenting results of all performance tests;

(7) All measurements as may be necessary to determine the conditions of performance tests, including
measurements necessary to determine compliance with the special compliance procedures of § 63.344(e);

(8) Records of monitoring data required by § 63.343(c) that are used to demonstrate compliance with the
standard including the date and time the data are collected;

(9) The specific identification (i.e., the date and time of commencement and completion) of each period of
excess emissions, as indicated by monitoring data, that occurs during malfunction of the process, add-on air
pollution control, or monitoring equipment;

(10) The specific identification (i.e., the date and time of commencement and completion) of each period of
excess emissions, as indicated by monitoring data, that occurs during periods other than malfunction of the process,
add-on air pollution control, or monitoring equipment;

(11) The total process operating time of the affected source during the reporting period;

(12) Records of the actual cumulative rectifier capacity of hard chromium electroplating tanks at a facility
expended during each month of the reporting period, and the total capacity expended to date for a reporting period,
if the owner or operator is using the actual cumulative rectifier capacity to determine facility size in accordance with
§ 63.342(c)(2);

(13) For sources using fume suppressants to comply with the standards, records of the date and time that fume
suppressants are added to the electroplating or anodizing bath and records of the fume suppressant manufacturer and
product name;

(14) For sources complying with § 63.342(e), records of the bath components purchased, with the wetting
agent clearly identified as a bath constituent contained in one of the components;
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(15) Any information demonstrating whether a source is meeting the requirements for a waiver of
recordkeeping or reporting requirements, if the source has been granted a waiver under § 63.10(f); and

(16) All documentation supporting the notifications and reports required by § 63.9, § 63.10, and § 63.347.
(c) All records shall be maintained for a period of 5 years in accordance with § 63.10(b)(1).
[60 FR 4963, Jan. 25, 1995, as amended at 77 FR 58248, Sept. 19, 2012]

§ 63.347 Reporting requirements.

(a) The owner or operator of each affected source subject to these standards shall fulfill all reporting
requirements outlined in this section and in the General Provisions to 40 CFR part 63, according to the applicability
of subpart A as identified in Table 1 of this subpart. These reports shall be made to the Administrator at the
appropriate address as identified in § 63.13 or to the delegated State authority.

(1) Reports required by subpart A of this part and this section may be sent by U.S. mail, fax, or by another
courier.

(i) Submittals sent by U.S. mail shall be postmarked on or before the specified date.
(i) Submittals sent by other methods shall be received by the Administrator on or before the specified date.

(2) If acceptable to both the Administrator and the owner or operator of an affected source, reports may be
submitted on electronic media.

(b) The reporting requirements of this section apply to the owner or operator of an affected source when such
source becomes subject to the provisions of this subpart.

(c) Initial notifications. (1) The owner or operator of an affected source that has an initial startup before
January 25, 1995, shall notify the Administrator in writing that the source is subject to this subpart. The notification
shall be submitted no later than 180 calendar days after January 25, 1995, and shall contain the following
information:

(i) The name, title, and address of the owner or operator;

(i) The address (i.e., physical location) of each affected source;

(iii) A statement that subpart N of this part is the basis for this notification;

(iv) Identification of the applicable emission limitation and compliance date for each affected source;
(v) A brief description of each affected source, including the type of process operation performed,;

(vi) For sources performing hard chromium electroplating, the maximum potential cumulative potential
rectifier capacity;

(vii) For sources performing hard chromium electroplating, a statement of whether the affected source(s) is
located at a small or a large, hard chromium electroplating facility and whether this will be demonstrated through
actual or maximum potential cumulative rectifier capacity;
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(viii) For sources performing hard chromium electroplating, a statement of whether the owner or operator of
an affected source(s) will limit the maximum potential cumulative rectifier capacity in accordance with
8§ 63.342(c)(2) such that the hard chromium electroplating facility is considered small; and

(ix) A statement of whether the affected source is located at a major source or an area source as defined in
8 63.2.

(2) The owner or operator of a new or reconstructed affected source that has an initial startup after January 25,
1995 shall submit an initial notification (in addition to the notification of construction or reconstruction required by
§ 63.345(b) as follows:

(i) A notification of the date when construction or reconstruction was commenced, shall be submitted
simultaneously with the notification of construction or reconstruction, if construction or reconstruction was
commenced before January 25, 1995;

(i) A notification of the date when construction or reconstruction was commenced, shall be submitted no later
than 30 calendar days after such date, if construction or reconstruction was commenced after January 25, 1995; and

(iii) A notification of the actual date of startup of the source shall be submitted within 30 calendar days after
such date.

(d) Notification of performance test. (1) The owner or operator of an affected source shall notify the
Administrator in writing of his or her intention to conduct a performance test at least 60 calendar days before the test
is scheduled to begin to allow the Administrator to have an observer present during the test. Observation of the
performance test by the Administrator is optional.

(2) In the event the owner or operator is unable to conduct the performance test as scheduled, the provisions of
§ 63.7(b)(2) apply.

(e) Notification of compliance status. (1) A notification of compliance status is required each time that an
affected source becomes subject to the requirements of this subpart.

(2) If the State in which the source is located has not been delegated the authority to implement the rule, each
time a notification of compliance status is required under this part, the owner or operator of an affected source shall
submit to the Administrator a notification of compliance status, signed by the responsible official (as defined in
8§ 63.2) who shall certify its accuracy, attesting to whether the affected source has complied with this subpart. If the
State has been delegated the authority, the notification of compliance status shall be submitted to the appropriate
authority. The notification shall list for each affected source:

(i) The applicable emission limitation and the methods that were used to determine compliance with this
limitation;

(ii) If a performance test is required by this subpart, the test report documenting the results of the performance
test, which contains the elements required by § 63.344(a), including measurements and calculations to support the
special compliance provisions of § 63.344(e) if these are being followed;

(iii) The type and quantity of hazardous air pollutants emitted by the source reported in mg/dscm or mg/hr if
the source is using the special provisions of § 63.344(e) to comply with the standards. (If the owner or operator is
subject to the construction and reconstruction provisions of § 63.345 and had previously submitted emission
estimates, the owner or operator shall state that this report corrects or verifies the previous estimate.) For sources not
required to conduct a performance test in accordance with § 63.343(b), the surface tension measurement may fulfill
this requirement;
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(iv) For each monitored parameter for which a compliant value is to be established under § 63.343(c), the
specific operating parameter value, or range of values, that corresponds to compliance with the applicable emission
limit;

(v) The methods that will be used to determine continuous compliance, including a description of monitoring
and reporting requirements, if methods differ from those identified in this subpart;

(vi) A description of the air pollution control technique for each emission point;

(vii) A statement that the owner or operator has completed and has on file the operation and maintenance plan
as required by the work practice standards in § 63.342(f);

(viii) If the owner or operator is determining facility size based on actual cumulative rectifier capacity in
accordance with § 63.342(c)(2), records to support that the facility is small. For existing sources, records from any
12-month period preceding the compliance date shall be used or a description of how operations will change to meet
a small designation shall be provided. For new sources, records of projected rectifier capacity for the first 12-month
period of tank operation shall be used,;

(ix) A statement by the owner or operator of the affected source as to whether the source has complied with
the provisions of this subpart.

(3) For sources required to conduct a performance test by § 63.343(b), the notification of compliance status
shall be submitted to the Administrator no later than 90 calendar days following completion of the compliance
demonstration required by 8§ 63.7 and § 63.343(b).

(4) For sources that are not required to complete a performance test in accordance with § 63.343(b), the
notification of compliance status shall be submitted to the Administrator no later than 30 days after the compliance
date specified in § 63.343(a), except the date on which sources in California shall monitor the surface tension of the
anodizing bath is extended to January 25, 1998.

(f) Reports of performance test results. (1) If the State in which the source is located has not been delegated
the authority to implement the rule, the owner or operator of an affected source shall report to the Administrator the
results of any performance test conducted as required by § 63.7 or § 63.343(b). If the State has been delegated the
authority, the owner or operator of an affected source should report performance test results to the appropriate
authority.

(2) Reports of performance test results shall be submitted no later than 90 days following the completion of
the performance test, and shall be submitted as part of the notification of compliance status required by paragraph
(e) of this section.

(3)(i) Within 60 days after the date of completing each performance test (defined in § 63.2) as required by this
subpart, you must submit the results of the performance tests, including any associated fuel analyses, required by
this subpart to the EPA's WebFIRE database by using the Compliance and Emissions Data Reporting Interface
(CEDRI) that is accessed through the EPA's Central Data Exchange (CDX) ( www.epa.gov/cdx ). Performance test
data must be submitted in the file format generated through use of the EPA's Electronic Reporting Tool (ERT)
(seehttp://www.epa.gov/ttn/chief/ert/index.html ). Only data collected using test methods on the ERT Web site are
subject to this requirement for submitting reports electronically to WebFIRE. Owners or operators who claim that
some of the information being submitted for performance tests is confidential business information (CBI) must
submit a complete ERT file including information claimed to be CBI on a compact disk, flash drive or other
commonly used electronic storage media to the EPA. The electronic media must be clearly marked as CBI and
mailed to U.S. EPA/OAPQS/CORE CBI Office, Attention: WebFIRE Administrator, MD C404-02, 4930 Old Page
Rd., Durham, NC 27703. The same ERT file with the CBI omitted must be submitted to the EPA via CDX as
described earlier in this paragraph. At the discretion of the delegated authority, you must also submit these reports,
including the confidential business information, to the delegated authority in the format specified by the delegated
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authority. For any performance test conducted using test methods that are not listed on the ERT Web site, the owner
or operator shall submit the results of the performance test to the Administrator at the appropriate address listed in
§ 63.13.

(9) Ongoing compliance status reports for major sources. (1) The owner or operator of an affected source that
is located at a major source site shall submit a summary report to the Administrator to document the ongoing
compliance status of the affected source. The report shall contain the information identified in paragraph (g)(3) of
this section, and shall be submitted semiannually except when:

(i) The Administrator determines on a case-by-case basis that more frequent reporting is necessary to
accurately assess the compliance status of the source; or

(i) The monitoring data collected by the owner or operator of the affected source in accordance with
8§ 63.343(c) show that the emission limit has been exceeded, in which case quarterly reports shall be submitted. Once
an owner or operator of an affected source reports an exceedance, ongoing compliance status reports shall be
submitted quarterly until a request to reduce reporting frequency under paragraph (g)(2) of this section is approved.

(2) Request to reduce frequency of ongoing compliance status reports. (i) An owner or operator who is
required to submit ongoing compliance status reports on a quarterly (or more frequent basis) may reduce the
frequency of reporting to semiannual if all of the following conditions are met:

(A) For 1 full year (e.g., 4 quarterly or 12 monthly reporting periods), the ongoing compliance status reports
demonstrate that the affected source is in compliance with the relevant emission limit;

(B) The owner or operator continues to comply with all applicable recordkeeping and monitoring requirements
of subpart A of this part and this subpart; and

(C) The Administrator does not object to a reduced reporting frequency for the affected source, as provided in
paragraphs (g)(2) (ii) and (iii) of this section.

(i) The frequency of submitting ongoing compliance status reports may be reduced only after the owner or
operator notifies the Administrator in writing of his or her intention to make such a change, and the Administrator
does not object to the intended change. In deciding whether to approve a reduced reporting frequency, the
Administrator may review information concerning the source's entire previous performance history during the 5-
year recordkeeping period prior to the intended change, or the recordkeeping period since the source's compliance
date, whichever is shorter. Records subject to review may include performance test results, monitoring data, and
evaluations of an owner or operator's conformance with emission limitations and work practice standards. Such
information may be used by the Administrator to make a judgment about the source's potential for noncompliance in
the future. If the Administrator disapproves the owner or operator's request to reduce reporting frequency, the
Administrator will notify the owner or operator in writing within 45 days after receiving notice of the owner or
operator's intention. The notification from the Administrator to the owner or operator will specify the grounds on
which the disapproval is based. In the absence of a notice of disapproval within 45 days, approval is automatically
granted.

(iif) As soon as the monitoring data required by § 63.343(c) show that the source is not in compliance with the
relevant emission limit, the frequency of reporting shall revert to quarterly, and the owner shall state this exceedance
in the ongoing compliance status report for the next reporting period. After demonstrating ongoing compliance with
the relevant emission limit for another full year, the owner or operator may again request approval from the
Administrator to reduce the reporting frequency as allowed by paragraph (g)(2) of this section.

(3) Contents of ongoing compliance status reports. The owner or operator of an affected source for which
compliance monitoring is required in accordance with § 63.343(c) shall prepare a summary report to document the
ongoing compliance status of the source. The report must contain the following information:
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(i) The company name and address of the affected source;

(ii) An identification of the operating parameter that is monitored for compliance determination, as required by
8§ 63.343(c);

(iii) The relevant emission limitation for the affected source, and the operating parameter value, or range of
values, that correspond to compliance with this emission limitation as specified in the notification of compliance
status required by paragraph (e) of this section;

(iv) The beginning and ending dates of the reporting period;
(v) A description of the type of process performed in the affected source;
(vi) The total operating time of the affected source during the reporting period;

(vii) If the affected source is a hard chromium electroplating tank and the owner or operator is limiting the
maximum cumulative rectifier capacity in accordance with § 63.342(c)(2), the actual cumulative rectifier capacity
expended during the reporting period, on a month-by-month basis;

(viii) A summary of operating parameter values, including the total duration of excess emissions during the
reporting period as indicated by those values, the total duration of excess emissions expressed as a percent of the
total source operating time during that reporting period, and a breakdown of the total duration of excess emissions
during the reporting period into those that are due to process upsets, control equipment malfunctions, other known
causes, and unknown causes;

(ix) A certification by a responsible official, as defined in § 63.2, that the work practice standards in
8§ 63.342(f) were followed in accordance with the operation and maintenance plan for the source;

(x) If the operation and maintenance plan required by 8§ 63.342(f)(3) was not followed, an explanation of the
reasons for not following the provisions, an assessment of whether any excess emission and/or parameter monitoring
exceedances are believed to have occurred, and a copy of the report(s) required by § 63.342(f)(3)(iv) documenting
that the operation and maintenance plan was not followed;

(xi) A description of any changes in monitoring, processes, or controls since the last reporting period,;

(xii) The number, duration, and a brief description for each type of malfunction which occurred during the
reporting period and which caused or may have caused any applicable emission limitation to be exceeded. The
report must also include a description of actions taken by an owner or operator during a malfunction of an affected
source to minimize emissions in accordance with 8 63.342(a)(1), including actions taken to correct a malfunction.

(xiii) The name, title, and signature of the responsible official who is certifying the accuracy of the report; and
(xiv) The date of the report.

(4) When more than one monitoring device is used to comply with the continuous compliance monitoring
required by 8 63.343(c), the owner or operator shall report the results as required for each monitoring device.
However, when one monitoring device is used as a backup for the primary monitoring device, the owner or operator
shall only report the results from the monitoring device used to meet the monitoring requirements of this subpart. If
both devices are used to meet these requirements, then the owner or operator shall report the results from each
monitoring device for the relevant compliance period.
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(h) Ongoing compliance status reports for area sources. The requirements of this paragraph do not alleviate
affected area sources from complying with the requirements of State or Federal operating permit programs under 40
CFR part 71.

(1) The owner or operator of an affected source that is located at an area source site shall prepare a summary
report to document the ongoing compliance status of the affected source. The report shall contain the information
identified in paragraph (g)(3) of this section, shall be completed annually and retained on site, and made available to
the Administrator upon request. The report shall be completed annually except as provided in paragraph (h)(2) of
this section.

(2) Reports of exceedances. (i) If either of the following conditions is met, semiannual reports shall be
prepared and submitted to the Administrator:

(A) The total duration of excess emissions (as indicated by the monitoring data collected by the owner or
operator of the affected source in accordance with § 63.343(c)) is 1 percent or greater of the total operating time for
the reporting period; or

(B) The total duration of malfunctions of the add-on air pollution control device and monitoring equipment is
5 percent or greater of the total operating time.

(if) Once an owner or operator of an affected source reports an exceedance as defined in paragraph (h)(2)(i) of
this section, ongoing compliance status reports shall be submitted semiannually until a request to reduce reporting
frequency under paragraph (h)(3) of this section is approved.

(iii) The Administrator may determine on a case-by-case basis that the summary report shall be completed
more frequently and submitted, or that the annual report shall be submitted instead of being retained on site, if these
measures are necessary to accurately assess the compliance status of the source.

(3) Request to reduce frequency of ongoing compliance status reports. (i) An owner or operator who is
required to submit ongoing compliance status reports on a semiannual (or more frequent) basis, or is required to
submit its annual report instead of retaining it on site, may reduce the frequency of reporting to annual and/or be
allowed to maintain the annual report onsite if all of the following conditions are met:

(A) For 1 full year (e.g., 2 semiannual or 4 quarterly reporting periods), the ongoing compliance status reports
demonstrate that the affected source is in compliance with the relevant emission limit;

(B) The owner or operator continues to comply with all applicable recordkeeping and monitoring requirements
of subpart A of this part and this subpart; and

(C) The Administrator does not object to a reduced reporting frequency for the affected source, as provided in
paragraphs (h)(3) (ii) and (iii) of this section.

(i) The frequency of submitting ongoing compliance status reports may be reduced only after the owner or
operator notifies the Administrator in writing of his or her intention to make such a change, and the Administrator
does not object to the intended change. In deciding whether to approve a reduced reporting frequency, the
Administrator may review information concerning the source's previous performance history during the 5-year
recordkeeping period prior to the intended change, or the recordkeeping period since the source's compliance date,
whichever is shorter. Records subject to review may include performance test results, monitoring data, and
evaluations of an owner or operator's conformance with emission limitations and work practice standards. Such
information may be used by the Administrator to make a judgement about the source's potential for noncompliance
in the future. If the Administrator disapproves the owner or operator's request to reduce reporting frequency, the
Administrator will notify the owner or operator in writing within 45 days after receiving notice of the owner or
operator's intention. The notification from the Administrator to the owner or operator will specify the grounds on
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which the disapproval is based. In the absence of a notice of disapproval within 45 days, approval is automatically
granted.

(iii) As soon as the monitoring data required by § 63.343(c) show that the source is not in compliance with the
relevant emission limit, the frequency of reporting shall revert to semiannual, and the owner shall state this
exceedance in the ongoing compliance status report for the next reporting period. After demonstrating ongoing
compliance with the relevant emission limit for another full year, the owner or operator may again request approval
from the Administrator to reduce the reporting frequency as allowed by paragraph (h)(3) of this section.

(i) Reports associated with trivalent chromium baths. The requirements of this paragraph do not alleviate
affected sources from complying with the requirements of State or Federal operating permit programs under title V.
Owners or operators complying with the provisions of § 63.342(e) are not subject to paragraphs (a) through (h) of
this section, but must instead submit the following reports:

(1) Within 180 days after January 25, 1995, submit an initial notification that includes:
(i) The same information as is required by paragraphs (c)(1) (i) through (v) of this section; and

(ii) A statement that a trivalent chromium process that incorporates a wetting agent will be used to comply
with § 63.342(e); and

(iii) The list of bath components that comprise the trivalent chromium bath, with the wetting agent clearly
identified; and

(2) Within 30 days of the compliance date specified in § 63.343(a), a notification of compliance status that
contains an update of the information submitted in accordance with paragraph (i)(1) of this section or a statement
that the information is still accurate; and

(3) Within 30 days of a change to the trivalent chromium electroplating process, a report that includes:

(i) A description of the manner in which the process has been changed and the emission limitation, if any, now
applicable to the affected source;

(ii) If a different emission limitation applies, the applicable information required by paragraph (c)(1) of this
section; and

(iii) The notification and reporting requirements of paragraphs (d), (e), (f), (g), and (h) of this section, which
shall be submitted in accordance with the schedules identified in those paragraphs.

[60 FR 4963, Jan. 25, 1995, as amended at 61 FR 27787, June 3, 1996; 62 FR 4465, Jan. 30, 1997, 62 FR 42921,
Aug. 11, 1997; 69 FR 42897, July 19, 2004; 77 FR 58248, Sept. 19, 2012]

§ 63.348 Implementation and enforcement.

(a) This subpart can be implemented and enforced by the U.S. EPA, or a delegated authority such as the
applicable State, local, or Tribal agency. If the U.S. EPA Administrator has delegated authority to a State, local, or
Tribal agency, then that agency, in addition to the U.S. EPA, has the authority to implement and enforce this
subpart. Contact the applicable U.S. EPA Regional Office to find out if implementation and enforcement of this
subpart is delegated to a State, local, or Tribal agency.

(b) In delegating implementation and enforcement authority of this subpart to a State, local, or Tribal agency
under subpart E of this part, the authorities contained in paragraph (c) of this section are retained by the
Administrator of U.S. EPA and cannot be transferred to the State, local, or Tribal agency.
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(c) The authorities that cannot be delegated to State, local, or Tribal agencies are as specified in paragraphs
(c)(1) through (4) of this section.

(1) Approval of alternatives to the requirements in 88 63.340, 63.342(a) through (e) and (g), and 63.343(a).

(2) Approval of major alternatives to test methods under § 63.7(e)(2)(ii) and (f), as defined in § 63.90, and as
required in this subpart.

(3) Approval of major alternatives to monitoring under § 63.8(f), as defined in § 63.90, and as required in this

subpart.

(4) Approval of major alternatives to recordkeeping and reporting under § 63.10(f), as defined in § 63.90, and
as required in this subpart.

[68 FR 37347, June 23, 2003]

Table 1 to Subpart N of Part 63—General Provisions Applicability to Subpart N

General
provisions | Applies to
reference subpart N Comment

63.1(a)(1) Yes Additional terms defined in § 63.341; when overlap between subparts A and N
occurs, subpart N takes precedence.

63.1(a)(2) Yes

63.1(a)(3) Yes

63.1(a)(4) Yes Subpart N clarifies the applicability of each paragraph in subpart A to sources subject
to subpart N.

63.1(a)(5) No [Reserved]

63.1(a)(6) Yes

63.1(a)(7)-(9) No [Reserved]

63.1(a)(10) Yes

63.1(a)(11) Yes § 63.347(a) of subpart N also allows report submissions via fax and on electronic
media.

63.1(a)(12) Yes

63.1(b)(1) No 8§ 63.340 of subpart N specifies applicability.

63.1(b)(2) No [Reserved]

63.1(b)(3) No This provision in subpart A is being deleted. Also, all affected area and major sources
are subject to subpart N; there are no exemptions.

63.1(c)(1) Yes Subpart N clarifies the applicability of each paragraph in subpart A to sources subject
to subpart N.

63.1(c)(2) Yes § 63.340(e) of Subpart N exempts area sources from the obligation to obtain Title V
operating permits.

63.1(c)(3)-(4) No [Reserved]
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63.1(c)(5) No Subpart N clarifies that an area source that becomes a major source is subject to the
requirements for major sources.

63.1(€) Yes

63.2 Yes Additional terms defined in § 63.341; when overlap between subparts A and N
occurs, subpart N takes precedence.

63.3 Yes Other units used in subpart N are defined in that subpart.

63.4(a)(1)-(2) Yes

63.4(3)(3)-(5) No [Reserved]

63.4(b)-(c) Yes

63.5(a) Yes Except replace the term “source” and “stationary source” in § 63.5(a) (1) and (2) of
subpart A with “affected sources.”

63.5(b)(1) Yes

63.5(b)(2) No [Reserved]

63.5(b)(3) Yes Applies only to major affected sources.

63.5(b)(4) No Subpart N (8 63.345) specifies requirements for the notification of construction or
reconstruction for affected sources that are not major.

63.5(b)(5) No [Reserved]

63.5(b)(6) Yes

63.5(C) No [Reserved]

63.5(d)(1)(i) No § 63.345(c)(5) of subpart N specifies when the application or notification shall be
submitted.

63.5(d)(2)(ii) Yes Applies to major affected sources that are new or reconstructed.

63.5(d)(1)(iii)  |Yes Except information should be submitted with the Notification of Compliance Status
required by § 63.347(e) of subpart N.

63.5(d)(2) Yes Applies to major affected sources that are new or reconstructed except: (1) replace
“source” in 8 63.5(d)(2) of subpart A with “affected source”; and (2) actual control
efficiencies are submitted with the Notification of Compliance Status required by
§ 63.347(e).

63.5(d)(3)-(4) |Yes Applies to major affected sources that are new or reconstructed.

63.5(€) Yes Applies to major affected sources that are new or reconstructed.

63.5(f)(1) Yes Except replace “source” in § 63.5(f)(1) of subpart A with “affected source.”

63.5(f)(2) No New or reconstructed affected sources shall submit the request for approval of
construction or reconstruction under 8 63.5(f) of subpart A by the deadline specified
in § 63.345(c)(5) of subpart N.

63.6(a) Yes

63.6(b)(1)-(2) |Yes Except replace “source” in § 63.6(b)(1)-(2) of part A with “affected source.”

63.6(b)(3)-(4) |Yes

63.6(b)(5) Yes Except replace “source” in 8 63.6(b)(5) of subpart A with “affected source.”
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63.6(b)(7) No Provisions for new area sources that become major sources are contained in
§ 63.343(a)(4) of subpart N.

63.6(c)(1)-(2) Yes Except replace “source” in § 63.6(c)(1)-(2) of subpart A with “affected source.”

63.6(c)(3)-(4) No [Reserved]

63.6(c)(5) No Compliance provisions for existing area sources that become major sources are
contained in § 63.343(a)(3) of subpart N.

63.6(d) No [Reserved]

63.6(e)(1)-(3) No § 63.342(f) of subpart N contains work practice standards (operation and maintenance
requirements) that override these provisions.

63.6(f)(1) No § 63.342(b) of subpart N specifies when the standards apply.

63.6()(2)(i)-(ii) [Yes

63.6()(2)(iii) No § 63.344(b) of subpart N specifies instances in which previous performance test
results for existing sources are acceptable.

63.6(f)(2)(iv) Yes

63.6(f)(2)(v) Yes

63.6(f)(3) Yes

63.6(0) Yes

63.6(h)(1) No SSM Exception

63.6(h)(2) No Subpart N does not contain any opacity or visible emission standards.

63.6(i)(1) Yes

63.6(i)(2) Yes Except replace “source” in 8 63.6(i)(2)(i) and (ii) of subpart A with “affected source.”

63.6(i)(3) Yes

63.6(i)(4)(i) No 8 63.343(a)(6) of subpart N specifies the procedures for obtaining an extension of
compliance and the date by which such requests must be submitted.

63.6(i)(4)(ii) Yes

63.6(i)(5) Yes

63.6(i)(6)(i) Yes This paragraph only references “paragraph (i)(4) of this section” for compliance
extension provisions. But, § 63.343(a)(6) of subpart N also contains provisions for
requesting a compliance extension.

63.6(i)(6)(ii) Yes

63.6(i)(7) Yes

63.6(i)(8) Yes This paragraph only references “paragraphs (i)(4) through (i)(6) of this section” for
compliance extension provisions. But, § 63.343(a)(6) of subpart N also contains
provisions for requesting a compliance extension.

63.6(i)(9) Yes This paragraph only references “paragraphs (i)(4) through (i)(6) of this section” and

“paragraphs (i)(4) and (i)(5) of this section” for compliance extension provisions. But,
§ 63.343(a)(6) of subpart N also contains provisions for requesting a compliance
extension.
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63.6(i)(10)(i)-(iv) [Yes

63.6(i)(10)(V)(A) |Yes This paragraph only references “paragraph (i)(4)” for compliance extension
provisions. But, § 63.343(a)(6) of subpart N also contains provisions for requesting a
compliance extension.

63.6(i)(10)(v)(B) [Yes

63.6(i)(11) Yes

63.6(i)(12)(i) Yes This paragraph only references “paragraph (i)(4)(i) or (i)(5) of this section” for
compliance extension provisions. But, § 63.343(a)(6) of subpart N also contains
provisions for requesting a compliance extension.

63.6(1)(12)(ii)- [Yes

(iii)

63.6(i)(13) Yes

63.6(i)(14) Yes

63.6(i)(15) No [Reserved]

63.6(i)(16) Yes

63.6(j) Yes

63.7(a)(1) Yes

63.7(a)(2)(i)- No [Reserved]

(viii)

63.7(2)(2)(ix) Yes

63.7(a)(3) Yes

63.7(a)(4) Yes

63.7(b)(1) No § 63.347(d) of subpart N requires notification prior to the performance test.
§ 63.344(a) of subpart N requires submission of a site-specific test plan upon request.

63.7(b)(2) Yes

63.7(c) No 8 63.344(a) of subpart N specifies what the test plan should contain, but does not
require test plan approval or performance audit samples.

63.7(d) Yes Except replace “source” in the first sentence of § 63.7(d) of subpart A with “affected
source.”

63.7(e)(1) No See § 63.344(a). Any cross reference to § 63.7(e)(1) in any other general provision
incorporated by reference shall be treated as a cross-reference to § 63.344(a).

63.7(€)(2)-(4) Yes Subpart N also contains test methods specific to affected sources covered by that
subpart.

63.7(f) Yes 8 63.344(c)(2) of subpart N identifies CARB Method 425 as acceptable under certain
conditions.

63.7(9)(1) No Subpart N identifies the items to be reported in the compliance test [§ 63.344(a)] and
the timeframe for submitting the results [§ 63.347(f)].

63.7(9)(2) No [Reserved]

63.7(9)(3) Yes
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63.7(h)(1)-(2)  |Yes

63.7(h)(3)(i) Yes This paragraph only references “8§ 63.6(i)” for compliance extension provisions. But,
§ 63.343(a)(6) of subpart N also contains provisions for requesting a compliance
extension.

63.7(h)(3)(ii)-(iii)|Yes

63.7(h)(4)-(5)  |Yes

63.8(a)(1) Yes

63.8(a)(2) No \Work practice standards are contained in § 63.342(f) of subpart N.

63.8(a)(3) No [Reserved]

63.8(a)(4) No

63.8(b)(1) Yes

63.8(b)(2) No 8 63.344(d) of subpart N specifies the monitoring location when there are multiple
sources.

63.9(b)(3) No [Reserved]

63.8(c)(1)(i) No Subpart N requires proper maintenance of monitoring devices expected to be used by
sources subject to subpart N.

63.8(c)(1)(ii) No 8 63.342(f)(3)(iv) of subpart N specifies reporting when the O&M plan is not
followed.

63.8(c)(1)(iii) No § 63.343(f)(2) identifies the criteria for whether O&M procedures are acceptable.

63.8(c)(2)-(3) No § 63.344(d)(2) requires appropriate use of monitoring devices.

63.8(c)(4)-(7) No

63.8(d) No Maintenance of monitoring devices is required by 8§ 63.342(f) and 63.344(d)(2) of
subpart N.

63.8(€) No There are no performance evaluation procedures for the monitoring devices expected
to be used to comply with subpart N.

63.8(f)(1) Yes

63.8(f)(2) No Instances in which the Administrator may approve alternatives to the monitoring
methods and procedures of subpart N are contained in § 63.343(c)(8) of subpart N.

63.8(f)(3) Yes

63.8(f)(4) Yes

63.8(f)(5) Yes

63.8(f)(6) No Subpart N does not require the use of CEM's.

63.8(0) No Monitoring data does not need to be reduced for reporting purposes because subpart
N requires measurement once/day.

63.9(2a) Yes

63.9(b)(1)(i)-(ii) |No 8 63.343(a)(3) of subpart N requires area sources to comply with major source
provisions if an increase in HAP emissions causes them to become major sources.

63.9(b)(1)(iii) No 8 63.347(c)(2) of subpart N specifies initial notification requirements for new or
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reconstructed affected sources.

63.9(b)(2) No 8 63.347(c)(1) of subpart N specifies the information to be contained in the initial
notification.

63.9(b)(3) No 8 63.347(c)(2) of subpart N specifies notification requirements for new or
reconstructed sources that are not major affected sources.

63.9(b)(4) No

63.9(b)(5) No

63.9(c) Yes This paragraph only references “8§ 63.6(i)(4) through § 63.6(i)(6)” for compliance
extension provisions. But, 8 63.343(a)(6) of subpart N also contains provisions for
requesting a compliance extension. Subpart N provides a different timeframe for
submitting the request than § 63.6(i)(4).

63.9(d) Yes This paragraph only references “the notification dates established in paragraph (g) of
this section.” But, § 63.347 of subpart N also contains notification dates.

63.9(e) No Notification of performance test is required by § 63.347(d) of subpart N.

63.9(f) No

63.9(9) No Subpart N does not require a performance evaluation or relative accuracy test for
monitoring devices.

63.9(h)(1)-(3) No § 63.347(e) of subpart N specifies information to be contained in the notification of
compliance status and the timeframe for submitting this information.

63.9(h)(4) No [Reserved]

63.9(h)(5) No Similar language has been incorporated into § 63.347(e)(2)(iii) of subpart N.

63.9(h)(6) Yes

63.9(i) Yes

63.9()) Yes

63.10(a) Yes

63.10(b)(1) Yes

63.10(b)(2) No 8 63.346(b) of subpart N specifies the records that must be maintained.

63.10(b)(3) No Subpart N applies to major and area sources.

63.10(c) No Applicable requirements of § 63.10(c) have been incorporated into 8 63.346(b) of
subpart N.

63.10(d)(1) Yes

63.10(d)(2) No § 63.347(f) of subpart N specifies the timeframe for reporting performance test
results.

63.10(d)(3) No Subpart N does not contain opacity or visible emissions standards.

63.10(d)(4) Yes

63.10(d)(5) No 8 63.342(f)(3)(iv) and § 63.347(g)(3) of subpart N specify reporting associated with
malfunctions.

63.10(e) No 8 63.347(g) and (h) of subpart N specify the frequency of periodic reports of
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monitoring data used to establish compliance. Applicable requirements of § 63.10(e)
have been incorporated into § 63.347(g) and (h).

63.10(f) Yes
63.11 No Flares will not be used to comply with the emission limits.
63.12-63.15 Yes

[60 FR 4963, Jan. 25, 1995, as amended at 61 FR 27787, June 3, 1996; 70 FR 75345, Dec. 19, 2005; 77 FR 58248,

Sept. 19, 2012]

EDITORIAL NOTE: The following amendment could not be incorporated into Table 1 to subpart N of part 63,
because of an inaccurate amendatory instruction. For the convenience of the user the amendatory instruction and
regulatory text is set forth as follows:

At 77 FR 58248, Sept. 19, 2012, table 1 to subpart N of part 63 in part by revising the entry for 63.6 (b)(6).

Table 1 to Subpart N of Part 63—General Provisions Applicability to Subpart N

Applies to
General provisions reference subpart N Comment
* * * * * *
63.6(b)(6) No [Reserved]
* * * * * * *
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Appendix B

40 CFR Part 63, Subpart WWWWWW-—National Emission Standards for Hazardous Air
Pollutants: Area Source Standards for Plating and Polishing Operations






Title 40: Protection of Environment
PART 63—NATIONAL EMISSION STANDARDS FOR HAZARDOUS AIR POLLUTANTS FOR SOURCE
CATEGORIES (CONTINUED)

Subpart WWWWWW—National Emission Standards for Hazardous Air Pollutants: Area Source Standards
for Plating and Polishing Operations

SOURCE: 73 FR 37741, July 1, 2008, unless otherwise noted.

Applicability and Compliance Dates

§63.11504 Am I subject to this subpart?

(a) You are subject to this subpart if you own or operate a plating and polishing facility that is an area source
of hazardous air pollutant (HAP) emissions and meets the criteria specified in paragraphs (a)(1) through (3) of this
section.

(1) A plating and polishing facility is a plant site that is engaged in one or more of the processes listed in
paragraphs (a)(1)(i) through (vi) of this section.

(i) Electroplating other than chromium electroplating (i.e., non-chromium electroplating).
(ii) Electroless or non-eletrolytic plating.

(iii) Other non-electrolytic metal coating processes, such as chromate conversion coating, nickel acetate
sealing, sodium dichromate sealing, and manganese phosphate coating; and thermal spraying.

(iv) Dry mechanical polishing of finished metals and formed products after plating or thermal spraying.
(v) Electroforming.
(vi) Electropolishing.

(2) A plating or polishing facility is an area source of HAP emissions, where an area source is any stationary
source or group of stationary sources within a contiguous area under common control that does not have the
potential to emit any single HAP at a rate of 9.07 megagrams per year (Mg/yr) (10 tons per year (tpy)) or more and
any combination of HAP at a rate of 22.68 Mg/yr (25 tpy) or more.

(3) Your plating and polishing facility uses or has emissions of compounds of one or more plating and
polishing metal HAP, which means any compound of any of the following metals: cadmium, chromium, lead,
manganese, and nickel, as defined in § 63.11511, “What definitions apply to this subpart?” With the exception of
lead, plating and polishing metal HAP also include any of these metals in the elemental form.

(b) [Reserved]
[73 FR 37741, July 1, 2008, as amended at 76 FR 57919, Sept. 19, 2011]

8 63.11505 What parts of my plant does this subpart cover?
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(a) This subpart applies to each new or existing affected source, as specified in paragraphs (a)(1) through (3)
of this section, at all times. A new source is defined in § 63.11511, “What definitions apply to this subpart?”

(1) Each tank that contains one or more of the plating and polishing metal HAP, as defined in § 63.11511,
“What definitions apply to this subpart?”, and is used for non-chromium electroplating; electroforming;
electropolishing; electroless plating or other non-electrolytic metal coating operations, such as chromate conversion
coating, nickel acetate sealing, sodium dichromate sealing, and manganese phosphate coating.

(2) Each thermal spraying operation that applies one or more of the plating and polishing metal HAP, as
defined in § 63.11511, “What definitions apply to this subpart?”

(3) Each dry mechanical polishing operation that emits one or more of the plating and polishing metal HAP, as
defined in § 63.11511, “What definitions apply to this subpart?”

(b) An affected source is existing if you commenced construction or reconstruction of the affected source on
or before March 14, 2008.

(c) An affected source is new if you commenced construction or reconstruction of the affected source after
March 14, 2008.

(d) This subpart does not apply to any of the process units or operations described in paragraphs (d)(1) through
(6) of this section.

(1) Process units that are subject to the requirements of 40 CFR part 63, subpart N (National Emission
Standards for Chromium Emissions from Hard and Decorative Chromium Electroplating and Chromium Anodizing
Tanks).

(2) Research and development process units, as defined in § 63.11511, “What definitions apply to this
subpart?”

(3) Process units that are used strictly for educational purposes.
(4) Plating, polishing, coating, or thermal spraying conducted to repair surfaces or equipment.
(5) Dry mechanical polishing conducted to restore the original finish to a surface.

(6) Any plating or polishing process that uses process materials that contain cadmium, chromium, lead, or
nickel (as the metal) in amounts less than 0.1 percent by weight, or that contain manganese in amounts less than 1.0
percent by weight (as the metal), as used. Information used to determine the amount of plating and polishing metal
HAP in materials used in the plating or polishing process may include information reported on the Material Safety
Data Sheet for the material, but is not required. For plating or polishing tanks, the HAP content may be determined
from the final bath contents “as used” to plate or to polish.

(e) You are exempt from the obligation to obtain a permit under 40 CFR part 70 or 40 CFR part 71, “Title V,”
provided you are not otherwise required to obtain a permit under 40 CFR 70.3(a) or 40 CFR 71.3(a) for a reason
other than your status as an area source under this subpart. Notwithstanding the previous sentence, you must
continue to comply with the provisions of this subpart applicable to area sources.

[73 FR 37741, July 1, 2008, as amended at 76 FR 57919, Sept. 19, 2011]

§ 63.11506 What are my compliance dates?



(a) If you own or operate an existing affected source, you must achieve compliance with the applicable
provisions of this subpart no later than July 1, 2010.

(b) If you own or operate a new affected source for which the initial startup date is on or before July 1, 2008,
you must achieve compliance with the provisions of this subpart no later than July 1, 2008.

(c) If you own or operate a new affected source for which the initial startup date is after July 1, 2008, you must
achieve compliance with the provisions of this subpart upon initial startup of your affected source.

Standards and Compliance Requirements

§ 63.11507 What are my standards and management practices?

(a) If you own or operate an affected new or existing non-cyanide electroplating, electroforming, or
electropolishing tank (hereafter referred to as an “electrolytic” process tank, as defined in § 63.11511, “What
definitions apply to this subpart?”) that contains one or more of the plating and polishing metal HAP and operates at
a pH of less than 12, you must comply with the requirements in paragraph (a)(1), (2), or (3) of this section, and
implement the applicable management practices in paragraph (g) of this section, as practicable.

(1) You must use a wetting agent/fume suppressant in the bath of the affected tank, as defined in § 63.11511,
“What definitions apply to this subpart?” and according to paragraphs (a)(1)(i) through (iii) of this section.

(i) You must initially add the wetting agent/fume suppressant in the amounts recommended by the
manufacturer for the specific type of electrolytic process.

(i) You must add wetting agent/fume suppressant in proportion to the other bath chemistry ingredients that are
added to replenish the bath, as in the original make-up of the bath, or in proportions such that the bath contents are
returned to that of the original make-up of the bath.

(iii) If a wetting agent/fume suppressant is included in the electrolytic process bath chemicals used in the
affected tank according to the manufacturer's instructions, it is not necessary to add additional wetting agent/fume
suppressants to the tank to comply with this rule.

(2) You must capture and exhaust emissions from the affected tank to any one of the following emission
control devices: composite mesh pad, packed bed scrubber, or mesh pad mist eliminator, according to paragraphs
(@)(2)(i) and (ii) of this section.

(i) You must operate all capture and control devices according to the manufacturer's specifications and
operating instructions.

(i) You must keep the manufacturer's specifications and operating instructions at the facility at all times in a
location where they can be easily accessed by the operators.

(3) You must cover the tank surface according to paragraph (a)(3)(i) or (ii) of this section.

(i) For batch electrolytic process tanks, as defined in § 63.11511, “What definitions apply to this subpart?”,
you must use a tank cover, as defined in § 63.11511, over all of the effective surface area of the tank for at least 95
percent of the electrolytic process operating time.

(ii) For continuous electrolytic process tanks, as defined in § 63.11511, “What definitions apply to this
subpart?”, you must cover at least 75 percent of the surface of the tank, as defined in § 63.11511, whenever the
electrolytic process tank is in operation.



(b) If you own or operate an affected new or existing “flash” or short-term electroplating tank, as defined in
§ 63.11511, “What definitions apply to this subpart?”, that uses or emits one or more of the plating and polishing
metal HAP, you must comply with the requirements specified in paragraph (b)(1) or (b)(2), and implement the
applicable management practices in paragraph (g) of this section, as practicable.

(1) You must limit short-term or “flash” electroplating to no more than 1 cumulative hour per day or 3
cumulative minutes per hour of plating time.

(2) You must use a tank cover, as defined in 8 63.11511, “What definitions apply to this subpart?”, for at least
95 percent of the plating time.

(c) If you own or operate an affected new or existing process tank that is used both for short-term
electroplating and for electrolytic processing of longer duration (i.e., processing that does not meet the definition of
short-term or flash electroplating) and contains one or more of the plating and polishing metal HAP, you must meet
the requirements specified in paragraph (a) or (b) of this section, whichever apply to the process operation, and
implement the applicable management practices in paragraph (g) of this section, as practicable.

(d) If you own or operate an affected new or existing electroplating tank that uses cyanide in the plating bath,
operates at pH greater than or equal to 12, and contains one or more of the plating and polishing metal HAP, you
must comply with the requirements in paragraphs (d)(1) and (2) of this section:

(1) You must measure and record the pH of the bath upon startup of the bath, as defined in § 63.11511, “What
definitions apply to this subpart?” No additional pH measurements are required.

(2) You must implement the applicable management practices in paragraph (g) of this section, as practicable.

(e) If you own or operate an affected new or existing dry mechanical polishing machine that emits one or more
of the plating and polishing metal HAP, you must operate a capture system that captures particulate matter (PM)
emissions from the dry mechanical polishing process and transports the emissions to a cartridge, fabric, or high
efficiency particulate air (HEPA) filter, according to paragraphs (e)(1) and (2) of this section.

(1) You must operate all capture and control devices according to the manufacturer's specifications and
operating instructions.

(2) You must keep the manufacturer's specifications and operating instructions at the facility at all times in a
location where they can be easily accessed by the operators.

(f) If you own or operate an affected thermal spraying operation that applies one or more of the plating and
polishing metal HAP, you must meet the applicable requirements specified in paragraphs (f)(1) through (3) of this
section, and the applicable management practices in paragraph (g) of this section.

(1) For existing permanent thermal spraying operations, you must operate a capture system that collects PM
emissions from the thermal spraying process and transports the emissions to a water curtain, fabric filter, cartridge,
or HEPA filter, according to paragraphs (f)(1)(i) and (ii) of this section.

(2) For new permanent thermal spraying operations, you must operate a capture system that collects PM
emissions from the thermal spraying process and transports the emissions to a fabric, cartridge, or HEPA filter,
according to paragraphs (f)(2)(i) and (ii) of this section.

(3) For temporary thermal spraying operations, as defined in § 63.11511 “What definitions apply to this
subpart?”, you must meet the applicable requirements specified in paragraphs (f)(3)(i) and (ii) of this section.

(i) You must document the amount of time the thermal spraying occurs each day, and where it is conducted.
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(i) You must implement the applicable management practices specified in paragraph (g) of this section, as
practicable.

(9) If you own or operate an affected new or existing plating and polishing process unit that contains, applies,
or emits one or more of the plating and polishing metal HAP, you must implement the applicable management
practices in paragraphs (g)(1) through (12) of this section, as practicable.

(1) Minimize bath agitation when removing any parts processed in the tank, as practicable except when
necessary to meet part quality requirements.

(2) Maximize the draining of bath solution back into the tank, as practicable, by extending drip time when
removing parts from the tank; using drain boards (also known as drip shields); or withdrawing parts slowly from the
tank, as practicable.

(3) Optimize the design of barrels, racks, and parts to minimize dragout of bath solution (such as by using
slotted barrels and tilted racks, or by designing parts with flow-through holes to allow the tank solution to drip back
into the tank), as practicable.

(4) Use tank covers, if already owned and available at the facility, whenever practicable.

(5) Minimize or reduce heating of process tanks, as practicable (e.g., when doing so would not interrupt
production or adversely affect part quality).

(6) Perform regular repair, maintenance, and preventive maintenance of racks, barrels, and other equipment
associated with affected sources, as practicable.

(7) Minimize bath contamination, such as through the prevention or quick recovery of dropped parts, use of
distilled/de-ionized water, water filtration, pre-cleaning of parts to be plated, and thorough rinsing of pre-treated
parts to be plated, as practicable.

(8) Maintain quality control of chemicals, and chemical and other bath ingredient concentrations in the tanks,
as practicable.

(9) Perform general good housekeeping, such as regular sweeping or vacuuming, if needed, and periodic
washdowns, as practicable.

(10) Minimize spills and overflow of tanks, as practicable.

(11) Use squeegee rolls in continuous or reel-to-reel plating tanks, as practicable.

(12) Perform regular inspections to identify leaks and other opportunities for pollution prevention.
[73 FR 37741, July 1, 2008, as amended at 76 FR 57920, Sept. 19, 2011]
8 63.11508 What are my compliance requirements?

(a) If you own or operate an affected source, you must submit a Notification of Compliance Status in
accordance with § 63.11509(b) of “What are my notification, reporting, and recordkeeping requirements?”

(b) You must be in compliance with the applicable management practices and equipment standards in this
subpart at all times.



(c) To demonstrate initial compliance, you must satisfy the requirements specified in paragraphs (c)(1)
through (11) of this section.

(1) If you own or operate an affected electroplating, electroforming, or electropolishing tank that contains one
or more of the plating and polishing metal HAP and is subject to the requirements in § 63.11507(a), “What are my
standards and management practices?”, and you use a wetting agent/fume suppressant to comply with this subpart,
you must demonstrate initial compliance according to paragraphs (c)(1)(i) through (iv) of this section.

(i) You must add wetting agent/fume suppressant to the bath of each affected tank according to manufacturer's
specifications and instructions.

(i) You must state in your Notification of Compliance Status that you add wetting agent/fume suppressant to
the bath according to manufacturer's specifications and instructions.

(iii) You must implement the applicable management practices specified in § 63.11507(g), “What are my
standards and management practices?”, as practicable.

(iv) You must state in your Notification of Compliance Status that you have implemented the applicable
management practices specified in § 63.11507(g), “What are my standards and management practices?”, as
practicable.

(2) If you own or operate an affected electroplating, electroforming, or electropolishing tank that contains one
or more of the plating and polishing metal HAP and is subject to the requirements in § 63.11507(a), “What are my
standards and management practices?”, and you use a control system, as defined in § 63.11511, “What definitions
apply to this subpart?”, to comply with this subpart, you must demonstrate initial compliance according to
paragraphs (c)(2)(i) through (v) of this section.

(i) You must install a control system designed to capture emissions from the affected tank and exhaust them to
a composite mesh pad, packed bed scrubber, or mesh pad mist eliminator.

(i) You must state in your Notification of Compliance Status that you have installed the control system
according to the manufacturer's specifications and instructions.

(iii) You must implement the applicable management practices specified in § 63.11507(g), “What are my
standards and management practices?”, as practicable.

(iv) You must state in your Notification of Compliance Status that you have implemented the applicable
management practices specified in § 63.11507(g), “What are my standards and management practices?”, as
practicable.

(v) You must follow the manufacturer's specifications and operating instructions for the control systems at all
times.

(3) If you own or operate an affected batch electrolytic process tank, as defined in § 63.11511, “What
definitions apply to this subpart?” that contains one or more of the plating and polishing metal HAP and which is
subject to the requirements in § 63.11507(a), “What are my standards and management practices?” and you use a
tank cover, as defined in § 63.11511, to comply with § 11507(a), (b) or (c) of this subpart, you must demonstrate
initial compliance according to paragraphs (c)(3)(i) through (iv) of this section.

(i) You must install a tank cover on the affected tank.

(i) You must state in your Notification of Compliance Status that you operate the tank with the cover in place
at least 95 percent of the electrolytic process operating time.
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(iii) You must implement the applicable management practices specified in § 63.11507(g), “What are my
standards and management practices?”, as practicable.

(iv) You must state in your Notification of Compliance Status that you have implemented the applicable
management practices specified in § 63.11507(g), “What are my standards and management practices?”, as
practicable.

(4) If you own or operate an affected continuous electrolytic process tank, as defined in § 63.11511, “What
definitions apply to this subpart?” that contains one or more of the plating and polishing metal HAP and is subject to
the requirements in § 63.11507(a), “What are my standards and management practices?” and you cover the tank
surface to comply with § 11507(a), (b) or (c) of this subpart, you must demonstrate initial compliance according to
paragraphs (c)(4)(i) through (iv) of this section.

(i) You must cover at least 75 percent of the surface area of the affected tank.

(i) You must state in your Notification of Compliance Status that you operate the tank with the surface cover
in place whenever the continuous electrolytic process is in operation.

(iii) You must implement the applicable management practices specified in § 63.11507(g), “What are my
standards and management practices?”, as practicable.

(iv) You must state in your Notification of Compliance Status that you have implemented the applicable
management practices specified in § 63.11507(g), “What are my standards and management practices?”, as
practicable.

(5) If you own or operate an affected flash or short-term electroplating tank that contains one or more of the
plating and polishing metal HAP and is subject to the requirements in § 63.11507(b), “What are my standards and
management practices?” and you comply with § 11507(a), (b) or (c) of this subpart by limiting the plating time of
the affected tank, you must demonstrate initial compliance according to paragraphs (c)(5)(i) through (iii) of this
section.

(i) You must state in your Notification of Compliance Status that you limit short-term or flash electroplating to
no more than 1 cumulative hour per day, or 3 cumulative minutes per hour of plating time.

(ii) You must implement the applicable management practices specified in § 63.11507(g), “What are my
standards and management practices?”, as practicable.

(iii) You must state in your Notification of Compliance Status that you have implemented the applicable
management practices specified in § 63.11507(g), “What are my standards and management practices?”, as
practicable.

(6) If you own or operate an affected flash or short-term electroplating tank that contains one or more of the
plating and polishing metal HAP and is subject to the requirements in § 63.11507(b), “What are my standards and
management practices?” and you comply with § 11507(a), (b) or (c) of this subpart by operating the affected tank
with a cover, you must demonstrate initial compliance according to paragraphs (c)(6)(i) through (iv) of this section.

(i) You must install a tank cover on the affected tank.

(i) You must state in your Notification of Compliance Status that you operate the tank with the cover in place
at least 95 percent of the plating time.

(iii) You must implement the applicable management practices specified in § 63.11507(g), “What are my
standards and management practices?”, as practicable.
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(iv) You must state in your Notification of Compliance Status that you have implemented the applicable
management practices specified in § 63.11507(g), “What are my standards and management practices?”, as
practicable.

(7) If you own or operate an affected tank that contains one or more of the plating and polishing metal HAP,
uses cyanide in the bath, and is subject to the management practices specified in § 63.11507(d), “What are my
standards and management practices?”, you must demonstrate initial compliance according to paragraphs (c)(7)(i)
through (iii) of this section.

(i) You must report in your Notification of Compliance Status the pH of the bath solution that was measured at
startup, as defined in § 63.11511, according to the requirements of § 63.11507(d)(1).

(ii) You must implement the applicable management practices specified in § 63.11507(g), “What are my
standards and management practices?”, as practicable.

(iii) You must state in your Notification of Compliance Status that you have implemented the applicable
management practices specified in § 63.11490(qg), “What are my standards and management practices?”, as
practicable.

(8) If you own or operate an affected dry mechanical polishing operation that emits one or more of the plating
and polishing metal HAP and is subject to the requirements in 8 63.11507(e), “What are my standards and
management practices?”, you must demonstrate initial compliance according to paragraphs (c)(8)(i) through (iii) of
this section.

(i) You must install a control system that is designed to capture PM emissions from the polishing operation
and exhaust them to a cartridge, fabric, or HEPA filter.

(i) You must state in your Notification of Compliance Status that you have installed the control system
according to the manufacturer's specifications and instructions.

(iii) You must keep the manufacturer's operating instructions at the facility at all times in a location where they
can be easily accessed by the operators.

(9) If you own or operate an existing affected permanent thermal spraying operation that applies one or more
of the plating and polishing metal HAP and is subject to the requirements in 8§ 63.11507(f)(1), “What are my
standards and management practices?”, you must demonstrate initial compliance according to paragraphs (c)(9)(i)
through (iii) of this section.

(i) You must install a control system that is designed to capture PM emissions from the thermal spraying
operation and exhaust them to a water curtain, or a cartridge, fabric, or HEPA filter.

(i) You must state in your Notification of Compliance Status that you have installed and are operating the
control system according to the manufacturer's specifications and instructions.

(iii) You must keep the manufacturer's operating instructions at the facility at all times in a location where they
can be easily accessed by the operators.

(10) If you own or operate a new affected permanent thermal spraying operation that applies one or more of
the plating and polishing metal HAP and is subject to the requirements in § 63.11507(f)(2), “What are my standards
and management practices?”, you must demonstrate initial compliance according to paragraphs (c)(10)(i) through
(iii) of this section.
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(i) You must install and operate a control system that is designed to capture PM emissions from the thermal
spraying operation and exhaust them to a cartridge, fabric, or HEPA filter.

(i) You must state in your Notification of Compliance Status that you have installed and operate the control
system according to the manufacturer's specifications and instructions.

(iii) You must keep the manufacturer's operating instructions at the facility at all times in a location where they
can be easily accessed by the operators.

(112) If you own or operate an affected temporary thermal spraying operation that applies one or more of the
plating and polishing metal HAP and is subject to the requirements in § 63.11507(f)(3), “What are my standards and
management practices?”, you must demonstrate initial compliance according to paragraphs (c)(11)(i) and (ii) of this
section.

(i) You must implement the applicable management practices specified in § 63.11507(g), “What are my
standards and management practices?”, as practicable.

(i) You must state in your Notification of Compliance Status that you have implemented the applicable
management practices specified in § 63.11507(g), “What are my standards and management practices?”, as
practicable.

(d) To demonstrate continuous compliance with the applicable management practices and equipment standards
specified in this subpart, you must satisfy the requirements specified in paragraphs (d)(1) through (8) of this section.

(1) You must always operate and maintain your affected source, including air pollution control equipment.

(2) You must prepare an annual compliance certification according to the requirements specified in
8§ 63.11509(c), “Notification, Reporting, and Recordkeeping,” and keep it in a readily-accessible location for
inspector review.

(3) If you own or operate an affected electroplating, electroforming, or electropolishing tank that contains one
or more of the plating and polishing metal HAP and is subject to the requirements in § 63.11507(a), “What are my
standards and management practices?”, and you use a wetting agent/fume suppressant to comply with this subpart,
you must demonstrate continuous compliance according to paragraphs (d)(3)(i) through (iii) of this section.

(i) You must record that you have added the wetting agent/fume suppressant to the tank bath in the original
make-up of the tank.

(ii) For tanks where the wetting agent/fume suppressant is a separate ingredient from the other tank additives,
you must demonstrate continuous compliance according to paragraphs (d)(3)(ii) (A) and (B) this section.

(A) You must add wetting agent/fume suppressant in proportion to the other bath chemistry ingredients that
are added to replenish the tank bath, as in the original make-up of the tank; or in proportion such that the bath is
brought back to the original make-up of the tank.

(B) You must record each addition of wetting agent/fume suppressant to the tank bath.

(iii) You must state in your annual compliance certification that you have added wetting agent/fume
suppressant to the bath according to the manufacturer's specifications and instructions.

(4) If you own or operate an affected electroplating, electroforming, or electropolishing tank that contains one
or more of the plating and polishing metal HAP and is subject to the requirements in § 63.11507(a), “What are my
standards and management practices?”, and you use a control system to comply with this subpart; an affected dry
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mechanical polishing operation that is subject to § 63.11507(e); or an affected thermal spraying operation that is
subject to § 63.11507(f)(1) or (2), you must demonstrate continuous compliance according to paragraphs (d)(4)(i)
through (v) of this section.

(i) You must operate and maintain the control system according to the manufacturer's specifications and
instructions.

(i) Following any malfunction or failure of the capture or control devices to operate properly, you must take
immediate corrective action to return the equipment to normal operation according to the manufacturer's
specifications and operating instructions.

(iii) You must state in your annual certification that you have operated and maintained the control system
according to the manufacturer's specifications and instructions.

(iv) You must record the results of all control system inspections, deviations from proper operation, and any
corrective action taken.

(v) You must keep the manufacturer's operating instructions at the facility at all times in a location where they
can be easily accessed by the operators.

(5) If you own or operate an affected flash or short-term electroplating tank that contains one or more of the
plating and polishing metal HAP and is subject to the requirements in § 63.11507(b), “What are my standards and
management practices?” and you comply with § 11507(a), (b) or (c) of this subpart by limiting the plating time for
the affected tank, you must demonstrate continuous compliance according to paragraphs (d)(5)(i) through (iii) of this
section.

(i) You must limit short-term or flash electroplating to no more than 1 cumulative hour per day or 3
cumulative minutes per hour of plating time.

(i) You must record the times that the affected tank is operated each day.

(iii) You must state in your annual compliance certification that you have limited short-term or flash
electroplating to no more than 1 cumulative hour per day or 3 cumulative minutes per hour of plating time.

(6) If you own or operate an affected batch electrolytic process tank that contains one or more of the plating
and polishing metal HAP and is subject to the requirements of § 63.11507(a), “What are my standards and
management practices?” or a flash or short-term electroplating tank that contains one or more of the plating and
polishing metal HAP and is subject to the requirements in § 63.11507(b), and you comply with § 11507(a), (b) or (c)
of this section by operating the affected tank with a cover, you must demonstrate continuous compliance according
to paragraphs (d)(6)(i) through (iii) of this section.

(i) You must operate the tank with the cover in place at least 95 percent of the electrolytic process operating
time.

(i) You must record the times that the tank is operated and the times that the tank is covered on a daily basis.

(iii) You must state in your annual certification that you have operated the tank with the cover in place at least
95 percent of the electrolytic process time.

(7) If you own or operate an affected continuous electrolytic process tank that contains one or more of the
plating and polishing metal HAP and is subject to the requirements in 8 63.11507(a), “What are my standards and
management practices?” and you comply with § 11507(a), (b) or (c) of this subpart by operating the affected tank
with a cover, you must demonstrate continuous compliance according to paragraphs (d)(7)(i) and (ii) of this section.
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(i) You must operate the tank with at least 75 percent of the surface covered during all periods of electrolytic
process operation.

(i) You must state in your annual certification that you have operated the tank with 75 percent of the surface
covered during all periods of electrolytic process operation.

(8) If you own or operate an affected tank or other operation that is subject to the management practices
specified in 8 63.11507(g), “What are my standards and management practices?”, you must demonstrate continuous
compliance according to paragraphs (d)(8)(i) and (ii) of this section.

(i) You must implement the applicable management practices during all times that the affected tank or process
is in operation.

(i) You must state in your annual compliance certification that you have implemented the applicable
management practices, as practicable.

[73 FR 37741, July 1, 2008, as amended at 76 FR 57920, Sept. 19, 2011]
§ 63.11509 What are my notification, reporting, and recordkeeping requirements?

(a) If you own or operate an affected source, as defined in § 63.11505(a), “What parts of my plant does this
subpart cover?”, you must submit an Initial Notification in accordance with paragraphs (a)(1) through (4) of this
section by the dates specified.

(1) The Initial Notification must include the information specified in 8 63.9(b)(2)(i) through (iv) of the
General Provisions of this part.

(2) The Initial Notification must include a description of the compliance method (e.g., use of wetting
agent/fume suppressant) for each affected source.

(3) If you start up your affected source on or before July 1, 2008, you must submit an Initial Notification not
later than 120 calendar days after July 1, 2008.

(4) If you startup your new affected source after July 1, 2008, you must submit an Initial Notification when
you become subject to this subpart.

(b) If you own or operate an affected source, you must submit a Notification of Compliance Status in
accordance with paragraphs (b)(1) through (3) of this section.

(1) The Noatification of Compliance Status must be submitted before the close of business on the compliance
date specified in § 63.11506, “What are my compliance dates?”

(2) The Notification of Compliance Status must include the items specified in paragraphs (b)(2)(i) through (iv)
of this section.

(i) List of affected sources and the plating and polishing metal HAP used in, or emitted by, those sources.
(if) Methods used to comply with the applicable management practices and equipment standards.
(iii) Description of the capture and emission control systems used to comply with the applicable equipment

standards.
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(iv) Statement by the owner or operator of the affected source as to whether the source is in compliance with
the applicable standards or other requirements.

(3) If a facility makes a change to any items in (b)(2)(i), iii, and (iv) of this section that does not result in a
deviation, an amended Notification of Compliance Status should be submitted within 30 days of the change.

(c) If you own or operate an affected source, you must prepare an annual certification of compliance report
according to paragraphs (c)(1) through (7) of this section. These reports do not need to be submitted unless a
deviation from the requirements of this subpart has occurred during the reporting year, in which case, the annual
compliance report must be submitted along with the deviation report.

(1) If you own or operate an affected electroplating, electroforming, or electropolishing tank that is subject to
the requirements in § 63.11507(a)(1), “What are my standards and management practices?”, you must state in your
annual compliance certification that you have added wetting agent/fume suppressant to the bath according to the
manufacturer's specifications and instructions.

(2) If you own or operate any one of the affected sources listed in paragraphs (c)(2)(i) through (iii) of this
section, you must state in your annual certification that you have operated and maintained the control system
according to the manufacturer's specifications and instructions.

(i) Electroplating, electroforming, or electropolishing tank that is subject to the requirements in § 63.11507(a),
“What are my standards and management practices?”, and you use a control system to comply with this subpart;

(ii) Dry mechanical polishing operation that is subject to § 63.11507(e); or
(iii) Permanent thermal spraying operation that is subject to § 63.11507(f)(1) or (2).

(3) If you own or operate an affected flash or short-term electroplating tank that is subject to the requirements
in § 63.11507(b), “What are my standards and management practices?” and you comply with § 11507(a), (b) or (c)
of this subpart by limiting the plating time of the affected tank, you must state in your annual compliance
certification that you have limited short-term or flash electroplating to no more than 1 cumulative hour per day or 3
cumulative minutes per hour of plating time.

(4) If you own or operate an affected batch electrolytic process tank that is subject to the requirements of
8§ 63.11507(a) or a flash or short-term electroplating tank that is subject to the requirements in § 63.11507(b), “What
are my standards and management practices?” and you comply with § 11507(a), (b) or (c) of this subpart by
operating the affected tank with a cover, you must state in your annual certification that you have operated the tank
with the cover in place at least 95 percent of the electrolytic process time.

(5) If you own or operate an affected continuous electrolytic process tank that is subject to the requirements of
8 63.11507(a), “What are my standards and management practices?” and you comply with 8§ 11507(a), (b) or (c) of
this subpart by operating the affected tank with a cover, you must state in your annual certification that you have
covered at least 75 percent of the surface area of the tank during all periods of electrolytic process operation.

(6) If you own or operate an affected tank or other affected plating and polishing operation that is subject to
the management practices specified in § 63.11507(g), “What are my standards and management practices?” you
must state in your annual compliance certification that you have implemented the applicable management practices,
as practicable.

(7) Each annual compliance report must be prepared no later than January 31 of the year immediately
following the reporting period and kept in a readily-accessible location for inspector review. If a deviation has
occurred during the year, each annual compliance report must be submitted along with the deviation report, and
postmarked or delivered no later than January 31 of the year immediately following the reporting period.
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(d) If you own or operate an affected source, and any deviations from the compliance requirements specified
in this subpart occurred during the year, you must report the deviations, along with the corrective action taken, and
submit this report to the delegated authority.

(e) You must keep the records specified in paragraphs (e)(1) through (3) of this section.

(1) A copy of any Initial Notification and Notification of Compliance Status that you submitted and all
documentation supporting those notifications.

(2) The records specified in 8 63.10(b)(2)(i) through (iii) and (xiv) of the General Provisions of this part.

(3) The records required to show continuous compliance with each management practice and equipment
standard that applies to you, as specified in § 63.11508(d), “What are my compliance requirements?”

(f) You must keep each record for a minimum of 5 years following the date of each occurrence, measurement,
maintenance, corrective action, report, or record. You must keep each record onsite for at least 2 years after the date
of each occurrence, measurement, maintenance, corrective action, report, or record, according to § 63.10(b)(1) of the
General Provisions to part 63. You may keep the records offsite for the remaining 3 years.

[73 FR 37741, July 1, 2008, as amended at 76 FR 57920, Sept. 19, 2011]

Other Requirements and Information

§ 63.11510 What General Provisions apply to this subpart?

If you own or operate a new or existing affected source, you must comply with the requirements of the
General Provisions (40 CFR part 63, subpart A) according to Table 1 of this subpart.

§ 63.11511 What definitions apply to this subpart?
Terms used in this subpart are defined in this section.

Batch electrolytic process tank means a tank used for an electrolytic process in which a part or group of parts,
typically mounted on racks or placed in barrels, is placed in the tank and immersed in an electrolytic process
solution as a single unit (i.e., as a batch) for a predetermined period of time, during which none of the parts are
removed from the tank and no other parts are added to the tank, and after which the part or parts are removed from
the tank as a unit.

Bath means the liquid contents of a tank, as defined in this section, which is used for electroplating,
electroforming, electropolishing, or other metal coating processes at a plating and polishing facility.

Bench-scale means any operation that is small enough to be performed on a bench, table, or similar structure
so that the equipment is not directly contacting the floor.

Capture system means the collection of components used to capture gases and fumes released from one or
more emissions points and then convey the captured gas stream to a control device, as part of a complete control
system. A capture system may include, but is not limited to, the following components as applicable to a given
capture system design: duct intake devices, hoods, enclosures, ductwork, dampers, manifolds, plenums, and fans.

Cartridge filter means a type of control device that uses perforated metal cartridges containing a pleated paper
or non-woven fibrous filter media to remove PM from a gas stream by sieving and other mechanisms. Cartridge
filters can be designed with single use cartridges, which are removed and disposed after reaching capacity, or
continuous use cartridges, which typically are cleaned by means of a pulse-jet mechanism.
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Composite mesh pad means a type of control device similar to a mesh pad mist eliminator except that the
device is designed with multiple pads in series that are woven with layers of material with varying fiber diameters,
which produce a coalescing effect on the droplets or PM that impinge upon the pads.

Continuous electrolytic process tank means a tank that uses an electrolytic process and in which a continuous
metal strip or other type of continuous substrate is fed into and removed from the tank continuously. This process is
also called reel-to-reel electrolytic plating.

Control device means equipment that is part of a control system that collects and/or reduces the quantity of a
pollutant that is emitted to the air. The control device receives emissions that are transported from the process by the
capture system.

Control system means the combination of a capture system and a control device. The capture system is
designed to collect and transport air emissions from the affected source to the control device. The overall control
efficiency of any control system is a combination of the ability of the system to capture the air emissions (i.e., the
capture efficiency) and the control device efficiency. Consequently, it is important to achieve good capture to ensure
good overall control efficiency. Capture devices that are known to provide high capture efficiencies include hoods,
enclosures, or any other duct intake devices with ductwork, dampers, manifolds, plenums, or fans.

Conversion coatings are coatings that form a hard metal finish on an object when the object is submerged in a
tank bath or solution that contains the conversion coatings. Conversion coatings for the purposes of this rule include
coatings composed of chromium, as well as the other plating and polishing metal HAP, where no electrical current is
used.

Cyanide plating means plating processes performed in tanks that use cyanide as a major bath ingredient and
that operate at pH of 12 or more, and use or emit any of the plating and polishing metal HAP, as defined in this
section. Electroplating and electroforming are performed with or without cyanide. The cyanide in the bath works to
dissolve the HAP metal added as a cyanide compound (e.g., cadmium cyanide) and creates free cyanide in solution,
which helps to corrode the anode. These tanks are self-regulating to a pH of 12 due to the caustic nature of the
cyanide bath chemistry. The cyanide in the bath is a major bath constituent and not an additive; however, the self-
regulating chemistry of the bath causes the bath to act as if wetting agents/fume suppressants are being used and to
ensure an optimum plating process. All cyanide plating baths at pH greater than or equal to 12 have cyanide-metal
complexes in solution. The metal HAP to be plated is not emitted because it is either bound in the metal-cyanide
complex or reduced at the cathode to elemental metal, and plated onto the immersed parts. Cyanide baths are not
intentionally operated at pH less 12 since unfavorable plating conditions would occur in the tank, among other
negative effects.

Deviation means any instance in which an affected source or an owner or operator of such an affected source:

(1) Fails to meet any requirement or obligation established by this rule including, but not limited to, any
equipment standard (including emissions and operating limits), management practice, or operation and maintenance
requirement;

(2) Fails to meet any term or condition that is adopted to implement an applicable requirement in this rule and
that is included in the operating permit for any affected facility required to obtain such a permit; or

(3) Fails to meet any equipment standard (including emission and operating limits), management standard, or
operation and maintenance requirement in this rule during startup, shutdown, or malfunction.

Dry mechanical polishing means a process used for removing defects from and smoothing the surface of
finished metals and formed products after plating or thermal spraying with any of the plating and polishing metal
HAP, as defined in this section, using automatic or manually-operated machines that have hard-faced abrasive
wheels or belts and where no liquids or fluids are used to trap the removed metal particles. The affected process does
not include polishing with use of pastes, liquids, lubricants, or any other added materials.
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Electroforming means an electrolytic process using or emitting any of the plating and polishing metal HAP, as
defined in this section, that is used for fabricating metal parts. This process is essentially the same as electroplating
except that the plated substrate (mandrel) is removed, leaving only the metal plate. In electroforming, the metal plate
is self-supporting and generally thicker than in electroplating.

Electroless plating means a non-electrolytic process that uses or emits any of the plating and polishing metal
HAP, as defined in this section, in which metallic ions in a plating bath or solution are reduced to form a metal
coating at the surface of a catalytic substrate without the use of external electrical energy. Electroless plating is also
called non-electrolytic plating. Examples include, but are not limited to, chromate conversion coating, nickel acetate
sealing, sodium dichromate sealing, and manganese phosphate coating.

Electrolytic plating processes means electroplating and electroforming that use or emit any of the plating and
polishing metal HAP, as defined in this section, where metallic ions in a plating bath or solution are reduced to form
a metal coating on the surface of parts and products using electrical energy.

Electroplating means an electrolytic process that uses or emits any of the plating and polishing metal HAP, as
defined in this section, in which metal ions in solution are reduced onto the surface of the work piece (the cathode)
via an electrical current. The metal ions in the solution are usually replenished by the dissolution of metal from solid
metal anodes fabricated of the same metal being plated, or by direct replenishment of the solution with metal salts or
oxides; electroplating is also called electrolytic plating.

Electropolishing means an electrolytic process performed in a tank after plating that uses or emits any of the
plating and polishing metal HAP, as defined in this section, in which a work piece is attached to an anode immersed
in a bath, and the metal substrate is dissolved electrolytically, thereby removing the surface contaminant;
electropolishing is also called electrolytic polishing. For the purposes of this subpart, electropolishing does not
include bench-scale operations.

Fabric filter means a type of control device used for collecting PM by filtering a process exhaust stream
through a filter or filter media. A fabric filter is also known as a baghouse.

Filters, for the purposes of this part, include cartridge, fabric, or HEPA filters, as defined in this section.

Flash electroplating means an electrolytic process performed in a tank that uses or emits any of the plating
and polishing metal HAP, as defined in this section, and that is used no more than 3 cumulative minutes per hour or
no more than 1 cumulative hour per day.

General Provisions of this part (40 CFR part 63, subpart A) means the section of the Code of Federal
Regulations (CFR) that addresses air pollution rules that apply to all HAP sources addressed in part 63, which
includes the National Emission Standards for Hazardous Air Pollutants (NESHAP).

HAP means hazardous air pollutant as defined from the list of 188 chemicals and compounds specified in the
CAA Amendments of 1990; HAP are also called “air toxics.” The five plating and polishing metal HAP, as defined
in this section, are on this list of 188 chemicals.

High efficiency particulate air (HEPA) filter means a type of control device that uses a filter composed of a
mat of randomly arranged fibers and is designed to remove at least 99.97 percent of airborne particles that are 0.3
micrometers or larger in diameter.

Maintenance is any process at a plating and polishing facility that is performed to keep the process equipment
or the facility operating properly and is not performed on items to be sold as products.
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Major facility for HAP is any facility that emits greater than 10 tpy of any HAP, or that emits a combined total
of all HAP of over 25 tpy, where the HAP used to determine the total facility emissions are not restricted to only
plating and polishing metal HAP or from only plating and polishing operations.

Mesh pad mist eliminator means a type of control device, consisting of layers of interlocked filaments densely
packed between two supporting grids that remove liquid droplets and PM from the gas stream through inertial
impaction and direct interception.

Metal coating operation means any process performed either in a tank that contains liquids or as part of a
thermal spraying operation, that applies one or more plating and polishing metal HAP, as defined in this section, to
the surface of parts and products used in manufacturing. These processes include but are not limited to: non-
chromium electroplating; electroforming; electropolishing; non-electrolytic metal coating processes, such as
chromate conversion coating, electroless nickel plating, nickel acetate sealing, sodium dichromate sealing, and
manganese phosphate coating; and thermal or flame spraying.

Metal HAP content of material used in plating and polishing is the HAP content as determined from an
analysis or engineering estimate of the HAP contents of the tank bath or solution, in the case of plating, metal
coating, or electropolishing; or the HAP content of the metal coating being applied in the case of thermal spraying.
Safety data sheet (SDS) information may be used in lieu of testing or engineering estimates but is not required to be
used.

New source means any affected source for which you commenced construction or reconstruction after March
14, 2008.

Non-cyanide electrolytic plating and electropolishing processes means electroplating, electroforming, and
electropolishing that uses or emits any of the plating and polishing metal HAP, as defined in this section, performed
without cyanide in the tank. These processes do not use cyanide in the tank and operate at pH values less than 12.
These processes use electricity and add or remove metals such as metal HAP from parts and products used in
manufacturing. Both electroplating and electroforming can be performed with cyanide as well.

Non-electrolytic plating means a process that uses or emits any of the plating and polishing metal HAP, as
defined in this section, in which metallic ions in a plating bath or solution are reduced to form a metal coating at the
surface of a catalytic substrate without the use of external electrical energy. Non-electrolytic plating is also called
electroless plating. Examples include chromate conversion coating, nickel acetate sealing, electroless nickel plating,
sodium dichromate sealing, and manganese phosphate coating.

Packed-bed scrubber means a type of control device that includes a single or double packed bed that contains
packing media on which PM and droplets impinge and are removed from the gas stream. The packed-bed section of
the scrubber is followed by a mist eliminator to remove any water entrained from the packed-bed section.

Plating and polishing facility means a facility engaged in one or more of the following processes that uses or
emits any of the plating and polishing metal HAP, as defined in this section: electroplating processes other than
chromium electroplating ( i.e., non-chromium electroplating); electroless plating; other non-electrolytic metal
coating processes performed in a tank, such as chromate conversion coating, nickel acetate sealing, sodium
dichromate sealing, and manganese phosphate coating; thermal spraying; and the dry mechanical polishing of
finished metals and formed products after plating or thermal spraying. Plating is performed in a tank or thermally
sprayed so that a metal coating is irreversibly applied to an object. Plating and polishing does not include any bench-
scale processes.

Plating and polishing metal HAP means any compound of any of the following metals: cadmium, chromium,
lead, manganese, and nickel, or any of these metals in the elemental form, with the exception of lead. Any material
that does not contain cadmium, chromium, lead, or nickel in amounts greater than or equal to 0.1 percent by weight
(as the metal), and does not contain manganese in amounts greater than or equal to 1.0 percent by weight (as the
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metal), as reported on the Material Safety Data Sheet for the material, is not considered to be a plating and polishing
metal HAP.

Plating and polishing process tanks means any tank in which a process is performed at an affected plating and
polishing facility that uses or has the potential to emit any of the plating and polishing metal HAP, as defined in this
section. The processes performed in plating and polishing tanks include the following: electroplating processes other
than chromium electroplating (i.e., non-chromium electroplating) performed in a tank; electroless plating; and non-
electrolytic metal coating processes, such as chromate conversion coating, nickel acetate sealing, sodium dichromate
sealing, and manganese phosphate coating; and electropolishing. This term does not include tanks containing
solutions that are used to clean, rinse or wash parts prior to placing the parts in a plating and polishing process tank,
or subsequent to removing the parts from a plating and polishing process tank. This term also does not include any
bench-scale operations.

PM means solid or particulate matter that is emitted into the air.
Repair means any process used to return a finished object or tool back to its original function or shape.

Research and development process unit means any process unit that is used for conducting research and
development for new processes and products and is not used to manufacture products for commercial sale, except in
a de minimis manner.

Short-term plating means an electroplating process that uses or emits any of the plating and polishing metal
HAP, as defined in this section, and that is used no more than 3 cumulative minutes per hour or 1 hour cumulative
per day.

Startup of the tank bath is when the components or relative proportions of the various components in the bath
have been altered from the most recent operating period. Startup of the bath does not include events where only the
tank's heating or agitation and other mechanical operations are turned back on after being turned off for a period of
time.

Tank cover for batch process units means a solid structure made of an impervious material that is designed to
cover the entire open surface of a tank or process unit that is used for plating or other metal coating processes.

Tank cover for continuous process units, means a solid structure or combination of structures, made of an
impervious material that is designed to cover at least 75 percent of the open surface of the tank or process unit that is
used for continuous plating or other continuous metal coating processes.

Temporary thermal spraying means a thermal spraying operation that uses or emits any of the plating and
polishing metal HAP, as defined in this section, and that lasts no more than 1 hour in duration during any one day
and is conducted in situ. Thermal spraying that is conducted in a dedicated thermal spray booth or structure is not
considered to be temporary thermal spraying.

Thermal spraying (also referred to as metal spraying or flame spraying) is a process that uses or emits any of
the plating and polishing metal HAP, as defined in this section, in which a metallic coating is applied by projecting
heated, molten, or semi-molten metal particles onto a substrate. Commonly-used thermal spraying methods include
high velocity oxy-fuel (HVOF) spraying, flame spraying, electric arc spraying, plasma arc spraying, and detonation
gun spraying. This operation does not include spray painting at ambient temperatures.

Water curtain means a type of control device that draws the exhaust stream through a continuous curtain of
moving water to scrub out suspended PM.

Wetting agent/fume suppressant means any chemical agent that reduces or suppresses fumes or mists from a
plating and polishing tank by reducing the surface tension of the tank bath.
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[73 FR 37741, July 1, 2008, as amended at 76 FR 57921, Sept. 19, 2011]
§ 63.11512 Who implements and enforces this subpart?

(a) This subpart can be implemented and enforced by EPA or a delegated authority such as your State, local,
or tribal agency. If the EPA Administrator has delegated authority to your State, local, or tribal agency, then that
agency, in addition to EPA, has the authority to implement and enforce this subpart. You should contact your EPA
Regional Office to find out if implementation and enforcement of this subpart is delegated to your State, local, or
tribal agency.

(b) In delegating implementation and enforcement authority of this subpart to a State, local, or tribal agency
under 40 CFR part 63, subpart E, the authorities contained in paragraph (c) of this section are retained by the EPA
Administrator and are not transferred to the State, local, or tribal agency.

(c) The authorities that cannot be delegated to State, local, or tribal agencies are specified in paragraphs (c)(1)
through (5) of this section.

(1) Approval of an alternative non-opacity emissions standard under 40 CFR 63.6(g), of the General
Provisions of this part.

(2) Approval of an alternative opacity emissions standard under § 63.6(h)(9), of the General Provisions of this
part.

(3) Approval of a major change to test methods under § 63.7(e)(2)(ii) and (f), of the General Provisions of this
part. A “major change to test method” is defined in § 63.90.

(4) Approval of a major change to monitoring under § 63.8(f), of the General Provisions of this part. A “major
change to monitoring” is defined in § 63.90.

(5) Approval of a major change to recordkeeping and reporting under 8 63.10(f), of the General Provisions of
this part. A “major change to recordkeeping/reporting” is defined in § 63.90.

8 63.11513 [Reserved]

Table 1 to Subpart WWWWWW of Part 63—Applicability of General Provisions to Plating and Polishing
Area Sources

As required in § 63.11510, “What General Provisions apply to this subpart?”, you must meet each requirement
in the following table that applies to you.

Citation Subject
63.1" Applicability.
63.2 Definitions.
63.3 Units and abbreviations.
63.4 Prohibited activities.

63.6(a), (b)(1)-(b)(5), (c)(1), (c)(2), (c)(5), and |Compliance with standards and maintenance requirements.
()

63.10(a), (b)(1), (b)(2)(i)-(iii), (xiv), (b)(3), Recordkeeping and reporting.
(@), ()
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63.12 State authority and delegations.

63.13 Addresses of State air pollution control agencies and EPA regional
offices.

63.14 Incorporation by reference.

63.15 Availability of information and confidentiality.

! Section 63.11505(e), “What parts of my plant does this subpart cover?”, exempts affected sources from the
obligation to obtain title V operating permits.

[73 FR 37741, July 1, 2008, as amended at 76 FR 57922, Sept. 19, 2011]
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Appendix C

40 CFR Part 63, Subpart ZZZZ—National Emissions Standards for Hazardous Air Pollutants
for Stationary Reciprocating Internal Combustion Engines






Title 40: Protection of Environment
PART 63—NATIONAL EMISSION STANDARDS FOR HAZARDOUS AIR POLLUTANTS FOR SOURCE
CATEGORIES (CONTINUED)

Subpart ZZZZ—National Emissions Standards for Hazardous Air Pollutants for Stationary Reciprocating
Internal Combustion Engines

SOURCE: 69 FR 33506, June 15, 2004, unless otherwise noted.

What This Subpart Covers

§ 63.6580 What is the purpose of subpart Z2z2z?

Subpart ZZZZ establishes national emission limitations and operating limitations for hazardous air pollutants
(HAP) emitted from stationary reciprocating internal combustion engines (RICE) located at major and area sources
of HAP emissions. This subpart also establishes requirements to demonstrate initial and continuous compliance with
the emission limitations and operating limitations.

[73 FR 3603, Jan. 18, 2008]
§ 63.6585 Am I subject to this subpart?

You are subject to this subpart if you own or operate a stationary RICE at a major or area source of HAP
emissions, except if the stationary RICE is being tested at a stationary RICE test cell/stand.

(a) A stationary RICE is any internal combustion engine which uses reciprocating motion to convert heat
energy into mechanical work and which is not mobile. Stationary RICE differ from mobile RICE in that a stationary
RICE is not a non-road engine as defined at 40 CFR 1068.30, and is not used to propel a motor vehicle or a vehicle
used solely for competition.

(b) A major source of HAP emissions is a plant site that emits or has the potential to emit any single HAP at a
rate of 10 tons (9.07 megagrams) or more per year or any combination of HAP at a rate of 25 tons (22.68
megagrams) or more per year, except that for oil and gas production facilities, a major source of HAP emissions is
determined for each surface site.

(c) An area source of HAP emissions is a source that is not a major source.

(d) If you are an owner or operator of an area source subject to this subpart, your status as an entity subject to
a standard or other requirements under this subpart does not subject you to the obligation to obtain a permit under 40
CFR part 70 or 71, provided you are not required to obtain a permit under 40 CFR 70.3(a) or 40 CFR 71.3(a) for a
reason other than your status as an area source under this subpart. Notwithstanding the previous sentence, you must
continue to comply with the provisions of this subpart as applicable.

(e) If you are an owner or operator of a stationary RICE used for national security purposes, you may be
eligible to request an exemption from the requirements of this subpart as described in 40 CFR part 1068, subpart C.

(f) The emergency stationary RICE listed in paragraphs (f)(1) through (3) of this section are not subject to this
subpart. The stationary RICE must meet the definition of an emergency stationary RICE in § 63.6675, which
includes operating according to the provisions specified in § 63.6640(f).
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(1) Existing residential emergency stationary RICE located at an area source of HAP emissions that do not
operate or are not contractually obligated to be available for more than 15 hours per calendar year for the purposes
specified in § 63.6640(f)(2)(ii) and (iii) and that do not operate for the purpose specified in § 63.6640(f)(4)(ii).

(2) Existing commercial emergency stationary RICE located at an area source of HAP emissions that do not
operate or are not contractually obligated to be available for more than 15 hours per calendar year for the purposes
specified in § 63.6640(f)(2)(ii) and (iii) and that do not operate for the purpose specified in § 63.6640(f)(4)(ii).

(3) Existing institutional emergency stationary RICE located at an area source of HAP emissions that do not
operate or are not contractually obligated to be available for more than 15 hours per calendar year for the purposes
specified in § 63.6640(f)(2)(ii) and (iii) and that do not operate for the purpose specified in § 63.6640(f)(4)(ii).

[69 FR 33506, June 15, 2004, as amended at 73 FR 3603, Jan. 18, 2008; 78 FR 6700, Jan. 30, 2013]
8 63.6590 What parts of my plant does this subpart cover?
This subpart applies to each affected source.

(a) Affected source. An affected source is any existing, new, or reconstructed stationary RICE located at a
major or area source of HAP emissions, excluding stationary RICE being tested at a stationary RICE test cell/stand.

(1) Existing stationary RICE.

(i) For stationary RICE with a site rating of more than 500 brake horsepower (HP) located at a major source of
HAP emissions, a stationary RICE is existing if you commenced construction or reconstruction of the stationary
RICE before December 19, 2002.

(ii) For stationary RICE with a site rating of less than or equal to 500 brake HP located at a major source of
HAP emissions, a stationary RICE is existing if you commenced construction or reconstruction of the stationary
RICE before June 12, 2006.

(iii) For stationary RICE located at an area source of HAP emissions, a stationary RICE is existing if you
commenced construction or reconstruction of the stationary RICE before June 12, 2006.

(iv) A change in ownership of an existing stationary RICE does not make that stationary RICE a new or
reconstructed stationary RICE.

(2) New stationary RICE. (i) A stationary RICE with a site rating of more than 500 brake HP located at a
major source of HAP emissions is new if you commenced construction of the stationary RICE on or after December
19, 2002.

(ii) A stationary RICE with a site rating of equal to or less than 500 brake HP located at a major source of
HAP emissions is new if you commenced construction of the stationary RICE on or after June 12, 2006.

(iii) A stationary RICE located at an area source of HAP emissions is new if you commenced construction of
the stationary RICE on or after June 12, 2006.

(3) Reconstructed stationary RICE. (i) A stationary RICE with a site rating of more than 500 brake HP located
at a major source of HAP emissions is reconstructed if you meet the definition of reconstruction in § 63.2 and
reconstruction is commenced on or after December 19, 2002.



(ii) A stationary RICE with a site rating of equal to or less than 500 brake HP located at a major source of
HAP emissions is reconstructed if you meet the definition of reconstruction in § 63.2 and reconstruction is
commenced on or after June 12, 2006.

(iii) A stationary RICE located at an area source of HAP emissions is reconstructed if you meet the definition
of reconstruction in § 63.2 and reconstruction is commenced on or after June 12, 2006.

(b) Stationary RICE subject to limited requirements. (1) An affected source which meets either of the criteria
in paragraphs (b)(1)(i) through (ii) of this section does not have to meet the requirements of this subpart and of
subpart A of this part except for the initial notification requirements of § 63.6645(f).

(i) The stationary RICE is a new or reconstructed emergency stationary RICE with a site rating of more than
500 brake HP located at a major source of HAP emissions that does not operate or is not contractually obligated to
be available for more than 15 hours per calendar year for the purposes specified in § 63.6640(f)(2)(ii) and (iii).

(if) The stationary RICE is a new or reconstructed limited use stationary RICE with a site rating of more than
500 brake HP located at a major source of HAP emissions.

(2) A new or reconstructed stationary RICE with a site rating of more than 500 brake HP located at a major
source of HAP emissions which combusts landfill or digester gas equivalent to 10 percent or more of the gross heat
input on an annual basis must meet the initial notification requirements of § 63.6645(f) and the requirements of
88 63.6625(c), 63.6650(g), and 63.6655(c). These stationary RICE do not have to meet the emission limitations and
operating limitations of this subpart.

(3) The following stationary RICE do not have to meet the requirements of this subpart and of subpart A of
this part, including initial notification requirements:

(i) Existing spark ignition 2 stroke lean burn (2SLB) stationary RICE with a site rating of more than 500 brake
HP located at a major source of HAP emissions;

(ii) Existing spark ignition 4 stroke lean burn (4SLB) stationary RICE with a site rating of more than 500
brake HP located at a major source of HAP emissions;

(iii) Existing emergency stationary RICE with a site rating of more than 500 brake HP located at a major
source of HAP emissions that does not operate or is not contractually obligated to be available for more than 15
hours per calendar year for the purposes specified in 8 63.6640(f)(2)(ii) and (iii).

(iv) Existing limited use stationary RICE with a site rating of more than 500 brake HP located at a major
source of HAP emissions;

(v) Existing stationary RICE with a site rating of more than 500 brake HP located at a major source of HAP
emissions that combusts landfill gas or digester gas equivalent to 10 percent or more of the gross heat input on an
annual basis;

(c) Stationary RICE subject to Regulations under 40 CFR Part 60. An affected source that meets any of the
criteria in paragraphs (c)(1) through (7) of this section must meet the requirements of this part by meeting the
requirements of 40 CFR part 60 subpart I111, for compression ignition engines or 40 CFR part 60 subpart JJJJ, for
spark ignition engines. No further requirements apply for such engines under this part.

(1) A new or reconstructed stationary RICE located at an area source;

(2) A new or reconstructed 2SL B stationary RICE with a site rating of less than or equal to 500 brake HP
located at a major source of HAP emissions;
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(3) A new or reconstructed 4SLB stationary RICE with a site rating of less than 250 brake HP located at a
major source of HAP emissions;

(4) A new or reconstructed spark ignition 4 stroke rich burn (4SRB) stationary RICE with a site rating of less
than or equal to 500 brake HP located at a major source of HAP emissions;

(5) A new or reconstructed stationary RICE with a site rating of less than or equal to 500 brake HP located at a
major source of HAP emissions which combusts landfill or digester gas equivalent to 10 percent or more of the
gross heat input on an annual basis;

(6) A new or reconstructed emergency or limited use stationary RICE with a site rating of less than or equal to
500 brake HP located at a major source of HAP emissions;

(7) A new or reconstructed compression ignition (Cl) stationary RICE with a site rating of less than or equal to
500 brake HP located at a major source of HAP emissions.

[69 FR 33506, June 15, 2004, as amended at 73 FR 3604, Jan. 18, 2008; 75 FR 9674, Mar. 3, 2010; 75 FR 37733,
June 30, 2010; 75 FR 51588, Aug. 20, 2010; 78 FR 6700, Jan. 30, 2013]

8 63.6595 When do | have to comply with this subpart?

(a) Affected sources. (1) If you have an existing stationary RICE, excluding existing non-emergency Cl
stationary RICE, with a site rating of more than 500 brake HP located at a major source of HAP emissions, you must
comply with the applicable emission limitations, operating limitations and other requirements no later than June 15,
2007. If you have an existing non-emergency ClI stationary RICE with a site rating of more than 500 brake HP
located at a major source of HAP emissions, an existing stationary ClI RICE with a site rating of less than or equal to
500 brake HP located at a major source of HAP emissions, or an existing stationary Cl RICE located at an area
source of HAP emissions, you must comply with the applicable emission limitations, operating limitations, and
other requirements no later than May 3, 2013. If you have an existing stationary SI RICE with a site rating of less
than or equal to 500 brake HP located at a major source of HAP emissions, or an existing stationary SI RICE located
at an area source of HAP emissions, you must comply with the applicable emission limitations, operating
limitations, and other requirements no later than October 19, 2013.

(2) If you start up your new or reconstructed stationary RICE with a site rating of more than 500 brake HP
located at a major source of HAP emissions before August 16, 2004, you must comply with the applicable emission
limitations and operating limitations in this subpart no later than August 16, 2004.

(3) If you start up your new or reconstructed stationary RICE with a site rating of more than 500 brake HP
located at a major source of HAP emissions after August 16, 2004, you must comply with the applicable emission
limitations and operating limitations in this subpart upon startup of your affected source.

(4) If you start up your new or reconstructed stationary RICE with a site rating of less than or equal to 500
brake HP located at a major source of HAP emissions before January 18, 2008, you must comply with the applicable
emission limitations and operating limitations in this subpart no later than January 18, 2008.

(5) If you start up your new or reconstructed stationary RICE with a site rating of less than or equal to 500
brake HP located at a major source of HAP emissions after January 18, 2008, you must comply with the applicable
emission limitations and operating limitations in this subpart upon startup of your affected source.

(6) If you start up your new or reconstructed stationary RICE located at an area source of HAP emissions
before January 18, 2008, you must comply with the applicable emission limitations and operating limitations in this
subpart no later than January 18, 2008.
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(7) If you start up your new or reconstructed stationary RICE located at an area source of HAP emissions after
January 18, 2008, you must comply with the applicable emission limitations and operating limitations in this subpart
upon startup of your affected source.

(b) Area sources that become major sources. If you have an area source that increases its emissions or its
potential to emit such that it becomes a major source of HAP, the compliance dates in paragraphs (b)(1) and (2) of
this section apply to you.

(1) Any stationary RICE for which construction or reconstruction is commenced after the date when your area
source becomes a major source of HAP must be in compliance with this subpart upon startup of your affected
source.

(2) Any stationary RICE for which construction or reconstruction is commenced before your area source
becomes a major source of HAP must be in compliance with the provisions of this subpart that are applicable to
RICE located at major sources within 3 years after your area source becomes a major source of HAP.

(c) If you own or operate an affected source, you must meet the applicable notification requirements in
§ 63.6645 and in 40 CFR part 63, subpart A.

[69 FR 33506, June 15, 2004, as amended at 73 FR 3604, Jan. 18, 2008; 75 FR 9675, Mar. 3, 2010; 75 FR 51589,
Aug. 20, 2010; 78 FR 6701, Jan. 30, 2013]

Emission and Operating Limitations

8 63.6600 What emission limitations and operating limitations must I meet if | own or operate a stationary
RICE with a site rating of more than 500 brake HP located at a major source of HAP emissions?

Compliance with the numerical emission limitations established in this subpart is based on the results of
testing the average of three 1-hour runs using the testing requirements and procedures in § 63.6620 and Table 4 to
this subpart.

(a) If you own or operate an existing, new, or reconstructed spark ignition 4SRB stationary RICE with a site
rating of more than 500 brake HP located at a major source of HAP emissions, you must comply with the emission
limitations in Table 1a to this subpart and the operating limitations in Table 1b to this subpart which apply to you.

(b) If you own or operate a new or reconstructed 2SLB stationary RICE with a site rating of more than 500
brake HP located at major source of HAP emissions, a new or reconstructed 4SLB stationary RICE with a site rating
of more than 500 brake HP located at major source of HAP emissions, or a new or reconstructed Cl stationary RICE
with a site rating of more than 500 brake HP located at a major source of HAP emissions, you must comply with the
emission limitations in Table 2a to this subpart and the operating limitations in Table 2b to this subpart which apply
to you.

(c) If you own or operate any of the following stationary RICE with a site rating of more than 500 brake HP
located at a major source of HAP emissions, you do not need to comply with the emission limitations in Tables 1a,
2a, 2¢, and 2d to this subpart or operating limitations in Tables 1b and 2b to this subpart: an existing 2SLB
stationary RICE; an existing 4SLB stationary RICE; a stationary RICE that combusts landfill gas or digester gas
equivalent to 10 percent or more of the gross heat input on an annual basis; an emergency stationary RICE; or a
limited use stationary RICE.

(d) If you own or operate an existing non-emergency stationary Cl RICE with a site rating of more than 500
brake HP located at a major source of HAP emissions, you must comply with the emission limitations in Table 2c to
this subpart and the operating limitations in Table 2b to this subpart which apply to you.
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[73 FR 3605, Jan. 18, 2008, as amended at 75 FR 9675, Mar. 3, 2010]

§ 63.6601 What emission limitations must | meet if | own or operate a new or reconstructed 4SLB stationary
RICE with a site rating of greater than or equal to 250 brake HP and less than or equal to 500 brake HP
located at a major source of HAP emissions?

Compliance with the numerical emission limitations established in this subpart is based on the results of
testing the average of three 1-hour runs using the testing requirements and procedures in 8 63.6620 and Table 4 to
this subpart. If you own or operate a new or reconstructed 4SLB stationary RICE with a site rating of greater than or
equal to 250 and less than or equal to 500 brake HP located at major source of HAP emissions manufactured on or
after January 1, 2008, you must comply with the emission limitations in Table 2a to this subpart and the operating
limitations in Table 2b to this subpart which apply to you.

[73 FR 3605, Jan. 18, 2008, as amended at 75 FR 9675, Mar. 3, 2010; 75 FR 51589, Aug. 20, 2010]

8 63.6602 What emission limitations and other requirements must | meet if | own or operate an existing
stationary RICE with a site rating of equal to or less than 500 brake HP located at a major source of HAP
emissions?

If you own or operate an existing stationary RICE with a site rating of equal to or less than 500 brake HP
located at a major source of HAP emissions, you must comply with the emission limitations and other requirements
in Table 2c to this subpart which apply to you. Compliance with the numerical emission limitations established in
this subpart is based on the results of testing the average of three 1-hour runs using the testing requirements and
procedures in 8 63.6620 and Table 4 to this subpart.

[78 FR 6701, Jan. 30, 2013]

8 63.6603 What emission limitations, operating limitations, and other requirements must I meet if I own or
operate an existing stationary RICE located at an area source of HAP emissions?

Compliance with the numerical emission limitations established in this subpart is based on the results of
testing the average of three 1-hour runs using the testing requirements and procedures in § 63.6620 and Table 4 to
this subpart.

(a) If you own or operate an existing stationary RICE located at an area source of HAP emissions, you must
comply with the requirements in Table 2d to this subpart and the operating limitations in Table 2b to this subpart
that apply to you.

(b) If you own or operate an existing stationary non-emergency Cl RICE with a site rating of more than 300
HP located at an area source of HAP that meets either paragraph (b)(1) or (2) of this section, you do not have to
meet the numerical CO emission limitations specified in Table 2d of this subpart. Existing stationary non-emergency
Cl RICE with a site rating of more than 300 HP located at an area source of HAP that meet either paragraph (b)(1)
or (2) of this section must meet the management practices that are shown for stationary non-emergency Cl RICE
with a site rating of less than or equal to 300 HP in Table 2d of this subpart.

(1) The area source is located in an area of Alaska that is not accessible by the Federal Aid Highway System
(FAHS).

(2) The stationary RICE is located at an area source that meets paragraphs (b)(2)(i), (ii), and (iii) of this
section.
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(i) The only connection to the FAHS is through the Alaska Marine Highway System (AMHS), or the
stationary RICE operation is within an isolated grid in Alaska that is not connected to the statewide electrical grid
referred to as the Alaska Railbelt Grid.

(ii) At least 10 percent of the power generated by the stationary RICE on an annual basis is used for residential
purposes.

(iii) The generating capacity of the area source is less than 12 megawatts, or the stationary RICE is used
exclusively for backup power for renewable energy.

(c) If you own or operate an existing stationary non-emergency Cl RICE with a site rating of more than 300
HP located on an offshore vessel that is an area source of HAP and is a nonroad vehicle that is an Outer Continental
Shelf (OCS) source as defined in 40 CFR 55.2, you do not have to meet the numerical CO emission limitations
specified in Table 2d of this subpart. You must meet all of the following management practices:

(1) Change oil every 1,000 hours of operation or annually, whichever comes first. Sources have the option to
utilize an oil analysis program as described in § 63.6625(i) in order to extend the specified oil change requirement.

(2) Inspect and clean air filters every 750 hours of operation or annually, whichever comes first, and replace as
necessary.

(3) Inspect fuel filters and belts, if installed, every 750 hours of operation or annually, whichever comes first,
and replace as necessary.

(4) Inspect all flexible hoses every 1,000 hours of operation or annually, whichever comes first, and replace as
necessary.

(d) If you own or operate an existing non-emergency Cl RICE with a site rating of more than 300 HP located
at an area source of HAP emissions that is certified to the Tier 1 or Tier 2 emission standards in Table 1 of 40 CFR
89.112 and that is subject to an enforceable state or local standard that requires the engine to be replaced no later
than June 1, 2018, you may until January 1, 2015, or 12 years after the installation date of the engine (whichever is
later), but not later than June 1, 2018, choose to comply with the management practices that are shown for stationary
non-emergency Cl RICE with a site rating of less than or equal to 300 HP in Table 2d of this subpart instead of the
applicable emission limitations in Table 2d, operating limitations in Table 2b, and crankcase ventilation system
requirements in 8 63.6625(g). You must comply with the emission limitations in Table 2d and operating limitations
in Table 2b that apply for non-emergency Cl RICE with a site rating of more than 300 HP located at an area source
of HAP emissions by January 1, 2015, or 12 years after the installation date of the engine (whichever is later), but
not later than June 1, 2018. You must also comply with the crankcase ventilation system requirements in
8§ 63.6625(g) by January 1, 2015, or 12 years after the installation date of the engine (whichever is later), but not
later than June 1, 2018.

(e) If you own or operate an existing non-emergency Cl RICE with a site rating of more than 300 HP located
at an area source of HAP emissions that is certified to the Tier 3 (Tier 2 for engines above 560 kilowatt (kW))
emission standards in Table 1 of 40 CFR 89.112, you may comply with the requirements under this part by meeting
the requirements for Tier 3 engines (Tier 2 for engines above 560 kW) in 40 CFR part 60 subpart I111 instead of the
emission limitations and other requirements that would otherwise apply under this part for existing non-emergency
Cl RICE with a site rating of more than 300 HP located at an area source of HAP emissions.

(f) An existing non-emergency Sl 4SLB and 4SRB stationary RICE with a site rating of more than 500 HP
located at area sources of HAP must meet the definition of remote stationary RICE in § 63.6675 on the initial
compliance date for the engine, October 19, 2013, in order to be considered a remote stationary RICE under this
subpart. Owners and operators of existing non-emergency Sl 4SLB and 4SRB stationary RICE with a site rating of
more than 500 HP located at area sources of HAP that meet the definition of remote stationary RICE in § 63.6675 of
this subpart as of October 19, 2013 must evaluate the status of their stationary RICE every 12 months. Owners and
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operators must keep records of the initial and annual evaluation of the status of the engine. If the evaluation
indicates that the stationary RICE no longer meets the definition of remote stationary RICE in § 63.6675 of this
subpart, the owner or operator must comply with all of the requirements for existing non-emergency Sl 4SLB and
4SRB stationary RICE with a site rating of more than 500 HP located at area sources of HAP that are not remote
stationary RICE within 1 year of the evaluation.

[75 FR 9675, Mar. 3, 2010, as amended at 75 FR 51589, Aug. 20, 2010; 76 FR 12866, Mar. 9, 2011; 78 FR 6701,
Jan. 30, 2013]

§ 63.6604 What fuel requirements must I meet if | own or operate a stationary Cl RICE?

(a) If you own or operate an existing non-emergency, non-black start Cl stationary RICE with a site rating of
more than 300 brake HP with a displacement of less than 30 liters per cylinder that uses diesel fuel, you must use
diesel fuel that meets the requirements in 40 CFR 80.510(b) for nonroad diesel fuel.

(b) Beginning January 1, 2015, if you own or operate an existing emergency Cl stationary RICE with a site
rating of more than 100 brake HP and a displacement of less than 30 liters per cylinder that uses diesel fuel and
operates or is contractually obligated to be available for more than 15 hours per calendar year for the purposes
specified in § 63.6640(f)(2)(ii) and (iii) or that operates for the purpose specified in § 63.6640(f)(4)(ii), you must use
diesel fuel that meets the requirements in 40 CFR 80.510(b) for nonroad diesel fuel, except that any existing diesel
fuel purchased (or otherwise obtained) prior to January 1, 2015, may be used until depleted.

(c) Beginning January 1, 2015, if you own or operate a new emergency Cl stationary RICE with a site rating
of more than 500 brake HP and a displacement of less than 30 liters per cylinder located at a major source of HAP
that uses diesel fuel and operates or is contractually obligated to be available for more than 15 hours per calendar
year for the purposes specified in § 63.6640(f)(2)(ii) and (iii), you must use diesel fuel that meets the requirements
in 40 CFR 80.510(b) for nonroad diesel fuel, except that any existing diesel fuel purchased (or otherwise obtained)
prior to January 1, 2015, may be used until depleted.

(d) Existing CI stationary RICE located in Guam, American Samoa, the Commonwealth of the Northern
Mariana Islands, at area sources in areas of Alaska that meet either § 63.6603(b)(1) or § 63.6603(b)(2), or are on
offshore vessels that meet § 63.6603(c) are exempt from the requirements of this section.

[78 FR 6702, Jan. 30, 2013]

General Compliance Requirements

8§ 63.6605 What are my general requirements for complying with this subpart?

(@) You must be in compliance with the emission limitations, operating limitations, and other requirements in
this subpart that apply to you at all times.

(b) At all times you must operate and maintain any affected source, including associated air pollution control
equipment and monitoring equipment, in a manner consistent with safety and good air pollution control practices for
minimizing emissions. The general duty to minimize emissions does not require you to make any further efforts to
reduce emissions if levels required by this standard have been achieved. Determination of whether such operation
and maintenance procedures are being used will be based on information available to the Administrator which may
include, but is not limited to, monitoring results, review of operation and maintenance procedures, review of
operation and maintenance records, and inspection of the source.

[75 FR 9675, Mar. 3, 2010, as amended at 78 FR 6702, Jan. 30, 2013]

Testing and Initial Compliance Requirements



8§ 63.6610 By what date must I conduct the initial performance tests or other initial compliance
demonstrations if I own or operate a stationary RICE with a site rating of more than 500 brake HP located at
a major source of HAP emissions?

If you own or operate a stationary RICE with a site rating of more than 500 brake HP located at a major source
of HAP emissions you are subject to the requirements of this section.

(@) You must conduct the initial performance test or other initial compliance demonstrations in Table 4 to this
subpart that apply to you within 180 days after the compliance date that is specified for your stationary RICE in
§ 63.6595 and according to the provisions in § 63.7(a)(2).

(b) If you commenced construction or reconstruction between December 19, 2002 and June 15, 2004 and own
or operate stationary RICE with a site rating of more than 500 brake HP located at a major source of HAP
emissions, you must demonstrate initial compliance with either the proposed emission limitations or the
promulgated emission limitations no later than February 10, 2005 or no later than 180 days after startup of the
source, whichever is later, according to § 63.7(a)(2)(ix).

(c) If you commenced construction or reconstruction between December 19, 2002 and June 15, 2004 and own
or operate stationary RICE with a site rating of more than 500 brake HP located at a major source of HAP
emissions, and you chose to comply with the proposed emission limitations when demonstrating initial compliance,
you must conduct a second performance test to demonstrate compliance with the promulgated emission limitations
by December 13, 2007 or after startup of the source, whichever is later, according to § 63.7(a)(2)(ix).

(d) An owner or operator is not required to conduct an initial performance test on units for which a
performance test has been previously conducted, but the test must meet all of the conditions described in paragraphs
(d)(2) through (5) of this section.

(1) The test must have been conducted using the same methods specified in this subpart, and these methods
must have been followed correctly.

(2) The test must not be older than 2 years.
(3) The test must be reviewed and accepted by the Administrator.

(4) Either no process or equipment changes must have been made since the test was performed, or the owner
or operator must be able to demonstrate that the results of the performance test, with or without adjustments, reliably
demonstrate compliance despite process or equipment changes.

(5) The test must be conducted at any load condition within plus or minus 10 percent of 100 percent load.
[69 FR 33506, June 15, 2004, as amended at 73 FR 3605, Jan. 18, 2008]

863.6611 By what date must I conduct the initial performance tests or other initial compliance
demonstrations if I own or operate a new or reconstructed 4SLB Sl stationary RICE with a site rating of
greater than or equal to 250 and less than or equal to 500 brake HP located at a major source of HAP
emissions?

If you own or operate a new or reconstructed 4SLB stationary RICE with a site rating of greater than or equal
to 250 and less than or equal to 500 brake HP located at a major source of HAP emissions, you must conduct an
initial performance test within 240 days after the compliance date that is specified for your stationary RICE in
8§ 63.6595 and according to the provisions specified in Table 4 to this subpart, as appropriate.

[73 FR 3605, Jan. 18, 2008, as amended at 75 FR 51589, Aug. 20, 2010]
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8§ 63.6612 By what date must I conduct the initial performance tests or other initial compliance
demonstrations if I own or operate an existing stationary RICE with a site rating of less than or equal to 500
brake HP located at a major source of HAP emissions or an existing stationary RICE located at an area
source of HAP emissions?

If you own or operate an existing stationary RICE with a site rating of less than or equal to 500 brake HP
located at a major source of HAP emissions or an existing stationary RICE located at an area source of HAP
emissions you are subject to the requirements of this section.

(@) You must conduct any initial performance test or other initial compliance demonstration according to
Tables 4 and 5 to this subpart that apply to you within 180 days after the compliance date that is specified for your
stationary RICE in § 63.6595 and according to the provisions in § 63.7(a)(2).

(b) An owner or operator is not required to conduct an initial performance test on a unit for which a
performance test has been previously conducted, but the test must meet all of the conditions described in paragraphs
(b)(1) through (4) of this section.

(1) The test must have been conducted using the same methods specified in this subpart, and these methods
must have been followed correctly.

(2) The test must not be older than 2 years.
(3) The test must be reviewed and accepted by the Administrator.

(4) Either no process or equipment changes must have been made since the test was performed, or the owner
or operator must be able to demonstrate that the results of the performance test, with or without adjustments, reliably
demonstrate compliance despite process or equipment changes.

[75 FR 9676, Mar. 3, 2010, as amended at 75 FR 51589, Aug. 20, 2010]
§ 63.6615 When must | conduct subsequent performance tests?

If you must comply with the emission limitations and operating limitations, you must conduct subsequent
performance tests as specified in Table 3 of this subpart.

8 63.6620 What performance tests and other procedures must | use?
(@) You must conduct each performance test in Tables 3 and 4 of this subpart that applies to you.

(b) Each performance test must be conducted according to the requirements that this subpart specifies in Table
4 to this subpart. If you own or operate a non-operational stationary RICE that is subject to performance testing, you
do not need to start up the engine solely to conduct the performance test. Owners and operators of a non-operational
engine can conduct the performance test when the engine is started up again. The test must be conducted at any load
condition within plus or minus 10 percent of 100 percent load for the stationary RICE listed in paragraphs (b)(1)
through (4) of this section.

(1) Non-emergency 4SRB stationary RICE with a site rating of greater than 500 brake HP located at a major
source of HAP emissions.

(2) New non-emergency 4SLB stationary RICE with a site rating of greater than or equal to 250 brake HP
located at a major source of HAP emissions.
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(3) New non-emergency 2SLB stationary RICE with a site rating of greater than 500 brake HP located at a
major source of HAP emissions.

(4) New non-emergency Cl stationary RICE with a site rating of greater than 500 brake HP located at a major
source of HAP emissions.

(c) [Reserved]

(d) You must conduct three separate test runs for each performance test required in this section, as specified in
8 63.7(e)(3). Each test run must last at least 1 hour, unless otherwise specified in this subpart.

(e)(1) You must use Equation 1 of this section to determine compliance with the percent reduction
requirement:

Where:
C; = concentration of carbon monoxide (CO), total hydrocarbons (THC), or formaldehyde at the control device inlet,
C, = concentration of CO, THC, or formaldehyde at the control device outlet, and

R = percent reduction of CO, THC, or formaldehyde emissions.

(2) You must normalize the CO, THC, or formaldehyde concentrations at the inlet and outlet of the control
device to a dry basis and to 15 percent oxygen, or an equivalent percent carbon dioxide (CO, ). If pollutant
concentrations are to be corrected to 15 percent oxygen and CO, concentration is measured in lieu of oxygen
concentration measurement, a CO,correction factor is needed. Calculate the CO, correction factor as described in
paragraphs (e)(2)(i) through (iii) of this section.

(i) Calculate the fuel-specific F, value for the fuel burned during the test using values obtained from Method
19, Section 5.2, and the following equation:

0.209 Fq

- ———— {Eg.2
F, = o q. 2

(]

Where:

F, = Fuel factor based on the ratio of oxygen volume to the ultimate CO, volume produced by the fuel at zero
percent excess air.

0.209 = Fraction of air that is oxygen, percent/100.

Fq4 = Ratio of the volume of dry effluent gas to the gross calorific value of the fuel from Method 19, dsm? /J
(dscf/10° Btu).

F. = Ratio of the volume of CO, produced to the gross calorific value of the fuel from Method 19, dsm? /J
(dscf/10° Btu)

(ii) Calculate the CO, correction factor for correcting measurement data to 15 percent O, , as follows:

X = =2 (Bg.3)
002 F
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Where:
Xco2 = CO, correction factor, percent.

5.9 = 20.9 percent O, —15 percent O, , the defined O, correction value, percent.

(iii) Calculate the CO, THC, and formaldehyde gas concentrations adjusted to 15 percent O, using CO, as
follows:

*coz
Cadj = “d Tco,

(Eey. 4]

Where:

C.q = Calculated concentration of CO, THC, or formaldehyde adjusted to 15 percent O,
C4 = Measured concentration of CO, THC, or formaldehyde, uncorrected.

Xco2 = CO, correction factor, percent.

%CO, = Measured CO, concentration measured, dry basis, percent.

(f) If you comply with the emission limitation to reduce CO and you are not using an oxidation catalyst, if you
comply with the emission limitation to reduce formaldehyde and you are not using NSCR, or if you comply with the
emission limitation to limit the concentration of formaldehyde in the stationary RICE exhaust and you are not using
an oxidation catalyst or NSCR, you must petition the Administrator for operating limitations to be established during
the initial performance test and continuously monitored thereafter; or for approval of no operating limitations. You
must not conduct the initial performance test until after the petition has been approved by the Administrator.

(9) If you petition the Administrator for approval of operating limitations, your petition must include the
information described in paragraphs (g)(1) through (5) of this section.

(1) Identification of the specific parameters you propose to use as operating limitations;

(2) A discussion of the relationship between these parameters and HAP emissions, identifying how HAP
emissions change with changes in these parameters, and how limitations on these parameters will serve to limit HAP
emissions;

(3) A discussion of how you will establish the upper and/or lower values for these parameters which will
establish the limits on these parameters in the operating limitations;

(4) A discussion identifying the methods you will use to measure and the instruments you will use to monitor
these parameters, as well as the relative accuracy and precision of these methods and instruments; and

(5) A discussion identifying the frequency and methods for recalibrating the instruments you will use for
monitoring these parameters.

(h) If you petition the Administrator for approval of no operating limitations, your petition must include the
information described in paragraphs (h)(1) through (7) of this section.

(1) Identification of the parameters associated with operation of the stationary RICE and any emission control
device which could change intentionally ( e.g., operator adjustment, automatic controller adjustment, etc.) or
unintentionally (e.g., wear and tear, error, etc.) on a routine basis or over time;
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(2) A discussion of the relationship, if any, between changes in the parameters and changes in HAP emissions;

(3) For the parameters which could change in such a way as to increase HAP emissions, a discussion of
whether establishing limitations on the parameters would serve to limit HAP emissions;

(4) For the parameters which could change in such a way as to increase HAP emissions, a discussion of how
you could establish upper and/or lower values for the parameters which would establish limits on the parameters in
operating limitations;

(5) For the parameters, a discussion identifying the methods you could use to measure them and the
instruments you could use to monitor them, as well as the relative accuracy and precision of the methods and
instruments;

(6) For the parameters, a discussion identifying the frequency and methods for recalibrating the instruments
you could use to monitor them; and

(7) A discussion of why, from your point of view, it is infeasible or unreasonable to adopt the parameters as
operating limitations.

(i) The engine percent load during a performance test must be determined by documenting the calculations,
assumptions, and measurement devices used to measure or estimate the percent load in a specific application. A
written report of the average percent load determination must be included in the notification of compliance status.
The following information must be included in the written report: the engine model number, the engine
manufacturer, the year of purchase, the manufacturer's site-rated brake horsepower, the ambient temperature,
pressure, and humidity during the performance test, and all assumptions that were made to estimate or calculate
percent load during the performance test must be clearly explained. If measurement devices such as flow meters,
kilowatt meters, beta analyzers, stain gauges, etc. are used, the model number of the measurement device, and an
estimate of its accurate in percentage of true value must be provided.

[69 FR 33506, June 15, 2004, as amended at 75 FR 9676, Mar. 3, 2010; 78 FR 6702, Jan. 30, 2013]
8 63.6625 What are my monitoring, installation, collection, operation, and maintenance requirements?

(@) If you elect to install a CEMS as specified in Table 5 of this subpart, you must install, operate, and
maintain a CEMS to monitor CO and either O, or CO, according to the requirements in paragraphs (a)(1) through
(4) of this section. If you are meeting a requirement to reduce CO emissions, the CEMS must be installed at both the
inlet and outlet of the control device. If you are meeting a requirement to limit the concentration of CO, the CEMS
must be installed at the outlet of the control device.

(1) Each CEMS must be installed, operated, and maintained according to the applicable performance
specifications of 40 CFR part 60, appendix B.

(2) You must conduct an initial performance evaluation and an annual relative accuracy test audit (RATA) of
each CEMS according to the requirements in § 63.8 and according to the applicable performance specifications of
40 CFR part 60, appendix B as well as daily and periodic data quality checks in accordance with 40 CFR part 60,
appendix F, procedure 1.

(3) As specified in § 63.8(c)(4)(ii), each CEMS must complete a minimum of one cycle of operation
(sampling, analyzing, and data recording) for each successive 15-minute period. You must have at least two data
points, with each representing a different 15-minute period, to have a valid hour of data.

(4) The CEMS data must be reduced as specified in § 63.8(g)(2) and recorded in parts per million or parts per
billion (as appropriate for the applicable limitation) at 15 percent oxygen or the equivalent CO, concentration.
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(b) If you are required to install a continuous parameter monitoring system (CPMS) as specified in Table 5 of
this subpart, you must install, operate, and maintain each CPMS according to the requirements in paragraphs (b)(1)
through (6) of this section. For an affected source that is complying with the emission limitations and operating
limitations on March 9, 2011, the requirements in paragraph (b) of this section are applicable September 6, 2011.

(1) You must prepare a site-specific monitoring plan that addresses the monitoring system design, data
collection, and the quality assurance and quality control elements outlined in paragraphs (b)(1)(i) through (v) of this
section and in § 63.8(d). As specified in 8 63.8(f)(4), you may request approval of monitoring system quality
assurance and quality control procedures alternative to those specified in paragraphs (b)(1) through (5) of this
section in your site-specific monitoring plan.

(i) The performance criteria and design specifications for the monitoring system equipment, including the
sample interface, detector signal analyzer, and data acquisition and calculations;

(ii) Sampling interface ( e.g., thermocouple) location such that the monitoring system will provide
representative measurements;

(iii) Equipment performance evaluations, system accuracy audits, or other audit procedures;

(iv) Ongoing operation and maintenance procedures in accordance with provisions in § 63.8(c)(1)(ii) and
(c)(3); and

(v) Ongoing reporting and recordkeeping procedures in accordance with provisions in 8 63.10(c), (e)(1), and

©)(0).

(2) You must install, operate, and maintain each CPMS in continuous operation according to the procedures in
your site-specific monitoring plan.

(3) The CPMS must collect data at least once every 15 minutes (see also § 63.6635).

(4) For a CPMS for measuring temperature range, the temperature sensor must have a minimum tolerance of
2.8 degrees Celsius (5 degrees Fahrenheit) or 1 percent of the measurement range, whichever is larger.

(5) You must conduct the CPMS equipment performance evaluation, system accuracy audits, or other audit
procedures specified in your site-specific monitoring plan at least annually.

(6) You must conduct a performance evaluation of each CPMS in accordance with your site-specific
monitoring plan.

(c) If you are operating a new or reconstructed stationary RICE which fires landfill gas or digester gas
equivalent to 10 percent or more of the gross heat input on an annual basis, you must monitor and record your fuel
usage daily with separate fuel meters to measure the volumetric flow rate of each fuel. In addition, you must operate
your stationary RICE in a manner which reasonably minimizes HAP emissions.

(d) If you are operating a new or reconstructed emergency 4SLB stationary RICE with a site rating of greater
than or equal to 250 and less than or equal to 500 brake HP located at a major source of HAP emissions, you must
install a non-resettable hour meter prior to the startup of the engine.

(e) If you own or operate any of the following stationary RICE, you must operate and maintain the stationary
RICE and after-treatment control device (if any) according to the manufacturer's emission-related written
instructions or develop your own maintenance plan which must provide to the extent practicable for the maintenance
and operation of the engine in a manner consistent with good air pollution control practice for minimizing
emissions:
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(1) An existing stationary RICE with a site rating of less than 100 HP located at a major source of HAP
emissions;

(2) An existing emergency or black start stationary RICE with a site rating of less than or equal to 500 HP
located at a major source of HAP emissions;

(3) An existing emergency or black start stationary RICE located at an area source of HAP emissions;

(4) An existing non-emergency, non-black start stationary Cl RICE with a site rating less than or equal to 300
HP located at an area source of HAP emissions;

(5) An existing non-emergency, non-black start 2SLB stationary RICE located at an area source of HAP
emissions;

(6) An existing non-emergency, non-black start stationary RICE located at an area source of HAP emissions
which combusts landfill or digester gas equivalent to 10 percent or more of the gross heat input on an annual basis.

(7) An existing non-emergency, non-black start 4SLB stationary RICE with a site rating less than or equal to
500 HP located at an area source of HAP emissions;

(8) An existing non-emergency, non-black start 4SRB stationary RICE with a site rating less than or equal to
500 HP located at an area source of HAP emissions;

(9) An existing, non-emergency, non-black start 4SLB stationary RICE with a site rating greater than 500 HP
located at an area source of HAP emissions that is operated 24 hours or less per calendar year; and

(10) An existing, non-emergency, non-black start 4SRB stationary RICE with a site rating greater than 500 HP
located at an area source of HAP emissions that is operated 24 hours or less per calendar year.

(f) If you own or operate an existing emergency stationary RICE with a site rating of less than or equal to 500
brake HP located at a major source of HAP emissions or an existing emergency stationary RICE located at an area
source of HAP emissions, you must install a non-resettable hour meter if one is not already installed.

(9) If you own or operate an existing non-emergency, non-black start Cl engine greater than or equal to 300
HP that is not equipped with a closed crankcase ventilation system, you must comply with either paragraph (g)(1) or
paragraph (2) of this section. Owners and operators must follow the manufacturer's specified maintenance
requirements for operating and maintaining the open or closed crankcase ventilation systems and replacing the
crankcase filters, or can request the Administrator to approve different maintenance requirements that are as
protective as manufacturer requirements. Existing Cl engines located at area sources in areas of Alaska that meet
either § 63.6603(b)(1) or § 63.6603(b)(2) do not have to meet the requirements of this paragraph (g). Existing ClI
engines located on offshore vessels that meet § 63.6603(c) do not have to meet the requirements of this paragraph

(9)-

(1) Install a closed crankcase ventilation system that prevents crankcase emissions from being emitted to the
atmosphere, or

(2) Install an open crankcase filtration emission control system that reduces emissions from the crankcase by
filtering the exhaust stream to remove oil mist, particulates and metals.

(h) If you operate a new, reconstructed, or existing stationary engine, you must minimize the engine's time
spent at idle during startup and minimize the engine's startup time to a period needed for appropriate and safe
loading of the engine, not to exceed 30 minutes, after which time the emission standards applicable to all times other
than startup in Tables 1a, 2a, 2c, and 2d to this subpart apply.
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(i) If you own or operate a stationary CI engine that is subject to the work, operation or management practices
in items 1 or 2 of Table 2c to this subpart or in items 1 or 4 of Table 2d to this subpart, you have the option of
utilizing an oil analysis program in order to extend the specified oil change requirement in Tables 2¢ and 2d to this
subpart. The oil analysis must be performed at the same frequency specified for changing the oil in Table 2c or 2d to
this subpart. The analysis program must at a minimum analyze the following three parameters: Total Base Number,
viscosity, and percent water content. The condemning limits for these parameters are as follows: Total Base Number
is less than 30 percent of the Total Base Number of the oil when new; viscosity of the oil has changed by more than
20 percent from the viscosity of the oil when new; or percent water content (by volume) is greater than 0.5. If all of
these condemning limits are not exceeded, the engine owner or operator is not required to change the oil. If any of
the limits are exceeded, the engine owner or operator must change the oil within 2 business days of receiving the
results of the analysis; if the engine is not in operation when the results of the analysis are received, the engine
owner or operator must change the oil within 2 business days or before commencing operation, whichever is later.
The owner or operator must keep records of the parameters that are analyzed as part of the program, the results of
the analysis, and the oil changes for the engine. The analysis program must be part of the maintenance plan for the
engine.

(j) If you own or operate a stationary Sl engine that is subject to the work, operation or management practices
in items 6, 7, or 8 of Table 2c to this subpart or in items 5, 6, 7, 9, or 11 of Table 2d to this subpart, you have the
option of utilizing an oil analysis program in order to extend the specified oil change requirement in Tables 2¢ and
2d to this subpart. The oil analysis must be performed at the same frequency specified for changing the oil in Table
2c or 2d to this subpart. The analysis program must at a minimum analyze the following three parameters: Total
Acid Number, viscosity, and percent water content. The condemning limits for these parameters are as follows:
Total Acid Number increases by more than 3.0 milligrams of potassium hydroxide (KOH) per gram from Total Acid
Number of the oil when new; viscosity of the oil has changed by more than 20 percent from the viscosity of the oil
when new; or percent water content (by volume) is greater than 0.5. If all of these condemning limits are not
exceeded, the engine owner or operator is not required to change the oil. If any of the limits are exceeded, the engine
owner or operator must change the oil within 2 business days of receiving the results of the analysis; if the engine is
not in operation when the results of the analysis are received, the engine owner or operator must change the oil
within 2 business days or before commencing operation, whichever is later. The owner or operator must keep
records of the parameters that are analyzed as part of the program, the results of the analysis, and the oil changes for
the engine. The analysis program must be part of the maintenance plan for the engine.

[69 FR 33506, June 15, 2004, as amended at 73 FR 3606, Jan. 18, 2008; 75 FR 9676, Mar. 3, 2010; 75 FR 51589,
Aug. 20, 2010; 76 FR 12866, Mar. 9, 2011; 78 FR 6703, Jan. 30, 2013]

§ 63.6630 How do | demonstrate initial compliance with the emission limitations, operating limitations, and
other requirements?

(a) You must demonstrate initial compliance with each emission limitation, operating limitation, and other
requirement that applies to you according to Table 5 of this subpart.

(b) During the initial performance test, you must establish each operating limitation in Tables 1b and 2b of this
subpart that applies to you.

(c) You must submit the Notification of Compliance Status containing the results of the initial compliance
demonstration according to the requirements in 8 63.6645.

(d) Non-emergency 4SRB stationary RICE complying with the requirement to reduce formaldehyde emissions
by 76 percent or more can demonstrate initial compliance with the formaldehyde emission limit by testing for THC
instead of formaldehyde. The testing must be conducted according to the requirements in Table 4 of this subpart.
The average reduction of emissions of THC determined from the performance test must be equal to or greater than
30 percent.
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(e) The initial compliance demonstration required for existing non-emergency 4SLB and 4SRB stationary
RICE with a site rating of more than 500 HP located at an area source of HAP that are not remote stationary RICE
and that are operated more than 24 hours per calendar year must be conducted according to the following
requirements:

(1) The compliance demonstration must consist of at least three test runs.

(2) Each test run must be of at least 15 minute duration, except that each test conducted using the method in
appendix A to this subpart must consist of at least one measurement cycle and include at least 2 minutes of test data
phase measurement.

(3) If you are demonstrating compliance with the CO concentration or CO percent reduction requirement, you
must measure CO emissions using one of the CO measurement methods specified in Table 4 of this subpart, or using
appendix A to this subpart.

(4) If you are demonstrating compliance with the THC percent reduction requirement, you must measure THC
emissions using Method 25A, reported as propane, of 40 CFR part 60, appendix A.

(5) You must measure O, using one of the O, measurement methods specified in Table 4 of this subpart.
Measurements to determine O, concentration must be made at the same time as the measurements for CO or THC
concentration.

(6) If you are demonstrating compliance with the CO or THC percent reduction requirement, you must
measure CO or THC emissions and O, emissions simultaneously at the inlet and outlet of the control device.

[69 FR 33506, June 15, 2004, as amended at 78 FR 6704, Jan. 30, 2013]

Continuous Compliance Requirements

8 63.6635 How do | monitor and collect data to demonstrate continuous compliance?

(@) If you must comply with emission and operating limitations, you must monitor and collect data according
to this section.

(b) Except for monitor malfunctions, associated repairs, required performance evaluations, and required
quality assurance or control activities, you must monitor continuously at all times that the stationary RICE is
operating. A monitoring malfunction is any sudden, infrequent, not reasonably preventable failure of the monitoring
to provide valid data. Monitoring failures that are caused in part by poor maintenance or careless operation are not
malfunctions.

(c) You may not use data recorded during monitoring malfunctions, associated repairs, and required quality
assurance or control activities in data averages and calculations used to report emission or operating levels. You
must, however, use all the valid data collected during all other periods.

[69 FR 33506, June 15, 2004, as amended at 76 FR 12867, Mar. 9, 2011]

§ 63.6640 How do | demonstrate continuous compliance with the emission limitations, operating limitations,
and other requirements?

(a) You must demonstrate continuous compliance with each emission limitation, operating limitation, and
other requirements in Tables 1a and 1b, Tables 2a and 2b, Table 2c, and Table 2d to this subpart that apply to you
according to methods specified in Table 6 to this subpart.
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(b) You must report each instance in which you did not meet each emission limitation or operating limitation
in Tables 1a and 1b, Tables 2a and 2b, Table 2c, and Table 2d to this subpart that apply to you. These instances are
deviations from the emission and operating limitations in this subpart. These deviations must be reported according
to the requirements in § 63.6650. If you change your catalyst, you must reestablish the values of the operating
parameters measured during the initial performance test. When you reestablish the values of your operating
parameters, you must also conduct a performance test to demonstrate that you are meeting the required emission
limitation applicable to your stationary RICE.

(c) The annual compliance demonstration required for existing non-emergency 4SLB and 4SRB stationary
RICE with a site rating of more than 500 HP located at an area source of HAP that are not remote stationary RICE
and that are operated more than 24 hours per calendar year must be conducted according to the following
requirements:

(1) The compliance demonstration must consist of at least one test run.

(2) Each test run must be of at least 15 minute duration, except that each test conducted using the method in
appendix A to this subpart must consist of at least one measurement cycle and include at least 2 minutes of test data
phase measurement.

(3) If you are demonstrating compliance with the CO concentration or CO percent reduction requirement, you
must measure CO emissions using one of the CO measurement methods specified in Table 4 of this subpart, or using
appendix A to this subpart.

(4) If you are demonstrating compliance with the THC percent reduction requirement, you must measure THC
emissions using Method 25A, reported as propane, of 40 CFR part 60, appendix A.

(5) You must measure O, using one of the O, measurement methods specified in Table 4 of this subpart.
Measurements to determine O, concentration must be made at the same time as the measurements for CO or THC
concentration.

(6) If you are demonstrating compliance with the CO or THC percent reduction requirement, you must
measure CO or THC emissions and O, emissions simultaneously at the inlet and outlet of the control device.

(7) If the results of the annual compliance demonstration show that the emissions exceed the levels specified
in Table 6 of this subpart, the stationary RICE must be shut down as soon as safely possible, and appropriate
corrective action must be taken (e.g., repairs, catalyst cleaning, catalyst replacement). The stationary RICE must be
retested within 7 days of being restarted and the emissions must meet the levels specified in Table 6 of this subpart.
If the retest shows that the emissions continue to exceed the specified levels, the stationary RICE must again be shut
down as soon as safely possible, and the stationary RICE may not operate, except for purposes of startup and testing,
until the owner/operator demonstrates through testing that the emissions do not exceed the levels specified in Table
6 of this subpart.

(d) For new, reconstructed, and rebuilt stationary RICE, deviations from the emission or operating limitations
that occur during the first 200 hours of operation from engine startup (engine burn-in period) are not violations.
Rebuilt stationary RICE means a stationary RICE that has been rebuilt as that term is defined in 40 CFR 94.11(a).

(e) You must also report each instance in which you did not meet the requirements in Table 8 to this subpart
that apply to you. If you own or operate a new or reconstructed stationary RICE with a site rating of less than or
equal to 500 brake HP located at a major source of HAP emissions (except new or reconstructed 4SLB engines
greater than or equal to 250 and less than or equal to 500 brake HP), a new or reconstructed stationary RICE located
at an area source of HAP emissions, or any of the following RICE with a site rating of more than 500 brake HP
located at a major source of HAP emissions, you do not need to comply with the requirements in Table 8 to this
subpart: An existing 2SLB stationary RICE, an existing 4SLB stationary RICE, an existing emergency stationary
RICE, an existing limited use stationary RICE, or an existing stationary RICE which fires landfill gas or digester gas
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equivalent to 10 percent or more of the gross heat input on an annual basis. If you own or operate any of the
following RICE with a site rating of more than 500 brake HP located at a major source of HAP emissions, you do
not need to comply with the requirements in Table 8 to this subpart, except for the initial notification requirements: a
new or reconstructed stationary RICE that combusts landfill gas or digester gas equivalent to 10 percent or more of
the gross heat input on an annual basis, a new or reconstructed emergency stationary RICE, or a new or
reconstructed limited use stationary RICE.

(f) If you own or operate an emergency stationary RICE, you must operate the emergency stationary RICE
according to the requirements in paragraphs (f)(1) through (4) of this section. In order for the engine to be
considered an emergency stationary RICE under this subpart, any operation other than emergency operation,
maintenance and testing, emergency demand response, and operation in non-emergency situations for 50 hours per
year, as described in paragraphs (f)(1) through (4) of this section, is prohibited. If you do not operate the engine
according to the requirements in paragraphs (f)(1) through (4) of this section, the engine will not be considered an
emergency engine under this subpart and must meet all requirements for non-emergency engines.

(1) There is no time limit on the use of emergency stationary RICE in emergency situations.

(2) You may operate your emergency stationary RICE for any combination of the purposes specified in
paragraphs (f)(2)(i) through (iii) of this section for a maximum of 100 hours per calendar year. Any operation for
non-emergency situations as allowed by paragraphs (f)(3) and (4) of this section counts as part of the 100 hours per
calendar year allowed by this paragraph (f)(2).

(i) Emergency stationary RICE may be operated for maintenance checks and readiness testing, provided that
the tests are recommended by federal, state or local government, the manufacturer, the vendor, the regional
transmission organization or equivalent balancing authority and transmission operator, or the insurance company
associated with the engine. The owner or operator may petition the Administrator for approval of additional hours to
be used for maintenance checks and readiness testing, but a petition is not required if the owner or operator
maintains records indicating that federal, state, or local standards require maintenance and testing of emergency
RICE beyond 100 hours per calendar year.

(if) Emergency stationary RICE may be operated for emergency demand response for periods in which the
Reliability Coordinator under the North American Electric Reliability Corporation (NERC) Reliability Standard
EOP-002-3, Capacity and Energy Emergencies (incorporated by reference, see § 63.14), or other authorized entity as
determined by the Reliability Coordinator, has declared an Energy Emergency Alert Level 2 as defined in the NERC
Reliability Standard EOP-002-3.

(iii) Emergency stationary RICE may be operated for periods where there is a deviation of voltage or
frequency of 5 percent or greater below standard voltage or frequency.

(3) Emergency stationary RICE located at major sources of HAP may be operated for up to 50 hours per
calendar year in non-emergency situations. The 50 hours of operation in non-emergency situations are counted as
part of the 100 hours per calendar year for maintenance and testing and emergency demand response provided in
paragraph (f)(2) of this section. The 50 hours per year for non-emergency situations cannot be used for peak shaving
or non-emergency demand response, or to generate income for a facility to supply power to an electric grid or
otherwise supply power as part of a financial arrangement with another entity.

(4) Emergency stationary RICE located at area sources of HAP may be operated for up to 50 hours per
calendar year in non-emergency situations. The 50 hours of operation in non-emergency situations are counted as
part of the 100 hours per calendar year for maintenance and testing and emergency demand response provided in
paragraph (f)(2) of this section. Except as provided in paragraphs (f)(4)(i) and (ii) of this section, the 50 hours per
year for non-emergency situations cannot be used for peak shaving or non-emergency demand response, or to
generate income for a facility to an electric grid or otherwise supply power as part of a financial arrangement with
another entity.
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(i) Prior to May 3, 2014, the 50 hours per year for non-emergency situations can be used for peak shaving or
non-emergency demand response to generate income for a facility, or to otherwise supply power as part of a
financial arrangement with another entity if the engine is operated as part of a peak shaving (load management
program) with the local distribution system operator and the power is provided only to the facility itself or to support
the local distribution system.

(i) The 50 hours per year for non-emergency situations can be used to supply power as part of a financial
arrangement with another entity if all of the following conditions are met:

(A) The engine is dispatched by the local balancing authority or local transmission and distribution system
operator.

(B) The dispatch is intended to mitigate local transmission and/or distribution limitations so as to avert
potential voltage collapse or line overloads that could lead to the interruption of power supply in a local area or
region.

(C) The dispatch follows reliability, emergency operation or similar protocols that follow specific NERC,
regional, state, public utility commission or local standards or guidelines.

(D) The power is provided only to the facility itself or to support the local transmission and distribution
system.

(E) The owner or operator identifies and records the entity that dispatches the engine and the specific NERC,
regional, state, public utility commission or local standards or guidelines that are being followed for dispatching the
engine. The local balancing authority or local transmission and distribution system operator may keep these records
on behalf of the engine owner or operator.

[69 FR 33506, June 15, 2004, as amended at 71 FR 20467, Apr. 20, 2006; 73 FR 3606, Jan. 18, 2008; 75 FR 9676,
Mar. 3, 2010; 75 FR 51591, Aug. 20, 2010; 78 FR 6704, Jan. 30, 2013]

Notifications, Reports, and Records

8§ 63.6645 What notifications must | submit and when?

() You must submit all of the notifications in §§ 63.7(b) and (c), 63.8(e), (f)(4) and (f)(6), 63.9(b) through (e),
and (g) and (h) that apply to you by the dates specified if you own or operate any of the following;

(1) An existing stationary RICE with a site rating of less than or equal to 500 brake HP located at a major
source of HAP emissions.

(2) An existing stationary RICE located at an area source of HAP emissions.

(3) A stationary RICE with a site rating of more than 500 brake HP located at a major source of HAP
emissions.

(4) A new or reconstructed 4SLB stationary RICE with a site rating of greater than or equal to 250 HP located
at a major source of HAP emissions.

(5) This requirement does not apply if you own or operate an existing stationary RICE less than 100 HP, an
existing stationary emergency RICE, or an existing stationary RICE that is not subject to any numerical emission
standards.
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(b) As specified in § 63.9(b)(2), if you start up your stationary RICE with a site rating of more than 500 brake
HP located at a major source of HAP emissions before the effective date of this subpart, you must submit an Initial
Notification not later than December 13, 2004.

(c) If you start up your new or reconstructed stationary RICE with a site rating of more than 500 brake HP
located at a major source of HAP emissions on or after August 16, 2004, you must submit an Initial Notification not
later than 120 days after you become subject to this subpart.

(d) As specified in § 63.9(b)(2), if you start up your stationary RICE with a site rating of equal to or less than
500 brake HP located at a major source of HAP emissions before the effective date of this subpart and you are
required to submit an initial notification, you must submit an Initial Notification not later than July 16, 2008.

(e) If you start up your new or reconstructed stationary RICE with a site rating of equal to or less than 500
brake HP located at a major source of HAP emissions on or after March 18, 2008 and you are required to submit an
initial notification, you must submit an Initial Notification not later than 120 days after you become subject to this
subpart.

(f) If you are required to submit an Initial Notification but are otherwise not affected by the requirements of
this subpart, in accordance with 8 63.6590(b), your notification should include the information in § 63.9(b)(2)(i)
through (v), and a statement that your stationary RICE has no additional requirements and explain the basis of the
exclusion (for example, that it operates exclusively as an emergency stationary RICE if it has a site rating of more
than 500 brake HP located at a major source of HAP emissions).

(9) If you are required to conduct a performance test, you must submit a Notification of Intent to conduct a
performance test at least 60 days before the performance test is scheduled to begin as required in 8 63.7(b)(1).

(h) If you are required to conduct a performance test or other initial compliance demonstration as specified in
Tables 4 and 5 to this subpart, you must submit a Notification of Compliance Status according to § 63.9(h)(2)(ii).

(1) For each initial compliance demonstration required in Table 5 to this subpart that does not include a
performance test, you must submit the Notification of Compliance Status before the close of business on the 30th
day following the completion of the initial compliance demonstration.

(2) For each initial compliance demonstration required in Table 5 to this subpart that includes a performance
test conducted according to the requirements in Table 3 to this subpart, you must submit the Notification of
Compliance Status, including the performance test results, before the close of business on the 60th day following the
completion of the performance test according to § 63.10(d)(2).

(i) If you own or operate an existing non-emergency Cl RICE with a site rating of more than 300 HP located
at an area source of HAP emissions that is certified to the Tier 1 or Tier 2 emission standards in Table 1 of 40 CFR
89.112 and subject to an enforceable state or local standard requiring engine replacement and you intend to meet
management practices rather than emission limits, as specified in § 63.6603(d), you must submit a notification by
March 3, 2013, stating that you intend to use the provision in § 63.6603(d) and identifying the state or local
regulation that the engine is subject to.

[73 FR 3606, Jan. 18, 2008, as amended at 75 FR 9677, Mar. 3, 2010; 75 FR 51591, Aug. 20, 2010; 78 FR 6705,
Jan. 30, 2013]

8 63.6650 What reports must | submit and when?

() You must submit each report in Table 7 of this subpart that applies to you.
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(b) Unless the Administrator has approved a different schedule for submission of reports under § 63.10(a), you
must submit each report by the date in Table 7 of this subpart and according to the requirements in paragraphs (b)(1)
through (b)(9) of this section.

(1) For semiannual Compliance reports, the first Compliance report must cover the period beginning on the
compliance date that is specified for your affected source in § 63.6595 and ending on June 30 or December 31,
whichever date is the first date following the end of the first calendar half after the compliance date that is specified
for your source in § 63.6595.

(2) For semiannual Compliance reports, the first Compliance report must be postmarked or delivered no later
than July 31 or January 31, whichever date follows the end of the first calendar half after the compliance date that is
specified for your affected source in § 63.6595.

(3) For semiannual Compliance reports, each subsequent Compliance report must cover the semiannual
reporting period from January 1 through June 30 or the semiannual reporting period from July 1 through December
3L

(4) For semiannual Compliance reports, each subsequent Compliance report must be postmarked or delivered
no later than July 31 or January 31, whichever date is the first date following the end of the semiannual reporting
period.

(5) For each stationary RICE that is subject to permitting regulations pursuant to 40 CFR part 70 or 71, and if
the permitting authority has established dates for submitting semiannual reports pursuant to 40 CFR
70.6(a)(3)(iii)(A) or 40 CFR 71.6 (a)(3)(iii)(A), you may submit the first and subsequent Compliance reports
according to the dates the permitting authority has established instead of according to the dates in paragraphs (b)(1)
through (b)(4) of this section.

(6) For annual Compliance reports, the first Compliance report must cover the period beginning on the
compliance date that is specified for your affected source in § 63.6595 and ending on December 31.

(7) For annual Compliance reports, the first Compliance report must be postmarked or delivered no later than
January 31 following the end of the first calendar year after the compliance date that is specified for your affected
source in § 63.6595.

(8) For annual Compliance reports, each subsequent Compliance report must cover the annual reporting period
from January 1 through December 31.

(9) For annual Compliance reports, each subsequent Compliance report must be postmarked or delivered no
later than January 31.

(c) The Compliance report must contain the information in paragraphs (c)(1) through (6) of this section.
(1) Company name and address.

(2) Statement by a responsible official, with that official's name, title, and signature, certifying the accuracy of
the content of the report.

(3) Date of report and beginning and ending dates of the reporting period.

(4) If you had a malfunction during the reporting period, the compliance report must include the number,
duration, and a brief description for each type of malfunction which occurred during the reporting period and which
caused or may have caused any applicable emission limitation to be exceeded. The report must also include a
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description of actions taken by an owner or operator during a malfunction of an affected source to minimize
emissions in accordance with § 63.6605(b), including actions taken to correct a malfunction.

(5) If there are no deviations from any emission or operating limitations that apply to you, a statement that
there were no deviations from the emission or operating limitations during the reporting period.

(6) If there were no periods during which the continuous monitoring system (CMS), including CEMS and
CPMS, was out-of-control, as specified in § 63.8(c)(7), a statement that there were no periods during which the
CMS was out-of-control during the reporting period.

(d) For each deviation from an emission or operating limitation that occurs for a stationary RICE where you
are not using a CMS to comply with the emission or operating limitations in this subpart, the Compliance report
must contain the information in paragraphs (c)(1) through (4) of this section and the information in paragraphs (d)(1)
and (2) of this section.

(1) The total operating time of the stationary RICE at which the deviation occurred during the reporting
period.

(2) Information on the number, duration, and cause of deviations (including unknown cause, if applicable), as
applicable, and the corrective action taken.

(e) For each deviation from an emission or operating limitation occurring for a stationary RICE where you are
using a CMS to comply with the emission and operating limitations in this subpart, you must include information in
paragraphs (c)(1) through (4) and (e)(1) through (12) of this section.

(1) The date and time that each malfunction started and stopped.

(2) The date, time, and duration that each CMS was inoperative, except for zero (low-level) and high-level
checks.

(3) The date, time, and duration that each CMS was out-of-control, including the information in § 63.8(c)(8).

(4) The date and time that each deviation started and stopped, and whether each deviation occurred during a
period of malfunction or during another period.

(5) A summary of the total duration of the deviation during the reporting period, and the total duration as a
percent of the total source operating time during that reporting period.

(6) A breakdown of the total duration of the deviations during the reporting period into those that are due to
control equipment problems, process problems, other known causes, and other unknown causes.

(7) A summary of the total duration of CMS downtime during the reporting period, and the total duration of
CMS downtime as a percent of the total operating time of the stationary RICE at which the CMS downtime occurred
during that reporting period.

(8) An identification of each parameter and pollutant (CO or formaldehyde) that was monitored at the
stationary RICE.

(9) A brief description of the stationary RICE.

(10) A brief description of the CMS.
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(11) The date of the latest CMS certification or audit.
(12) A description of any changes in CMS, processes, or controls since the last reporting period.

(f) Each affected source that has obtained a title V operating permit pursuant to 40 CFR part 70 or 71 must
report all deviations as defined in this subpart in the semiannual monitoring report required by 40 CFR 70.6
(@)(3)(iii)(A) or 40 CFR 71.6(a)(3)(iii)(A). If an affected source submits a Compliance report pursuant to Table 7 of
this subpart along with, or as part of, the semiannual monitoring report required by 40 CFR 70.6(a)(3)(iii)(A) or 40
CFR 71.6(a)(3)(iii)(A), and the Compliance report includes all required information concerning deviations from any
emission or operating limitation in this subpart, submission of the Compliance report shall be deemed to satisfy any
obligation to report the same deviations in the semiannual monitoring report. However, submission of a Compliance
report shall not otherwise affect any obligation the affected source may have to report deviations from permit
requirements to the permit authority.

(9) If you are operating as a new or reconstructed stationary RICE which fires landfill gas or digester gas
equivalent to 10 percent or more of the gross heat input on an annual basis, you must submit an annual report
according to Table 7 of this subpart by the date specified unless the Administrator has approved a different schedule,
according to the information described in paragraphs (b)(1) through (b)(5) of this section. You must report the data
specified in (g)(1) through (g)(3) of this section.

(1) Fuel flow rate of each fuel and the heating values that were used in your calculations. You must also
demonstrate that the percentage of heat input provided by landfill gas or digester gas is equivalent to 10 percent or
more of the total fuel consumption on an annual basis.

(2) The operating limits provided in your federally enforceable permit, and any deviations from these limits.
(3) Any problems or errors suspected with the meters.

(h) If you own or operate an emergency stationary RICE with a site rating of more than 100 brake HP that
operates or is contractually obligated to be available for more than 15 hours per calendar year for the purposes
specified in § 63.6640(f)(2)(ii) and (iii) or that operates for the purpose specified in § 63.6640(f)(4)(ii), you must
submit an annual report according to the requirements in paragraphs (h)(1) through (3) of this section.

(1) The report must contain the following information:

(i) Company name and address where the engine is located.

(ii) Date of the report and beginning and ending dates of the reporting period.

(iii) Engine site rating and model year.

(iv) Latitude and longitude of the engine in decimal degrees reported to the fifth decimal place.

(v) Hours operated for the purposes specified in § 63.6640(f)(2)(ii) and (iii), including the date, start time, and
end time for engine operation for the purposes specified in § 63.6640(f)(2)(ii) and (iii).

(vi) Number of hours the engine is contractually obligated to be available for the purposes specified in
8§ 63.6640(f)(2)(ii) and (iii).

(vii) Hours spent for operation for the purpose specified in § 63.6640(f)(4)(ii), including the date, start time,
and end time for engine operation for the purposes specified in § 63.6640(f)(4)(ii). The report must also identify the
entity that dispatched the engine and the situation that necessitated the dispatch of the engine.
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(viii) If there were no deviations from the fuel requirements in § 63.6604 that apply to the engine (if any), a
statement that there were no deviations from the fuel requirements during the reporting period.

(ix) If there were deviations from the fuel requirements in § 63.6604 that apply to the engine (if any),
information on the number, duration, and cause of deviations, and the corrective action taken.

(2) The first annual report must cover the calendar year 2015 and must be submitted no later than March 31,
2016. Subsequent annual reports for each calendar year must be submitted no later than March 31 of the following
calendar year.

(3) The annual report must be submitted electronically using the subpart specific reporting form in the
Compliance and Emissions Data Reporting Interface (CEDRI) that is accessed through EPA's Central Data
Exchange (CDX) (www.epa.gov/cdx ). However, if the reporting form specific to this subpart is not available in
CEDRI at the time that the report is due, the written report must be submitted to the Administrator at the appropriate
address listed in § 63.13.

[69 FR 33506, June 15, 2004, as amended at 75 FR 9677, Mar. 3, 2010; 78 FR 6705, Jan. 30, 2013]
8 63.6655 What records must I keep?

(@) If you must comply with the emission and operating limitations, you must keep the records described in
paragraphs (a)(1) through (2)(5), (b)(1) through (b)(3) and (c) of this section.

(1) A copy of each notification and report that you submitted to comply with this subpart, including all
documentation supporting any Initial Notification or Notification of Compliance Status that you submitted,
according to the requirement in § 63.10(b)(2)(xiv).

(2) Records of the occurrence and duration of each malfunction of operation (i.e., process equipment) or the
air pollution control and monitoring equipment.

(3) Records of performance tests and performance evaluations as required in § 63.10(b)(2)(viii).
(4) Records of all required maintenance performed on the air pollution control and monitoring equipment.

(5) Records of actions taken during periods of malfunction to minimize emissions in accordance with
8§ 63.6605(b), including corrective actions to restore malfunctioning process and air pollution control and monitoring
equipment to its normal or usual manner of operation.

(b) For each CEMS or CPMS, you must keep the records listed in paragraphs (b)(1) through (3) of this
section.

(1) Records described in § 63.10(b)(2)(vi) through (xi).
(2) Previous ( i.e., superseded) versions of the performance evaluation plan as required in § 63.8(d)(3).

(3) Requests for alternatives to the relative accuracy test for CEMS or CPMS as required in § 63.8(f)(6)(i), if
applicable.

(c) If you are operating a new or reconstructed stationary RICE which fires landfill gas or digester gas
equivalent to 10 percent or more of the gross heat input on an annual basis, you must keep the records of your daily
fuel usage monitors.
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(d) You must keep the records required in Table 6 of this subpart to show continuous compliance with each
emission or operating limitation that applies to you.

(e) You must keep records of the maintenance conducted on the stationary RICE in order to demonstrate that
you operated and maintained the stationary RICE and after-treatment control device (if any) according to your own
maintenance plan if you own or operate any of the following stationary RICE;

(1) An existing stationary RICE with a site rating of less than 100 brake HP located at a major source of HAP
emissions.

(2) An existing stationary emergency RICE.

(3) An existing stationary RICE located at an area source of HAP emissions subject to management practices
as shown in Table 2d to this subpart.

(f) If you own or operate any of the stationary RICE in paragraphs (f)(1) through (2) of this section, you must
keep records of the hours of operation of the engine that is recorded through the non-resettable hour meter. The
owner or operator must document how many hours are spent for emergency operation, including what classified the
operation as emergency and how many hours are spent for non-emergency operation. If the engine is used for the
purposes specified in § 63.6640(f)(2)(ii) or (iii) or § 63.6640(f)(4)(ii), the owner or operator must keep records of
the notification of the emergency situation, and the date, start time, and end time of engine operation for these
purposes.

(1) An existing emergency stationary RICE with a site rating of less than or equal to 500 brake HP located at a
major source of HAP emissions that does not meet the standards applicable to non-emergency engines.

(2) An existing emergency stationary RICE located at an area source of HAP emissions that does not meet the
standards applicable to non-emergency engines.

[69 FR 33506, June 15, 2004, as amended at 75 FR 9678, Mar. 3, 2010; 75 FR 51592, Aug. 20, 2010; 78 FR 6706,
Jan. 30, 2013]

§ 63.6660 In what form and how long must | keep my records?

(@) Your records must be in a form suitable and readily available for expeditious review according to
8§ 63.10(b)(1).

(b) As specified in § 63.10(b)(1), you must keep each record for 5 years following the date of each occurrence,
measurement, maintenance, corrective action, report, or record.

(c) You must keep each record readily accessible in hard copy or electronic form for at least 5 years after the
date of each occurrence, measurement, maintenance, corrective action, report, or record, according to 8 63.10(b)(1).

[69 FR 33506, June 15, 2004, as amended at 75 FR 9678, Mar. 3, 2010]

Other Requirements and Information

8 63.6665 What parts of the General Provisions apply to me?

Table 8 to this subpart shows which parts of the General Provisions in §8 63.1 through 63.15 apply to you. If
you own or operate a new or reconstructed stationary RICE with a site rating of less than or equal to 500 brake HP
located at a major source of HAP emissions (except new or reconstructed 4SLB engines greater than or equal to 250
and less than or equal to 500 brake HP), a new or reconstructed stationary RICE located at an area source of HAP
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emissions, or any of the following RICE with a site rating of more than 500 brake HP located at a major source of
HAP emissions, you do not need to comply with any of the requirements of the General Provisions specified in
Table 8: An existing 2SLB stationary RICE, an existing 4SLB stationary RICE, an existing stationary RICE that
combusts landfill or digester gas equivalent to 10 percent or more of the gross heat input on an annual basis, an
existing emergency stationary RICE, or an existing limited use stationary RICE. If you own or operate any of the
following RICE with a site rating of more than 500 brake HP located at a major source of HAP emissions, you do
not need to comply with the requirements in the General Provisions specified in Table 8 except for the initial
notification requirements: A new stationary RICE that combusts landfill gas or digester gas equivalent to 10 percent
or more of the gross heat input on an annual basis, a new emergency stationary RICE, or a new limited use
stationary RICE.

[75 FR 9678, Mar. 3, 2010]
§63.6670 Who implements and enforces this subpart?

(a) This subpart is implemented and enforced by the U.S. EPA, or a delegated authority such as your State,
local, or tribal agency. If the U.S. EPA Administrator has delegated authority to your State, local, or tribal agency,
then that agency (as well as the U.S. EPA) has the authority to implement and enforce this subpart. You should
contact your U.S. EPA Regional Office to find out whether this subpart is delegated to your State, local, or tribal
agency.

(b) In delegating implementation and enforcement authority of this subpart to a State, local, or tribal agency
under 40 CFR part 63, subpart E, the authorities contained in paragraph (c) of this section are retained by the
Administrator of the U.S. EPA and are not transferred to the State, local, or tribal agency.

(c) The authorities that will not be delegated to State, local, or tribal agencies are:

(1) Approval of alternatives to the non-opacity emission limitations and operating limitations in § 63.6600
under § 63.6(g).

(2) Approval of major alternatives to test methods under § 63.7(e)(2)(ii) and (f) and as defined in § 63.90.
(3) Approval of major alternatives to monitoring under § 63.8(f) and as defined in 8 63.90.
(4) Approval of major alternatives to recordkeeping and reporting under § 63.10(f) and as defined in § 63.90.

(5) Approval of a performance test which was conducted prior to the effective date of the rule, as specified in
8§ 63.6610(b).

8§ 63.6675 What definitions apply to this subpart?

Terms used in this subpart are defined in the Clean Air Act (CAA); in 40 CFR 63.2, the General Provisions of
this part; and in this section as follows:

Alaska Railbelt Grid means the service areas of the six regulated public utilities that extend from Fairbanks to
Anchorage and the Kenai Peninsula. These utilities are Golden Valley Electric Association; Chugach Electric
Association; Matanuska Electric Association; Homer Electric Association; Anchorage Municipal Light & Power;
and the City of Seward Electric System.

Area source means any stationary source of HAP that is not a major source as defined in part 63.

Associated equipment as used in this subpart and as referred to in section 112(n)(4) of the CAA, means
equipment associated with an oil or natural gas exploration or production well, and includes all equipment from the
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well bore to the point of custody transfer, except glycol dehydration units, storage vessels with potential for flash
emissions, combustion turbines, and stationary RICE.

Backup power for renewable energy means an engine that provides backup power to a facility that generates
electricity from renewable energy resources, as that term is defined in Alaska Statute 42.45.045(1)(5) (incorporated
by reference, see § 63.14).

Black start engine means an engine whose only purpose is to start up a combustion turbine.
CAA means the Clean Air Act (42 U.S.C. 7401 et seq., as amended by Public Law 101-549, 104 Stat. 2399).

Commercial emergency stationary RICE means an emergency stationary RICE used in commercial
establishments such as office buildings, hotels, stores, telecommunications facilities, restaurants, financial
institutions such as banks, doctor's offices, and sports and performing arts facilities.

Compression ignition means relating to a type of stationary internal combustion engine that is not a spark
ignition engine.

Custody transfer means the transfer of hydrocarbon liquids or natural gas: After processing and/or treatment in
the producing operations, or from storage vessels or automatic transfer facilities or other such equipment, including
product loading racks, to pipelines or any other forms of transportation. For the purposes of this subpart, the point at
which such liquids or natural gas enters a natural gas processing plant is a point of custody transfer.

Deviation means any instance in which an affected source subject to this subpart, or an owner or operator of
such a source:

(1) Fails to meet any requirement or obligation established by this subpart, including but not limited to any
emission limitation or operating limitation;

(2) Fails to meet any term or condition that is adopted to implement an applicable requirement in this subpart
and that is included in the operating permit for any affected source required to obtain such a permit; or

(3) Fails to meet any emission limitation or operating limitation in this subpart during malfunction, regardless
or whether or not such failure is permitted by this subpart.

(4) Fails to satisfy the general duty to minimize emissions established by § 63.6(e)(1)(i).

Diesel engine means any stationary RICE in which a high boiling point liquid fuel injected into the
combustion chamber ignites when the air charge has been compressed to a temperature sufficiently high for auto-
ignition. This process is also known as compression ignition.

Diesel fuel means any liquid obtained from the distillation of petroleum with a boiling point of approximately
150 to 360 degrees Celsius. One commonly used form is fuel oil number 2. Diesel fuel also includes any non-
distillate fuel with comparable physical and chemical properties ( e.g. biodiesel) that is suitable for use in
compression ignition engines.

Digester gas means any gaseous by-product of wastewater treatment typically formed through the anaerobic
decomposition of organic waste materials and composed principally of methane and CO, .

Dual-fuel engine means any stationary RICE in which a liquid fuel (typically diesel fuel) is used for
compression ignition and gaseous fuel (typically natural gas) is used as the primary fuel.
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Emergency stationary RICE means any stationary reciprocating internal combustion engine that meets all of
the criteria in paragraphs (1) through (3) of this definition. All emergency stationary RICE must comply with the
requirements specified in § 63.6640(f) in order to be considered emergency stationary RICE. If the engine does not
comply with the requirements specified in 8 63.6640(f), then it is not considered to be an emergency stationary
RICE under this subpart.

(1) The stationary RICE is operated to provide electrical power or mechanical work during an emergency
situation. Examples include stationary RICE used to produce power for critical networks or equipment (including
power supplied to portions of a facility) when electric power from the local utility (or the normal power source, if
the facility runs on its own power production) is interrupted, or stationary RICE used to pump water in the case of
fire or flood, etc.

(2) The stationary RICE is operated under limited circumstances for situations not included in paragraph (1) of
this definition, as specified in § 63.6640(f).

(3) The stationary RICE operates as part of a financial arrangement with another entity in situations not
included in paragraph (1) of this definition only as allowed in § 63.6640(f)(2)(ii) or (iii) and § 63.6640(f)(4)(i) or

(ii).

Engine startup means the time from initial start until applied load and engine and associated equipment
reaches steady state or normal operation. For stationary engine with catalytic controls, engine startup means the time
from initial start until applied load and engine and associated equipment, including the catalyst, reaches steady state
or normal operation.

Four-stroke engine means any type of engine which completes the power cycle in two crankshaft revolutions,
with intake and compression strokes in the first revolution and power and exhaust strokes in the second revolution.

Gaseous fuel means a material used for combustion which is in the gaseous state at standard atmospheric
temperature and pressure conditions.

Gasoline means any fuel sold in any State for use in motor vehicles and motor vehicle engines, or nonroad or
stationary engines, and commonly or commercially known or sold as gasoline.

Glycol dehydration unit means a device in which a liquid glycol (including, but not limited to, ethylene glycol,
diethylene glycol, or triethylene glycol) absorbent directly contacts a natural gas stream and absorbs water in a
contact tower or absorption column (absorber). The glycol contacts and absorbs water vapor and other gas stream
constituents from the natural gas and becomes “rich” glycol. This glycol is then regenerated in the glycol
dehydration unit reboiler. The “lean” glycol is then recycled.

Hazardous air pollutants (HAP) means any air pollutants listed in or pursuant to section 112(b) of the CAA.

Institutional emergency stationary RICE means an emergency stationary RICE used in institutional
establishments such as medical centers, nursing homes, research centers, institutions of higher education,
correctional facilities, elementary and secondary schools, libraries, religious establishments, police stations, and fire
stations.

ISO standard day conditions means 288 degrees Kelvin (15 degrees Celsius), 60 percent relative humidity and
101.3 kilopascals pressure.

Landfill gas means a gaseous by-product of the land application of municipal refuse typically formed through
the anaerobic decomposition of waste materials and composed principally of methane and CO, .
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Lean burn engine means any two-stroke or four-stroke spark ignited engine that does not meet the definition
of a rich burn engine.

Limited use stationary RICE means any stationary RICE that operates less than 100 hours per year.

Liquefied petroleum gas means any liquefied hydrocarbon gas obtained as a by-product in petroleum refining
of natural gas production.

Liquid fuel means any fuel in liquid form at standard temperature and pressure, including but not limited to
diesel, residual/crude oil, kerosene/naphtha (jet fuel), and gasoline.

Major Source, as used in this subpart, shall have the same meaning as in § 63.2, except that:

(1) Emissions from any oil or gas exploration or production well (with its associated equipment (as defined in
this section)) and emissions from any pipeline compressor station or pump station shall not be aggregated with
emissions from other similar units, to determine whether such emission points or stations are major sources, even
when emission points are in a contiguous area or under common control;

(2) For oil and gas production facilities, emissions from processes, operations, or equipment that are not part
of the same oil and gas production facility, as defined in § 63.1271 of subpart HHH of this part, shall not be
aggregated,;

(3) For production field facilities, only HAP emissions from glycol dehydration units, storage vessel with the
potential for flash emissions, combustion turbines and reciprocating internal combustion engines shall be aggregated
for a major source determination; and

(4) Emissions from processes, operations, and equipment that are not part of the same natural gas transmission
and storage facility, as defined in 8 63.1271 of subpart HHH of this part, shall not be aggregated.

Malfunction means any sudden, infrequent, and not reasonably preventable failure of air pollution control
equipment, process equipment, or a process to operate in a normal or usual manner which causes, or has the
potential to cause, the emission limitations in an applicable standard to be exceeded. Failures that are caused in part
by poor maintenance or careless operation are not malfunctions.

Natural gas means a naturally occurring mixture of hydrocarbon and non-hydrocarbon gases found in
geologic formations beneath the Earth's surface, of which the principal constituent is methane. Natural gas may be
field or pipeline quality.

Non-selective catalytic reduction (NSCR) means an add-on catalytic nitrogen oxides (NOx ) control device for
rich burn engines that, in a two-step reaction, promotes the conversion of excess oxygen, NOyx , CO, and volatile
organic compounds (VOC) into CO, , nitrogen, and water.

Oil and gas production facility as used in this subpart means any grouping of equipment where hydrocarbon
liquids are processed, upgraded ( i.e., remove impurities or other constituents to meet contract specifications), or
stored prior to the point of custody transfer; or where natural gas is processed, upgraded, or stored prior to entering
the natural gas transmission and storage source category. For purposes of a major source determination, facility
(including a building, structure, or installation) means oil and natural gas production and processing equipment that
is located within the boundaries of an individual surface site as defined in this section. Equipment that is part of a
facility will typically be located within close proximity to other equipment located at the same facility. Pieces of
production equipment or groupings of equipment located on different oil and gas leases, mineral fee tracts, lease
tracts, subsurface or surface unit areas, surface fee tracts, surface lease tracts, or separate surface sites, whether or
not connected by a road, waterway, power line or pipeline, shall not be considered part of the same facility.
Examples of facilities in the oil and natural gas production source category include, but are not limited to, well sites,

C-30



satellite tank batteries, central tank batteries, a compressor station that transports natural gas to a natural gas
processing plant, and natural gas processing plants.

Oxidation catalyst means an add-on catalytic control device that controls CO and VOC by oxidation.

Peaking unit or engine means any standby engine intended for use during periods of high demand that are not
emergencies.

Percent load means the fractional power of an engine compared to its maximum manufacturer's design
capacity at engine site conditions. Percent load may range between 0 percent to above 100 percent.

Potential to emit means the maximum capacity of a stationary source to emit a pollutant under its physical and
operational design. Any physical or operational limitation on the capacity of the stationary source to emit a
pollutant, including air pollution control equipment and restrictions on hours of operation or on the type or amount
of material combusted, stored, or processed, shall be treated as part of its design if the limitation or the effect it
would have on emissions is federally enforceable. For oil and natural gas production facilities subject to subpart HH
of this part, the potential to emit provisions in § 63.760(a) may be used. For natural gas transmission and storage
facilities subject to subpart HHH of this part, the maximum annual facility gas throughput for storage facilities may
be determined according to § 63.1270(a)(1) and the maximum annual throughput for transmission facilities may be
determined according to § 63.1270(a)(2).

Production field facility means those oil and gas production facilities located prior to the point of custody
transfer.

Production well means any hole drilled in the earth from which crude oil, condensate, or field natural gas is
extracted.

Propane means a colorless gas derived from petroleum and natural gas, with the molecular structure C3 Hg .
Remote stationary RICE means stationary RICE meeting any of the following criteria:

(1) Stationary RICE located in an offshore area that is beyond the line of ordinary low water along that portion
of the coast of the United States that is in direct contact with the open seas and beyond the line marking the seaward
limit of inland waters.

(2) Stationary RICE located on a pipeline segment that meets both of the criteria in paragraphs (2)(i) and (ii)
of this definition.

(i) A pipeline segment with 10 or fewer buildings intended for human occupancy and no buildings with four or
more stories within 220 yards (200 meters) on either side of the centerline of any continuous 1-mile (1.6 kilometers)
length of pipeline. Each separate dwelling unit in a multiple dwelling unit building is counted as a separate building
intended for human occupancy.

(ii) The pipeline segment does not lie within 100 yards (91 meters) of either a building or a small, well-defined
outside area (such as a playground, recreation area, outdoor theater, or other place of public assembly) that is
occupied by 20 or more persons on at least 5 days a week for 10 weeks in any 12-month period. The days and weeks
need not be consecutive. The building or area is considered occupied for a full day if it is occupied for any portion of
the day.

(iii) For purposes of this paragraph (2), the term pipeline segment means all parts of those physical facilities
through which gas moves in transportation, including but not limited to pipe, valves, and other appurtenance
attached to pipe, compressor units, metering stations, regulator stations, delivery stations, holders, and fabricated
assemblies. Stationary RICE located within 50 yards (46 meters) of the pipeline segment providing power for
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equipment on a pipeline segment are part of the pipeline segment. Transportation of gas means the gathering,
transmission, or distribution of gas by pipeline, or the storage of gas. A building is intended for human occupancy if
its primary use is for a purpose involving the presence of humans.

(3) Stationary RICE that are not located on gas pipelines and that have 5 or fewer buildings intended for
human occupancy and no buildings with four or more stories within a 0.25 mile radius around the engine. A building
is intended for human occupancy if its primary use is for a purpose involving the presence of humans.

Residential emergency stationary RICE means an emergency stationary RICE used in residential
establishments such as homes or apartment buildings.

Responsible official means responsible official as defined in 40 CFR 70.2.

Rich burn engine means any four-stroke spark ignited engine where the manufacturer's recommended
operating air/fuel ratio divided by the stoichiometric air/fuel ratio at full load conditions is less than or equal to 1.1.
Engines originally manufactured as rich burn engines, but modified prior to December 19, 2002 with passive
emission control technology for NOy (such as pre-combustion chambers) will be considered lean burn engines.
Also, existing engines where there are no manufacturer's recommendations regarding air/fuel ratio will be
considered a rich burn engine if the excess oxygen content of the exhaust at full load conditions is less than or equal
to 2 percent.

Site-rated HP means the maximum manufacturer's design capacity at engine site conditions.

Spark ignition means relating to either: A gasoline-fueled engine; or any other type of engine with a spark
plug (or other sparking device) and with operating characteristics significantly similar to the theoretical Otto
combustion cycle. Spark ignition engines usually use a throttle to regulate intake air flow to control power during
normal operation. Dual-fuel engines in which a liquid fuel (typically diesel fuel) is used for ClI and gaseous fuel
(typically natural gas) is used as the primary fuel at an annual average ratio of less than 2 parts diesel fuel to 100
parts total fuel on an energy equivalent basis are spark ignition engines.

Stationary reciprocating internal combustion engine (RICE) means any reciprocating internal combustion
engine which uses reciprocating motion to convert heat energy into mechanical work and which is not mobile.
Stationary RICE differ from mobile RICE in that a stationary RICE is not a non-road engine as defined at 40 CFR
1068.30, and is not used to propel a motor vehicle or a vehicle used solely for competition.

Stationary RICE test cell/stand means an engine test cell/stand, as defined in subpart PPPPP of this part, that
tests stationary RICE.

Stoichiometric means the theoretical air-to-fuel ratio required for complete combustion.

Storage vessel with the potential for flash emissions means any storage vessel that contains a hydrocarbon
liquid with a stock tank gas-to-oil ratio equal to or greater than 0.31 cubic meters per liter and an American
Petroleum Institute gravity equal to or greater than 40 degrees and an actual annual average hydrocarbon liquid
throughput equal to or greater than 79,500 liters per day. Flash emissions occur when dissolved hydrocarbons in the
fluid evolve from solution when the fluid pressure is reduced.

Subpart means 40 CFR part 63, subpart ZZZZ.

Surface site means any combination of one or more graded pad sites, gravel pad sites, foundations, platforms,
or the immediate physical location upon which equipment is physically affixed.
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Two-stroke engine means a type of engine which completes the power cycle in single crankshaft revolution by
combining the intake and compression operations into one stroke and the power and exhaust operations into a
second stroke. This system requires auxiliary scavenging and inherently runs lean of stoichiometric.

[69 FR 33506, June 15, 2004, as amended at 71 FR 20467, Apr. 20, 2006; 73 FR 3607, Jan. 18, 2008; 75 FR 9679,
Mar. 3, 2010; 75 FR 51592, Aug. 20, 2010; 76 FR 12867, Mar. 9, 2011; 78 FR 6706, Jan. 30, 2013]

Table 1 a to Subpart ZZZZ of Part 63—Emission Limitations for Existing, New, and Reconstructed Spark
Ignition, 4SRB Stationary RICE > 500 HP Located at a Major Source of HAP Emissions

As stated in §8 63.6600 and 63.6640, you must comply with the following emission limitations at 100 percent
load plus or minus 10 percent for existing, new and reconstructed 4SRB stationary RICE >500 HP located at a major
source of HAP emissions:

For each |You must meet the following emission limitation,

except during periods of startup . . . During periods of startup you must.. . .
1.4SRB [a. Reduce formaldehyde emissions by 76 percent or [Minimize the engine's time spent at idle and
stationary  |more. If you commenced construction or minimize the engine's startup time at startup to a
RICE reconstruction between December 19, 2002 and June |period needed for appropriate and safe loading of

15, 2004, you may reduce formaldehyde emissions |the engine, not to exceed 30 minutes, after which
by 75 percent or more until June 15, 2007 or time the non-startup emission limitations apply.

b. Limit the concentration of formaldehyde in the
stationary RICE exhaust to 350 ppbvd or less at 15
percent O,

!Sources can petition the Administrator pursuant to the requirements of 40 CFR 63.6(g) for alternative work
practices.

[75 FR 9679, Mar. 3, 2010, as amended at 75 FR 51592, Aug. 20, 2010]

Table 1 b to Subpart ZZZZ of Part 63—Operating Limitations for Existing, New, and Reconstructed Sl
4SRB Stationary RICE >500 HP Located at a Major Source of HAP Emissions

As stated in §8 63.6600, 63.6603, 63.6630 and 63.6640, you must comply with the following operating
limitations for existing, new and reconstructed 4SRB stationary RICE >500 HP located at a major source of HAP
emissions:

TABLE 1B TO SUBPART ZZZZ OF PART 63—OPERATING LIMITATIONS FOR EXISTING, NEW, AND
RECONSTRUCTED S| 4SRB STATIONARY RICE >500 HP LOCATED AT A MAJOR SOURCE OF HAP EMISSIONS

You must meet the following operating limitation,
For each. . . except during periods of startup . . .

1. existing, new and reconstructed 4SRB stationary RICE |a. maintain your catalyst so that the pressure drop across
>500 HP located at a major source of HAP emissions the catalyst does not change by more than 2 inches of
complying with the requirement to reduce formaldehyde |water at 100 percent load plus or minus 10 percent from
emissions by 76 percent or more (or by 75 percent or more, the pressure drop across the catalyst measured during

if applicable) and using NSCR; or the initial performance test; and
existing, new and reconstructed 4SRB stationary RICE b. maintain the temperature of your stationary RICE
>500 HP located at a major source of HAP emissions exhaust so that the catalyst inlet temperature is greater

complying with the requirement to limit the concentration [than or equal to 750 °F and less than or equal to 1250
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of formaldehyde in the stationary RICE exhaust to 350
ppbvd or less at 15 percent O,and using NSCR;

OF.l

2. existing, new and reconstructed 4SRB stationary RICE
>500 HP located at a major source of HAP emissions
complying with the requirement to reduce formaldehyde
emissions by 76 percent or more (or by 75 percent or more,
if applicable) and not using NSCR; or

Comply with any operating limitations approved by the
Administrator.

existing, new and reconstructed 4SRB stationary RICE
>500 HP located at a major source of HAP emissions
complying with the requirement to limit the concentration
of formaldehyde in the stationary RICE exhaust to 350
ppbvd or less at 15 percent O,and not using NSCR.

! Sources can petition the Administrator pursuant to the requirements of 40 CFR 63.8(f) for a different

temperature range.

[78 FR 6706, Jan. 30, 2013]

Table 2 a to Subpart ZZZ7 of Part 63—Emission Limitations for New and Reconstructed 2SLB and
Compression Ignition Stationary RICE >500 HP and New and Reconstructed 4SLB Stationary RICE >250

HP Located at a Major Source of HAP Emissions

As stated in §8 63.6600 and 63.6640, you must comply with the following emission limitations for new and
reconstructed lean burn and new and reconstructed compression ignition stationary RICE at 100 percent load plus or

minus 10 percent:

For each You must meet the following emission limitation,
except during periods of startup . . . During periods of startup you must . . .
1.2SLB  |a. Reduce CO emissions by 58 percent or more; or Minimize the engine's time spent at idle and
stationary |b. Limit concentration of formaldehyde in the stationary |minimize the engine's startup time at startup
RICE RICE exhaust to 12 ppmvd or less at 15 percent O,. If  [to a period needed for appropriate and safe
you commenced construction or reconstruction between [loading of the engine, not to exceed 30
December 19, 2002 and June 15, 2004, you may limit minutes, after which time the non-startup
concentration of formaldehyde to 17 ppmvd or less at 15 |emission limitations apply.
percent O,until June 15, 2007
2.4SLB  |a. Reduce CO emissions by 93 percent or more; or
stationary
RICE
b. Limit concentration of formaldehyde in the stationary
RICE exhaust to 14 ppmvd or less at 15 percent O,
3. Cl a. Reduce CO emissions by 70 percent or more; or
stationary
RICE
b. Limit concentration of formaldehyde in the stationary
RICE exhaust to 580 ppbvd or less at 15 percent O,

! Sources can petition the Administrator pursuant to the requirements of 40 CFR 63.6(g) for alternative work

practices.
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[75 FR 9680, Mar. 3, 2010]

Table 2 b to Subpart ZZZZ of Part 63—Operating Limitations for New and Reconstructed 2SLB and CI
Stationary RICE >500 HP Located at a Major Source of HAP Emissions, New and Reconstructed 4SLB
Stationary RICE >250 HP Located at a Major Source of HAP Emissions, Existing CI Stationary RICE >500

HP

As stated in §§ 63.6600, 63.6601, 63.6603, 63.6630, and 63.6640, you must comply with the following
operating limitations for new and reconstructed 2SLB and CI stationary RICE >500 HP located at a major source of
HAP emissions; new and reconstructed 4SLB stationary RICE >250 HP located at a major source of HAP

emissions; and existing Cl stationary RICE >500 HP:

TABLE 2B TO SUBPART ZZZZ OF PART 63—OPERATING LIMITATIONS FOR NEW AND RECONSTRUCTED
2SLB AND CI STATIONARY RICE >500 HP LOCATED AT A MAJOR SOURCE OF HAP EMISSIONS, NEW AND
RECONSTRUCTED 4SLB STATIONARY RICE >250 HP LOCATED AT A MAJOR SOURCE OF HAP EMISSIONS,

EXISTING CI STATIONARY RICE >500 HP

Foreach. . .

You must meet the following operating
limitation, except during periods of startup . . .

1. New and reconstructed 2SLB and ClI stationary RICE >500
HP located at a major source of HAP emissions and new and
reconstructed 4SLB stationary RICE >250 HP located at a major
source of HAP emissions complying with the requirement to
reduce CO emissions and using an oxidation catalyst; and

New and reconstructed 2SLB and ClI stationary RICE >500 HP
located at a major source of HAP emissions and new and
reconstructed 4SLB stationary RICE >250 HP located at a major
source of HAP emissions complying with the requirement to
limit the concentration of formaldehyde in the stationary RICE
exhaust and using an oxidation catalyst.

a. maintain your catalyst so that the pressure drop
across the catalyst does not change by more than 2
inches of water at 100 percent load plus or minus
10 percent from the pressure drop across the
catalyst that was measured during the initial
performance test; and

b. maintain the temperature of your stationary
RICE exhaust so that the catalyst inlet temperature
is greater than or equal to 450 °F and less than or
equal to 1350 °F.

2. Existing ClI stationary RICE >500 HP complying with the
requirement to limit or reduce the concentration of CO in the
stationary RICE exhaust and using an oxidation catalyst

a. maintain your catalyst so that the pressure drop
across the catalyst does not change by more than 2
inches of water from the pressure drop across the
catalyst that was measured during the initial
performance test; and

b. maintain the temperature of your stationary
RICE exhaust so that the catalyst inlet temperature
is greater than or equal to 450 °F and less than or
equal to 1350 °F.!

3. New and reconstructed 2SLB and ClI stationary RICE >500
HP located at a major source of HAP emissions and new and
reconstructed 4SLB stationary RICE >250 HP located at a major
source of HAP emissions complying with the requirement to
reduce CO emissions and not using an oxidation catalyst; and

Comply with any operating limitations approved
by the Administrator.

New and reconstructed 2SLB and ClI stationary RICE >500 HP
located at a major source of HAP emissions and new and
reconstructed 4SLB stationary RICE >250 HP located at a major
source of HAP emissions complying with the requirement to
limit the concentration of formaldehyde in the stationary RICE
exhaust and not using an oxidation catalyst; and
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existing Cl stationary RICE >500 HP complying with the
requirement to limit or reduce the concentration of CO in the
stationary RICE exhaust and not using an oxidation catalyst.

! Sources can petition the Administrator pursuant to the requirements of 40 CFR 63.8(f) for a different
temperature range.

[78 FR 6707, Jan. 30, 2013]

Requirements for Existing Compression Ignition Stationary RICE Located at a Major Source of HAP
Emissions and Existing Spark Ignition Stationary RICE <500 HP Located at a Major Source of HAP
Emissions

As stated in 8§ 63.6600, 63.6602, and 63.6640, you must comply with the following requirements for existing
compression ignition stationary RICE located at a major source of HAP emissions and existing spark ignition
stationary RICE <500 HP located at a major source of HAP emissions:

TABLE 2C TO SUBPART ZZZZ OF PART 63—REQUIREMENTS FOR EXISTING COMPRESSION IGNITION
STATIONARY RICE LOCATED AT A MAJOR SOURCE OF HAP EMISSIONS AND EXISTING SPARK IGNITION
STATIONARY RICE <500 HP LOCATED AT A MAJOR SOURCE OF HAP EMISSIONS

You must meet the
following requirement,
except during periods of

Foreach. . . startup . . . During periods of startup you must . . .
1. Emergency stationary ClI RICE and |a. Change oil and filter every |Minimize the engine's time spent at idle and
black start stationary CI RICE * 500 hours of operation or minimize the engine's startup time at startup
annually, whichever comes [to a period needed for appropriate and safe
first.” loading of the engine, not to exceed 30

b. Inspect air cleaner every  |minutes, after which time the non-startup
1,000 hours of operation or  |emission limitations apply.®

annually, whichever comes
first, and replace as
necessary;

c. Inspect all hoses and belts
every 500 hours of operation
or annually, whichever comes
first, and replace as

necessary.’
2. Non-Emergency, non-black start a. Change oil and filter every
stationary Cl RICE <100 HP 1,000 hours of operation or
annually, whichever comes
first.?

b. Inspect air cleaner every
1,000 hours of operation or
annually, whichever comes
first, and replace as
necessary;

c. Inspect all hoses and belts
every 500 hours of operation
or annually, whichever comes
first, and replace as
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necessary.’

3. Non-Emergency, non-black start CI
stationary RICE 100<HP<300 HP

Limit concentration of CO in
the stationary RICE exhaust
to 230 ppmvd or less at 15
percent O,.

4. Non-Emergency, non-black start ClI
stationary RICE 300>HP<500.” is
corrected to read “4. Non-Emergency,
non-black start Cl stationary RICE
300<HP<500.

a. Limit concentration of CO
in the stationary RICE
exhaust to 49 ppmvd or less
at 15 percent O,; or

b. Reduce CO emissions by
70 percent or more.

5. Non-Emergency, non-black start
stationary Cl RICE >500 HP

a. Limit concentration of CO
in the stationary RICE
exhaust to 23 ppmvd or less
at 15 percent O,; or

b. Reduce CO emissions by
70 percent or more.

6. Emergency stationary SI RICE and
black start stationary SI RICE."

a. Change oil and filter every
500 hours of operation or
annually, whichever comes
first;?

b. Inspect spark plugs every
1,000 hours of operation or
annually, whichever comes
first, and replace as
necessary;

c. Inspect all hoses and belts
every 500 hours of operation
or annually, whichever comes
first, and replace as
necessary.’

7. Non-Emergency, non-black start
stationary S| RICE <100 HP that are
not 2SLB stationary RICE

a. Change oil and filter every
1,440 hours of operation or
annually, whichever comes
first;?

b. Inspect spark plugs every
1,440 hours of operation or
annually, whichever comes
first, and replace as
necessary;

c. Inspect all hoses and belts
every 1,440 hours of
operation or annually,
whichever comes first, and
replace as necessary.’

8. Non-Emergency, non-black start
2SLB stationary SI RICE <100 HP

a. Change oil and filter every
4,320 hours of operation or
annually, whichever comes
first;?

b. Inspect spark plugs every

4,320 hours of operation or
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annually, whichever comes
first, and replace as
necessary;

c. Inspect all hoses and belts
every 4,320 hours of
operation or annually,
whichever comes first, and
replace as necessary.’

9. Non-emergency, non-black start
2SLB stationary RICE 100<HP<500

Limit concentration of CO in
the stationary RICE exhaust
to 225 ppmvd or less at 15
percent O,

10. Non-emergency, non-black start
4SLB stationary RICE 100<HP<500

Limit concentration of CO in
the stationary RICE exhaust
to 47 ppmvd or less at 15
percent O,.

11. Non-emergency, non-black start
4SRB stationary RICE 100<HP<500

Limit concentration of
formaldehyde in the
stationary RICE exhaust to
10.3 ppmvd or less at 15
percent O,.

12. Non-emergency, non-black start
stationary RICE 100<HP<500 which
combusts landfill or digester gas
equivalent to 10 percent or more of the

Limit concentration of CO in
the stationary RICE exhaust
to 177 ppmvd or less at 15
percent O,.

gross heat input on an annual basis

L If an emergency engine is operating during an emergency and it is not possible to shut down the engine in
order to perform the work practice requirements on the schedule required in Table 2c of this subpart, or if
performing the work practice on the required schedule would otherwise pose an unacceptable risk under federal,
state, or local law, the work practice can be delayed until the emergency is over or the unacceptable risk under
federal, state, or local law has abated. The work practice should be performed as soon as practicable after the
emergency has ended or the unacceptable risk under federal, state, or local law has abated. Sources must report any
failure to perform the work practice on the schedule required and the federal, state or local law under which the risk
was deemed unacceptable.

2 Sources have the option to utilize an oil analysis program as described in § 63.6625(i) or (j) in order to
extend the specified oil change requirement in Table 2c of this subpart.

® Sources can petition the Administrator pursuant to the requirements of 40 CFR 63.6(g) for alternative work
practices.

[78 FR 6708, Jan. 30, 2013, as amended at 78 FR 14457, Mar. 6, 2013]
Requirements for Existing Stationary RICE Located at Area Sources of HAP Emissions

As stated in §§ 63.6603 and 63.6640, you must comply with the following requirements for existing stationary
RICE located at area sources of HAP emissions:
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TABLE 2D TO SUBPART ZZZZ OF PART 63—REQUIREMENTS FOR EXISTING STATIONARY RICE LOCATED
AT AREA SOURCES OF HAP EMISSIONS

Foreach. . .

You must meet the
following requirement,
except during periods of
startup . . .

During periods of startup you must

1. Non-Emergency, non-black start ClI
stationary RICE <300 HP

a. Change oil and filter
every 1,000 hours of
operation or annually,
whichever comes first;*

b. Inspect air cleaner every
1,000 hours of operation or
annually, whichever comes
first, and replace as
necessary;

c. Inspect all hoses and
belts every 500 hours of
operation or annually,
whichever comes first, and
replace as necessary.

Minimize the engine's time spent at idle
and minimize the engine's startup time
at startup to a period needed for
appropriate and safe loading of the
engine, not to exceed 30 minutes, after
which time the non-startup emission
limitations apply.

2. Non-Emergency, non-black start CI
stationary RICE 300<HP<500

a. Limit concentration of
CO in the stationary RICE
exhaust to 49 ppmvd at 15
percent O,; or

b. Reduce CO emissions
by 70 percent or more.

3. Non-Emergency, non-black start CI
stationary RICE >500 HP

a. Limit concentration of
CO in the stationary RICE
exhaust to 23 ppmvd at 15
percent O,; or

b. Reduce CO emissions
by 70 percent or more.

4. Emergency stationary Cl RICE and black
start stationary CI RICE.?

a. Change oil and filter
every 500 hours of
operation or annually,
whichever comes first;*

b. Inspect air cleaner every
1,000 hours of operation or
annually, whichever comes
first, and replace as
necessary; and

c. Inspect all hoses and
belts every 500 hours of
operation or annually,
whichever comes first, and
replace as necessary.

5. Emergency stationary SI RICE; black start
stationary SI RICE; non-emergency, non-black

a. Change oil and filter

every 500 hours of
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start 4SLB stationary RICE >500 HP that
operate 24 hours or less per calendar year; non-
emergency, non-black start 4SRB stationary
RICE >500 HP that operate 24 hours or less per
calendar year.?

operation or annually,
whichever comes first;*;

b. Inspect spark plugs
every 1,000 hours of
operation or annually,
whichever comes first, and
replace as necessary; and
c. Inspect all hoses and
belts every 500 hours of
operation or annually,
whichever comes first, and
replace as necessary.

6. Non-emergency, non-black start 2SLB
stationary RICE

a. Change oil and filter
every 4,320 hours of
operation or annually,
whichever comes first;*

b. Inspect spark plugs
every 4,320 hours of
operation or annually,
whichever comes first, and
replace as necessary; and

c. Inspect all hoses and
belts every 4,320 hours of
operation or annually,
whichever comes first, and
replace as necessary.

7. Non-emergency, non-black start 4SLB
stationary RICE <500 HP

a. Change oil and filter
every 1,440 hours of
operation or annually,
whichever comes first;*

b. Inspect spark plugs
every 1,440 hours of
operation or annually,
whichever comes first, and
replace as necessary; and

c. Inspect all hoses and
belts every 1,440 hours of
operation or annually,
whichever comes first, and
replace as necessary.

8. Non-emergency, non-black start 4SLB
remote stationary RICE >500 HP

a. Change oil and filter
every 2,160 hours of
operation or annually,
whichever comes first;*

b. Inspect spark plugs
every 2,160 hours of
operation or annually,
whichever comes first, and

replace as necessary; and
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c. Inspect all hoses and
belts every 2,160 hours of
operation or annually,
whichever comes first, and
replace as necessary.

9. Non-emergency, non-black start 4SLB
stationary RICE >500 HP that are not remote
stationary RICE and that operate more than 24
hours per calendar year

Install an oxidation
catalyst to reduce HAP
emissions from the
stationary RICE.

10. Non-emergency, non-black start 4SRB
stationary RICE <500 HP

a. Change oil and filter
every 1,440 hours of
operation or annually,
whichever comes first;*

b. Inspect spark plugs
every 1,440 hours of
operation or annually,
whichever comes first, and
replace as necessary; and

c. Inspect all hoses and
belts every 1,440 hours of
operation or annually,
whichever comes first, and
replace as necessary.

11. Non-emergency, non-black start 4SRB
remote stationary RICE >500 HP

a. Change oil and filter
every 2,160 hours of
operation or annually,
whichever comes first;*

b. Inspect spark plugs
every 2,160 hours of
operation or annually,
whichever comes first, and
replace as necessary; and

c. Inspect all hoses and
belts every 2,160 hours of
operation or annually,
whichever comes first, and
replace as necessary.

12. Non-emergency, non-black start 4SRB
stationary RICE >500 HP that are not remote
stationary RICE and that operate more than 24
hours per calendar year

Install NSCR to reduce
HAP emissions from the
stationary RICE.

13. Non-emergency, non-black start stationary
RICE which combusts landfill or digester gas
equivalent to 10 percent or more of the gross
heat input on an annual basis

a. Change oil and filter
every 1,440 hours of
operation or annually,
whichever comes first;*
b. Inspect spark plugs
every 1,440 hours of
operation or annually,

whichever comes first, and
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replace as necessary; and

c. Inspect all hoses and
belts every 1,440 hours of
operation or annually,
whichever comes first, and
replace as necessary.

! Sources have the option to utilize an oil analysis program as described in § 63.6625(i) or (j) in order to
extend the specified oil change requirement in Table 2d of this subpart.

2 If an emergency engine is operating during an emergency and it is not possible to shut down the engine in
order to perform the management practice requirements on the schedule required in Table 2d of this subpart, or if
performing the management practice on the required schedule would otherwise pose an unacceptable risk under
federal, state, or local law, the management practice can be delayed until the emergency is over or the unacceptable
risk under federal, state, or local law has abated. The management practice should be performed as soon as
practicable after the emergency has ended or the unacceptable risk under federal, state, or local law has abated.
Sources must report any failure to perform the management practice on the schedule required and the federal, state
or local law under which the risk was deemed unacceptable.

[78 FR 6709, Jan. 30, 2013]
Subsequent Performance Tests

As stated in 88 63.6615 and 63.6620, you must comply with the following subsequent performance test
requirements:

TABLE 3 TO SUBPART ZZZZ OF PART 63—SUBSEQUENT PERFORMANCE TESTS

Complying with the

Foreach. . . requirementto. . . Youmust. . .
1. New or reconstructed 2SLB stationary RICE >500 HP  |Reduce CO emissions  |Conduct subsequent
located at major sources; new or reconstructed 4SLB and not using a CEMS  |performance tests
stationary RICE >250 HP located at major sources; and semiannually.’

new or reconstructed CI stationary RICE >500 HP located
at major sources

2. 4SRB stationary RICE >5,000 HP located at major Reduce formaldehyde  [Conduct subsequent
sources emissions performance tests
semiannually.*

3. Stationary RICE >500 HP located at major sources and |Limit the concentration |Conduct subsequent
new or reconstructed 4SLB stationary RICE 250<HP<500 |of formaldehyde in the |performance tests

located at major sources stationary RICE exhaust [semiannually.
4. Existing non-emergency, non-black start Cl stationary  [Limit or reduce CO Conduct subsequent
RICE >500 HP that are not limited use stationary RICE emissions and not using ajperformance tests every 8,760
CEMS hours or 3 years, whichever
comes first.
5. Existing non-emergency, non-black start Cl stationary  |Limit or reduce CO Conduct subsequent
RICE >500 HP that are limited use stationary RICE emissions and not using ajperformance tests every 8,760
CEMS hours or 5 years, whichever
comes first.
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! After you have demonstrated compliance for two consecutive tests, you may reduce the frequency of
subsequent performance tests to annually. If the results of any subsequent annual performance test indicate the
stationary RICE is not in compliance with the CO or formaldehyde emission limitation, or you deviate from any of
your operating limitations, you must resume semiannual performance tests.

[78 FR 6711, Jan. 30, 2013]

Table 4 to Subpart ZZZZ of Part 63—Requirements for Performance Tests

As stated in 88 63.6610, 63.6611, 63.6612, 63.6620, and 63.6640, you must comply with the following
requirements for performance tests for stationary RICE:

TABLE 4 TO SUBPART ZZZZ OF PART 63. REQUIREMENTS FOR PERFORMANCE TESTS

Complying with

According to the

For each |the requirement following
to. .. You must. . . Using . . . requirements. . .

1.2SLB, |a. reduce CO i. Measure the O,at the  |(1) Method 3 or 3A or 3B of 40|(a) Measurements to
4SLB, and [emissions inlet and outlet of the CFR part 60, appendix A, or  |determine O,must be
Cl control device; and ASTM Method D6522-00 made at the same time as
stationary (Reapproved 2005).%° the measurements for CO
RICE concentration.

ii. Measure the CO at the |(1) ASTM D6522-00 (a) The CO concentration

inlet and the outlet of the |(Reapproved 2005) ° ‘or must be at 15 percent O,,

control device Method 10 of 40 CFR part 60, (dry basis.

appendix A

2.4SRB  [a. reduce i. Select the sampling port|(1) Method 1 or 1A of 40 CFR |(a) sampling sites must be
stationary [formaldehyde location and the number [part 60, appendix A located at the inlet and
RICE emissions of traverse points; and 8 63.7(d)(1)() outlet of the control

device.

ii. Measure O,at the inlet
and outlet of the control
device; and

(1) Method 3 or 3A or 3B of 40
CFR part 60, appendix A, or
ASTM Method D6522-00
(Reapproved 2005).2

(a) measurements to
determine
O,concentration must be
made at the same time as
the measurements for
formaldehyde or THC
concentration.

iii. Measure moisture
content at the inlet and
outlet of the control
device; and

(1) Method 4 of 40 CFR part
60, appendix A, or Test
Method 320 of 40 CFR part 63,
appendix A, or ASTM D 6348-
032

(a) measurements to
determine moisture
content must be made at
the same time and
location as the
measurements for
formaldehyde or THC
concentration.

iv. If demonstrating
compliance with the
formaldehyde percent
reduction requirement,
measure formaldehyde at

(1) Method 320 or 323 of 40
CFR part 63, appendix A; or
ASTM D6348-03,%provided in
ASTM D6348-03 Annex A5
(Analyte Spiking Technique),

(a) formaldehyde
concentration must be at
15 percent O, dry basis.
Results of this test consist
of the average of the three
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the inlet and the outlet of
the control device

the percent R must be greater
than or equal to 70 and less
than or equal to 130

1-hour or longer runs.

v. If demonstrating
compliance with the THC
percent reduction
requirement, measure
THC at the inlet and the
outlet of the control
device

(1) Method 25A, reported as
propane, of 40 CFR part 60,
appendix A

(a) THC concentration
must be at 15 percent O,,
dry basis. Results of this
test consist of the average
of the three 1-hour or
longer runs.

3.
Stationary
RICE

a. limit the
concentration of
formaldehyde or
CO in the
stationary RICE
exhaust

i. Select the sampling port
location and the number
of traverse points; and

(1) Method 1 or 1A of 40 CFR
part 60, appendix A
§ 63.7(d)(1)(i)

(a) if using a control
device, the sampling site
must be located at the
outlet of the control
device.

ii. Determine the
O,concentration of the
stationary RICE exhaust
at the sampling port
location; and

(1) Method 3 or 3A or 3B of 40
CFR part 60, appendix A, or
ASTM Method D6522-00
(Reapproved 2005).?

(a) measurements to
determine
O,concentration must be
made at the same time
and location as the
measurements for
formaldehyde or CO
concentration.

iii. Measure moisture
content of the stationary
RICE exhaust at the
sampling port location;
and

(1) Method 4 of 40 CFR part
60, appendix A, or Test
Method 320 of 40 CFR part 63,
appendix A, or ASTM D 6348-
03.2

(a) measurements to
determine moisture
content must be made at
the same time and
location as the
measurements for
formaldehyde or CO
concentration.

iv. Measure formaldehyde
at the exhaust of the
stationary RICE; or

(1) Method 320 or 323 of 40
CFR part 63, appendix A; or
IASTM D6348-03,%provided in
ASTM D6348-03 Annex A5
(Analyte Spiking Technique),
the percent R must be greater
than or equal to 70 and less
than or equal to 130

(a) Formaldehyde
concentration must be at
15 percent O,, dry basis.
Results of this test consist
of the average of the three
1-hour or longer runs.

v. measure CO at the
exhaust of the stationary
RICE.

(1) Method 10 of 40 CFR part
60, appendix A, ASTM
Method D6522-00

(2005),? “Method 320 of 40
CFR part 63, appendix A, or

ASTM D6348-03.°

(a) CO concentration
must be at 15 percent O,,
dry basis. Results of this
test consist of the average
of the three 1-hour or

longer runs.

% Incorporated by reference, see 40 CFR 63.14. You may also obtain copies from University Microfilms
International, 300 North Zeeb Road, Ann Arbor, M| 48106.

® You may also use Method 320 of 40 CFR part 63, appendix A, or ASTM D6348-03.
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¢ ASTM-D6522-00 (2005) may be used to test both Cl and Sl stationary RICE.

[78 FR 6711, Jan. 30, 2013]

Table 5 to Subpart ZZZZ7 of Part 63—Initial Compliance With Emission Limitations, Operating Limitations,

and Other Requirements

As stated in 88 63.6612, 63.6625 and 63.6630, you must initially comply with the emission and operating

limitations as required by the following:

TABLE 5 TO SUBPART ZZZZ OF PART 63—INITIAL COMPLIANCE WITH EMISSION LIMITATIONS,
OPERATING LIMITATIONS, AND OTHER REQUIREMENTS

Foreach. . .

Complying with the
requirementto. . .

You have demonstrated initial
compliance if . . .

1. New or reconstructed non-emergency 2SLB
stationary RICE >500 HP located at a major
source of HAP, new or reconstructed non-

a. Reduce CO
emissions and using
oxidation catalyst, and

i. The average reduction of emissions of
CO determined from the initial
performance test achieves the required CO

emergency 4SLB stationary RICE >250 HP using a CPMS percent reduction; and

located at a major source of HAP, non- ii. You have installed a CPMS to

emergency stationary Cl RICE >500 HP located continuously monitor catalyst inlet

at a major source of HAP, and existing non- temperature according to the requirements

emergency stationary Cl RICE >500 HP located in § 63.6625(b); and

at an area source of HAP iii. You have recorded the catalyst pressure
drop and catalyst inlet temperature during
the initial performance test.

2. Non-emergency stationary Cl RICE >500 HP [a. Limit the i. The average CO concentration

located at a major source of HAP, and existing
non-emergency stationary Cl RICE >500 HP
located at an area source of HAP

concentration of CO,
using oxidation
catalyst, and using a
CPMS

determined from the initial performance
test is less than or equal to the CO
emission limitation; and

ii. You have installed a CPMS to
continuously monitor catalyst inlet
temperature according to the requirements
in § 63.6625(b); and

iii. You have recorded the catalyst pressure
drop and catalyst inlet temperature during
the initial performance test.

3. New or reconstructed non-emergency 2SLB
stationary RICE >500 HP located at a major
source of HAP, new or reconstructed non-
emergency 4SLB stationary RICE >250 HP
located at a major source of HAP, non-
emergency stationary Cl RICE >500 HP located
at a major source of HAP, and existing non-
emergency stationary Cl RICE >500 HP located
at an area source of HAP

a. Reduce CO
emissions and not
using oxidation
catalyst

i. The average reduction of emissions of
CO determined from the initial
performance test achieves the required CO
percent reduction; and

ii. You have installed a CPMS to
continuously monitor operating parameters
approved by the Administrator (if any)
according to the requirements in

§ 63.6625(b); and

iii. You have recorded the approved
operating parameters (if any) during the

initial performance test.
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4. Non-emergency stationary Cl RICE >500 HP
located at a major source of HAP, and existing
non-emergency stationary Cl RICE >500 HP
located at an area source of HAP

a. Limit the
concentration of CO,
and not using oxidation
catalyst

i. The average CO concentration
determined from the initial performance
test is less than or equal to the CO
emission limitation; and

ii. You have installed a CPMS to
continuously monitor operating parameters
approved by the Administrator (if any)
according to the requirements in

§ 63.6625(b); and

iii. You have recorded the approved
operating parameters (if any) during the
initial performance test.

5. New or reconstructed non-emergency 2SLB
stationary RICE >500 HP located at a major
source of HAP, new or reconstructed non-
emergency 4SLB stationary RICE >250 HP
located at a major source of HAP, non-
emergency stationary ClI RICE >500 HP located
at a major source of HAP, and existing non-
emergency stationary ClI RICE >500 HP located
at an area source of HAP

a. Reduce CO
emissions, and using a
CEMS

i. You have installed a CEMS to
continuously monitor CO and either O,or
CO,at both the inlet and outlet of the
oxidation catalyst according to the
requirements in 8 63.6625(a); and

ii. You have conducted a performance
evaluation of your CEMS using PS 3 and
4A of 40 CFR part 60, appendix B; and

iii. The average reduction of CO calculated
using 8 63.6620 equals or exceeds the
required percent reduction. The initial test
comprises the first 4-hour period after
successful validation of the CEMS.
Compliance is based on the average
percent reduction achieved during the 4-
hour period.

6. Non-emergency stationary ClI RICE >500 HP
located at a major source of HAP, and existing
non-emergency stationary Cl RICE >500 HP
located at an area source of HAP

a. Limit the
concentration of CO,
and using a CEMS

i. You have installed a CEMS to
continuously monitor CO and either O,or
CO,at the outlet of the oxidation catalyst
according to the requirements in

§ 63.6625(a); and

ii. You have conducted a performance
evaluation of your CEMS using PS 3 and
4A of 40 CFR part 60, appendix B; and

iii. The average concentration of CO
calculated using § 63.6620 is less than or
equal to the CO emission limitation. The
initial test comprises the first 4-hour period
after successful validation of the CEMS.
Compliance is based on the average
concentration measured during the 4-hour
period.

7. Non-emergency 4SRB stationary RICE >500
HP located at a major source of HAP

a. Reduce
formaldehyde
emissions and using
NSCR

i. The average reduction of emissions of
formaldehyde determined from the initial
performance test is equal to or greater than
the required formaldehyde percent
reduction, or the average reduction of

emissions of THC determined from the
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initial performance test is equal to or
greater than 30 percent; and

ii. You have installed a CPMS to
continuously monitor catalyst inlet
temperature according to the requirements
in § 63.6625(b); and

iii. You have recorded the catalyst pressure
drop and catalyst inlet temperature during
the initial performance test.

8. Non-emergency 4SRB stationary RICE >500
HP located at a major source of HAP

a. Reduce
formaldehyde
emissions and not
using NSCR

i. The average reduction of emissions of
formaldehyde determined from the initial
performance test is equal to or greater than
the required formaldehyde percent
reduction or the average reduction of
emissions of THC determined from the
initial performance test is equal to or
greater than 30 percent; and

ii. You have installed a CPMS to
continuously monitor operating parameters
approved by the Administrator (if any)
according to the requirements in

§ 63.6625(b); and

iii. You have recorded the approved
operating parameters (if any) during the
initial performance test.

9. New or reconstructed non-emergency
stationary RICE >500 HP located at a major
source of HAP, new or reconstructed non-
emergency 4SLB stationary RICE 250<HP<500
located at a major source of HAP, and existing
non-emergency 4SRB stationary RICE >500 HP
located at a major source of HAP

a. Limit the
concentration of
formaldehyde in the
stationary RICE
exhaust and using
oxidation catalyst or
NSCR

i. The average formaldehyde
concentration, corrected to 15 percent O,,
dry basis, from the three test runs is less
than or equal to the formaldehyde emission
limitation; and

ii. You have installed a CPMS to
continuously monitor catalyst inlet
temperature according to the requirements
in § 63.6625(b); and

iii. You have recorded the catalyst pressure
drop and catalyst inlet temperature during
the initial performance test.

10. New or reconstructed non-emergency
stationary RICE >500 HP located at a major
source of HAP, new or reconstructed non-
emergency 4SLB stationary RICE 250<HP<500
located at a major source of HAP, and existing
non-emergency 4SRB stationary RICE >500 HP
located at a major source of HAP

a. Limit the
concentration of
formaldehyde in the
stationary RICE
exhaust and not using
oxidation catalyst or
NSCR

i. The average formaldehyde
concentration, corrected to 15 percent O,,
dry basis, from the three test runs is less
than or equal to the formaldehyde emission
limitation; and

ii. You have installed a CPMS to
continuously monitor operating parameters
approved by the Administrator (if any)
according to the requirements in

§ 63.6625(b); and

iii. You have recorded the approved

operating parameters (if any) during the
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initial performance test.

11. Existing non-emergency stationary RICE  [a. Reduce CO i. The average reduction of emissions of

100<HP<500 located at a major source of HAP, |emissions CO or formaldehyde, as applicable

and existing non-emergency stationary Cl RICE determined from the initial performance

300<HP<500 located at an area source of HAP test is equal to or greater than the required
CO or formaldehyde, as applicable, percent
reduction.

12. Existing non-emergency stationary RICE  |a. Limit the i. The average formaldehyde or CO

100<HP<500 located at a major source of HAP,
and existing non-emergency stationary Cl RICE
300<HP<500 located at an area source of HAP

concentration of
formaldehyde or CO in
the stationary RICE
exhaust

concentration, as applicable, corrected to
15 percent O, dry basis, from the three
test runs is less than or equal to the
formaldehyde or CO emission limitation,
as applicable.

13. Existing non-emergency 4SLB stationary
RICE >500 HP located at an area source of HAP
that are not remote stationary RICE and that are
operated more than 24 hours per calendar year

a. Install an oxidation
catalyst

i. You have conducted an initial
compliance demonstration as specified in
8 63.6630(e) to show that the average
reduction of emissions of CO is 93 percent
or more, or the average CO concentration
is less than or equal to 47 ppmvd at 15
percent O,;

ii. You have installed a CPMS to
continuously monitor catalyst inlet
temperature according to the requirements
in § 63.6625(b), or you have installed
equipment to automatically shut down the
engine if the catalyst inlet temperature
exceeds 1350 °F.

14. Existing non-emergency 4SRB stationary
RICE >500 HP located at an area source of HAP
that are not remote stationary RICE and that are
operated more than 24 hours per calendar year

a. Install NSCR

i. You have conducted an initial
compliance demonstration as specified in
§ 63.6630(e) to show that the average
reduction of emissions of CO is 75 percent
or more, the average CO concentration is
less than or equal to 270 ppmvd at 15
percent O,, or the average reduction of
emissions of THC is 30 percent or more;

ii. You have installed a CPMS to
continuously monitor catalyst inlet
temperature according to the requirements
in § 63.6625(b), or you have installed
equipment to automatically shut down the
engine if the catalyst inlet temperature

exceeds 1250 °F.

[78 FR 6712, Jan. 30, 2013]

Table 6 to Subpart ZZZZ of Part 63—Continuous Compliance With Emission Limitations, and Other

Requirements

As stated in § 63.6640, you must continuously comply with the emissions and operating limitations and work
or management practices as required by the following:
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TABLE 6 TO SUBPART ZZZZ OF PART 63—CONTINUOUS COMPLIANCE WITH EMISSION LIMITATIONS, AND
OTHER REQUIREMENTS

Foreach. . .

Complying with the
requirementto. . .

You must demonstrate continuous
compliance by . . .

1. New or reconstructed non-emergency 2SLB
stationary RICE >500 HP located at a major
source of HAP, new or reconstructed non-

a. Reduce CO
emissions and using an
oxidation catalyst, and

i. Conducting semiannual performance
tests for CO to demonstrate that the
required CO percent reduction is

stationary RICE >500 HP located at a major
source of HAP, new or reconstructed non-
emergency 4SLB stationary RICE >250 HP
located at a major source of HAP, and new or
reconstructed non-emergency ClI stationary
RICE >500 HP located at a major source of
HAP

emissions and not using
an oxidation catalyst,
and using a CPMS

emergency 4SLB stationary RICE >250 HP using a CPMS achieved % and

located at a major source of HAP, and new or ii. Collecting the catalyst inlet temperature

reconstructed non-emergency ClI stationary data according to § 63.6625(b); and

RICE >500 HP located at a major source of iii. Reducing these data to 4-hour rolling

HAP averages; and
iv. Maintaining the 4-hour rolling averages
within the operating limitations for the
catalyst inlet temperature; and
v. Measuring the pressure drop across the
catalyst once per month and demonstrating
that the pressure drop across the catalyst is
within the operating limitation established
during the performance test.

2. New or reconstructed non-emergency 2SLB [a. Reduce CO i. Conducting semiannual performance

tests for CO to demonstrate that the
required CO percent reduction is
achieved % and

ii. Collecting the approved operating
parameter (if any) data according to

§ 63.6625(b); and

iii. Reducing these data to 4-hour rolling
averages; and

iv. Maintaining the 4-hour rolling averages
within the operating limitations for the
operating parameters established during
the performance test.

3. New or reconstructed non-emergency 2SLB
stationary RICE >500 HP located at a major
source of HAP, new or reconstructed non-
emergency 4SLB stationary RICE >250 HP
located at a major source of HAP, new or
reconstructed non-emergency stationary ClI
RICE >500 HP located at a major source of
HAP, and existing non-emergency stationary Cl
RICE >500 HP

a. Reduce CO
emissions or limit the
concentration of CO in
the stationary RICE
exhaust, and using a
CEMS

i. Collecting the monitoring data according
to § 63.6625(a), reducing the
measurements to 1-hour averages,
calculating the percent reduction or
concentration of CO emissions according
to § 63.6620; and

ii. Demonstrating that the catalyst achieves
the required percent reduction of CO
emissions over the 4-hour averaging
period, or that the emission remain at or
below the CO concentration limit; and

iii. Conducting an annual RATA of your
CEMS using PS 3 and 4A of 40 CFR part
60, appendix B, as well as daily and
periodic data quality checks in accordance

with 40 CFR part 60, appendix F,
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procedure 1.

4. Non-emergency 4SRB stationary RICE >500
HP located at a major source of HAP

a. Reduce
formaldehyde
emissions and using
NSCR

i. Collecting the catalyst inlet temperature
data according to § 63.6625(b); and

ii. Reducing these data to 4-hour rolling
averages; and

iii. Maintaining the 4-hour rolling averages
within the operating limitations for the
catalyst inlet temperature; and

iv. Measuring the pressure drop across the
catalyst once per month and demonstrating
that the pressure drop across the catalyst is
within the operating limitation established
during the performance test.

5. Non-emergency 4SRB stationary RICE >500
HP located at a major source of HAP

a. Reduce
formaldehyde
emissions and not using
NSCR

i. Collecting the approved operating
parameter (if any) data according to
§ 63.6625(b); and

ii. Reducing these data to 4-hour rolling
averages; and

iii. Maintaining the 4-hour rolling averages
within the operating limitations for the
operating parameters established during
the performance test.

6. Non-emergency 4SRB stationary RICE with ala. Reduce Conducting semiannual performance tests

brake HP >5,000 located at a major source of  [formaldehyde for formaldehyde to demonstrate that the

HAP emissions required formaldehyde percent reduction is
achieved, or to demonstrate that the
average reduction of emissions of THC
determined from the performance test is
equal to or greater than 30 percent.?

7. New or reconstructed non-emergency a. Limit the i. Conducting semiannual performance

stationary RICE >500 HP located at a major
source of HAP and new or reconstructed non-
emergency 4SLB stationary RICE 250<HP<500
located at a major source of HAP

concentration of
formaldehyde in the
stationary RICE
exhaust and using
oxidation catalyst or
NSCR

tests for formaldehyde to demonstrate that
your emissions remain at or below the
formaldehyde concentration limit #;, and

ii. Collecting the catalyst inlet temperature
data according to § 63.6625(b); and

iii. Reducing these data to 4-hour rolling
averages; and

iv. Maintaining the 4-hour rolling averages
within the operating limitations for the
catalyst inlet temperature; and

v. Measuring the pressure drop across the
catalyst once per month and demonstrating

that the pressure drop across the catalyst is
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within the operating limitation established
during the performance test.

8. New or reconstructed non-emergency
stationary RICE >500 HP located at a major
source of HAP and new or reconstructed non-
emergency 4SLB stationary RICE 250<HP<500
located at a major source of HAP

a. Limit the
concentration of
formaldehyde in the
stationary RICE
exhaust and not using
oxidation catalyst or
NSCR

i. Conducting semiannual performance
tests for formaldehyde to demonstrate that
your emissions remain at or below the
formaldehyde concentration limit ?; and

ii. Collecting the approved operating
parameter (if any) data according to

§ 63.6625(b); and

iii. Reducing these data to 4-hour rolling
averages; and

iv. Maintaining the 4-hour rolling averages
within the operating limitations for the
operating parameters established during
the performance test.

9. Existing emergency and black start stationary
RICE <500 HP located at a major source of
HAP, existing hon-emergency stationary RICE
<100 HP located at a major source of HAP,
existing emergency and black start stationary
RICE located at an area source of HAP, existing
non-emergency stationary CI RICE <300 HP
located at an area source of HAP, existing non-
emergency 2SLB stationary RICE located at an
area source of HAP, existing non-emergency
stationary S| RICE located at an area source of
HAP which combusts landfill or digester gas
equivalent to 10 percent or more of the gross
heat input on an annual basis, existing non-
emergency 4SLB and 4SRB stationary RICE
<500 HP located at an area source of HAP,
existing non-emergency 4SLB and 4SRB
stationary RICE >500 HP located at an area
source of HAP that operate 24 hours or less per
calendar year, and existing non-emergency
4SLB and 4SRB stationary RICE >500 HP
located at an area source of HAP that are remote
stationary RICE

a. Work or
Management practices

i. Operating and maintaining the stationary
RICE according to the manufacturer's
emission-related operation and
maintenance instructions; or

ii. Develop and follow your own
maintenance plan which must provide to
the extent practicable for the maintenance
and operation of the engine in a manner
consistent with good air pollution control
practice for minimizing emissions.

10. Existing stationary ClI RICE >500 HP that
are not limited use stationary RICE

a. Reduce CO
emissions, or limit the
concentration of CO in
the stationary RICE
exhaust, and using
oxidation catalyst

i. Conducting performance tests every
8,760 hours or 3 years, whichever comes
first, for CO or formaldehyde, as
appropriate, to demonstrate that the
required CO or formaldehyde, as
appropriate, percent reduction is achieved
or that your emissions remain at or below
the CO or formaldehyde concentration
limit; and

ii. Collecting the catalyst inlet temperature
data according to § 63.6625(b); and

iii. Reducing these data to 4-hour rolling

averages; and
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iv. Maintaining the 4-hour rolling averages
within the operating limitations for the
catalyst inlet temperature; and

v. Measuring the pressure drop across the
catalyst once per month and demonstrating
that the pressure drop across the catalyst is
within the operating limitation established
during the performance test.

11. Existing stationary Cl RICE >500 HP that
are not limited use stationary RICE

a. Reduce CO
emissions, or limit the
concentration of CO in
the stationary RICE
exhaust, and not using
oxidation catalyst

i. Conducting performance tests every
8,760 hours or 3 years, whichever comes
first, for CO or formaldehyde, as
appropriate, to demonstrate that the
required CO or formaldehyde, as
appropriate, percent reduction is achieved
or that your emissions remain at or below
the CO or formaldehyde concentration
limit; and

ii. Collecting the approved operating
parameter (if any) data according to
§ 63.6625(b); and

iii. Reducing these data to 4-hour rolling
averages; and

iv. Maintaining the 4-hour rolling averages
within the operating limitations for the
operating parameters established during
the performance test.

12. Existing limited use ClI stationary RICE
>500 HP

a. Reduce CO
emissions or limit the
concentration of CO in
the stationary RICE
exhaust, and using an
oxidation catalyst

i. Conducting performance tests every
8,760 hours or 5 years, whichever comes
first, for CO or formaldehyde, as
appropriate, to demonstrate that the
required CO or formaldehyde, as
appropriate, percent reduction is achieved
or that your emissions remain at or below
the CO or formaldehyde concentration
limit; and

ii. Collecting the catalyst inlet temperature
data according to § 63.6625(b); and

iii. Reducing these data to 4-hour rolling
averages; and

iv. Maintaining the 4-hour rolling averages
within the operating limitations for the
catalyst inlet temperature; and

v. Measuring the pressure drop across the
catalyst once per month and demonstrating
that the pressure drop across the catalyst is
within the operating limitation established
during the performance test.

13. Existing limited use Cl stationary RICE

a. Reduce CO

i. Conducting performance tests every
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>500 HP

emissions or limit the
concentration of CO in
the stationary RICE
exhaust, and not using
an oxidation catalyst

8,760 hours or 5 years, whichever comes
first, for CO or formaldehyde, as
appropriate, to demonstrate that the
required CO or formaldehyde, as
appropriate, percent reduction is achieved
or that your emissions remain at or below
the CO or formaldehyde concentration
limit; and

ii. Collecting the approved operating
parameter (if any) data according to
§ 63.6625(b); and

iii. Reducing these data to 4-hour rolling
averages; and

iv. Maintaining the 4-hour rolling averages
within the operating limitations for the
operating parameters established during
the performance test.

14. Existing non-emergency 4SLB stationary

RICE >500 HP located at an area source of HAP
that are not remote stationary RICE and that are
operated more than 24 hours per calendar year

a. Install an oxidation
catalyst

i. Conducting annual compliance
demonstrations as specified in

8 63.6640(c) to show that the average
reduction of emissions of CO is 93 percent
or more, or the average CO concentration
is less than or equal to 47 ppmvd at 15
percent O,; and either

ii. Collecting the catalyst inlet temperature
data according to § 63.6625(b), reducing
these data to 4-hour rolling averages; and
maintaining the 4-hour rolling averages
within the limitation of greater than 450 °F
and less than or equal to 1350 °F for the
catalyst inlet temperature; or

iii. Immediately shutting down the engine
if the catalyst inlet temperature exceeds
1350 °F.

15. Existing non-emergency 4SRB stationary

RICE >500 HP located at an area source of HAP
that are not remote stationary RICE and that are
operated more than 24 hours per calendar year

a. Install NSCR

i. Conducting annual compliance
demonstrations as specified in

§ 63.6640(c) to show that the average
reduction of emissions of CO is 75 percent
or more, the average CO concentration is
less than or equal to 270 ppmvd at 15
percent O, or the average reduction of
emissions of THC is 30 percent or more;
and either

ii. Collecting the catalyst inlet temperature
data according to § 63.6625(b), reducing
these data to 4-hour rolling averages; and
maintaining the 4-hour rolling averages
within the limitation of greater than or
equal to 750 °F and less than or equal to
1250 °F for the catalyst inlet temperature;
or

iii. Immediately shutting down the engine
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1250 °F.

if the catalyst inlet temperature exceeds

& After you have demonstrated compliance for two consecutive tests, you may reduce the frequency of
subsequent performance tests to annually. If the results of any subsequent annual performance test indicate the
stationary RICE is not in compliance with the CO or formaldehyde emission limitation, or you deviate from any of
your operating limitations, you must resume semiannual performance tests.

[78 FR 6715, Jan. 30, 2013]

Table 7 to Subpart ZZZZ of Part 63—Requirements for Reports

As stated in § 63.6650, you must comply with the following requirements for reports:

TABLE 7 TO SUBPART ZZZZ OF PART 63—REQUIREMENTS FOR REPORTS

You must
submit a You must submit the
For each. . . The report must contain . . . report. . .

1. Existing non-emergency, non-black |Compliance [a. If there are no deviations from any |i. Semiannually
start stationary RICE 100<HP<500 report emission limitations or operating according to the
located at a major source of HAP; limitations that apply to you, a requirements in
existing non-emergency, non-black statement that there were no 8 63.6650(b)(1)-(5) for
start stationary Cl RICE >500 HP deviations from the emission engines that are not
located at a major source of HAP; limitations or operating limitations  [limited use stationary
existing non-emergency 4SRB during the reporting period. If there |RICE subject to
stationary RICE >500 HP located at a were no periods during which the numerical emission
major source of HAP; existing non- CMS, including CEMS and CPMS, |limitations; and
emergency, non-black start stationary was out-of-control, as specified in  |ii. Annually according to
Cl RICE >300 HP located at an area 8 63.8(c)(7), a statement that there  [the requirements in
source of HAP; new or reconstructed were not periods during which the |8 63.6650(b)(6)-(9) for
non-emergency stationary RICE >500 CMS was out-of-control during the  [engines that are limited
HP located at a major source of HAP; reporting period; or use stationary RICE
and new or reconstructed non- subject to numerical
emergency 4SLB stationary RICE emission limitations.
250<HP<500 located at a major source
of HAP

b. If you had a deviation fromany  [i. Semiannually

emission limitation or operating according to the

limitation during the reporting requirements in

period, the information in 8 63.6650(b).

§ 63.6650(d). If there were periods

during which the CMS, including

CEMS and CPMS, was out-of-

control, as specified in § 63.8(c)(7),

the information in § 63.6650(e); or

c. If you had a malfunction during  |i. Semiannually

the reporting period, the information |according to the

in § 63.6650(c)(4). requirements in

8§ 63.6650(b).

2. New or reconstructed non- Report a. The fuel flow rate of each fuel and |i. Annually, according to
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emergency stationary RICE that
combusts landfill gas or digester gas
equivalent to 10 percent or more of the
gross heat input on an annual basis

the heating values that were used in
your calculations, and you must
demonstrate that the percentage of
heat input provided by landfill gas or
digester gas, is equivalent to 10
percent or more of the gross heat
input on an annual basis; and

the requirements in
8§ 63.6650.

b. The operating limits provided in
your federally enforceable permit,
and any deviations from these limits;

and

i. See item 2.a.i.

c. Any problems or errors suspected

with the meters.

i. See item 2.a.i.

3. Existing non-emergency, non-black
start 4SLB and 4SRB stationary RICE
>500 HP located at an area source of
HAP that are not remote stationary
RICE and that operate more than 24
hours per calendar year

Compliance
report

a. The results of the annual
compliance demonstration, if
conducted during the reporting

period.

i. Semiannually
according to the
requirements in
8 63.6650(b)(1)-(5).

4. Emergency stationary RICE that
operate or are contractually obligated to
be available for more than 15 hours per
year for the purposes specified in

8 63.6640(f)(2)(ii) and (iii) or that
operate for the purposes specified in

8 63.6640(f)(4)( ii)

Report

a. The information in 8§

63.6650(h)(1)|i. annually according to
the requirements in

§ 63.6650(h)(2)-(3).

[78 FR 6719, Jan. 30, 2013]

Table 8 to Subpart ZZZZ of Part 63—Applicability of General Provisions to Subpart ZZZZ.

As stated in § 63.6665, you must comply with the following applicable general provisions.

General provisions
citation Subject of citation Applies to subpart Explanation
8 63.1 General applicability of the Yes.
General Provisions
8 63.2 Definitions Yes Additional terms defined in § 63.6675.
8 63.3 Units and abbreviations Yes.
§ 63.4 Prohibited activities and Yes.
circumvention
8 63.5 Construction and reconstruction  [Yes.
§ 63.6(a) Applicability Yes.
8 63.6(b)(1)-(4) Compliance dates for new and Yes.
reconstructed sources
8 63.6(b)(5) Notification Yes.
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8§ 63.6(b)(6) [Reserved]

8 63.6(b)(7) Compliance dates for new and Yes.
reconstructed area sources that
become major sources

8 63.6(c)(1)-(2) Compliance dates for existing Yes.

sources

8 63.6(c)(3)-(4) [Reserved]
8 63.6(c)(5) Compliance dates for existing area |Yes.
sources that become major sources
8 63.6(d) [Reserved]
8 63.6(e) Operation and maintenance No.
8 63.6(f)(1) Applicability of standards No.
8 63.6(f)(2) Methods for determining Yes.
compliance
8 63.6(f)(3) Finding of compliance Yes.
8 63.6(9)(1)-(3) Use of alternate standard Yes.
8 63.6(h) Opacity and visible emission No Subpart ZZZZ7 does not contain opacity
standards or visible emission standards.
8 63.6(i) Compliance extension procedures |Yes.
and criteria
8 63.6(j) Presidential compliance exemption [Yes.
8 63.7(a)(1)-(2) Performance test dates Yes Subpart ZZZZ contains performance
test dates at §8 63.6610, 63.6611, and
63.6612.
8 63.7(a)(3) CAA section 114 authority Yes.
8 63.7(b)(1) Notification of performance test  [Yes Except that § 63.7(b)(1) only applies as
specified in § 63.6645.
8 63.7(b)(2) Notification of rescheduling Yes Except that § 63.7(b)(2) only applies as
specified in 8 63.6645.
8 63.7(c) Quality assurance/test plan Yes Except that § 63.7(c) only applies as
specified in 8 63.6645.
8§ 63.7(d) Testing facilities Yes.
8 63.7(e)(1) Conditions for conducting No. Subpart ZZZ7 specifies conditions for
performance tests conducting performance tests at
8§ 63.6620.
8 63.7(e)(2) Conduct of performance tests and |Yes Subpart ZZZ7 specifies test methods at
reduction of data § 63.6620.
8 63.7(e)(3) Test run duration Yes.
8 63.7(e)(4) Administrator may require other  [Yes.

testing under section 114 of the
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CAA
8 63.7(f) Alternative test method provisions [Yes.
8 63.7(Q) Performance test data analysis, Yes.
recordkeeping, and reporting
8 63.7(h) \Waiver of tests Yes.
8 63.8(a)(1) Applicability of monitoring Yes Subpart ZZZZ contains specific
requirements requirements for monitoring at
8 63.6625.
8 63.8(2)(2) Performance specifications Yes.
8§ 63.8(a)(3) [Reserved]
8 63.8(a)(4) Monitoring for control devices No.
8§ 63.8(b)(1) Monitoring Yes.
8 63.8(b)(2)-(3) Multiple effluents and multiple Yes.
monitoring systems
8 63.8(c)(1) Monitoring system operation and [Yes.
maintenance
8 63.8(c)(1)(i) Routine and predictable SSM No
8 63.8(c)(1)(ii) SSM not in Startup Shutdown Yes.
Malfunction Plan
8 63.8(c)(1)(iii) Compliance with operation and No
maintenance requirements
8 63.8(c)(2)-(3) Monitoring system installation Yes.
8 63.8(c)(4) Continuous monitoring system Yes Except that subpart ZZZZ does not
(CMS) requirements require Continuous Opacity
Monitoring System (COMS).
8 63.8(c)(5) COMS minimum procedures No Subpart ZZZZ does not require COMS.
8 63.8(c)(6)-(8) CMS requirements Yes Except that subpart ZZZZ does not
require COMS.
8§ 63.8(d) CMS quality control Yes.
8 63.8(e) CMS performance evaluation Yes Except for 8 63.8(e)(5)(ii), which
applies to COMS.
Except that
8 63.8(e) only
applies as specified
in 8 63.6645.
8 63.8(f)(1)-(5) Alternative monitoring method Yes Except that § 63.8(f)(4) only applies as
specified in § 63.6645.
8 63.8(f)(6) Alternative to relative accuracy test|Yes Except that § 63.8(f)(6) only applies as
specified in § 63.6645.
8 63.8(Q) Data reduction Yes Except that provisions for COMS are
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not applicable. Averaging periods for
demonstrating compliance are
specified at §§ 63.6635 and 63.6640.
8 63.9(a) Applicability and State delegation |Yes.
of notification requirements
§ 63.9(b)(1)-(5) Initial notifications Yes Except that § 63.9(b)(3) is reserved.
Except that
8§ 63.9(b) only
applies as specified
in 8 63.6645.

8 63.9(c) Request for compliance extension |[Yes Except that § 63.9(c) only applies as
specified in 8 63.6645.

8 63.9(d) Notification of special compliance [Yes Except that § 63.9(d) only applies as

requirements for new sources specified in 8 63.6645.

8 63.9(e) Notification of performance test  [Yes Except that § 63.9(e) only applies as
specified in § 63.6645.

8 63.9(f) Notification of visible emission  [No Subpart ZZZZ7 does not contain opacity

(VE)/opacity test or VE standards.
8 63.9(9)(1) Notification of performance Yes Except that § 63.9(g) only applies as
evaluation specified in § 63.6645.

8 63.9(0)(2) Notification of use of COMS data [No Subpart ZZZZ does not contain opacity
or VE standards.

8 63.9(9)(3) Notification that criterion for Yes If alternative is in use.

alternative to RATA is exceeded
Except that
8§ 63.9(g) only
applies as specified
in § 63.6645.

8 63.9(h)(1)-(6) Notification of compliance status |[Yes Except that notifications for sources
using a CEMS are due 30 days after
completion of performance
evaluations. § 63.9(h)(4) is reserved.
Except that § 63.9(h) only applies as
specified in § 63.6645.

8 63.9(i) Adjustment of submittal deadlines |Yes.

8 63.9()) Change in previous information  |Yes.

8§ 63.10(a) Administrative provisions for Yes.

recordkeeping/reporting

8 63.10(b)(1) Record retention Yes Except that the most recent 2 years of
data do not have to be retained on site.

8 63.10(b)(2)(i)-(v) |Records related to SSM No.

8 63.10(b)(2)(vi)- |Records Yes.

(xi)
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8 63.10(b)(2)(xii) |Record when under waiver Yes.

8 63.10(b)(2)(xiii) |Records when using alternative to |Yes For CO standard if using RATA
RATA alternative.

8 63.10(b)(2)(xiv) |Records of supporting Yes.
documentation

8 63.10(b)(3) Records of applicability Yes.
determination

8 63.10(c) Additional records for sources Yes Except that § 63.10(c)(2)-(4) and (9)
using CEMS are reserved.

8 63.10(d)(1) General reporting requirements Yes.

8 63.10(d)(2) Report of performance test results [Yes.

8§ 63.10(d)(3) Reporting opacity or VE No Subpart ZZZZ does not contain opacity
observations or VE standards.

8 63.10(d)(4) Progress reports Yes.

8§ 63.10(d)(5) Startup, shutdown, and No.
malfunction reports

8 63.10(e)(1) and  |Additional CMS Reports Yes.

BI0)

8 63.10(e)(2)(ii) COMS-related report No Subpart ZZZ7 does not require COMS.

8 63.10(e)(3) Excess emission and parameter Yes. Except that § 63.10(e)(3)(i) (C) is
exceedances reports reserved.

8 63.10(e)(4) Reporting COMS data No Subpart ZZZ7 does not require COMS.

8 63.10(f) \Waiver for Yes.
recordkeeping/reporting

§ 63.11 Flares No.

8§ 63.12 State authority and delegations Yes.

§ 63.13 Addresses Yes.

8 63.14 Incorporation by reference Yes.

8 63.15 Availability of information Yes.

[75 FR 9688, Mar. 3, 2010, as amended at 78 FR 6720, Jan. 30, 2013]

Appendix A—Protocol for Using an Electrochemical Analyzer to Determine Oxygen and Carbon Monoxide
Concentrations From Certain Engines

1.0 SCOPE AND APPLICATION. WHAT IS THIS PROTOCOL?

This protocol is a procedure for using portable electrochemical (EC) cells for measuring carbon monoxide
(CO) and oxygen (O, ) concentrations in controlled and uncontrolled emissions from existing stationary 4-stroke
lean burn and 4-stroke rich burn reciprocating internal combustion engines as specified in the applicable rule.

1.1 Analytes. What does this protocol determine?
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This protocol measures the engine exhaust gas concentrations of carbon monoxide (CO) and oxygen (O, ).

Analyte CAS No. Sensitivity
Carbon monoxide |630-08-0[Minimum detectable limit should be 2 percent of the nominal range or 1 ppm,
(CO) whichever is less restrictive.
Oxygen (O,) 7782-44-
7

1.2 Applicability. When is this protocol acceptable?

This protocol is applicable to 40 CFR part 63, subpart ZZZZ. Because of inherent cross sensitivities of EC
cells, you must not apply this protocol to other emissions sources without specific instruction to that effect.

1.3 Data Quality Objectives. How good must my collected data be?
Refer to Section 13 to verify and document acceptable analyzer performance.
1.4 Range. What is the targeted analytical range for this protocol?

The measurement system and EC cell design(s) conforming to this protocol will determine the analytical range
for each gas component. The nominal ranges are defined by choosing up-scale calibration gas concentrations near
the maximum anticipated flue gas concentrations for CO and O, , or no more than twice the permitted CO level.

1.5 Sensitivity. What minimum detectable limit will this protocol yield for a particular gas component?

The minimum detectable limit depends on the nominal range and resolution of the specific EC cell used, and
the signal to noise ratio of the measurement system. The minimum detectable limit should be 2 percent of the
nominal range or 1 ppm, whichever is less restrictive.

2.0 SUMMARY OF PROTOCOL

In this protocol, a gas sample is extracted from an engine exhaust system and then conveyed to a portable EC
analyzer for measurement of CO and O, gas concentrations. This method provides measurement system
performance specifications and sampling protocols to ensure reliable data. You may use additions to, or
modifications of vendor supplied measurement systems (e.g., heated or unheated sample lines, thermocouples, flow
meters, selective gas scrubbers, etc.) to meet the design specifications of this protocol. Do not make changes to the
measurement system from the as-verified configuration (Section 3.12).

3.0 DEFINITIONS

3.1 Measurement System. The total equipment required for the measurement of CO and O, concentrations.
The measurement system consists of the following major subsystems:

3.1.1 Data Recorder. A strip chart recorder, computer or digital recorder for logging measurement data from
the analyzer output. You may record measurement data from the digital data display manually or electronically.

3.1.2 Electrochemical (EC) Cell. A device, similar to a fuel cell, used to sense the presence of a specific
analyte and generate an electrical current output proportional to the analyte concentration.

3.1.3 Interference Gas Scrubber. A device used to remove or neutralize chemical compounds that may
interfere with the selective operation of an EC cell.
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3.1.4 Moisture Removal System. Any device used to reduce the concentration of moisture in the sample stream
so as to protect the EC cells from the damaging effects of condensation and to minimize errors in measurements
caused by the scrubbing of soluble gases.

3.1.5 Sample Interface. The portion of the system used for one or more of the following: sample acquisition;
sample transport; sample conditioning or protection of the EC cell from any degrading effects of the engine exhaust
effluent; removal of particulate matter and condensed moisture.

3.2 Nominal Range. The range of analyte concentrations over which each EC cell is operated (normally 25
percent to 150 percent of up-scale calibration gas value). Several nominal ranges can be used for any given cell so
long as the calibration and repeatability checks for that range remain within specifications.

3.3 Calibration Gas. A vendor certified concentration of a specific analyte in an appropriate balance gas.

3.4 Zero Calibration Error. The analyte concentration output exhibited by the EC cell in response to zero-
level calibration gas.

3.5 Up-Scale Calibration Error. The mean of the difference between the analyte concentration exhibited by
the EC cell and the certified concentration of the up-scale calibration gas.

3.6 Interference Check. A procedure for quantifying analytical interference from components in the engine
exhaust gas other than the targeted analytes.

3.7 Repeatability Check. A protocol for demonstrating that an EC cell operated over a given nominal analyte
concentration range provides a stable and consistent response and is not significantly affected by repeated exposure
to that gas.

3.8 Sample Flow Rate. The flow rate of the gas sample as it passes through the EC cell. In some situations, EC
cells can experience drift with changes in flow rate. The flow rate must be monitored and documented during all
phases of a sampling run.

3.9 Sampling Run. A timed three-phase event whereby an EC cell's response rises and plateaus in a sample
conditioning phase, remains relatively constant during a measurement data phase, then declines during a refresh
phase. The sample conditioning phase exposes the EC cell to the gas sample for a length of time sufficient to reach a
constant response. The measurement data phase is the time interval during which gas sample measurements can be
made that meet the acceptance criteria of this protocol. The refresh phase then purges the EC cells with CO-free air.
The refresh phase replenishes requisite O, and moisture in the electrolyte reserve and provides a mechanism to de-
gas or desorb any interference gas scrubbers or filters so as to enable a stable CO EC cell response. There are four
primary types of sampling runs: pre- sampling calibrations; stack gas sampling; post-sampling calibration checks;
and measurement system repeatability checks. Stack gas sampling runs can be chained together for extended
evaluations, providing all other procedural specifications are met.

3.10 Sampling Day. A time not to exceed twelve hours from the time of the pre-sampling calibration to the
post-sampling calibration check. During this time, stack gas sampling runs can be repeated without repeated
recalibrations, providing all other sampling specifications have been met.

3.11 Pre-Sampling Calibration/Post-Sampling Calibration Check. The protocols executed at the beginning
and end of each sampling day to bracket measurement readings with controlled performance checks.

3.12 Performance-Established Configuration. The EC cell and sampling system configuration that existed at
the time that it initially met the performance requirements of this protocol.

4.0 INTERFERENCES.
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When present in sufficient concentrations, NO and NO, are two gas species that have been reported to
interfere with CO concentration measurements. In the likelihood of this occurrence, it is the protocol user's
responsibility to employ and properly maintain an appropriate CO EC cell filter or scrubber for removal of these
gases, as described in Section 6.2.12.

5.0 SAFETY. [RESERVED]
6.0 EQUIPMENT AND SUPPLIES.

6.1 What equipment do | need for the measurement system?

The system must maintain the gas sample at conditions that will prevent moisture condensation in the sample
transport lines, both before and as the sample gas contacts the EC cells. The essential components of the
measurement system are described below.

6.2 Measurement System Components.

6.2.1 Sample Probe. A single extraction-point probe constructed of glass, stainless steel or other non-reactive
material, and of length sufficient to reach any designated sampling point. The sample probe must be designed to
prevent plugging due to condensation or particulate matter.

6.2.2 Sample Line. Non-reactive tubing to transport the effluent from the sample probe to the EC cell.

6.2.3 Calibration Assembly (optional). A three-way valve assembly or equivalent to introduce calibration
gases at ambient pressure at the exit end of the sample probe during calibration checks. The assembly must be
designed such that only stack gas or calibration gas flows in the sample line and all gases flow through any gas path
filters.

6.2.4 Particulate Filter (optional). Filters before the inlet of the EC cell to prevent accumulation of particulate
material in the measurement system and extend the useful life of the components. All filters must be fabricated of
materials that are non-reactive to the gas mixtures being sampled.

6.2.5 Sample Pump. A leak-free pump to provide undiluted sample gas to the system at a flow rate sufficient
to minimize the response time of the measurement system. If located upstream of the EC cells, the pump must be
constructed of a material that is non-reactive to the gas mixtures being sampled.

6.2.8 Sample Flow Rate Monitoring. An adjustable rotameter or equivalent device used to adjust and maintain
the sample flow rate through the analyzer as prescribed.

6.2.9 Sample Gas Manifold (optional). A manifold to divert a portion of the sample gas stream to the analyzer
and the remainder to a by-pass discharge vent. The sample gas manifold may also include provisions for introducing
calibration gases directly to the analyzer. The manifold must be constructed of a material that is non-reactive to the
gas mixtures being sampled.

6.2.10 EC cell. A device containing one or more EC cells to determine the CO and O, concentrations in the
sample gas stream. The EC cell(s) must meet the applicable performance specifications of Section 13 of this
protocol.

6.2.11 Data Recorder. A strip chart recorder, computer or digital recorder to make a record of analyzer output
data. The data recorder resolution (i.e., readability) must be no greater than 1 ppm for CO; 0.1 percent for O, ; and
one degree (either °C or °F) for temperature. Alternatively, you may use a digital or analog meter having the same
resolution to observe and manually record the analyzer responses.
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6.2.12 Interference Gas Filter or Scrubber. A device to remove interfering compounds upstream of the CO
EC cell. Specific interference gas filters or scrubbers used in the performance-established configuration of the
analyzer must continue to be used. Such a filter or scrubber must have a means to determine when the removal agent
is exhausted. Periodically replace or replenish it in accordance with the manufacturer's recommendations.

7.0 REAGENTS AND STANDARDS. WHAT CALIBRATION GASES ARE NEEDED?

7.1 Calibration Gases. CO calibration gases for the EC cell must be CO in nitrogen or CO in a mixture of
nitrogen and O, Use CO calibration gases with labeled concentration values certified by the manufacturer to be
within + 5 percent of the label value. Dry ambient air (20.9 percent O, ) is acceptable for calibration of the O, cell.
If needed, any lower percentage O, calibration gas must be a mixture of O, in nitrogen.

7.1.1 Up-Scale CO Calibration Gas Concentration. Choose one or more up-scale gas concentrations such that
the average of the stack gas measurements for each stack gas sampling run are between 25 and 150 percent of those
concentrations. Alternatively, choose an up-scale gas that does not exceed twice the concentration of the applicable
outlet standard. If a measured gas value exceeds 150 percent of the up-scale CO calibration gas value at any time
during the stack gas sampling run, the run must be discarded and repeated.

7.1.2 Up-Scale O , Calibration Gas Concentration.

Select an O, gas concentration such that the difference between the gas concentration and the average stack
gas measurement or reading for each sample run is less than 15 percent O, . When the average exhaust gas
O, readings are above 6 percent, you may use dry ambient air (20.9 percent O, ) for the up-scale O, calibration gas.

7.1.3 Zero Gas. Use an inert gas that contains less than 0.25 percent of the up-scale CO calibration gas
concentration. You may use dry air that is free from ambient CO and other combustion gas products (e.g., CO; ).

8.0 SAMPLE COLLECTION AND ANALYSIS
8.1 Selection of Sampling Sites.

8.1.1 Control Device Inlet. Select a sampling site sufficiently downstream of the engine so that the combustion
gases should be well mixed. Use a single sampling extraction point near the center of the duct (e.g., within the 10
percent centroidal area), unless instructed otherwise.

8.1.2 Exhaust Gas Outlet. Select a sampling site located at least two stack diameters downstream of any
disturbance (e.g., turbocharger exhaust, crossover junction or recirculation take-off) and at least one-half stack
diameter upstream of the gas discharge to the atmosphere. Use a single sampling extraction point near the center of
the duct (e.g., within the 10 percent centroidal area), unless instructed otherwise.

8.2 Stack Gas Collection and Analysis. Prior to the first stack gas sampling run, conduct that the pre-sampling
calibration in accordance with Section 10.1. Use Figure 1 to record all data. Zero the analyzer with zero gas.
Confirm and record that the scrubber media color is correct and not exhausted. Then position the probe at the
sampling point and begin the sampling run at the same flow rate used during the up-scale calibration. Record the
start time. Record all EC cell output responses and the flow rate during the “sample conditioning phase” once per
minute until constant readings are obtained. Then begin the “measurement data phase” and record readings every 15
seconds for at least two minutes (or eight readings), or as otherwise required to achieve two continuous minutes of
data that meet the specification given in Section 13.1. Finally, perform the “refresh phase” by introducing dry air,
free from CO and other combustion gases, until several minute-to-minute readings of consistent value have been
obtained. For each run use the “measurement data phase” readings to calculate the average stack gas CO and
O, concentrations.
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8.3 EC Cell Rate. Maintain the EC cell sample flow rate so that it does not vary by more than + 10 percent
throughout the pre-sampling calibration, stack gas sampling and post-sampling calibration check. Alternatively, the
EC cell sample flow rate can be maintained within a tolerance range that does not affect the gas concentration
readings by more than * 3 percent, as instructed by the EC cell manufacturer.

9.0 QUALITY CONTROL (RESERVED)

10.0 CALIBRATION AND STANDARDIZATION

10.1 Pre-Sampling Calibration. Conduct the following protocol once for each nominal range to be used on
each EC cell before performing a stack gas sampling run on each field sampling day. Repeat the calibration if you
replace an EC cell before completing all of the sampling runs. There is no prescribed order for calibration of the EC
cells; however, each cell must complete the measurement data phase during calibration. Assemble the measurement
system by following the manufacturer's recommended protocols including for preparing and preconditioning the EC
cell. Assure the measurement system has no leaks and verify the gas scrubbing agent is not depleted. Use Figure 1 to
record all data.

10.1.1 Zero Calibration. For both the O, and CO cells, introduce zero gas to the measurement system (e.g., at
the calibration assembly) and record the concentration reading every minute until readings are constant for at least
two consecutive minutes. Include the time and sample flow rate. Repeat the steps in this section at least once to
verify the zero calibration for each component gas.

10.1.2 Zero Calibration Tolerance. For each zero gas introduction, the zero level output must be less than or
equal to £ 3 percent of the up-scale gas value or + 1 ppm, whichever is less restrictive, for the CO channel and less
than or equal to + 0.3 percent O, for the O, channel.

10.1.3 Up-Scale Calibration. Individually introduce each calibration gas to the measurement system (e.g., at
the calibration assembly) and record the start time. Record all EC cell output responses and the flow rate during this
“sample conditioning phase” once per minute until readings are constant for at least two minutes. Then begin the
“measurement data phase” and record readings every 15 seconds for a total of two minutes, or as otherwise required.
Finally, perform the “refresh phase” by introducing dry air, free from CO and other combustion gases, until readings
are constant for at least two consecutive minutes. Then repeat the steps in this section at least once to verify the
calibration for each component gas. Introduce all gases to flow through the entire sample handling system (i.e., at
the exit end of the sampling probe or the calibration assembly).

10.1.4 Up-Scale Calibration Error. The mean of the difference of the “measurement data phase” readings
from the reported standard gas value must be less than or equal to + 5 percent or = 1 ppm for CO or + 0.5 percent
O, , whichever is less restrictive, respectively. The maximum allowable deviation from the mean measured value of
any single “measurement data phase” reading must be less than or equal to £ 2 percent or £ 1 ppm for CO or £ 0.5
percent O, , whichever is less restrictive, respectively.

10.2 Post-Sampling Calibration Check. Conduct a stack gas post-sampling calibration check after the stack
gas sampling run or set of runs and within 12 hours of the initial calibration. Conduct up-scale and zero calibration
checks using the protocol in Section 10.1. Make no changes to the sampling system or EC cell calibration until all
post-sampling calibration checks have been recorded. If either the zero or up-scale calibration error exceeds the
respective specification in Sections 10.1.2 and 10.1.4 then all measurement data collected since the previous
successful calibrations are invalid and re-calibration and re-sampling are required. If the sampling system is
disassembled or the EC cell calibration is adjusted, repeat the calibration check before conducting the next analyzer
sampling run.

11.0 ANALYTICAL PROCEDURE

The analytical procedure is fully discussed in Section 8.
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12.0 CALCULATIONS AND DATA ANALYSIS

Determine the CO and O, concentrations for each stack gas sampling run by calculating the mean gas
concentrations of the data recorded during the “measurement data phase”.

13.0 PROTOCOL PERFORMANCE
Use the following protocols to verify consistent analyzer performance during each field sampling day.

13.1 Measurement Data Phase Performance Check. Calculate the mean of the readings from the
“measurement data phase”. The maximum allowable deviation from the mean for each of the individual readings is
+ 2 percent, or £ 1 ppm, whichever is less restrictive. Record the mean value and maximum deviation for each gas
monitored. Data must conform to Section 10.1.4. The EC cell flow rate must conform to the specification in Section
8.3.

Example: A measurement data phase is invalid if the maximum deviation of any single reading comprising
that mean is greater than + 2 percent or = 1 ppm (the default criteria). For example, if the mean = 30 ppm, single
readings of below 29 ppm and above 31 ppm are disallowed ).

13.2 Interference Check. Before the initial use of the EC cell and interference gas scrubber in the field, and
semi-annually thereafter, challenge the interference gas scrubber with NO and NO, gas standards that are generally
recognized as representative of diesel-fueled engine NO and NO, emission values. Record the responses displayed
by the CO EC cell and other pertinent data on Figure 1 or a similar form.

13.2.1 Interference Response. The combined NO and NO, interference response should be less than or equal
to + 5 percent of the up-scale CO calibration gas concentration.

13.3 Repeatability Check. Conduct the following check once for each nominal range that is to be used on the
CO EC cell within 5 days prior to each field sampling program. If a field sampling program lasts longer than 5 days,
repeat this check every 5 days. Immediately repeat the check if the EC cell is replaced or if the EC cell is exposed to
gas concentrations greater than 150 percent of the highest up-scale gas concentration.

13.3.1 Repeatability Check Procedure. Perform a complete EC cell sampling run (all three phases) by
introducing the CO calibration gas to the measurement system and record the response. Follow Section 10.1.3. Use
Figure 1 to record all data. Repeat the run three times for a total of four complete runs. During the four repeatability
check runs, do not adjust the system except where necessary to achieve the correct calibration gas flow rate at the
analyzer.

13.3.2 Repeatability Check Calculations. Determine the highest and lowest average “measurement data phase”
CO concentrations from the four repeatability check runs and record the results on Figure 1 or a similar form. The
absolute value of the difference between the maximum and minimum average values recorded must not vary more
than £ 3 percent or = 1 ppm of the up-scale gas value, whichever is less restrictive.

14.0 POLLUTION PREVENTION (RESERVED)
15.0 WASTE MANAGEMENT (RESERVED)
16.0 ALTERNATIVE PROCEDURES (RESERVED)

17.0 REFERENCES

(1) “Development of an Electrochemical Cell Emission Analyzer Test Protocol”, Topical Report, Phil Juneau,
Emission Monitoring, Inc., July 1997.
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(2) “Determination of Nitrogen Oxides, Carbon Monoxide, and Oxygen Emissions from Natural Gas-Fired
Engines, Boilers, and Process Heaters Using Portable Analyzers”, EMC Conditional Test Protocol 30 (CTM-30),
Gas Research Institute Protocol GRI-96/0008, Revision 7, October 13, 1997.

(3) “ICAC Test Protocol for Periodic Monitoring”, EMC Conditional Test Protocol 34 (CTM-034), The
Institute of Clean Air Companies, September 8, 1999.

(4) “Code of Federal Regulations™, Protection of Environment, 40 CFR, Part 60, Appendix A, Methods 1-4;

10.
TABLE 1: APPENDIX A—SAMPLING RUN DATA.

Facility Engine I.D. Date
Run Type: QO Q) O Q
X) Pre-Sample Calibration | Stack Gas Sample Post-Sample Cal. Check Repeatability Check
Run # 1 1 2 2 3 3 4 4 Time Scrub. OK Flow- Rate
Gas 0,|CO|0,|CO|0O,|CO|0O,|CO
Sample Cond.
Phase
Measurement
Data Phase
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Mean

Refresh
Phase

[78 FR 6721, Jan. 30, 2013]
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Appendix D

40 CFR Part 60, Subpart I111—Standards of Performance for Stationary Compression Ignition
Internal Combustion Engines






Title 40: Protection of Environment
PART 60—STANDARDS OF PERFORMANCE FOR NEW STATIONARY SOURCES

Subpart I111—Standards of Performance for Stationary Compression Ignition Internal Combustion Engines

SOURCE: 71 FR 39172, July 11, 2006, unless otherwise noted.

What This Subpart Covers

§60.4200 Am I subject to this subpart?

(a) The provisions of this subpart are applicable to manufacturers, owners, and operators of stationary
compression ignition (CI) internal combustion engines (ICE) and other persons as specified in paragraphs (a)(1)
through (4) of this section. For the purposes of this subpart, the date that construction commences is the date the
engine is ordered by the owner or operator.

(1) Manufacturers of stationary CI ICE with a displacement of less than 30 liters per cylinder where the model
year is:

(i) 2007 or later, for engines that are not fire pump engines;
(if) The model year listed in Table 3 to this subpart or later model year, for fire pump engines.

(2) Owners and operators of stationary Cl ICE that commence construction after July 11, 2005, where the
stationary CI ICE are:

(i) Manufactured after April 1, 2006, and are not fire pump engines, or

(if) Manufactured as a certified National Fire Protection Association (NFPA) fire pump engine after July 1,
2006.

(3) Owners and operators of any stationary Cl ICE that are modified or reconstructed after July 11, 2005 and
any person that modifies or reconstructs any stationary CI ICE after July 11, 2005.

(4) The provisions of § 60.4208 of this subpart are applicable to all owners and operators of stationary CI ICE
that commence construction after July 11, 2005.

(b) The provisions of this subpart are not applicable to stationary Cl ICE being tested at a stationary CI ICE
test cell/stand.

(c) If you are an owner or operator of an area source subject to this subpart, you are exempt from the
obligation to obtain a permit under 40 CFR part 70 or 40 CFR part 71, provided you are not required to obtain a
permit under 40 CFR 70.3(a) or 40 CFR 71.3(a) for a reason other than your status as an area source under this
subpart. Notwithstanding the previous sentence, you must continue to comply with the provisions of this subpart
applicable to area sources.

(d) Stationary CI ICE may be eligible for exemption from the requirements of this subpart as described in 40
CFR part 1068, subpart C (or the exemptions described in 40 CFR part 89, subpart J and 40 CFR part 94, subpart J,
for engines that would need to be certified to standards in those parts), except that owners and operators, as well as
manufacturers, may be eligible to request an exemption for national security.
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(e) Owners and operators of facilities with CI ICE that are acting as temporary replacement units and that are
located at a stationary source for less than 1 year and that have been properly certified as meeting the standards that
would be applicable to such engine under the appropriate nonroad engine provisions, are not required to meet any
other provisions under this subpart with regard to such engines.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37967, June 28, 2011]

Emission Standards for Manufacturers

8§ 60.4201 What emission standards must | meet for non-emergency engines if | am a stationary ClI internal
combustion engine manufacturer?

(a) Stationary CI internal combustion engine manufacturers must certify their 2007 model year and later non-
emergency stationary CI ICE with a maximum engine power less than or equal to 2,237 kilowatt (KW) (3,000
horsepower (HP)) and a displacement of less than 10 liters per cylinder to the certification emission standards for
new nonroad CI engines in 40 CFR 89.112, 40 CFR 89.113, 40 CFR 1039.101, 40 CFR 1039.102, 40 CFR
1039.104, 40 CFR 1039.105, 40 CFR 1039.107, and 40 CFR 1039.115, as applicable, for all pollutants, for the same
model year and maximum engine power.

(b) Stationary CI internal combustion engine manufacturers must certify their 2007 through 2010 model year
non-emergency stationary Cl ICE with a maximum engine power greater than 2,237 KW (3,000 HP) and a
displacement of less than 10 liters per cylinder to the emission standards in table 1 to this subpart, for all pollutants,
for the same maximum engine power.

(c) Stationary CI internal combustion engine manufacturers must certify their 2011 model year and later non-
emergency stationary Cl ICE with a maximum engine power greater than 2,237 KW (3,000 HP) and a displacement
of less than 10 liters per cylinder to the certification emission standards for new nonroad CI engines in 40 CFR
1039.101, 40 CFR 1039.102, 40 CFR 1039.104, 40 CFR 1039.105, 40 CFR 1039.107, and 40 CFR 1039.115, as
applicable, for all pollutants, for the same maximum engine power.

(d) Stationary CI internal combustion engine manufacturers must certify the following non-emergency
stationary Cl ICE to the certification emission standards for new marine CI engines in 40 CFR 94.8, as applicable,
for all pollutants, for the same displacement and maximum engine power:

(1) Their 2007 model year through 2012 non-emergency stationary Cl ICE with a displacement of greater than
or equal to 10 liters per cylinder and less than 30 liters per cylinder;

(2) Their 2013 model year non-emergency stationary CI ICE with a maximum engine power greater than or
equal to 3,700 KW (4,958 HP) and a displacement of greater than or equal to 10 liters per cylinder and less than 15
liters per cylinder; and

(3) Their 2013 model year non-emergency stationary Cl ICE with a displacement of greater than or equal to
15 liters per cylinder and less than 30 liters per cylinder.

(e) Stationary CI internal combustion engine manufacturers must certify the following non-emergency
stationary CI ICE to the certification emission standards and other requirements for new marine CI engines in 40
CFR 1042.101, 40 CFR 1042.107, 40 CFR 1042.110, 40 CFR 1042.115, 40 CFR 1042.120, and 40 CFR 1042.145,
as applicable, for all pollutants, for the same displacement and maximum engine power:

(1) Their 2013 model year non-emergency stationary Cl ICE with a maximum engine power less than 3,700
KW (4,958 HP) and a displacement of greater than or equal to 10 liters per cylinder and less than 15 liters per
cylinder; and



(2) Their 2014 model year and later non-emergency stationary Cl ICE with a displacement of greater than or
equal to 10 liters per cylinder and less than 30 liters per cylinder.

() Notwithstanding the requirements in paragraphs (a) through (c) of this section, stationary non-emergency
CI ICE identified in paragraphs (a) and (c) may be certified to the provisions of 40 CFR part 94 or, if Table 1 to 40
CFR 1042.1 identifies 40 CFR part 1042 as being applicable, 40 CFR part 1042, if the engines will be used solely in
either or both of the following locations:

(1) Areas of Alaska not accessible by the Federal Aid Highway System (FAHS); and
(2) Marine offshore installations.

(9) Notwithstanding the requirements in paragraphs (a) through (f) of this section, stationary CI internal
combustion engine manufacturers are not required to certify reconstructed engines; however manufacturers may
elect to do so. The reconstructed engine must be certified to the emission standards specified in paragraphs (a)
through (e) of this section that are applicable to the model year, maximum engine power, and displacement of the
reconstructed stationary CI ICE.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37967, June 28, 2011]

8 60.4202 What emission standards must | meet for emergency engines if | am a stationary ClI internal
combustion engine manufacturer?

(a) Stationary CI internal combustion engine manufacturers must certify their 2007 model year and later
emergency stationary CI ICE with a maximum engine power less than or equal to 2,237 KW (3,000 HP) and a
displacement of less than 10 liters per cylinder that are not fire pump engines to the emission standards specified in
paragraphs (a)(1) through (2) of this section.

(1) For engines with a maximum engine power less than 37 KW (50 HP):

(i) The certification emission standards for new nonroad CI engines for the same model year and maximum
engine power in 40 CFR 89.112 and 40 CFR 89.113 for all pollutants for model year 2007 engines, and

(if) The certification emission standards for new nonroad Cl engines in 40 CFR 1039.104, 40 CFR 1039.105,
40 CFR 1039.107, 40 CFR 1039.115, and table 2 to this subpart, for 2008 model year and later engines.

(2) For engines with a maximum engine power greater than or equal to 37 KW (50 HP), the certification
emission standards for new nonroad CI engines for the same model year and maximum engine power in 40 CFR
89.112 and 40 CFR 89.113 for all pollutants beginning in model year 2007.

(b) Stationary CI internal combustion engine manufacturers must certify their 2007 model year and later
emergency stationary Cl ICE with a maximum engine power greater than 2,237 KW (3,000 HP) and a displacement
of less than 10 liters per cylinder that are not fire pump engines to the emission standards specified in paragraphs
(b)(1) through (2) of this section.

(1) For 2007 through 2010 model years, the emission standards in table 1 to this subpart, for all pollutants, for
the same maximum engine power.

(2) For 2011 model year and later, the certification emission standards for new nonroad CI engines for engines
of the same model year and maximum engine power in 40 CFR 89.112 and 40 CFR 89.113 for all pollutants.

(c) [Reserved]



(d) Beginning with the model years in table 3 to this subpart, stationary CI internal combustion engine
manufacturers must certify their fire pump stationary CI ICE to the emission standards in table 4 to this subpart, for
all pollutants, for the same model year and NFPA nameplate power.

(e) Stationary CI internal combustion engine manufacturers must certify the following emergency stationary
CI ICE that are not fire pump engines to the certification emission standards for new marine Cl engines in 40 CFR
94.8, as applicable, for all pollutants, for the same displacement and maximum engine power:

(1) Their 2007 model year through 2012 emergency stationary CI ICE with a displacement of greater than or
equal to 10 liters per cylinder and less than 30 liters per cylinder;

(2) Their 2013 model year and later emergency stationary Cl ICE with a maximum engine power greater than
or equal to 3,700 KW (4,958 HP) and a displacement of greater than or equal to 10 liters per cylinder and less than
15 liters per cylinder;

(3) Their 2013 model year emergency stationary Cl ICE with a displacement of greater than or equal to 15
liters per cylinder and less than 30 liters per cylinder; and

(4) Their 2014 model year and later emergency stationary Cl ICE with a maximum engine power greater than
or equal to 2,000 KW (2,682 HP) and a displacement of greater than or equal to 15 liters per cylinder and less than
30 liters per cylinder.

(f) Stationary ClI internal combustion engine manufacturers must certify the following emergency stationary
CI ICE to the certification emission standards and other requirements applicable to Tier 3 new marine CI engines in
40 CFR 1042.101, 40 CFR 1042.107, 40 CFR 1042.115, 40 CFR 1042.120, and 40 CFR 1042.145, for all pollutants,
for the same displacement and maximum engine power:

(1) Their 2013 model year and later emergency stationary Cl ICE with a maximum engine power less than
3,700 KW (4,958 HP) and a displacement of greater than or equal to 10 liters per cylinder and less than 15 liters per
cylinder; and

(2) Their 2014 model year and later emergency stationary Cl ICE with a maximum engine power less than
2,000 KW (2,682 HP) and a displacement of greater than or equal to 15 liters per cylinder and less than 30 liters per
cylinder.

(9) Notwithstanding the requirements in paragraphs (a) through (d) of this section, stationary emergency Cl
internal combustion engines identified in paragraphs (a) and (c) may be certified to the provisions of 40 CFR part 94
or, if Table 2 to 40 CFR 1042.101 identifies Tier 3 standards as being applicable, the requirements applicable to Tier
3 engines in 40 CFR part 1042, if the engines will be used solely in either or both of the following locations:

(1) Areas of Alaska not accessible by the FAHS; and

(2) Marine offshore installations.

(h) Notwithstanding the requirements in paragraphs (a) through (f) of this section, stationary CI internal
combustion engine manufacturers are not required to certify reconstructed engines; however manufacturers may
elect to do so. The reconstructed engine must be certified to the emission standards specified in paragraphs (a)
through (f) of this section that are applicable to the model year, maximum engine power and displacement of the

reconstructed emergency stationary Cl ICE.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37968, June 28, 2011]



8 60.4203 How long must my engines meet the emission standards if | am a manufacturer of stationary ClI
internal combustion engines?

Engines manufactured by stationary CI internal combustion engine manufacturers must meet the emission
standards as required in §§ 60.4201 and 60.4202 during the certified emissions life of the engines.

[76 FR 37968, June 28, 2011]

Emission Standards for Owners and Operators

8 60.4204 What emission standards must | meet for non-emergency engines if | am an owner or operator of
a stationary ClI internal combustion engine?

(a) Owners and operators of pre-2007 model year non-emergency stationary Cl ICE with a displacement of
less than 10 liters per cylinder must comply with the emission standards in table 1 to this subpart. Owners and
operators of pre-2007 model year non-emergency stationary Cl ICE with a displacement of greater than or equal to
10 liters per cylinder and less than 30 liters per cylinder must comply with the emission standards in 40 CFR
94.8(a)(1).

(b) Owners and operators of 2007 model year and later non-emergency stationary CI ICE with a displacement
of less than 30 liters per cylinder must comply with the emission standards for new CI engines in § 60.4201 for their
2007 model year and later stationary CI ICE, as applicable.

(c) Owners and operators of non-emergency stationary Cl engines with a displacement of greater than or equal
to 30 liters per cylinder must meet the following requirements:

(1) For engines installed prior to January 1, 2012, limit the emissions of NOy in the stationary CI internal
combustion engine exhaust to the following:

(i) 17.0 grams per kilowatt-hour (g/KW-hr) (12.7 grams per horsepower-hr (g/HP-hr)) when maximum engine
speed is less than 130 revolutions per minute (rpm);

(i) 45 - n %2 g/KW-hr (34 - n"*% g/HP-hr) when maximum engine speed is 130 or more but less than 2,000
rpm, where n is maximum engine speed; and

(iii) 9.8 g/KW-hr (7.3 g/HP-hr) when maximum engine speed is 2,000 rpm or more.

(2) For engines installed on or after January 1, 2012 and before January 1, 2016, limit the emissions of NOy in
the stationary CI internal combustion engine exhaust to the following:

(i) 14.4 g/KW-hr (10.7 g/HP-hr) when maximum engine speed is less than 130 rpm;

(i) 44 - n "% g/KW-hr (33 - n"** g/HP-hr) when maximum engine speed is greater than or equal to 130 but
less than 2,000 rpm and where n is maximum engine speed; and

(iii) 7.7 g/KW-hr (5.7 g/HP-hr) when maximum engine speed is greater than or equal to 2,000 rpm.

(3) For engines installed on or after January 1, 2016, limit the emissions of NOy in the stationary Cl internal
combustion engine exhaust to the following:

(i) 3.4 g/KW-hr (2.5 g/HP-hr) when maximum engine speed is less than 130 rpm;



(ii) 9.0 - n"**° g/KW-hr (6.7 - n *?° g/HP-hr) where n (maximum engine speed) is 130 or more but less than
2,000 rpm; and

(iii) 2.0 g/KW-hr (1.5 g/HP-hr) where maximum engine speed is greater than or equal to 2,000 rpm.

(4) Reduce particulate matter (PM) emissions by 60 percent or more, or limit the emissions of PM in the
stationary CI internal combustion engine exhaust to 0.15 g/KW-hr (0.11 g/HP-hr).

(d) Owners and operators of non-emergency stationary Cl ICE with a displacement of less than 30 liters per
cylinder who conduct performance tests in-use must meet the not-to-exceed (NTE) standards as indicated in
8 60.4212.

(e) Owners and operators of any modified or reconstructed non-emergency stationary Cl ICE subject to this
subpart must meet the emission standards applicable to the model year, maximum engine power, and displacement
of the modified or reconstructed non-emergency stationary CI ICE that are specified in paragraphs (a) through (d) of
this section.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37968, June 28, 2011]

8 60.4205 What emission standards must | meet for emergency engines if | am an owner or operator of a
stationary CI internal combustion engine?

(a) Owners and operators of pre-2007 model year emergency stationary ClI ICE with a displacement of less
than 10 liters per cylinder that are not fire pump engines must comply with the emission standards in Table 1 to this
subpart. Owners and operators of pre-2007 model year emergency stationary Cl ICE with a displacement of greater
than or equal to 10 liters per cylinder and less than 30 liters per cylinder that are not fire pump engines must comply
with the emission standards in 40 CFR 94.8(a)(1).

(b) Owners and operators of 2007 model year and later emergency stationary CI ICE with a displacement of
less than 30 liters per cylinder that are not fire pump engines must comply with the emission standards for new
nonroad ClI engines in § 60.4202, for all pollutants, for the same model year and maximum engine power for their
2007 model year and later emergency stationary ClI ICE.

(c) Owners and operators of fire pump engines with a displacement of less than 30 liters per cylinder must
comply with the emission standards in table 4 to this subpart, for all pollutants.

(d) Owners and operators of emergency stationary CI engines with a displacement of greater than or equal to
30 liters per cylinder must meet the requirements in this section.

(1) For engines installed prior to January 1, 2012, limit the emissions of NOy in the stationary CI internal
combustion engine exhaust to the following:

(i) 17.0 g/KW-hr (12.7 g/HP-hr) when maximum engine speed is less than 130 rpm;

(i) 45 - n 2 g/KW-hr (34 - n"%% g/HP-hr) when maximum engine speed is 130 or more but less than 2,000
rpm, where n is maximum engine speed; and

(iii) 9.8 g/kW-hr (7.3 g/HP-hr) when maximum engine speed is 2,000 rpm or more.

(2) For engines installed on or after January 1, 2012, limit the emissions of NOy in the stationary Cl internal
combustion engine exhaust to the following:



(i) 14.4 g/KW-hr (10.7 g/HP-hr) when maximum engine speed is less than 130 rpm;

(i) 44 - n %% g/KW-hr (33 - n"*% g/HP-hr) when maximum engine speed is greater than or equal to 130 but
less than 2,000 rpm and where n is maximum engine speed; and

(iii) 7.7 g/KW-hr (5.7 g/HP-hr) when maximum engine speed is greater than or equal to 2,000 rpm.

(3) Limit the emissions of PM in the stationary CI internal combustion engine exhaust to 0.40 g/KW-hr (0.30
g/HP-hr).

(e) Owners and operators of emergency stationary Cl ICE with a displacement of less than 30 liters per
cylinder who conduct performance tests in-use must meet the NTE standards as indicated in § 60.4212.

(f) Owners and operators of any modified or reconstructed emergency stationary CI ICE subject to this subpart
must meet the emission standards applicable to the model year, maximum engine power, and displacement of the
modified or reconstructed CI ICE that are specified in paragraphs (a) through (e) of this section.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37969, June 28, 2011]

8 60.4206 How long must I meet the emission standards if | am an owner or operator of a stationary ClI
internal combustion engine?

Owners and operators of stationary CI ICE must operate and maintain stationary CI ICE that achieve the
emission standards as required in §§ 60.4204 and 60.4205 over the entire life of the engine.

[76 FR 37969, June 28, 2011]

Fuel Requirements for Owners and Operators

8 60.4207 What fuel requirements must I meet if I am an owner or operator of a stationary Cl internal
combustion engine subject to this subpart?

(a) Beginning October 1, 2007, owners and operators of stationary CI ICE subject to this subpart that use
diesel fuel must use diesel fuel that meets the requirements of 40 CFR 80.510(a).

(b) Beginning October 1, 2010, owners and operators of stationary Cl ICE subject to this subpart with a
displacement of less than 30 liters per cylinder that use diesel fuel must use diesel fuel that meets the requirements
of 40 CFR 80.510(b) for nonroad diesel fuel, except that any existing diesel fuel purchased (or otherwise obtained)
prior to October 1, 2010, may be used until depleted.

(c) [Reserved]

(d) Beginning June 1, 2012, owners and operators of stationary Cl ICE subject to this subpart with a
displacement of greater than or equal to 30 liters per cylinder are no longer subject to the requirements of paragraph
(a) of this section, and must use fuel that meets a maximum per-gallon sulfur content of 1,000 parts per million

(ppm).

(e) Stationary CI ICE that have a national security exemption under § 60.4200(d) are also exempt from the
fuel requirements in this section.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37969, June 28, 2011; 78 FR 6695, Jan. 30, 2013]



Other Requirements for Owners and Operators

8 60.4208 What is the deadline for importing or installing stationary CI ICE produced in previous model
years?

(a) After December 31, 2008, owners and operators may not install stationary CI ICE (excluding fire pump
engines) that do not meet the applicable requirements for 2007 model year engines.

(b) After December 31, 2009, owners and operators may not install stationary CI ICE with a maximum engine
power of less than 19 KW (25 HP) (excluding fire pump engines) that do not meet the applicable requirements for
2008 model year engines.

(c) After December 31, 2014, owners and operators may not install non-emergency stationary Cl ICE with a
maximum engine power of greater than or equal to 19 KW (25 HP) and less than 56 KW (75 HP) that do not meet
the applicable requirements for 2013 model year non-emergency engines.

(d) After December 31, 2013, owners and operators may not install non-emergency stationary CI ICE with a
maximum engine power of greater than or equal to 56 KW (75 HP) and less than 130 KW (175 HP) that do not meet
the applicable requirements for 2012 model year non-emergency engines.

(e) After December 31, 2012, owners and operators may not install non-emergency stationary Cl ICE with a
maximum engine power of greater than or equal to 130 KW (175 HP), including those above 560 KW (750 HP),
that do not meet the applicable requirements for 2011 model year non-emergency engines.

(f) After December 31, 2016, owners and operators may not install non-emergency stationary Cl ICE with a
maximum engine power of greater than or equal to 560 KW (750 HP) that do not meet the applicable requirements
for 2015 model year non-emergency engines.

(9) After December 31, 2018, owners and operators may not install non-emergency stationary Cl ICE with a
maximum engine power greater than or equal to 600 KW (804 HP) and less than 2,000 KW (2,680 HP) and a
displacement of greater than or equal to 10 liters per cylinder and less than 30 liters per cylinder that do not meet the
applicable requirements for 2017 model year non-emergency engines.

(h) In addition to the requirements specified in §§ 60.4201, 60.4202, 60.4204, and 60.4205, it is prohibited to
import stationary CI ICE with a displacement of less than 30 liters per cylinder that do not meet the applicable
requirements specified in paragraphs (a) through (g) of this section after the dates specified in paragraphs (a)
through (g) of this section.

(i) The requirements of this section do not apply to owners or operators of stationary CI ICE that have been
modified, reconstructed, and do not apply to engines that were removed from one existing location and reinstalled at
a new location.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37969, June 28, 2011]

8 60.4209 What are the monitoring requirements if I am an owner or operator of a stationary CI internal
combustion engine?

If you are an owner or operator, you must meet the monitoring requirements of this section. In addition, you
must also meet the monitoring requirements specified in § 60.4211.

(a) If you are an owner or operator of an emergency stationary Cl internal combustion engine that does not
meet the standards applicable to non-emergency engines, you must install a non-resettable hour meter prior to
startup of the engine.
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(b) If you are an owner or operator of a stationary CI internal combustion engine equipped with a diesel
particulate filter to comply with the emission standards in § 60.4204, the diesel particulate filter must be installed
with a backpressure monitor that notifies the owner or operator when the high backpressure limit of the engine is
approached.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37969, June 28, 2011]

Compliance Requirements

8 60.4210 What are my compliance requirements if I am a stationary Cl internal combustion engine
manufacturer?

(a) Stationary CI internal combustion engine manufacturers must certify their stationary CI ICE with a
displacement of less than 10 liters per cylinder to the emission standards specified in § 60.4201(a) through (c) and
8§ 60.4202(a), (b) and (d) using the certification procedures required in 40 CFR part 89, subpart B, or 40 CFR part
1039, subpart C, as applicable, and must test their engines as specified in those parts. For the purposes of this
subpart, engines certified to the standards in table 1 to this subpart shall be subject to the same requirements as
engines certified to the standards in 40 CFR part 89. For the purposes of this subpart, engines certified to the
standards in table 4 to this subpart shall be subject to the same requirements as engines certified to the standards in
40 CFR part 89, except that engines with NFPA nameplate power of less than 37 KW (50 HP) certified to model
year 2011 or later standards shall be subject to the same requirements as engines certified to the standards in 40 CFR
part 1039.

(b) Stationary CI internal combustion engine manufacturers must certify their stationary CI ICE with a
displacement of greater than or equal to 10 liters per cylinder and less than 30 liters per cylinder to the emission
standards specified in 8 60.4201(d) and (e) and § 60.4202(e) and (f) using the certification procedures required in 40
CFR part 94, subpart C, or 40 CFR part 1042, subpart C, as applicable, and must test their engines as specified in 40
CFR part 94 or 1042, as applicable.

(c) Stationary CI internal combustion engine manufacturers must meet the requirements of 40 CFR 1039.120,
1039.125, 1039.130, and 1039.135, and 40 CFR part 1068 for engines that are certified to the emission standards in
40 CFR part 1039. Stationary CI internal combustion engine manufacturers must meet the corresponding provisions
of 40 CFR part 89, 40 CFR part 94 or 40 CFR part 1042 for engines that would be covered by that part if they were
nonroad (including marine) engines. Labels on such engines must refer to stationary engines, rather than or in
addition to nonroad or marine engines, as appropriate. Stationary CI internal combustion engine manufacturers must
label their engines according to paragraphs (c)(1) through (3) of this section.

(1) Stationary CI internal combustion engines manufactured from January 1, 2006 to March 31, 2006 (January
1, 2006 to June 30, 2006 for fire pump engines), other than those that are part of certified engine families under the
nonroad CI engine regulations, must be labeled according to 40 CFR 1039.20.

(2) Stationary CI internal combustion engines manufactured from April 1, 2006 to December 31, 2006 (or, for
fire pump engines, July 1, 2006 to December 31 of the year preceding the year listed in table 3 to this subpart) must
be labeled according to paragraphs (c)(2)(i) through (iii) of this section:

(i) Stationary CI internal combustion engines that are part of certified engine families under the nonroad
regulations must meet the labeling requirements for nonroad CI engines, but do not have to meet the labeling
requirements in 40 CFR 1039.20.

(ii) Stationary CI internal combustion engines that meet Tier 1 requirements (or requirements for fire pumps)
under this subpart, but do not meet the requirements applicable to nonroad CI engines must be labeled according to
40 CFR 1039.20. The engine manufacturer may add language to the label clarifying that the engine meets Tier 1
requirements (or requirements for fire pumps) of this subpart.
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(iii) Stationary CI internal combustion engines manufactured after April 1, 2006 that do not meet Tier 1
requirements of this subpart, or fire pumps engines manufactured after July 1, 2006 that do not meet the
requirements for fire pumps under this subpart, may not be used in the U.S. If any such engines are manufactured in
the U.S. after April 1, 2006 (July 1, 2006 for fire pump engines), they must be exported or must be brought into
compliance with the appropriate standards prior to initial operation. The export provisions of 40 CFR 1068.230
would apply to engines for export and the manufacturers must label such engines according to 40 CFR 1068.230.

(3) Stationary CI internal combustion engines manufactured after January 1, 2007 (for fire pump engines, after
January 1 of the year listed in table 3 to this subpart, as applicable) must be labeled according to paragraphs (c)(3)(i)
through (iii) of this section.

(i) Stationary CI internal combustion engines that meet the requirements of this subpart and the corresponding
requirements for nonroad (including marine) engines of the same model year and HP must be labeled according to
the provisions in 40 CFR parts 89, 94, 1039 or 1042, as appropriate.

(ii) Stationary CI internal combustion engines that meet the requirements of this subpart, but are not certified
to the standards applicable to nonroad (including marine) engines of the same model year and HP must be labeled
according to the provisions in 40 CFR parts 89, 94, 1039 or 1042, as appropriate, but the words “stationary” must be
included instead of “nonroad” or “marine” on the label. In addition, such engines must be labeled according to 40
CFR 1039.20.

(iii) Stationary CI internal combustion engines that do not meet the requirements of this subpart must be
labeled according to 40 CFR 1068.230 and must be exported under the provisions of 40 CFR 1068.230.

(d) An engine manufacturer certifying an engine family or families to standards under this subpart that are
identical to standards applicable under 40 CFR parts 89, 94, 1039 or 1042 for that model year may certify any such
family that contains both nonroad (including marine) and stationary engines as a single engine family and/or may
include any such family containing stationary engines in the averaging, banking and trading provisions applicable
for such engines under those parts.

(e) Manufacturers of engine families discussed in paragraph (d) of this section may meet the labeling
requirements referred to in paragraph (c) of this section for stationary Cl ICE by either adding a separate label
containing the information required in paragraph (c) of this section or by adding the words “and stationary” after the
word “nonroad” or “marine,” as appropriate, to the label.

(f) Starting with the model years shown in table 5 to this subpart, stationary CI internal combustion engine
manufacturers must add a permanent label stating that the engine is for stationary emergency use only to each new
emergency stationary Cl internal combustion engine greater than or equal to 19 KW (25 HP) that meets all the
emission standards for emergency engines in 8 60.4202 but does not meet all the emission standards for non-
emergency engines in § 60.4201. The label must be added according to the labeling requirements specified in 40
CFR 1039.135(b). Engine manufacturers must specify in the owner's manual that operation of emergency engines is
limited to emergency operations and required maintenance and testing.

(9) Manufacturers of fire pump engines may use the test cycle in table 6 to this subpart for testing fire pump
engines and may test at the NFPA certified nameplate HP, provided that the engine is labeled as “Fire Pump
Applications Only”.

(h) Engine manufacturers, including importers, may introduce into commerce uncertified engines or engines
certified to earlier standards that were manufactured before the new or changed standards took effect until
inventories are depleted, as long as such engines are part of normal inventory. For example, if the engine
manufacturers' normal industry practice is to keep on hand a one-month supply of engines based on its projected
sales, and a new tier of standards starts to apply for the 2009 model year, the engine manufacturer may manufacture
engines based on the normal inventory requirements late in the 2008 model year, and sell those engines for
installation. The engine manufacturer may not circumvent the provisions of 88 60.4201 or 60.4202 by stockpiling
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engines that are built before new or changed standards take effect. Stockpiling of such engines beyond normal
industry practice is a violation of this subpart.

(i) The replacement engine provisions of 40 CFR 89.1003(b)(7), 40 CFR 94.1103(b)(3), 40 CFR
94.1103(b)(4) and 40 CFR 1068.240 are applicable to stationary CI engines replacing existing equipment that is less
than 15 years old.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37969, June 28, 2011]

8 60.4211 What are my compliance requirements if I am an owner or operator of a stationary ClI internal
combustion engine?

(a) If you are an owner or operator and must comply with the emission standards specified in this subpart, you
must do all of the following, except as permitted under paragraph (g) of this section:

(1) Operate and maintain the stationary CI internal combustion engine and control device according to the
manufacturer's emission-related written instructions;

(2) Change only those emission-related settings that are permitted by the manufacturer; and
(3) Meet the requirements of 40 CFR parts 89, 94 and/or 1068, as they apply to you.

(b) If you are an owner or operator of a pre-2007 model year stationary CI internal combustion engine and
must comply with the emission standards specified in §§ 60.4204(a) or 60.4205(a), or if you are an owner or
operator of a ClI fire pump engine that is manufactured prior to the model years in table 3 to this subpart and must
comply with the emission standards specified in § 60.4205(c), you must demonstrate compliance according to one of
the methods specified in paragraphs (b)(1) through (5) of this section.

(1) Purchasing an engine certified according to 40 CFR part 89 or 40 CFR part 94, as applicable, for the same
model year and maximum engine power. The engine must be installed and configured according to the
manufacturer's specifications.

(2) Keeping records of performance test results for each pollutant for a test conducted on a similar engine. The
test must have been conducted using the same methods specified in this subpart and these methods must have been
followed correctly.

(3) Keeping records of engine manufacturer data indicating compliance with the standards.
(4) Keeping records of control device vendor data indicating compliance with the standards.

(5) Conducting an initial performance test to demonstrate compliance with the emission standards according to
the requirements specified in § 60.4212, as applicable.

(c) If you are an owner or operator of a 2007 model year and later stationary CI internal combustion engine
and must comply with the emission standards specified in § 60.4204(b) or § 60.4205(b), or if you are an owner or
operator of a ClI fire pump engine that is manufactured during or after the model year that applies to your fire pump
engine power rating in table 3 to this subpart and must comply with the emission standards specified in
8§ 60.4205(c), you must comply by purchasing an engine certified to the emission standards in § 60.4204(b), or
8§ 60.4205(b) or (c), as applicable, for the same model year and maximum (or in the case of fire pumps, NFPA
nameplate) engine power. The engine must be installed and configured according to the manufacturer's emission-
related specifications, except as permitted in paragraph (g) of this section.
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(d) If you are an owner or operator and must comply with the emission standards specified in § 60.4204(c) or
8§ 60.4205(d), you must demonstrate compliance according to the requirements specified in paragraphs (d)(1)
through (3) of this section.

(1) Conducting an initial performance test to demonstrate initial compliance with the emission standards as
specified in § 60.4213.

(2) Establishing operating parameters to be monitored continuously to ensure the stationary internal
combustion engine continues to meet the emission standards. The owner or operator must petition the Administrator
for approval of operating parameters to be monitored continuously. The petition must include the information
described in paragraphs (d)(2)(i) through (v) of this section.

(i) Identification of the specific parameters you propose to monitor continuously;

(i) A discussion of the relationship between these parameters and NOyx and PM emissions, identifying how
the emissions of these pollutants change with changes in these parameters, and how limitations on these parameters
will serve to limit NOx and PM emissions;

(iii) A discussion of how you will establish the upper and/or lower values for these parameters which will
establish the limits on these parameters in the operating limitations;

(iv) A discussion identifying the methods and the instruments you will use to monitor these parameters, as
well as the relative accuracy and precision of these methods and instruments; and

(v) A discussion identifying the frequency and methods for recalibrating the instruments you will use for
monitoring these parameters.

(3) For non-emergency engines with a displacement of greater than or equal to 30 liters per cylinder,
conducting annual performance tests to demonstrate continuous compliance with the emission standards as specified
in § 60.4213.

(e) If you are an owner or operator of a modified or reconstructed stationary CI internal combustion engine
and must comply with the emission standards specified in § 60.4204(e) or § 60.4205(f), you must demonstrate
compliance according to one of the methods specified in paragraphs (e)(1) or (2) of this section.

(1) Purchasing, or otherwise owning or operating, an engine certified to the emission standards in § 60.4204(e)
or § 60.4205(f), as applicable.

(2) Conducting a performance test to demonstrate initial compliance with the emission standards according to
the requirements specified in § 60.4212 or § 60.4213, as appropriate. The test must be conducted within 60 days
after the engine commences operation after the modification or reconstruction.

(f) If you own or operate an emergency stationary ICE, you must operate the emergency stationary ICE
according to the requirements in paragraphs (f)(1) through (3) of this section. In order for the engine to be
considered an emergency stationary ICE under this subpart, any operation other than emergency operation,
maintenance and testing, emergency demand response, and operation in non-emergency situations for 50 hours per
year, as described in paragraphs (f)(1) through (3) of this section, is prohibited. If you do not operate the engine
according to the requirements in paragraphs (f)(1) through (3) of this section, the engine will not be considered an
emergency engine under this subpart and must meet all requirements for non-emergency engines.

(1) There is no time limit on the use of emergency stationary ICE in emergency situations.
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(2) You may operate your emergency stationary ICE for any combination of the purposes specified in
paragraphs (f)(2)(i) through (iii) of this section for a maximum of 100 hours per calendar year. Any operation for
non-emergency situations as allowed by paragraph (f)(3) of this section counts as part of the 100 hours per calendar
year allowed by this paragraph (f)(2).

(i) Emergency stationary ICE may be operated for maintenance checks and readiness testing, provided that the
tests are recommended by federal, state or local government, the manufacturer, the vendor, the regional transmission
organization or equivalent balancing authority and transmission operator, or the insurance company associated with
the engine. The owner or operator may petition the Administrator for approval of additional hours to be used for
maintenance checks and readiness testing, but a petition is not required if the owner or operator maintains records
indicating that federal, state, or local standards require maintenance and testing of emergency ICE beyond 100 hours
per calendar year.

(if) Emergency stationary ICE may be operated for emergency demand response for periods in which the
Reliability Coordinator under the North American Electric Reliability Corporation (NERC) Reliability Standard
EOP-002-3, Capacity and Energy Emergencies (incorporated by reference, see § 60.17), or other authorized entity as
determined by the Reliability Coordinator, has declared an Energy Emergency Alert Level 2 as defined in the NERC
Reliability Standard EOP-002-3.

(iii) Emergency stationary ICE may be operated for periods where there is a deviation of voltage or frequency
of 5 percent or greater below standard voltage or frequency.

(3) Emergency stationary ICE may be operated for up to 50 hours per calendar year in non-emergency
situations. The 50 hours of operation in non-emergency situations are counted as part of the 100 hours per calendar
year for maintenance and testing and emergency demand response provided in paragraph (f)(2) of this section.
Except as provided in paragraph (f)(3)(i) of this section, the 50 hours per calendar year for non-emergency situations
cannot be used for peak shaving or non-emergency demand response, or to generate income for a facility to an
electric grid or otherwise supply power as part of a financial arrangement with another entity.

(i) The 50 hours per year for non-emergency situations can be used to supply power as part of a financial
arrangement with another entity if all of the following conditions are met:

(A) The engine is dispatched by the local balancing authority or local transmission and distribution system
operator;

(B) The dispatch is intended to mitigate local transmission and/or distribution limitations so as to avert
potential voltage collapse or line overloads that could lead to the interruption of power supply in a local area or
region.

(C) The dispatch follows reliability, emergency operation or similar protocols that follow specific NERC,
regional, state, public utility commission or local standards or guidelines.

(D) The power is provided only to the facility itself or to support the local transmission and distribution
system.

(E) The owner or operator identifies and records the entity that dispatches the engine and the specific NERC,
regional, state, public utility commission or local standards or guidelines that are being followed for dispatching the
engine. The local balancing authority or local transmission and distribution system operator may keep these records
on behalf of the engine owner or operator.

(ii) [Reserved]
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(9) If you do not install, configure, operate, and maintain your engine and control device according to the
manufacturer's emission-related written instructions, or you change emission-related settings in a way that is not
permitted by the manufacturer, you must demonstrate compliance as follows:

(1) If you are an owner or operator of a stationary Cl internal combustion engine with maximum engine power
less than 100 HP, you must keep a maintenance plan and records of conducted maintenance to demonstrate
compliance and must, to the extent practicable, maintain and operate the engine in a manner consistent with good air
pollution control practice for minimizing emissions. In addition, if you do not install and configure the engine and
control device according to the manufacturer's emission-related written instructions, or you change the emission-
related settings in a way that is not permitted by the manufacturer, you must conduct an initial performance test to
demonstrate compliance with the applicable emission standards within 1 year of such action.

(2) If you are an owner or operator of a stationary CI internal combustion engine greater than or equal to 100
HP and less than or equal to 500 HP, you must keep a maintenance plan and records of conducted maintenance and
must, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution
control practice for minimizing emissions. In addition, you must conduct an initial performance test to demonstrate
compliance with the applicable emission standards within 1 year of startup, or within 1 year after an engine and
control device is no longer installed, configured, operated, and maintained in accordance with the manufacturer's
emission-related written instructions, or within 1 year after you change emission-related settings in a way that is not
permitted by the manufacturer.

(3) If you are an owner or operator of a stationary Cl internal combustion engine greater than 500 HP, you
must keep a maintenance plan and records of conducted maintenance and must, to the extent practicable, maintain
and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions. In
addition, you must conduct an initial performance test to demonstrate compliance with the applicable emission
standards within 1 year of startup, or within 1 year after an engine and control device is no longer installed,
configured, operated, and maintained in accordance with the manufacturer's emission-related written instructions, or
within 1 year after you change emission-related settings in a way that is not permitted by the manufacturer. You
must conduct subsequent performance testing every 8,760 hours of engine operation or 3 years, whichever comes
first, thereafter to demonstrate compliance with the applicable emission standards.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37970, June 28, 2011; 78 FR 6695, Jan. 30, 2013]

Testing Requirements for Owners and Operators

8§ 60.4212 What test methods and other procedures must I use if I am an owner or operator of a stationary
Cl internal combustion engine with a displacement of less than 30 liters per cylinder?

Owners and operators of stationary CI ICE with a displacement of less than 30 liters per cylinder who conduct
performance tests pursuant to this subpart must do so according to paragraphs (a) through (e) of this section.

(a) The performance test must be conducted according to the in-use testing procedures in 40 CFR part 1039,
subpart F, for stationary CI ICE with a displacement of less than 10 liters per cylinder, and according to 40 CFR part
1042, subpart F, for stationary CI ICE with a displacement of greater than or equal to 10 liters per cylinder and less
than 30 liters per cylinder.

(b) Exhaust emissions from stationary CI ICE that are complying with the emission standards for new Cl
engines in 40 CFR part 1039 must not exceed the not-to-exceed (NTE) standards for the same model year and
maximum engine power as required in 40 CFR 1039.101(e) and 40 CFR 1039.102(g)(1), except as specified in 40
CFR 1039.104(d). This requirement starts when NTE requirements take effect for nonroad diesel engines under 40
CFR part 1039.

(c) Exhaust emissions from stationary Cl ICE that are complying with the emission standards for new CI
engines in 40 CFR 89.112 or 40 CFR 94.8, as applicable, must not exceed the NTE numerical requirements, rounded
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to the same number of decimal places as the applicable standard in 40 CFR 89.112 or 40 CFR 94.8, as applicable,
determined from the following equation:

NTE requitem et for each pollatant = (125 = (3TIH (Eqg. 1D
Where:
STD = The standard specified for that pollutant in 40 CFR 89.112 or 40 CFR 94.8, as applicable.

Alternatively, stationary CI ICE that are complying with the emission standards for new CI engines in 40 CFR
89.112 or 40 CFR 94.8 may follow the testing procedures specified in § 60.4213 of this subpart, as appropriate.

(d) Exhaust emissions from stationary CI ICE that are complying with the emission standards for pre-2007
model year engines in § 60.4204(a), § 60.4205(a), or § 60.4205(c) must not exceed the NTE numerical
requirements, rounded to the same number of decimal places as the applicable standard in § 60.4204(a),

8 60.4205(a), or § 60.4205(c), determined from the equation in paragraph (c) of this section.

Where:
STD = The standard specified for that pollutant in § 60.4204(a), § 60.4205(a), or § 60.4205(c).

Alternatively, stationary CI ICE that are complying with the emission standards for pre-2007 model year
engines in § 60.4204(a), § 60.4205(a), or § 60.4205(c) may follow the testing procedures specified in § 60.4213, as
appropriate.

(e) Exhaust emissions from stationary Cl ICE that are complying with the emission standards for new CI
engines in 40 CFR part 1042 must not exceed the NTE standards for the same model year and maximum engine
power as required in 40 CFR 1042.101(c).

[71 FR 39172, July 11, 2006, as amended at 76 FR 37971, June 28, 2011]

§ 60.4213 What test methods and other procedures must I use if I am an owner or operator of a stationary
Cl internal combustion engine with a displacement of greater than or equal to 30 liters per cylinder?

Owners and operators of stationary CI ICE with a displacement of greater than or equal to 30 liters per
cylinder must conduct performance tests according to paragraphs (a) through (f) of this section.

(a) Each performance test must be conducted according to the requirements in § 60.8 and under the specific
conditions that this subpart specifies in table 7. The test must be conducted within 10 percent of 100 percent peak (or
the highest achievable) load.

(b) You may not conduct performance tests during periods of startup, shutdown, or malfunction, as specified
in 8 60.8(c).

(c) You must conduct three separate test runs for each performance test required in this section, as specified in
8 60.8(f). Each test run must last at least 1 hour.

(d) To determine compliance with the percent reduction requirement, you must follow the requirements as
specified in paragraphs (d)(1) through (3) of this section.

(1) You must use Equation 2 of this section to determine compliance with the percent reduction requirement:
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* % 100=R  (Eq.2)

i

Where:

C; = concentration of NOx or PM at the control device inlet,
C, = concentration of NOx or PM at the control device outlet, and

R = percent reduction of NOyx or PM emissions.

(2) You must normalize the NOx or PM concentrations at the inlet and outlet of the control device to a dry
basis and to 15 percent oxygen (O, ) using Equation 3 of this section, or an equivalent percent carbon dioxide
(CO, ) using the procedures described in paragraph (d)(3) of this section.

59
Cm'=

— 3
5Tt 09 -% 0, Ea.5)

Where:

Caqj = Calculated NOx or PM concentration adjusted to 15 percent O, .
Cq4 = Measured concentration of NOyx or PM, uncorrected.
5.9 = 20.9 percent O, —15 percent O, , the defined O, correction value, percent.

%0, = Measured O, concentration, dry basis, percent.

(3) If pollutant concentrations are to be corrected to 15 percent O, and CO, concentration is measured in lieu
of O,concentration measurement, a CO, correction factor is needed. Calculate the CO, correction factor as
described in paragraphs (d)(3)(i) through (iii) of this section.

(i) Calculate the fuel-specific F, value for the fuel burned during the test using values obtained from Method
19, Section 5.2, and the following equation:

o 020%
" F

G

(Eq 4
Where:

F, = Fuel factor based on the ratio of O, volume to the ultimate CO, volume produced by the fuel at zero percent
excess air.

0.209 = Fraction of air that is O, , percent/100.

Fq = Ratio of the volume of dry effluent gas to the gross calorific value of the fuel from Method 19, dsm? /J
(dscf/10° Btu).

F. = Ratio of the volume of CO, produced to the gross calorific value of the fuel from Method 19, dsm® /J
(dscf/10° Btu).

(ii) Calculate the CO,, correction factor for correcting measurement data to 15 percent O, , as follows:
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Where:

Xco2 = CO, correction factor, percent.

5.9 = 20.9 percent O, —15 percent O, , the defined O, correction value, percent.

(iii) Calculate the NOyx and PM gas concentrations adjusted to 15 percent O, using CO, as follows:

o 0 Eu.
3 d%CDI (Eq &)

Where:

Cag = Calculated NOx or PM concentration adjusted to 15 percent O, .
C4 = Measured concentration of NOx or PM, uncorrected.

%CO, = Measured CO, concentration, dry basis, percent.

(e) To determine compliance with the NOyx mass per unit output emission limitation, convert the concentration
of NOyin the engine exhaust using Equation 7 of this section:

oy 1012 =107 = Q =T
EW how

ER =

(Egq.7)
Where:

ER = Emission rate in grams per KW-hour.

C4 = Measured NOyx concentration in ppm.

1.912x10* = Conversion constant for ppm NOx to grams per standard cubic meter at 25 degrees Celsius.
Q = Stack gas volumetric flow rate, in standard cubic meter per hour.

T = Time of test run, in hours.

KW-hour = Brake work of the engine, in KW-hour.

(f) To determine compliance with the PM mass per unit output emission limitation, convert the concentration
of PM in the engine exhaust using Equation 8 of this section:

Cuy *QxT
KW -hour

ER = (Eog 2
Where:

ER = Emission rate in grams per KW-hour.

Caq = Calculated PM concentration in grams per standard cubic meter.
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Q = Stack gas volumetric flow rate, in standard cubic meter per hour.
T = Time of test run, in hours.
KW-hour = Energy output of the engine, in KW.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37971, June 28, 2011]

Notification, Reports, and Records for Owners and Operators

8 60.4214 What are my notification, reporting, and recordkeeping requirements if I am an owner or
operator of a stationary CI internal combustion engine?

(a) Owners and operators of non-emergency stationary CI ICE that are greater than 2,237 KW (3,000 HP), or
have a displacement of greater than or equal to 10 liters per cylinder, or are pre-2007 model year engines that are
greater than 130 KW (175 HP) and not certified, must meet the requirements of paragraphs (a)(1) and (2) of this
section.

(1) Submit an initial notification as required in § 60.7(a)(1). The notification must include the information in
paragraphs (a)(1)(i) through (v) of this section.

(i) Name and address of the owner or operator;
(i) The address of the affected source;

(iii) Engine information including make, model, engine family, serial number, model year, maximum engine
power, and engine displacement;

(iv) Emission control equipment; and

(v) Fuel used.

(2) Keep records of the information in paragraphs (a)(2)(i) through (iv) of this section.

(i) All notifications submitted to comply with this subpart and all documentation supporting any notification.
(if) Maintenance conducted on the engine.

(iii) If the stationary CI internal combustion is a certified engine, documentation from the manufacturer that
the engine is certified to meet the emission standards.

(iv) If the stationary CI internal combustion is not a certified engine, documentation that the engine meets the
emission standards.

(b) If the stationary CI internal combustion engine is an emergency stationary internal combustion engine, the
owner or operator is not required to submit an initial notification. Starting with the model years in table 5 to this
subpart, if the emergency engine does not meet the standards applicable to non-emergency engines in the applicable
model year, the owner or operator must keep records of the operation of the engine in emergency and non-
emergency service that are recorded through the non-resettable hour meter. The owner must record the time of
operation of the engine and the reason the engine was in operation during that time.
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(c) If the stationary CI internal combustion engine is equipped with a diesel particulate filter, the owner or
operator must keep records of any corrective action taken after the backpressure monitor has notified the owner or
operator that the high backpressure limit of the engine is approached.

(d) If you own or operate an emergency stationary CI ICE with a maximum engine power more than 100 HP
that operates or is contractually obligated to be available for more than 15 hours per calendar year for the purposes
specified in § 60.4211(f)(2)(ii) and (iii) or that operates for the purposes specified in § 60.4211(f)(3)(i), you must
submit an annual report according to the requirements in paragraphs (d)(1) through (3) of this section.

(1) The report must contain the following information:

(i) Company name and address where the engine is located.

(ii) Date of the report and beginning and ending dates of the reporting period.

(iii) Engine site rating and model year.

(iv) Latitude and longitude of the engine in decimal degrees reported to the fifth decimal place.

(v) Hours operated for the purposes specified in § 60.4211(f)(2)(ii) and (iii), including the date, start time, and
end time for engine operation for the purposes specified in § 60.4211(f)(2)(ii) and (iii).

(vi) Number of hours the engine is contractually obligated to be available for the purposes specified in
8 60.4211(f)(2)(ii) and (iii).

(vii) Hours spent for operation for the purposes specified in § 60.4211(f)(3)(i), including the date, start time,
and end time for engine operation for the purposes specified in § 60.4211(f)(3)(i). The report must also identify the
entity that dispatched the engine and the situation that necessitated the dispatch of the engine.

(2) The first annual report must cover the calendar year 2015 and must be submitted no later than March 31,
2016. Subsequent annual reports for each calendar year must be submitted no later than March 31 of the following
calendar year.

(3) The annual report must be submitted electronically using the subpart specific reporting form in the
Compliance and Emissions Data Reporting Interface (CEDRI) that is accessed through EPA's Central Data
Exchange (CDX) (www.epa.gov/cdx ). However, if the reporting form specific to this subpart is not available in
CEDRI at the time that the report is due, the written report must be submitted to the Administrator at the appropriate
address listed in § 60.4.

[71 FR 39172, July 11, 2006, as amended at 78 FR 6696, Jan. 30, 2013]

Special Requirements

8 60.4215 What requirements must | meet for engines used in Guam, American Samoa, or the
Commonwealth of the Northern Mariana Islands?

(a) Stationary CI ICE with a displacement of less than 30 liters per cylinder that are used in Guam, American
Samoa, or the Commonwealth of the Northern Mariana Islands are required to meet the applicable emission
standards in 88 60.4202 and 60.4205.

(b) Stationary CI ICE that are used in Guam, American Samoa, or the Commonwealth of the Northern
Mariana Islands are not required to meet the fuel requirements in § 60.4207.
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(c) Stationary CI ICE with a displacement of greater than or equal to 30 liters per cylinder that are used in
Guam, American Samoa, or the Commonwealth of the Northern Mariana Islands are required to meet the following
emission standards:

(1) For engines installed prior to January 1, 2012, limit the emissions of NOy in the stationary CI internal
combustion engine exhaust to the following:

(i) 17.0 g/KW-hr (12.7 g/HP-hr) when maximum engine speed is less than 130 rpm;

(i) 45 - n 2 g/KW-hr (34 - n"*% g/HP-hr) when maximum engine speed is 130 or more but less than 2,000
rpm, where n is maximum engine speed; and

(iii) 9.8 g/KW-hr (7.3 g/HP-hr) when maximum engine speed is 2,000 rpm or more.

(2) For engines installed on or after January 1, 2012, limit the emissions of NOy in the stationary Cl internal
combustion engine exhaust to the following:

(i) 14.4 g/KW-hr (10.7 g/HP-hr) when maximum engine speed is less than 130 rpm;

(i) 44 - n" %% g/KW-hr (33 - n"** g/HP-hr) when maximum engine speed is greater than or equal to 130 but
less than 2,000 rpm and where n is maximum engine speed; and

(iii) 7.7 g/KW-hr (5.7 g/HP-hr) when maximum engine speed is greater than or equal to 2,000 rpm.

(3) Limit the emissions of PM in the stationary ClI internal combustion engine exhaust to 0.40 g/KW-hr (0.30
g/HP-hr).

[71 FR 39172, July 11, 2006, as amended at 76 FR 37971, June 28, 2011]
8§ 60.4216 What requirements must | meet for engines used in Alaska?

(a) Prior to December 1, 2010, owners and operators of stationary Cl ICE with a displacement of less than 30
liters per cylinder located in areas of Alaska not accessible by the FAHS should refer to 40 CFR part 69 to determine
the diesel fuel requirements applicable to such engines.

(b) Except as indicated in paragraph (c) of this section, manufacturers, owners and operators of stationary Cl
ICE with a displacement of less than 10 liters per cylinder located in areas of Alaska not accessible by the FAHS
may meet the requirements of this subpart by manufacturing and installing engines meeting the requirements of 40
CFR parts 94 or 1042, as appropriate, rather than the otherwise applicable requirements of 40 CFR parts 89 and
1039, as indicated in sections §8 60.4201(f) and 60.4202(g) of this subpart.

(c) Manufacturers, owners and operators of stationary Cl ICE that are located in areas of Alaska not accessible
by the FAHS may choose to meet the applicable emission standards for emergency engines in § 60.4202 and
8§ 60.4205, and not those for non-emergency engines in § 60.4201 and § 60.4204, except that for 2014 model year
and later non-emergency CI ICE, the owner or operator of any such engine that was not certified as meeting Tier 4
PM standards, must meet the applicable requirements for PM in § 60.4201 and § 60.4204 or install a PM emission
control device that achieves PM emission reductions of 85 percent, or 60 percent for engines with a displacement of
greater than or equal to 30 liters per cylinder, compared to engine-out emissions.

(d) The provisions of § 60.4207 do not apply to owners and operators of pre-2014 model year stationary Cl
ICE subject to this subpart that are located in areas of Alaska not accessible by the FAHS.

D-20



(e) The provisions of § 60.4208(a) do not apply to owners and operators of stationary Cl ICE subject to this
subpart that are located in areas of Alaska not accessible by the FAHS until after December 31, 2009.

(f) The provisions of this section and § 60.4207 do not prevent owners and operators of stationary Cl ICE
subject to this subpart that are located in areas of Alaska not accessible by the FAHS from using fuels mixed with
used lubricating ail, in volumes of up to 1.75 percent of the total fuel. The sulfur content of the used lubricating oil
must be less than 200 parts per million. The used lubricating oil must meet the on-specification levels and properties
for used oil in 40 CFR 279.11.

[76 FR 37971, June 28, 2011]

8 60.4217 What emission standards must | meet if | am an owner or operator of a stationary internal
combustion engine using special fuels?

Owners and operators of stationary CI ICE that do not use diesel fuel may petition the Administrator for
approval of alternative emission standards, if they can demonstrate that they use a fuel that is not the fuel on which
the manufacturer of the engine certified the engine and that the engine cannot meet the applicable standards required
in § 60.4204 or § 60.4205 using such fuels and that use of such fuel is appropriate and reasonably necessary,
considering cost, energy, technical feasibility, human health and environmental, and other factors, for the operation
of the engine.

[76 FR 37972, June 28, 2011]

General Provisions

8 60.4218 What parts of the General Provisions apply to me?
Table 8 to this subpart shows which parts of the General Provisions in §§ 60.1 through 60.19 apply to you.

DEFINITIONS

8 60.4219 What definitions apply to this subpart?

As used in this subpart, all terms not defined herein shall have the meaning given them in the CAA and in
subpart A of this part.

Certified emissions life means the period during which the engine is designed to properly function in terms of
reliability and fuel consumption, without being remanufactured, specified as a number of hours of operation or
calendar years, whichever comes first. The values for certified emissions life for stationary CI ICE with a
displacement of less than 10 liters per cylinder are given in 40 CFR 1039.101(g). The values for certified emissions
life for stationary CI ICE with a displacement of greater than or equal to 10 liters per cylinder and less than 30 liters
per cylinder are given in 40 CFR 94.9(a).

Combustion turbine means all equipment, including but not limited to the turbine, the fuel, air, lubrication and
exhaust gas systems, control systems (except emissions control equipment), and any ancillary components and sub-
components comprising any simple cycle combustion turbine, any regenerative/recuperative cycle combustion
turbine, the combustion turbine portion of any cogeneration cycle combustion system, or the combustion turbine
portion of any combined cycle steam/electric generating system.

Compression ignition means relating to a type of stationary internal combustion engine that is not a spark
ignition engine.

Date of manufacture means one of the following things:
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(1) For freshly manufactured engines and modified engines, date of manufacture means the date the engine is
originally produced.

(2) For reconstructed engines, date of manufacture means the date the engine was originally produced, except
as specified in paragraph (3) of this definition.

(3) Reconstructed engines are assigned a new date of manufacture if the fixed capital cost of the new and
refurbished components exceeds 75 percent of the fixed capital cost of a comparable entirely new facility. An engine
that is produced from a previously used engine block does not retain the date of manufacture of the engine in which
the engine block was previously used if the engine is produced using all new components except for the engine
block. In these cases, the date of manufacture is the date of reconstruction or the date the new engine is produced.

Diesel fuel means any liquid obtained from the distillation of petroleum with a boiling point of approximately
150 to 360 degrees Celsius. One commonly used form is number 2 distillate oil.

Diesel particulate filter means an emission control technology that reduces PM emissions by trapping the
particles in a flow filter substrate and periodically removes the collected particles by either physical action or by
oxidizing (burning off) the particles in a process called regeneration.

Emergency stationary internal combustion engine means any stationary reciprocating internal combustion
engine that meets all of the criteria in paragraphs (1) through (3) of this definition. All emergency stationary ICE
must comply with the requirements specified in 8 60.4211(f) in order to be considered emergency stationary ICE. If
the engine does not comply with the requirements specified in § 60.4211(f), then it is not considered to be an
emergency stationary ICE under this subpart.

(1) The stationary ICE is operated to provide electrical power or mechanical work during an emergency
situation. Examples include stationary ICE used to produce power for critical networks or equipment (including
power supplied to portions of a facility) when electric power from the local utility (or the normal power source, if
the facility runs on its own power production) is interrupted, or stationary ICE used to pump water in the case of fire
or flood, etc.

(2) The stationary ICE is operated under limited circumstances for situations not included in paragraph (1) of
this definition, as specified in § 60.4211(f).

(3) The stationary ICE operates as part of a financial arrangement with another entity in situations not
included in paragraph (1) of this definition only as allowed in § 60.4211(f)(2)(ii) or (iii) and § 60.4211(f)(3)(i).

Engine manufacturer means the manufacturer of the engine. See the definition of “manufacturer” in this
section.

Fire pump engine means an emergency stationary internal combustion engine certified to NFPA requirements
that is used to provide power to pump water for fire suppression or protection.

Freshly manufactured engine means an engine that has not been placed into service. An engine becomes
freshly manufactured when it is originally produced.

Installed means the engine is placed and secured at the location where it is intended to be operated.

Manufacturer has the meaning given in section 216(1) of the Act. In general, this term includes any person
who manufactures a stationary engine for sale in the United States or otherwise introduces a new stationary engine
into commerce in the United States. This includes importers who import stationary engines for sale or resale.

Maximum engine power means maximum engine power as defined in 40 CFR 1039.801.
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Model year means the calendar year in which an engine is manufactured (see “date of manufacture™), except
as follows:

(1) Model year means the annual new model production period of the engine manufacturer in which an engine
is manufactured (see “date of manufacture™), if the annual new model production period is different than the
calendar year and includes January 1 of the calendar year for which the model year is named. It may not begin
before January 2 of the previous calendar year and it must end by December 31 of the named calendar year.

(2) For an engine that is converted to a stationary engine after being placed into service as a nonroad or other
non-stationary engine, model year means the calendar year or new model production period in which the engine was
manufactured (see “date of manufacture”).

Other internal combustion engine means any internal combustion engine, except combustion turbines, which
is not a reciprocating internal combustion engine or rotary internal combustion engine.

Reciprocating internal combustion engine means any internal combustion engine which uses reciprocating
motion to convert heat energy into mechanical work.

Rotary internal combustion engine means any internal combustion engine which uses rotary motion to convert
heat energy into mechanical work.

Spark ignition means relating to a gasoline, natural gas, or liquefied petroleum gas fueled engine or any other
type of engine with a spark plug (or other sparking device) and with operating characteristics significantly similar to
the theoretical Otto combustion cycle. Spark ignition engines usually use a throttle to regulate intake air flow to
control power during normal operation. Dual-fuel engines in which a liquid fuel (typically diesel fuel) is used for ClI
and gaseous fuel (typically natural gas) is used as the primary fuel at an annual average ratio of less than 2 parts
diesel fuel to 100 parts total fuel on an energy equivalent basis are spark ignition engines.

Stationary internal combustion engine means any internal combustion engine, except combustion turbines,
that converts heat energy into mechanical work and is not mobile. Stationary ICE differ from mobile ICE in that a
stationary internal combustion engine is not a nonroad engine as defined at 40 CFR 1068.30 (excluding paragraph
(2)(ii) of that definition), and is not used to propel a motor vehicle, aircraft, or a vehicle used solely for competition.
Stationary ICE include reciprocating ICE, rotary ICE, and other ICE, except combustion turbines.

Subpart means 40 CFR part 60, subpart I111.
[71 FR 39172, July 11, 2006, as amended at 76 FR 37972, June 28, 2011; 78 FR 6696, Jan. 30, 2013]
Table 1 to Subpart 1111 of Part 60—Emission Standards for Stationary Pre-2007 Model Year Engines With a
Displacement of <10 Liters per Cylinder and 2007-2010 Model Year Engines >2,237 KW (3,000 HP) and
With a Displacement of <10 Liters per Cylinder

[As stated in §8 60.4201(b), 60.4202(b), 60.4204(a), and 60.4205(a), you must comply with the following
emission standards]

Emission standards for stationary pre-2007 model year engines with a displacement of <10
liters per cylinder and 2007-2010 model year engines >2,237 KW (3,000 HP) and with a
displacement of <10 liters per cylinder in g/KW-hr (g/HP-hr)

Maximum engine

power NMHC + NOx HC NOx CcoO PM
KW<8 (HP<11) 10.5(7.8) 8.0 (6.0) 1.0 (0.75)
8<KW<19 9.5(7.1) 6.6 (4.9) 0.80 (0.60)
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(11<HP<25)

19<KW<37
(25<HP<50)

9.5 (7.1)

5.5 (4.1)

0.80 (0.60)

37<KW<56
(50<HP<75)

9.2 (6.9)

56<KW<75
(75<HP<100)

9.2 (6.9)

75<KW<130
(100<HP<175)

9.2 (6.9)

130<KW<225
(175<HP<300)

1.3 (1.0) 9.2 (6.9) 11.4 (8.5)

0.54 (0.40)

225<KW<450
(300<HP<600)

1.3 (1.0) 9.2 (6.9) 11.4 (8.5)

0.54 (0.40)

450<KW<560
(600<HP<750)

1.3 (1.0) 9.2 (6.9) 11.4 (8.5)

0.54 (0.40)

KW>560
(HP>750)

1.3 (1.0) 9.2 (6.9) 11.4 (8.5)

0.54 (0.40)

Table 2 to Subpart 1111 of Part 60—Emission Standards for 2008 Model Year and Later Emergency
Stationary CI ICE <37 KW (50 HP) With a Displacement of <10 Liters per Cylinder

[As stated in § 60.4202(a)(1), you must comply with the following emission standards]

Emission standards for 2008 model year and later emergency stationary Cl ICE <37 KW
(50 HP) with a displacement of <10 liters per cylinder in g/KW-hr (g/HP-hr)

Engine power Model year(s) NOx+ NMHC Cco PM
KW<8 (HP<11) 2008+ 7.5 (5.6) 8.0 (6.0) 0.40 (0.30)
B<KW<19 2008+ 7.5 (5.6) 6.6 (4.9) 0.40 (0.30)
(11<HP<25)
19<KW<37 2008+ 7.5 (5.6) 5.5 (4.1) 0.30 (0.22)
(25<HP<50)

Table 3 to Subpart 1111 of Part 60—Certification Requirements for Stationary Fire Pump Engines

As stated in § 60.4202(d), you must certify new stationary fire pump engines beginning with the following

model years:

Engine
power

Starting model year engine manufacturers must certify
new
stationary
fire pump
engines
according to
§ 60.4202(d)*

KW<75

2011
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(HP<100)

75<KW<130
(100<HP<175)

2010

130<KW<560
(175<HP<750)

2009

KW>560
(HP>750)

2008

YManufacturers of fire pump stationary CI ICE with a maximum engine power greater than or equal to 37 kW
(50 HP) and less than 450 KW (600 HP) and a rated speed of greater than 2,650 revolutions per minute (rpm) are not
required to certify such engines until three model years following the model year indicated in this Table 3 for
engines in the applicable engine power category.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37972, June 28, 2011]

Table 4 to Subpart 1111 of Part 60—Emission Standards for Stationary Fire Pump Engines

[As stated in 8§ 60.4202(d) and 60.4205(c), you must comply with the following emission standards for
stationary fire pump engines]

Maximum engine power Model year(s) NMHC + NOy CcoO PM
KW<8 (HP<11) 2010 and earlier 10.5(7.8)) 8.0(6.0) 1.0 (0.75)
2011+ 7.5 (5.6) 0.40 (0.30)
8<KW<19 (11<HP<25) 2010 and earlier 95(7.1)| 6.6(4.9) 0.80 (0.60)
2011+ 7.5 (5.6) 0.40 (0.30)
19<KW<37 (25<HP<50) 2010 and earlier 95(7.1)| 5.5(4.1)  0.80(0.60)
2011+ 7.5 (5.6) 0.30 (0.22)
37<KW<56 (50<HP<75) 2010 and earlier 10.5(7.8)) 5.0(3.7))  0.80 (0.60)
2011+* 4.7 (3.5) 0.40 (0.30)
56<KW<75 (75<HP<100) 2010 and earlier 10.5(7.8)) 5.0(3.7) 0.80 (0.60)
2011+* 4.7 (3.5) 0.40 (0.30)
75<KW<130 (100<HP<175) 2009 and earlier 10.5(7.8)) 5.0(3.7))  0.80 (0.60)
2010+ 2 4.0 (3.0) 0.30 (0.22)
130<KW<225 (175<HP<300) 2008 and earlier 10.5(7.8)] 3.5(2.6)  0.54 (0.40)
2009+ 3 4.0 (3.0) 0.20 (0.15)
225<KW<450 (300<HP<600) 2008 and earlier 10.5(7.8)] 3.5(2.6) 0.54 (0.40)
2009+ 3 4.0 (3.0) 0.20 (0.15)
450<KW<560 (600<HP<750) 2008 and earlier 10.5(7.8)) 3.5(2.6))  0.54(0.40)
2009+ 4.0 (3.0) 0.20 (0.15)
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KW>560 (HP>750) 2007 and earlier 10.5(7.8)) 3.5(2.6) 0.54 (0.40)

2008+ 6.4 (4.8) 0.20 (0.15)

! For model years 2011-2013, manufacturers, owners and operators of fire pump stationary CI ICE in this
engine power category with a rated speed of greater than 2,650 revolutions per minute (rpm) may comply with the
emission limitations for 2010 model year engines.

2 For model years 2010-2012, manufacturers, owners and operators of fire pump stationary CI ICE in this
engine power category with a rated speed of greater than 2,650 rpm may comply with the emission limitations for
2009 model year engines.

® In model years 2009-2011, manufacturers of fire pump stationary CI ICE in this engine power category with
a rated speed of greater than 2,650 rpm may comply with the emission limitations for 2008 model year engines.

Table 5 to Subpart 1111 of Part 60—Labeling and Recordkeeping Requirements for New Stationary
Emergency Engines

[You must comply with the labeling requirements in § 60.4210(f) and the recordkeeping requirements in
8§ 60.4214(b) for new emergency stationary CI ICE beginning in the following model years:]

Engine power Starting model year
19<KW<56 (25<HP<75) 2013
56<KW<130 (75<HP<175) 2012
KW=>130 (HP>175) 2011

Table 6 to Subpart 1111 of Part 60—Optional 3-Mode Test Cycle for Stationary Fire Pump Engines

[As stated in § 60.4210(g), manufacturers of fire pump engines may use the following test cycle for testing fire
pump engines:]

Torque Weighting
Mode No. Engine speed * (percent) ? factors
1 Rated 100 0.30
2 Rated 75 0.50
3 Rated 50 0.20

! Engine speed: +2 percent of point.

2 Torque: NFPA certified nameplate HP for 100 percent point. All points should be +2 percent of engine
percent load value.

Table 7 to Subpart 1111 of Part 60—Requirements for Performance Tests for Stationary Cl ICE With a
Displacement of >30 Liters per Cylinder

[As stated in § 60.4213, you must comply with the following requirements for performance tests for stationary
ClI ICE with a displacement of >30 liters per cylinder:]
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For each

Complying with
the
requirement to

You must

Using

According to the
following requirements

1. Stationary ClI
internal
combustion
engine with a
displacement
0f>30 liters per
cylinder

a. Reduce
NOyemissions by
90 percent or more

i. Select the sampling
port location and the
number of traverse
points;

(1) Method 1 or 1A of
40 CFR part 60,
appendix A

(a) Sampling sites must be
located at the inlet and
outlet of the control device.

ii. Measure O,at the
inlet and outlet of the
control device;

(2) Method 3, 3A, or
3B of 40 CFR part 60,
appendix A

(b) Measurements to
determine O,concentration
must be made at the same
time as the measurements
for NOyconcentration.

iii. If necessary,
measure moisture
content at the inlet and
outlet of the control
device; and,

(3) Method 4 of 40
CFR part 60, appendix
A, Method 320 of 40
CFR part 63, appendix
A, or ASTM D 6348-
03 (incorporated by
reference, see § 60.17)

(c) Measurements to
determine moisture content
must be made at the same
time as the measurements
for NOxconcentration.

iv. Measure NOxat the
inlet and outlet of the
control device

(4) Method 7E of 40
CFR part 60, appendix
A, Method 320 of 40
CFR part 63, appendix
A, or ASTM D 6348-
03 (incorporated by
reference, see § 60.17)

(d) NOxconcentration must
be at 15 percent O,, dry
basis. Results of this test
consist of the average of
the three 1-hour or longer
runs.

b. Limit the
concentration of
NOxin the
stationary Cl
internal combustion
engine exhaust.

i. Select the sampling
port location and the
number of traverse
points;

(1) Method 1 or 1A of
40 CFR part 60,
appendix A

(@) If using a control
device, the sampling site
must be located at the
outlet of the control device.

ii. Determine the
O,concentration of the
stationary internal
combustion engine
exhaust at the sampling
port location; and,

(2) Method 3, 3A, or
3B of 40 CFR part 60,
appendix A

(b) Measurements to
determine O,concentration
must be made at the same
time as the measurement
for NOxconcentration.

iii. If necessary,
measure moisture
content of the stationary
internal combustion
engine exhaust at the
sampling port location;
and,

(3) Method 4 of 40
CFR part 60, appendix
A, Method 320 of 40
CFR part 63, appendix
A, or ASTM D 6348-
03 (incorporated by
reference, see § 60.17)

(c) Measurements to
determine moisture content
must be made at the same
time as the measurement
for NOxconcentration.

iv. Measure NOxat the
exhaust of the stationary

(4) Method 7E of 40
CFR part 60, appendix

(d) NOxconcentration must
be at 15 percent O,, dry
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internal combustion
engine

A, Method 320 of 40
CFR part 63, appendix
A, or ASTM D 6348-
03 (incorporated by
reference, see § 60.17)

basis. Results of this test
consist of the average of
the three 1-hour or longer
runs.

c. Reduce PM
emissions by 60
percent or more

i. Select the sampling
port location and the
number of traverse
points;

(1) Method 1 or 1A of
40 CFR part 60,
appendix A

(a) Sampling sites must be
located at the inlet and
outlet of the control device.

ii. Measure O,at the
inlet and outlet of the
control device;

(2) Method 3, 3A, or
3B of 40 CFR part 60,
appendix A

(b) Measurements to
determine O,concentration
must be made at the same
time as the measurements
for PM concentration.

iii. If necessary,
measure moisture
content at the inlet and
outlet of the control
device; and

(3) Method 4 of 40
CFR part 60, appendix
A

(c) Measurements to
determine and moisture
content must be made at
the same time as the
measurements for PM
concentration.

iv. Measure PM at the
inlet and outlet of the
control device

(4) Method 5 of 40
CFR part 60, appendix
A

(d) PM concentration must
be at 15 percent O,, dry
basis. Results of this test
consist of the average of
the three 1-hour or longer
runs.

d. Limit the
concentration of
PM in the stationary
Cl internal
combustion engine
exhaust

i. Select the sampling
port location and the
number of traverse
points;

(1) Method 1 or 1A of
40 CFR part 60,
appendix A

(@) If using a control
device, the sampling site
must be located at the
outlet of the control device.

ii. Determine the
O,concentration of the
stationary internal
combustion engine
exhaust at the sampling
port location; and

(2) Method 3, 3A, or
3B of 40 CFR part 60,
appendix A

(b) Measurements to
determine O,concentration
must be made at the same
time as the measurements
for PM concentration.

iii. If necessary,
measure moisture
content of the stationary
internal combustion
engine exhaust at the
sampling port location;
and

(3) Method 4 of 40
CFR part 60, appendix
A

(c) Measurements to
determine moisture content
must be made at the same
time as the measurements
for PM concentration.

iv. Measure PM at the
exhaust of the stationary
internal combustion
engine

(4) Method 5 of 40
CFR part 60, appendix
A

(d) PM concentration must
be at 15 percent O,, dry
basis. Results of this test
consist of the average of
the three 1-hour or longer
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runs.

Table 8 to Subpart 1111 of Part 60—Applicability of General Provisions to Subpart 1111

[As stated in § 60.4218, you must comply with the following applicable General Provisions:]

General Applies
Provisions to
citation Subject of citation subpart Explanation
8 60.1 General applicability of the Yes
General Provisions
8 60.2 Definitions Yes Additional terms defined in § 60.4219.
8 60.3 Units and abbreviations Yes
§ 60.4 Address Yes
8 60.5 Determination of construction |Yes
or modification
8§ 60.6 Review of plans Yes
8 60.7 Notification and Recordkeeping|Yes Except that § 60.7 only applies as specified in § 60.4214(a).
8 60.8 Performance tests Yes Except that § 60.8 only applies to stationary CI ICE with a
displacement of (=30 liters per cylinder and engines that are
not certified.
8 60.9 Availability of information Yes
8 60.10 State Authority Yes
8 60.11 Compliance with standards and |No Requirements are specified in subpart I11I.
maintenance requirements
8§ 60.12 Circumvention Yes
8 60.13 Monitoring requirements Yes Except that § 60.13 only applies to stationary Cl ICE with a
displacement of (=30 liters per cylinder.
§ 60.14 Modification Yes
8 60.15 Reconstruction Yes
8 60.16 Priority list Yes
8 60.17 Incorporations by reference Yes
8 60.18 General control device No
requirements
8 60.19 General notification and Yes

reporting requirements
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CERTIFICATE OF SERVICE

I, Cynthia Hook, hereby certify that a copy of this permit has been mailed by first class mail to
Kohler Co. (Sheridan), 415 South Oklahoma Street, Sheridan, AR, 72150, on this

20 i day of ,2018.

Otlut

Cynfhia Hook, ASIII, Office of Air Quality
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